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71.05.1.1.    Definitions  
  

Compliance note 1.τ !ƭƭ ǊŜŦŜǊŜƴŎŜǎ ǘƻ άwŀŘƛƻ wŜƎǳƭŀǘƛƻƴǎέ ŀǊŜ ǘƻ ǘƘŜ wŀŘƛƻ wŜƎǳƭŀǘƛƻƴǎ ǇǳōƭƛǎƘŜŘ 

by the International Telecommunication Union (ITU). Radio Regulations are amended from time 

to time by the decisions embodied in the Final Acts of World Radiocommunication Conferences 

held normally every two to three years. Further information on the ITU processes as they relate to 

aeronautical radio system frequency use is contained in the Handbook on Radio Frequency 

Spectrum Requirements for Civil Aviation including statement of approved ICAO policies (Doc 

9718).  

  

Compliance note 2.τ NAM-CATS-ATEL Part 171.05.1, volume 1 includes Standards and 

Recommended Practices for certain forms of equipment for air navigation aids. While the service  

Provider will determine the necessity for specific installations in accordance with the conditions 

prescribed in the relevant Standard or Recommended Practice, review of the need for specific 

installation and the formulation of ICAO opinion and recommendations to service providers 

concerned is carried out periodically by Council, ordinarily on the basis of recommendations of 

Regional Air Navigation Meetings (Doc 8144 τ Directives to Regional Air Navigation Meetings and 

Rules of Procedure for their Conduct).  

  

Compliance note 3.τ The terminology used in this NAM-CATS-ATEL to refer to instrument 

approach operations is based on a previous version of the Annex 6  of instrument approach and 

landing operations. It can be mapped to the Annex 6 definitions as follows:  
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When the following terms are used in this volume, they have the following meanings:  

  

Altitude. The vertical distance of a level, a point or an object considered as a point, measured 

from mean sea level (MSL).  

  

Area navigation (RNAV). A method of navigation which permits aircraft operation on any desired 

flight path within the coverage of ground- or space-based navigation aids or within the limits of 

the capability of self-contained aids, or a combination of these.   

  

Compliance note.τ Area navigation includes performance-based navigation as well as other 

operations that do not meet the definition of performance-based navigation.  

  

Effective acceptance bandwidth. The range of frequencies with respect to the assigned frequency 

for which reception is assured when all receiver tolerances have been taken into account.  

  

Effective adjacent channel rejection. The rejection that is obtained at the appropriate adjacent 

channel frequency when all relevant receiver tolerances have been taken into account.  
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Elevation. The vertical distance of a point or a level, on or affixed to the surface of the earth, 

measured from mean sea level.  

  

Essential radio navigation service. A radio navigation service whose disruption has a significant 

impact on operations in the affected airspace or aerodrome.  

  

Fan marker beacon. A type of radio beacon, the emissions of which radiate in a vertical fan-

shaped pattern.  

  

Height. The vertical distance of a level, a point or an object considered as a point, measured from 

a specified datum.  

  

Human Factors principles. Principles which apply to design, certification, training, operations and 

maintenance and which seek safe interface between the human and other system components 

by proper consideration to human performance.  

  

Mean power (of a radio transmitter). The average power supplied to the antenna transmission 

line by a transmitter during an interval of time sufficiently long compared with the lowest 

frequency encountered in the modulation taken under normal operating conditions.  

  

Compliance note.τ A time of 1/10 second during which the mean power is greatest will be 

selected normally.  

  

Navigation specification. A set of aircraft and flight crew requirements needed to support 

performance-based navigation operations within a defined airspace. There are two kinds of 

navigation specifications:  

  

Required navigation performance (RNP) specification. A navigation specification based on area 

navigation that includes the requirement for performance monitoring and alerting, designated by 

the prefix RNP, e.g. RNP 4, RNP APCH.  

  

Area navigation (RNAV) specification. A navigation specification based on area navigation that 

does not include the requirement for performance monitoring and alerting, designated by the 

prefix RNAV, e.g. RNAV 5, RNAV 1.  

  

Compliance note.1τ The Performance-based Navigation (PBN) Manual (Doc 9613), Volume II, 

contains detailed guidance on navigation specifications.  
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Compliance note 2.τ ¢ƘŜ ǘŜǊƳ wbtΣ ǇǊŜǾƛƻǳǎƭȅ ŘŜŦƛƴŜŘ ŀǎ άŀ ǎǘŀǘŜƳŜƴǘ ƻŦ ǘƘŜ ƴŀǾƛƎŀǘƛƻƴ 

ǇŜǊŦƻǊƳŀƴŎŜ ƴŜŎŜǎǎŀǊȅ ŦƻǊ ƻǇŜǊŀǘƛƻƴ ǿƛǘƘƛƴ ŀ ŘŜŦƛƴŜŘ ŀƛǊǎǇŀŎŜέΣ Ƙŀǎ ōŜŜƴ ǊŜƳƻǾŜŘ ŦǊƻƳ ǘƘƛǎ 

NAMCATS-ATEL  as the concept of RNP has been overtaken by the concept of PBN. The term RNP 

in this NAMCATS-ATEL is now solely used in the context of navigation specifications that require 

performance monitoring and alerting, e.g. RNP 4 refers to the aircraft and operating requirements, 

including a 4 NM lateral performance with on-board performance monitoring and alerting that 

are detailed in Doc 9613.  

 

Performance-based navigation (PBN). Area navigation based on performance requirements for 

aircraft operating along an ATS route, on an instrument approach procedure or in a designated 

airspace.  

Compliance note.τ Performance requirements are expressed in navigation specifications (RNAV 

specification, RNP specification) in terms of accuracy, integrity, continuity, availability and 

functionality needed for the proposed operation in the context of a particular airspace concept.   

  

Pressure-altitude. An atmospheric pressure expressed in terms of altitude which corresponds to 

that pressure in the Standard Atmosphere.  

  

Protected service volume. A part of the facility coverage where the facility provides a particular 

service in accordance with relevant SARPs and within which the facility is afforded frequency 

protection.  

  

Radio navigation service. A service providing guidance information or position data for the 

efficient and safe operation of aircraft supported by one or more radio navigation aids.  

  

Touchdown. The point where the nominal glide path intercepts the runway.  

  

Compliance note.τ ά¢ƻǳŎƘŘƻǿƴέ ŀǎ ŘŜŦƛƴŜŘ ŀōƻǾŜ ƛǎ ƻƴƭȅ ŀ ŘŀǘǳƳ ŀƴŘ ƛǎ ƴƻǘ ƴŜŎŜǎǎŀǊƛƭȅ ǘƘŜ 

actual point at which the aircraft will touch the runway.  

  

Z marker beacon. A type of radio beacon, the emissions of which radiate in a vertical cone-shaped 

pattern.  

  

  



 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

8 
 

171.05.1.2.    General Provisions For Radio Navigation Aids  
 

 

171.05.1.2.1    Standard radio navigation aids  

  

171.05.1.2.1.1    The standard radio navigation aids must be:  

  

a) the instrument landing system (ILS) conforming to the Standards contained in 171.05.1.3, 3.1;  

  

b) the global navigation satellite system (GNSS) conforming to the Standards contained in 

171.05.1.3, 3.7;  

  

c) the VHF omnidirectional radio range (VOR) conforming to the Standards contained in 

171.05.1.3, 3.3;  

  

d) the non-directional radio beacon (NDB) conforming to the Standards contained in 171.05.1.3, 

3.4;  

  

e) the distance measuring equipment (DME) conforming to the Standards contained in 

171.05.1.3, 3.5; and  

  

f) the en-route VHF marker beacon conforming to the Standards contained in 171.05.1.3, 3.6.  

  

Compliance note 1.τ Since visual reference is essential for the final stages of approach and 

landing, the installation of a radio navigation aid does not obviate the need for visual aids to 

approach and landing in conditions of low visibility.  

  

Compliance note 2.τ It is intended that introduction and application of radio navigation aids to 

support precision approach and landing operations will be in accordance with the strategy shown 

in Attachment B. It is intended that rationalization of conventional radio navigation aids and 

evolution toward supporting performance-based navigation will be in accordance with the 

strategy shown in Attachment H.  

  

Compliance note 3.τ Categories of precision approach and landing operations are classified in 

Annex 6, Part I, Chapter 1.  
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Compliance note 4.τ Information on operational objectives associated with ILS facility 

performance categories is given in Attachment C, 2.1 and 2.14.  

  

171.05.1.2.1.2    Differences in radio navigation aids in any respect from the Standards of Chapter 3 must be 

published in an Aeronautical Information Publication (AIP).  

  

171.05.1.2.1.3    Wherever there is installed a radio navigation aid that is neither an ILS but which may be used in 

whole or in part with aircraft equipment designed for use with the ILS, full details of parts that 

may be so used must be published in an Aeronautical Information Publication (AIP).  

  

Compliance note.τ This provision is to establish a requirement for promulgation of relevant 

information rather than to authorize such installations.  

  

171.05.1.2.1.4    GNSS-specific provisions  
  

171.05.1.2.1.4.1    It must be permissible to terminate a GNSS satellite service provided by one of its elements 

(171.05.1.3, 3.7.2) on the basis of at least a six-year advance notice by a service provider.  

  

171.05.1.2.1.4.2    Recommendation.τ A Service provider that approves GNSS-based operations should ensure 

that GNSS data relevant to those operations are recorded.  

  

Compliance note 1.τ These recorded data can support accident and incident investigations. They 

may also support periodic analysis to verify the GNSS performance parameters detailed in the 

relevant Standards in this NAM-CATS-ATEL  

  

Compliance note 2.τ Guidance material on the recording of GNSS parameters and on GNSS 

performance assessment is contained in Attachment D, 11 and 12.  

  

171.05.1.2.1.4.3    Recommendation.τ Recordings should be retained for a period of at least 14 days. When the 

recordings are pertinent to accident and incident investigations, they should be retained for longer 

periods until it is evident that they will no longer be required.  

 

171.05.1.2.1.5    Precision approach radar  
  

171.05.1.2.1.5.1    A precision approach radar (PAR) system, where installed and operated as a radio navigation 

aid together with equipment for two-way communication with aircraft and facilities for the 
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efficient coordination of these elements with air traffic control, must conform to the Standards 

contained in 171.05.1.3, 3.2.  

  

Compliance note 1.τ The precision approach radar (PAR) element of the precision approach radar 

system may be installed and operated without the surveillance radar element (SRE), when it is 

determined that the SRE is not necessary to meet the requirements of air traffic control for the 

handling of aircraft.  

  

Compliance note 2.τ Although SRE is not considered, in any circumstances, a satisfactory 

alternative to the precision approach radar system, the SRE may be installed and operated without 

the PAR for the assistance of air traffic control in handling aircraft intending to use a radio 

navigation aid, or for surveillance radar approaches and departures.  

  

171.05.1.2.1.6    Recommendation.τ When a radio navigation aid is provided to support precision approach and 

landing, it should be supplemented, as necessary, by a source or sources of guidance information 

which, when used in conjunction with appropriate procedures, will provide effective guidance to, 

and efficient coupling (manual or automatic) with, the desired reference path.  

  

Compliance note.τ DME, GNSS, NDB, VOR and aircraft navigation systems have been used for 

such purposes.  

 

171.05.1.2.2    Ground and flight testing  

  

171.05.1.2.2.1    Radio navigation aids of the types covered by the specifications in 171.05.1.3 and available for 

use by aircraft engaged in international air navigation must be the subject of periodic ground and 

flight tests.  

  

Compliance note.τ Guidance on the ground and flight testing of ICAO standard facilities, including 

the periodicity of the testing, is contained in Attachment C and in the Manual on Testing of Radio 

Navigation Aids (Doc 8071).  

  

171.05.1.2.3    Provision of information on the operational status of radio navigation services  

  

171.05.1.2.3.1    Aerodrome control towers and units providing approach control service must be provided with 

information on the operational status of radio navigation services essential for approach, landing 

and take-off at the aerodrome(s) with which they are concerned, on a timely basis consistent with 

the use of the service(s) involved.  
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 Compliance note.τ Guidance material on the application of this Standard in the case of PBN-

based operations supported by GNSS is contained in the Performance-based Navigation (PBN) 

Manual (Doc 9613). 

 

171.05.1.2.4    Power supply for radio navigation aids and communication systems  

  

171.05.1.2.4.1    Radio navigation aids and ground elements of communication systems of the types specified in 

NAM-CATS-ATEL Part 171.05.1 must be provided with suitable power supplies and means to 

ensure continuity of service consistent with the use of the service(s) involved.  

  

Compliance note.τ Guidance material on power supply switch-over is contained in Attachment 

C, 8.  

  

 

171.05.1.2.5    Human Factors considerations  

  

171.05.1.2.5.1    Recommendation.τ Human Factors principles should be observed in the design and certification 

of radio navigation aids.  

  

Compliance note.τ Guidance material on Human Factors principles can be found in the Human 

Factors Training Manual (Doc 9683) and Circular 249 (Human Factors Digest No. 11 τ Human 

Factors in CNS/ATM Systems).  

 

 

171.05.1.3.    Specifications For Radio Navigation Aids  
  

 

Compliance note.τ Specifications concerning the siting and construction of equipment and 

installations on operational areas aimed at reducing the hazard to aircraft to a minimum are 

contained in NAMCATs Part 139.  

 

171.05.1.3.1    Specification for ILS  

 

171.05.1.3.1.1    Definitions  
  

Angular displacement sensitivity. The ratio of measured DDM to the corresponding angular 

displacement from the appropriate reference line.  
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Back course sector. The course sector which is situated on the opposite side of the localizer from 

the runway.  

  

Course line. The locus of points nearest to the runway centre line in any horizontal plane at which 

the DDM is zero.  

  

Course sector. A sector in a horizontal plane containing the course line and limited by the loci of 

points nearest to the course line at which the DDM is 0.155.  

  

DDM τ Difference in depth of modulation. The percentage modulation depth of the larger signal 

minus the percentage modulation depth of the smaller signal, divided by 100.  

  

Displacement sensitivity (localizer). The ratio of measured DDM to the corresponding lateral 

displacement from the appropriate reference line.  

  

Facility Performance Category I τ ILS. An ILS which provides guidance information from the 

coverage limit of the ILS to the point at which the localizer course line intersects the ILS glide path 

at a height of 30 m ( 100 ft) or less above the horizontal plane containing the threshold.  

  

Compliance note.τ The lower limit is set to 30 m (100 ft) below the minimum Category I decision 

height (DH). 

 

Facility Performance Category II τ ILS. An ILS which provides guidance information from the 

coverage limit of the ILS to the point at which the localizer course line intersects the ILS glide path 

at a height of 15 m (50 ft) or less above the horizontal plane containing the threshold.  

 

Compliance note.τ The lower limit is set to 15 m (50 ft) below the minimum Category II decision 

height (DH). 

  

Facility Performance Category III τ ILS. An ILS which, with the aid of ancillary equipment where 

necessary, provides guidance information from the coverage limit of the facility to, and along, the 

surface of the runway.  

  

Front course sector. The course sector which is situated on the same side of the localizer as the 

runway.  
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Half course sector. The sector, in a horizontal plane containing the course line and limited by the 

loci of points nearest to the course line at which the DDM is 0.0775.  

     

Half ILS glide path sector. The sector in the vertical plane containing the ILS glide path and limited 

by the loci of points nearest to the glide path at which the DDM is 0.0875.  

  

ILS continuity of service. That quality which relates to the rarity of radiated signal interruptions. 

The level of continuity of service of the localizer or the glide path is expressed in terms of the 

probability of not losing the radiated guidance signals.  

  

ILS glide path. That locus of points in the vertical plane containing the runway centre line at which 

the DDM is zero, which, of all such loci, is the closest to the horizontal plane.  

  

ILS glide path angle. The angle between a straight line which represents the mean of the ILS glide 

path and the horizontal.  

  

ILS glide path sector. The sector in the vertical plane containing the ILS glide path and limited by 

the loci of points nearest to the glide path at which the DDM is 0.175.  

  

Compliance note.τ The ILS glide path sector is located in the vertical plane containing the runway 

centre line, and is divided by the radiated glide path in two parts called upper sector and lower 

sector, referring respectively to the sectors above and below the glide path.  

  

ILS integrity. That quality which relates to the trust which can be placed in the correctness of the 

information supplied by the facility. The level of integrity of the localizer or the glide path is 

expressed in terms of the probability of not radiating false guidance signals.  

  

L[{ tƻƛƴǘ ά!έΦ A point on the ILS glide path measured along the extended runway centre line in 

the approach direction a distance of 7.5 km (4 NM) from the threshold.  

  

L[{ tƻƛƴǘ ά.έΦ A point on the ILS glide path measured along the extended runway centre line in 

the approach direction a distance of 1 050 m (3 500 ft) from the threshold.  

  

L[{ tƻƛƴǘ ά/έΦ A point through which the downward extended straight portion of the nominal ILS 

glide path passes at a height of 30 m (100 ft) above the horizontal plane containing the threshold.  
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L[{ tƻƛƴǘ ά5έΦ A point 4 m (12 ft) above the runway centre line and 900 m (3 000 ft) from the 

threshold in the direction of the localizer.  

  

L[{ tƻƛƴǘ ά9έΦ A point 4 m (12 ft) above the runway centre line and 600 m (2 000 ft) from the stop 

end of the runway in the direction of the threshold.  

  

Compliance note.τ See Attachement C, Figure C-1.  

  

L[{ ǊŜŦŜǊŜƴŎŜ ŘŀǘǳƳ όtƻƛƴǘ ά¢έύΦ A point at a specified height located above the intersection of 

the runway centre line and the threshold and through which the downward extended straight 

portion of the ILS glide path passes.  

  

Two-frequency glide path system. An ILS glide path in which coverage is achieved by the use of 

two independent radiation field patterns spaced on separate carrier frequencies within the 

particular glide path channel.  

  

Two-frequency localizer system. A localizer system in which coverage is achieved by the use of 

two independent radiation field patterns spaced on separate carrier frequencies within the 

particular localizer VHF channel.  

   

171.05.1.3.1.2    Basic requirements  
  

171.05.1.3.1.2.1    The ILS must comprise the following basic components:  

  

a) VHF localizer equipment, associated monitor system, remote control and indicator equipment;  

  

b) UHF glide path equipment, associated monitor system, remote control and indicator 

equipment;  

  

c) an appropriate means to enable glide path verification checks.  

  

Compliance note.τ The Procedures for Air Navigation Services τ Aircraft Operations (PANS-OPS) 

(Doc 8168) provide guidance on the conduct of glide path verification checks.  

  

171.05.1.3.1.2.1.1    Recommendation.τ Distance to threshold information to enable glide path verification 

checks should be provided by either VHF marker beacons or distance measuring equipment (DME), 

together with associated monitor systems and remote control and indicator equipment.  
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171.05.1.3.1.2.1.2    If one or more VHF marker beacons are used to provide distance to threshold information, 

the equipment must conform to the specifications in 171.05.1.3.1.7. If DME is used in lieu of 

marker beacons, the equipment must conform to the specifications in 171.05.1.3.1.7.6.5.  

  

Compliance note.τ Guidance material relative to the use of DME and/or other standard radio 

navigation aids as an alternative to the marker beacon is contained in Attachment C, 2.11.  

  

171.05.1.3.1.2.1.3    Facility Performance Categories I, II and III τ ILS must provide indications at designated 

remote control points of the operational status of all ILS ground system components, as follows:  

  

a) for all Faculty Performance Category II and Category III ILS, the air traffic services unit involved 

in the control of aircraft on the final approach must be one of the designated remote control 

points and must receive information on the operational status of the ILS, with a delay 

commensurate with the requirements of the operational environment;  

  

b) for a Faculty Performance Category I ILS, if that ILS provides an essential radio navigation 

service, the air traffic services unit involved in the control of aircraft on the final approach must 

be one of the designated remote control points and must receive  information on the 

operational status of the ILS, with a delay commensurate with the requirements of the 

operational environment.  

  

Compliance note τ The indications required by this Standard are intended as a tool to support air 

traffic management functions, and the applicable timeliness requirements are sized accordingly 

(consistently with 171.05.1.2.3.1).  

  

171.05.1.3.1.2.2    The ILS must be constructed and adjusted so that, at a specified distance from the threshold, 

similar instrumental indications in the aircraft represent similar displacements from the course 

line or ILS glide path as appropriate, irrespective of the particular ground installation in use.  

  

171.05.1.3.1.2.3    The localizer and glide path components specified in 171.05.1.3.1.2.1 a) and b) which form part 

of a Facility Performance Category I τ ILS must comply at least with the Standards in 

171.05.1.3.1.3 and 171.05.1.3.1.5 respectively, excepting those in which application to Facility 

Performance Category II τ ILS is prescribed.  

  

171.05.1.3.1.2.4    The localizer and glide path components specified in 171.05.1.3.1.2.1 a) and b) which form part 

of a Facility Performance Category II τ ILS must comply with the Standards applicable to these 
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components in a Facility Performance Category I τ ILS, as supplemented or amended by the 

Standards in 171.05.1.3.1.3 and 171.05.1.3.1.5 in which application to Facility Performance 

Category II τ ILS is prescribed.  

  

171.05.1.3.1.2.5    The localizer and glide path components and other ancillary equipment specified in 

171.05.1.3.1.2.1.3, which form part of a Facility Performance Category III τ ILS, must otherwise 

comply with the Standards applicable to these components in Facility Performance Categories I 

and II τ ILS, except as supplemented by the Standards in 171.05.1.3.1.3 and 171.05.1.3.1.5 in 

which application to Facility Performance Category III τ ILS is prescribed.  

  

171.05.1.3.1.2.6    To ensure an adequate level of safety, the ILS must be so designed and maintained that the 

probability of operation within the performance requirements specified is of a high value, 

consistent with the category of operational performance concerned.  

 

171.05.1.3.1.2.6.1   For Facility Performance Category II and III localizers and glide paths, the level of integrity and 

continuity of service must be at least Level 3, as defined in 3.1.3.12.4 (localizer) and 3.1.5.8.4 (glide 

path). 

  

Compliance note.τ The specifications for Facility Performance Categories II and III τ ILS are 

intended to achieve the highest degree of system integrity, reliability and stability of operation 

under the most adverse environmental conditions to be encountered. Guidance material to 

achieve this objective is given in 2.8 of Attachment C.  

  

171.05.1.3.1.2.7    At those locations where two separate ILS facilities serve opposite ends of a single runway, and 

operationally harmful interference would be present if both facilities were transmitting, an 

interlock must ensure that only the localizer serving the approach direction in use must radiate.  

  

 Compliance note 1.τ While a low height overflight of a transmitting localizer may generate 

interference within airborne ILS receivers, this interference may only be considered as 

operationally harmful when it occurs in specific conditions, e.g. without visual cues of the runway, 

or when the autopilot is engaged. Additional guidance material is contained in 2.1.8 and 2.13 of 

Attachment C. 

 

 Compliance note 2.τ Interference may also be caused by transmissions from other localizers not 

serving the opposite end of the same runway (i.e. crossing, parallel or adjacent runways). In such 

cases, use of interlock to prevent the interference can also be considered. 
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Compliance note 3 .τ An interlock can be provided through hardware, software or an equivalent 

procedural means. 

  

171.05.1.3.1.2.7.1   At locations where ILS facilities serving opposite ends of the same runway or different runways 

at the same airport use the same paired frequencies, an interlock must ensure that only one 

facility must radiate at a time. When switching from one ILS facility to another, radiation from 

both must be suppressed for not less than 20 seconds.  

  

Compliance note.τ Additional guidance material on the operation of localizers on the same 

frequency channel is contained in NAMCATS Part 171.05.4, Chapter 4.  

 

174.04.1.3.1.2.8  At those locations where an ILS facility and a GBAS facility serve opposite approach directions to 

the same runway, when the approach direction in use is not the direction served by the ILS, the localizer must not 

radiate when GBAS low visibility operations that require GAST D are being conducted, except where it can be 

demonstrated that the localizer signal supports compliance with the requirements in Appendix B, 3.6.8.2.2.5 and 

3.6.8.2.2.6 defining the desired to undesired signal ratios and the maximum adjacent channel power tolerable by 

the GBAS VDB receiver. 

 

   Compliance note.τ If the localizer is radiating there is a possibility of interference to the GBAS VDB 

signals in the region where the aircraft overflies the localizer. A means to ensure that the localizer does not radiate 

can be provided through either hardware or software interlock or a procedural mitigation. Additional guidance 

material is contained in Attachment C, 2.1.8.1 and Attachment D, 7.2.3.3. 

 

 

 

 

 

171.05.1.3.1.3    VHF localizer and associated monitor  
  

Introduction. The specifications in this section cover ILS localizers providing either positive 

guidance information over 360 degrees of azimuth, or providing such guidance only within a 

specified portion of the front coverage (see 171.05.1.3.1.3.7.4). Where ILS localizers providing 

positive guidance information in a limited sector are installed, information from some suitably 

located navigation aid, together with appropriate procedures, will generally be required to ensure 

that any misleading guidance information outside the sector is not operationally significant.  
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171.05.1.3.1.3.1    General  
  

171.05.1.3.1.3.1.1    The radiation from the localizer antenna system must produce a composite field pattern which 

is amplitude modulated by a 90 Hz and a 150 Hz tone. The radiation field pattern must produce a 

course sector with one tone predominating on one side of the course and with the other tone 

predominating on the opposite side.  

 

171.05.1.3.1.3.1.2    When an observer faces the localizer from the approach end of a runway, the depth of 

modulation of the radio frequency carrier due to the 150 Hz tone must predominate on the 

ƻōǎŜǊǾŜǊΩǎ ǊƛƎƘǘ ƘŀƴŘ ŀƴŘ ǘƘŀǘ ŘǳŜ ǘƻ ǘƘŜ фл IȊ ǘƻƴŜ must predominate ƻƴ ǘƘŜ ƻōǎŜǊǾŜǊΩǎ ƭŜŦǘ 

hand.  

  

171.05.1.3.1.3.1.3    All horizontal angles employed in specifying the localizer field patterns must originate from 

the centre of the localizer antenna system which provides the signals used in the front course 

sector.  

 

171.05.1.3.1.3.2    Radio frequency  
  

171.05.1.3.1.3.2.1    The localizer must operate in the band 108 MHz to 111.975 MHz. Where a single radio 

frequency carrier is used, the frequency tolerance must not exceed plus or minus 0.005 per cent. 

Where two radio frequency carriers are used, the frequency tolerance must not exceed 0.002 per 

cent and the nominal band occupied by the carriers must be symmetrical about the assigned 

frequency. With all tolerances applied, the frequency separation between the carriers must not 

be less than 5 kHz nor more than 14 kHz.  

  

171.05.1.3.1.3.2.2    The emission from the localizer must be horizontally polarized. The vertically polarized 

component of the radiation on the course line must not exceed that which corresponds to a DDM 

error of 0.016 when an aircraft is positioned on the course line and is in a roll attitude of 20 

degrees from the horizontal.  

  

171.05.1.3.1.3.2.2.1    For Facility Performance Category II localizers, the vertically polarized component of the 

radiation on the course line must not exceed that which corresponds to a DDM error of 0.008 

when an aircraft is positioned on the course line and is in a roll attitude of 20 degrees from the 

horizontal.  

  

171.05.1.3.1.3.2.2.2    For Facility Performance Category III localizers, the vertically polarized component of the 

radiation within a sector bounded by 0.02 DDM either side of the course line must not exceed 
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that which corresponds to a DDM error of 0.005 when an aircraft is in a roll attitude of 20 degrees 

from the horizontal.  

  

171.05.1.3.1.3.2.3    For Facility Performance Category III localizers, signals emanating from the transmitter must 

contain no components which result in an apparent course line fluctuation of more than 0.005 

DDM peak to peak in the frequency band 0.01 Hz to 10 Hz.  

 

171.05.1.3.1.3.3    Coverage  
  

Compliance note.τ Guidance material on localizer coverage is given in Attachment C, 2.1.10 and 

Figures C-7A, C-7B, C-8A and C-8B.  

  

171.05.1.3.1.3.3.1    The localizer must provide signals sufficient to allow satisfactory operation of a typical aircraft 

installation within the localizer and glide path coverage sectors. The localizer coverage sector 

must extend from the centre of the localizer antenna system to distances of:  

  

 46.3 km (25 NM) within plus or minus 10 degrees from the front course line;  

  

 31.5 km (17 NM) between 10 degrees and 35 degrees from the front course line;  

  

 18.5 km (10 NM) outside of plus or minus 35 degrees from the front course line if coverage is 

provided;  

  

except that, where topographical features dictate or operational requirements permit, the limits 

may be reduced down to 33.3 km (18 NM) within the plus or minus 10-degree sector and 18.5 km 

(10 NM) within the remainder of the coverage when alternative navigational means provide 

satisfactory coverage within the intermediate approach area. The localizer signals must be 

receivable at the distances specified at and above a height of 600 m (2 000 ft) above the elevation 

of the threshold, or 300 m (1 000 ft) above the elevation of the highest point within the 

intermediate and final approach areas, whichever is the higher, except that, where needed to 

protect ILS performance and if operational requirements permit, the lower limit of coverage at 

angles beyond 15 degrees from the front course line must be raised linearly from its height at 15 

degrees to as high as 1 350 m (4 500 ft) above the elevation of the threshold at 35 degrees from 

the front course line. Such signals must be receivable, to the distances specified, up to a surface 

extending outward from the localizer antenna and inclined at 7 degrees above the horizontal.  
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Compliance note.τ Where intervening obstacles penetrate the lower surface, it is intended that 

guidance need not be provided at less than line-of-sight heights .  

  

171.05.1.3.1.3.3.2    In all parts of the coverage volume specified in 171.05.1.3.1.3.3.1, other than as specified in 

171.05.1.3.1.3.3.2.1, 171.05.1.3.1.3.3.2.2 and 171.05.1.3.1.3.3.2.3, the field strength must be not 

less than 40 microvolts per metre (minus 114 dBW/m2).  

  

Compliance note.τ This minimum field strength is required to permit satisfactory operational 

usage of ILS localizer facilities.  

  

171.05.1.3.1.3.3.2.1    For Facility Performance Category I localizers, the minimum field strength on the ILS glide 

path and within the localizer course sector from a distance of 18.5 km (10 NM) to a height of 30 

m (100 ft) above the horizontal plane containing the threshold must be not less than 90 microvolts 

per metre (minus 107 dBW/m2).  

  

171.05.1.3.1.3.3.2.2    For Facility Performance Category II localizers, the minimum field strength on the ILS glide 

path and within the localizer course sector must be not less than 100 microvolts per metre (minus 

106 dBW/m2) at a distance of 18.5 km (10 NM) increasing to not less than 200 microvolts per 

metre (minus 100 dBW/m2) at a height of 15 m (50 ft) above the horizontal plane containing the 

threshold.  

  

171.05.1.3.1.3.3.2.3    For Facility Performance Category III localizers, the minimum field strength on the ILS glide 

path and within the localizer course sector must be not less than 100 microvolts per metre (minus 

106 dBW/m2) at a distance of 18.5 km (10 NM), increasing to not less than 200 microvolts per 

metre (minus 100 dBW/m2) at 6 m (20 ft) above the horizontal plane containing the threshold. 

From this point to a further point 4 m (12 ft) above the runway centre line, and 300 m (1 000 ft) 

from the threshold in the direction of the localizer, and thereafter at a height of 4 m (12 ft) along 

the length of the runway in the direction of the localizer, the field strength must be not less than 

100 microvolts per metre (minus 106 dBW/m2).  

  

Compliance note.τ The field strengths given in 171.05.1.3.1.3.3.2.2 and 171.05.1.3.1.3.3.2.3 are 

necessary to provide the signal-to-noise ratio required for improved integrity.  

  

171.05.1.3.1.3.3.3    Recommendation.τ Above 7 degrees, the signals should be reduced to as low a value as 

practicable.  
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Compliance note 1.τ The requirements in 171.05.1.3.1.3.3.1, 171.05.1.3.1.3.3.2.1, 

171.05.1.3.1.3.3.2.2 and 171.05.1.3.1.3.3.2.3 are based on the assumption that the aircraft is 

heading directly toward the facility.  

  

Compliance note 2.τ Guidance material on significant airborne receiver parameters is given in 

2.2.2 of Attachment C.  

  

171.05.1.3.1.3.3.4    When coverage is achieved by a localizer using two radio frequency carriers, one carrier 

providing a radiation field pattern in the front course sector and the other providing a radiation 

field pattern outside that sector, the ratio of the two carrier signal strengths in space within the 

front course sector to the coverage limits specified at 3.1.3.3.1 must not be less than 10 dB.  

  

Compliance note.τ Guidance material on localizers achieving coverage with two radio frequency 

carriers is given in the Compliance note to 171.05.1.3.1.3.11.2 and in 2.7 of Attachment C.  

  

171.05.1.3.1.3.3.5    Recommendation.τ For Facility Performance Category III localizers, the ratio of the two 

carrier signal strengths in space within the front course sector should not be less than 16 dB.  

  

171.05.1.3.1.3.4    Course structure  
  

171.05.1.3.1.3.4.1    For Facility Performance Category I localizers, bends in the course line must not have 

amplitudes which exceed the following:  
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171.05.1.3.1.3.4.2    For Facility Performance Categories II and III localizers, bends in the course line must not have 

amplitudes which exceed the following:  

 

 

ΧŀƴŘ ŦƻǊ CŀŎƛƭƛǘȅ tŜǊŦƻƳŀƴŎŜ /ŀǘŜƎƻǊȅ LLL ƻƴƭȅ : (amendment cannot be done because of picture 

format) 

  

Compliance note 1.τ The amplitudes referred to in 3.1.3.4.1 and 3.1.3.4.2 are the DDMs due to 

bends as realized on the mean course line, when correctly adjusted.  

  

Compliance note 2.τ Guidance material relevant to the localizer course structure is given in 2.1.3, 

2.1.5, 2.1.6 and 2.1.9 of Attachment C.  

  

171.05.1.3.1.3.5    Carrier modulation  

  

171.05.1.3.1.3.5.1    The nominal depth of modulation of the radio frequency carrier due to each of the 90 Hz and 

150 Hz tones must be 20 per cent along the course line.  
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171.05.1.3.1.3.5.2    The depth of modulation of the radio frequency carrier due to each of the 90 Hz and 150 Hz 

tones must be within the limits of 18 and 22 per cent.  

  

171.05.1.3.1.3.5.3    The following tolerances must be applied to the frequencies of the modulating tones:  

  

a) the modulating tones must be 90 Hz and 150 Hz within plus or minus 2.5 per cent;  

  

b) the modulating tones must be 90 Hz and 150 Hz within plus or minus 1.5 per cent for Facility 

Performance  

Category II installations;  

  

c) the modulating tones must be 90 Hz and 150 Hz within plus or minus 1 per cent for Facility 

Performance  

Category III installations;  

  

d) the total harmonic content of the 90 Hz tone must not exceed 10 per cent; additionally, for 

Facility Performance Category III localizers, the second harmonic of the 90 Hz tone must not 

exceed 5 per cent;  

  

e) the total harmonic content of the 150 Hz tone must not exceed 10 per cent.  

  

171.05.1.3.1.3.5.3.1    Recommendation.τ For Facility Performance Category I τ ILS, the modulating tones should 

be 90 Hz and 150 Hz within plus or minus 1.5 per cent where practicable.  

  

171.05.1.3.1.3.5.3.2    For Facility Performance Category III localizers, the depth of amplitude modulation of the 

radio frequency carrier at the power supply frequency or its harmonics, or by other unwanted 

components, must not exceed 0.5 per cent. Harmonics of the supply, or other unwanted noise 

components that may intermodulate with the 90 Hz and 150 Hz navigation tones or their 

harmonics to produce fluctuations in the course line, must not exceed 0.05 per cent modulation 

depth of the radio frequency carrier.  

  

171.05.1.3.1.3.5.3.3    The modulation tones must be phase-locked so that within the half course sector, the 

demodulated 90 Hz and 150 Hz wave forms pass through zero in the same direction within:  

  

a) for Facility Performance Categories I and II localizers: 20 degrees; and  

  

b) for Facility Performance Category III localizers: 10 degrees,  
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of phase relative to the 150 Hz component, every half cycle of the combined 90 Hz and 150 Hz 

wave form.  

  

Compliance note 1.τ The definition of phase relationship in this manner is not intended to imply 

a requirement to measure the phase within the half course sector.  

  

Compliance note 2.τ Guidance material relative to such measurement is given at Figure C-6 of 

Attachment C.  

 

171.05.1.3.1.3.5.3.4    With two-frequency localizer systems, 171.05.1.3.1.3.5.3.3 must apply to each carrier. In 

addition, the 90 Hz modulating tone of one carrier must be phase-locked to the 90 Hz modulating 

tone of the other carrier so that the demodulated wave forms pass through zero in the same 

direction within:  

  

a) for Facility Performance Categories I and II localizers: 20 degrees; and  

  

b) for Facility Performance Category III localizers: 10 degrees,  

  

of phase relative to 90 Hz. Similarly, the 150 Hz tones of the two carriers must be phase-locked so 

that the demodulated wave forms pass through zero in the same direction within:  

  

1) for Facility Performance  Categories I and II localizers: 20 degrees; and  

  

2) for Facility Performance Category III localizers: 10 degrees,  

  

of phase relative to 150 Hz.  

  

171.05.1.3.1.3.5.3.5    Alternative two-frequency localizer systems that employ audio phasing different from the 

normal in-phase conditions described in 171.05.1.3.1.3.5.3.4 must be permitted. In this 

alternative system, the 90 Hz to 90 Hz phasing and the 150 Hz to 150 Hz phasing must be adjusted 

to their nominal values to within limits equivalent to those stated in 3.1.3.5.3.4.  

  

Compliance note.τ This is to ensure correct airborne receiver operation in the region away from 

the course line where the two carrier signal strengths are approximately equal.  
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171.05.1.171.05.1.3.1.3.5.3.6    Recommendation.τ The sum of the modulation depths of the radio frequency 

carrier due to the 90 Hz and 150 Hz tones should not exceed 60 per cent or be less than 30 per cent 

within the required coverage.  

  

171.05.1.3.1.3.5.3.6.1    For equipment first installed after 1 January 2000, the sum of the modulation depths of 

the radio frequency carrier due to the 90 Hz and 150 Hz tones must not exceed 60 per cent or be 

less than 30 per cent within the required coverage.  

  

Compliance note 1.τ If the sum of the modulation depths is greater than 60 per cent for Facility 

Performance Category I localizers, the nominal displacement sensitivity may be adjusted as 

provided for in 171.05.1.3.1.3.7.1 to achieve the above modulation limit.  

  

Compliance note 2.τ For two-frequency systems, the standard for maximum sum of modulation 

depths does not apply at or near azimuths where the course and clearance carrier signal levels are 

equal in amplitude (i.e. at azimuths where both transmitting systems have a significant 

contribution to the total modulation depth).  

  

Compliance note 3.τ The standard for minimum sum of modulation depths is based on the 

malfunctioning alarm level being set as high as 30 per cent as stated in 2.3.3 of Attachment C.  

  

171.05.1.3.1.3.5.3.7    When utilizing a localizer for radiotelephone communications, the sum of the modulation 

depths of the radio frequency carrier due to the 90 Hz and 150 Hz tones must not exceed 65 per 

cent within 10 degrees of the course line and must not exceed 78 per cent at any other point 

around the localizer.  

  

171.05.1.3.1.3.5.4    Recommendation.τ Undesired frequency and phase modulation on ILS localizer radio 

frequency carriers that can affect the displayed DDM values in localizer receivers should be 

minimized to the extent practical.  

  

Compliance note.τ Relevant guidance material is given in 2.15 of Attachment C.  

 

171.05.1.3.1.3.6    Course alignment accuracy  
  

171.05.1.3.1.3.6.1    The mean course line must be adjusted and maintained within limits equivalent to the 

following displacements from the runway centre line at the ILS reference datum:  
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a) for Facility Performance Category I localizers: plus or minus 10.5 m (35 ft), or the linear 

equivalent of 0.015 DDM, whichever is less;  

  

b) for Facility Performance Category II localizers: plus or minus 7.5 m (25 ft);  

  

c) for Facility Performance Category III localizers: plus or minus 3 m (10 ft).  

  

171.05.1.3.1.3.6.2    Recommendation.τ For Facility Performance Category II localizers, the mean course line 

should be adjusted and maintained within limits equivalent to plus or minus 4.5 m (15 ft) 

displacement from runway centre line at the ILS reference datum.  

  

Compliance note 1.τ It is intended that Facility Performance Categories II and III installations be 

adjusted and maintained so that the limits specified in 171.05.1.3.1.3.6.1 and 171.05.1.3.1.3.6.2 

are reached on very rare occasions. It is further intended that design and operation of the total ILS 

ground system be of sufficient integrity to accomplish this aim.  

  

Compliance note 2.τ It is intended that new Facility Performance Category II installations are to 

meet the requirements of 171.05.1.3.1.3.6.2.  

  

Compliance note 3.τ Guidance material on measurement of localizer course alignment is given in 

2.1.3 of Attachment C. Guidance material on protecting localizer course alignment is given in 2.1.9 

of Attachment C.  

 

 

 

 

 

171.05.1.3.1.3.7    Displacement sensitivity  
  

171.05.1.3.1.3.7.1    The nominal displacement sensitivity within the half course sector must be the equivalent of 

0.00145 DDM/m (0.00044 DDM/ft) at the ILS reference datum except that for Facility 

Performance Category I localizers, where the specified nominal displacement sensitivity cannot 

be met, the displacement sensitivity must be adjusted as near as possible to that value. For Facility 

Performance Category I localizers on runway codes 1 and 2, the nominal displacement sensitivity 

must be achieved at the ILS Poƛƴǘ ά.έΦ ¢ƘŜ ƳŀȄƛƳǳƳ ŎƻǳǊǎŜ ǎŜŎǘƻǊ ŀƴƎƭŜ must not exceed six 

degrees.  

  

Compliance note.τ Runway codes 1 and 2 are defined in NAMCATs Part 139.  
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171.05.1.3.1.3.7.2    The lateral displacement sensitivity must be adjusted and maintained within the limits of 

plus or minus:  

  

a) 17 per cent of the nominal value for Facility Performance Categories I and II;  

  

b) 10 per cent of the nominal value for Facility Performance Category III.  

  

171.05.1.3.1.3.7.3    Recommendation.τ For Facility Performance Category II τ ILS, displacement sensitivity 

should be adjusted and maintained within the limits of plus or minus 10 per cent where practicable.  

  

Compliance note 1.τ The figures given in 171.05.1.3.1.3.7.1, 171.05.1.3.1.3.7.2 and 

171.05.1.3.1.3.7.3 are based upon a nominal sector width of 210 m (700 ft) at the appropriate 

ǇƻƛƴǘΣ ƛΦŜΦ L[{ tƻƛƴǘ ά.έ ƻƴ Ǌǳƴǿŀȅ ŎƻŘŜǎ м ŀƴŘ нΣ ŀƴŘ ǘƘŜ L[{ ǊŜŦŜǊŜƴŎŜ ŘŀǘǳƳ ƻƴ ƻǘƘŜǊ ǊǳƴǿŀȅǎΦ  

  

Compliance note 2.τ Guidance material on the alignment and displacement sensitivity of 

localizers using two radio frequency carriers is given in 2.7 of Attachment C.  

  

Compliance note 3.τ Guidance material on measurement of localizer displacement sensitivity is 

given in 2.9 of Attachment C.  

 

171.05.1.3.1.3.7.4    The increase of DDM must be substantially linear with respect to angular displacement from 

the front course line (where DDM is zero) up to an angle on either side of the front course line 

where the DDM is 0.180. From that angle to plus or minus 10 degrees, the DDM must not be less 

than 0.180. From plus or minus 10 degrees to plus or minus 35 degrees, the DDM must not be less 

than 0.155. Where coverage is required outside of the plus or minus 35 degrees sector, the DDM 

in the area of the coverage, except in the back course sector, must not be less than 0.155.  

  

Compliance note 1.τ The linearity of change of DDM with respect to angular displacement is 

particularly important in the neighbourhood of the course line.  

  

Compliance note 2.τ The above DDM in the 10-35 degree sector is to be considered a minimum 

requirement for the use of ILS as a landing aid. Wherever practicable, a higher DDM, e.g. 0.180, is 

advantageous to assist high speed aircraft to execute large angle intercepts at operationally 

desirable distances provided that limits on modulation percentage given in 171.05.1.3.1.3.5.3.6 

are met.  
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Compliance note 3.τ Wherever practicable, the localizer capture level of automatic flight control 

systems is to be set at or below 0.175 DDM in order to prevent false localizer captures.  

 

171.05.1.3.1.3.8    Voice  
  

171.05.1.3.1.3.8.1    Facility Performance Categories I and II localizers may provide a ground-to-air radiotelephone 

communication channel to be operated simultaneously with the navigation and identification 

signals, provided that such operation must not interfere in any way with the basic localizer 

function.  

  

171.05.1.3.1.3.8.2    Facility Performance  Category III localizers must not provide such a channel, except where 

extreme care has been taken in the design and operation of the facility to ensure that there is no 

possibility of interference with the navigational guidance.  

  

171.05.1.3.1.3.8.3    If the channel is provided, it must conform with the following Standards:  

  

171.05.1.3.1.3.8.3.1    The channel must be on the same radio frequency carrier or carriers as used for the localizer 

function, and the radiation must be horizontally polarized. Where two carriers are modulated with 

speech, the relative phases of the modulations on the two carriers must be such as to avoid the 

occurrence of nulls within the coverage of the localizer.  

  

171.05.1.3.1.3.8.3.2    The peak modulation depth of the carrier or carriers due to the radiotelephone 

communications must not exceed 50 per cent but must be adjusted so that:  

  

a) the ratio of peak modulation depth due to the radiotelephone communications to that due to 

the identification signal is approximately 9:1;  

  

b) the sum of modulation components due to use of the radiotelephone channel, navigation 

signals and identification signals must not exceed 95 per cent.  

  

171.05.1.3.1.3.8.3.3    The audio frequency characteristics of the radiotelephone channel must be flat to within 3 

dB relative to the level at 1 000 Hz over the range 300 Hz to 3 000 Hz.  

  

171.05.1.3.1.3.9    Identification  
  

171.05.1.3.1.3.9.1    The localizer must provide for the simultaneous transmission of an identification signal, 

specific to the runway and approach direction, on the same radio frequency carrier or carriers as 
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used for the localizer function. The transmission of the identification signal must not interfere in 

any way with the basic localizer function.  

171.05.1.3.1.3.9.2    The identification signal must be produced by Class A2A modulation of the radio frequency 

carrier or carriers using a modulation tone of 1 020 Hz within plus or minus 50 Hz. The depth of 

modulation must be between the limits of 5 and 15 per cent except that, where a radiotelephone 

communication channel is provided, the depth of modulation must be adjusted so that the ratio 

of peak modulation depth due to radiotelephone communications to that due to the identification 

signal modulation is approximately 9 : 1 (see 171.05.1.3.1.3.8.3.2). The emissions carrying the 

identification signal must be horizontally polarized. Where two carriers are modulated with 

identification signals, the relative phase of the modulations must be such as to avoid the 

occurrence of nulls within the coverage of the localizer.  

  

171.05.1.3.1.3.9.3    The identification signal must employ the International Morse Code and consist of two or 

ǘƘǊŜŜ ƭŜǘǘŜǊǎΦ Lǘ Ƴŀȅ ōŜ ǇǊŜŎŜŘŜŘ ōȅ ǘƘŜ LƴǘŜǊƴŀǘƛƻƴŀƭ aƻǊǎŜ /ƻŘŜ ǎƛƎƴŀƭ ƻŦ ǘƘŜ ƭŜǘǘŜǊ άLέΣ ŦƻƭƭƻǿŜŘ 

by a short pause where it is necessary to distinguish the ILS facility from other navigational 

facilities in the immediate area.  

  

171.05.1.3.1.3.9.4    The identification signal must be transmitted by dots and dashes at a speed corresponding to 

approximately seven words per minute, and must be repeated at approximately equal intervals, 

not less than six times per minute, at all times during which the localizer is available for 

operational use. When the transmissions of the localizer are not available for operational use, as, 

for example, after removal of navigation components, or during maintenance or test 

transmissions, the identification signal must be suppressed. The dots must have a duration of 0.1 

second to 0.160 second. The dash duration must be typically three times the duration of a dot. 

The interval between dots and/or dashes must be equal to that of one dot plus or minus 10 per 

cent. The interval between letters must not be less than the duration of three dots.  

  

171.05.1.3.1.3.10    Siting  
  

Compliance note.τ Guidance material relevant to siting localizer antennas in the runway and 

taxiway environment is given in 2.1.9 of Attachment C.  

  

171.05.1.3.1.3.10.1    For Facility Performance Categories II and III, the localizer antenna system must be located 

on the extension on the centre line of the runway at the stop end, and the equipment must be 

adjusted so that the course lines will be in a vertical plane containing the centre line of the runway 
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served. The antenna height and location must be consistent with safe obstruction clearance 

practices.  

  

171.05.1.3.1.3.10.2    For Facility Performance Category I, the localizer antenna system must be located and 

adjusted as in 171.05.1.3.1.3.10.1, unless site constraints dictate that the antenna be offset from 

the centre line of the runway.  

  

171.05.1.3.1.3.10.2.1    The offset localizer system must be located and adjusted in accordance with the offset ILS 

provisions of the Procedures for Air Navigation Services τ Aircraft Operations (PANS-OPS) (Doc 

8168), Volume II, and the localizer standards must be referenced to the associated fictitious 

threshold point.  

  

171.05.1.3.1.3.11    Monitoring  
  

171.05.1.3.1.3.11.1    The automatic monitor system must provide a warning to the designated 

control points and cause one of the following to occur, within the period specified in 

171.05.1.3.1.3.11.3.1, if any of the conditions stated in 171.05.1.3.1.3.11.2 persist:  

  

a) radiation to cease; and  

  

b) removal of the navigation and identification components from the carrier.  

  

171.05.1.3.1.3.11.2    The conditions requiring initiation of monitor action must be the following:  

  

a) for Facility Performance Category I localizers, a shift of the mean course line from the runway 

centre line equivalent to more than 10.5 m (35 ft), or the linear equivalent to 0.015 DDM, 

whichever is less, at the ILS reference datum;  

 

b) for Facility Performance Category II localizers, a shift of the mean course line from the runway 

centre line equivalent to more than 7.5 m (25 ft) at the ILS reference datum;  

  

c) for Facility Performance Category III localizers, a shift of the mean course line from the runway 

centre line equivalent to more than 6 m (20 ft) at the ILS reference datum;  

  

d) in the case of localizers in which the basic functions are provided by the use of a single-

frequency system, a reduction of power output to a level such that any of the requirements of 

171.05.1.3.1.3.3, 171.05.1.3.1.3.4 or 171.05.1.3.1.3.5 are no longer satisfied, or to a level that 

is less than 50 per cent of the normal level (whichever occurs first);  
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e) in the case of localizers in which the basic functions are provided by the use of a two-frequency 

system, a reduction of power output for either carrier to less than 80 per cent of normal, except 

that a greater reduction to between 80 per cent and 50 per cent of normal may be permitted, 

provided the localizer continues to meet the requirements of 171.05.1.3.1.3.3, 

171.05.1.3.1.3.4 and 3.1.3.5;  

  

Compliance note.τ It is important to recognize that a frequency change resulting in a loss of 

the frequency difference specified in 171.05.1.3.1.3.2.1 may produce a hazardous condition. 

This problem is of greater operational significance for Facility Performance Categories II and III 

installations. As necessary, this problem can be dealt with through special monitoring 

provisions or highly reliable circuitry.  

  

f) change of displacement sensitivity to a value differing by more than 17 per cent from the 

nominal value for the localizer facility.  

  

Compliance note.τ In selecting the power reduction figure to be employed in monitoring 

referred to in 171.05.1.3.1.3.11.2 e), particular attention is directed to vertical and horizontal 

lobe structure (vertical lobing due to different antenna heights) of the combined radiation 

systems when two carriers are employed. Large changes in the power ratio between carriers 

may result in low clearance areas and false courses in the off-course areas to the limits of the 

vertical coverage requirements specified in 171.05.1.3.1.3.3.1.  

  

171.05.1.3.1.3.11.2.1    Recommendation.τ In the case of localizers in which the basic functions are provided by 

the use of a two-frequency system, the conditions requiring initiation of monitor action should 

include the case when the DDM in the required coverage beyond plus or minus 10 degrees from 

the front course line, except in the back course sector, decreases below 0.155.  

  

171.05.1.3.1.3.11.3    The total period of radiation, including period(s) of zero radiation, outside the performance 

limits specified in a), b), c), d), e) and f) of 171.05.1.3.1.3.11.2 must be as short as practicable, 

consistent with the need for avoiding interruptions of the navigation service provided by the 

localizer.  

  

171.05.1.3.1.3.11.3.1    The total period referred to under 171.05.1.3.1.3.11.3 must not exceed under any 

circumstances:  

  

 10 seconds for Facility Performance  Category I localizers;  
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 5 seconds for Facility Performance  Category II localizers;  

  

 2 seconds for Facility Performance Category III localizers.  

  

Compliance note 1.τ The total time periods specified are never-to-be-exceeded limits and are 

intended to protect aircraft in the final stages of approach against prolonged or repeated periods 

of localizer guidance outside the monitor limits. For this reason, they include not only the initial 

period of outside tolerance operation but also the total of any or all periods of outside tolerance 

radiation including period(s) of zero radiation and time required to remove the navigation and 

identification components from the carrier, which might occur during action to restore service, for 

example, in the course of consecutive monitor functioning and consequent changeover(s) to 

localizer equipment or elements thereof.  

  

Compliance note 2.τ From an operational point of view, the intention is that no guidance outside 

the monitor limits be radiated after the time periods given, and that no further attempts be made 

to restore service until a period in the order of 20 seconds has elapsed.  

  

171.05.1.3.1.3.11.3.2    Recommendation.τ Where practicable, the total period under 171.05.1.3.1.3.11.3.1 

should be reduced so as not to exceed two seconds for Facility Performance Category II localizers 

and one second for Facility Performance  Category III localizers.  

  

171.05.1.3.1.3.11.4    Design and operation of the monitor system must be consistent with the requirement that 

navigation guidance and identification will be removed and a warning provided at the designated 

remote control points in the event of failure of the monitor system itself.  

  

Compliance note.τ Guidance material on the design and operation of monitor systems is given in 

Attachment C, 2.1.7.  

  

 

 

 

171.05.1.3.1.3.12    Integrity and continuity of service levels and requirements  
  

171.05.1.3.1.3.12.1    A localizer must be assigned a level of integrity and continuity of service as given in 

171.05.1.3.1.3.12.2 to 171.05.1.3.1.3.12.5. 
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  Compliance note.τ Levels are used to provide the necessary information for the determination of 

the category of operation and associated minima, which are a function of the Facility Performance 

Category, the (separate) integrity and continuity of service level, and a number of operational 

factors (e.g. aircraft and crew qualification, meteorological conditions, and runway features). If a 

localizer does not meet its required integrity and continuity of service level, some operational use 

may still be possible, as stated in the Manual of All-Weather Operations (Doc 9365), Appendix C 

on ILS facility classification and downgrading. Similarly, if a localizer exceeds the minimum 

integrity and continuity of service level, more demanding operations may be possible. 

  

 

174.04.1.3.1.3.12.2 The localizer level must be Level 1 if either:  

 

1) the localizerôs integrity of service or its continuity of service, or both, are not demonstrated; or  

 

2) the localizerôs integrity of service and its continuity of service are both demonstrated, but at least one 
of them does not meet the requirements of Level 2. 

 

171.05.1.3.1.3.12.2.1    Recommendation.τ The probability of not radiating false guidance signals should not be 

less than 1 ς 1.0 × 10ς7 in any one landing for  Level 1 localizers.  

  

 

171.05.1.3.1.3.12.2.2    Recommendation.τ The probability of not losing the radiated guidance signal should 

exceed 1 ς 4 × 10ς6 in any period of 15 seconds for Level 1 localizers (equivalent to 1 000 hours 

mean time between outages).  

 

 Compliance note.τ A localizer that meets both Recommended Practices 3.1.3.12.2.1 and 

3.1.3.12.2.2 also meets Standard 3.1.3.12.3 (Level 2 performance) and is therefore to be identified 

as Level 2. 

 

171.05.1.3.1.3.12.2.3  Recommendation.τ In the event that the integrity value for a Level 1 localizer is not 

available or cannot be readily calculated, a detailed analysis should be performed to assure proper 

monitor fail-safe operation. 

 

φ the probability of not radiating false guidance signals is not less than 1 ς 1.0 x 10ς7 in any one 
landing; and  

 
φ the probability of not losing the radiated guidance is greater than 1 ς 4 × 10ς6 in any period of 
15 seconds (equivalent to 1 000 hours mean time between outages).  
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174.04.1.3.1.3.12.4 The localizer level must be Level 3 if:  
 
 

φ the probability of not radiating false guidance signals is not less than 1 ς 0.5 × 10ς9 in any one 
landing; and  
 
φ the probability of not losing the radiated guidance is greater than 1 ς 2 × 10ς6 in any period of 
15 seconds (equivalent to 2 000 hours mean time between outages).  
 

174.04.1.3.1.3.12.5 The localizer level must be Level 4 if:  
 

φ the probability of not radiating false guidance signals is not less than 1 ς 0.5 × 10ς9 in any one 
landing; and  
 
φ the probability of not losing the radiated guidance is greater than 1 ς 2 × 10ς6 in any period of 

30 seconds (equivalent to 4 000 hours mean time between outages). 

  

Compliance note.τ Guidance material on ways to achieve  integrity and continuity of service is 

given in Attachment C, 2.8.  

  

171.05.1.3.1.4    Interference immunity performance for ILS localizer receiving systems  
  

171.05.1.3.1.4.1    The ILS localizer receiving system must provide adequate immunity to interference from two-

signal, third order intermodulation products caused by VHF FM broadcast signals having levels in 

accordance with the following:  

  

2N1 + N2 + 72 Җ 0  

  

for VHF FM sound broadcasting signals in the range 107.7 ς 108.0 MHz  

  

and  

  

  
  

for VHF FM sound broadcasting signals below 107.7 MHz,  

  

where the frequencies of the two VHF FM sound broadcasting signals produce, within the 

receiver, a two-signal, third-order intermodulation product on the desired ILS localizer frequency.  
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N1 and N2 are the levels (dBm) of the two VHF FM sound broadcasting signals at the ILS localizer 

receiver input. Neither level must exceed the desensitization criteria set forth in 171.05.1.3.1.4.2.  

  

ɲf = 108.1 ς f1, where f1 is the frequency of N1, the VHF FM sound broadcasting signal closer to 

108.1 MHz.  

  

171.05.1.3.1.4.2    The ILS localizer receiving system must not be desensitized in the presence of VHF FM broadcast 

signals having levels in accordance with the following table:  

 

Compliance note 1.τ The relationship is linear between adjacent points designated by the above 

frequencies.  

  

Compliance note 2.τ Guidance material on immunity criteria to be used for the performance 

quoted in 171.05.1.3.1.4.1 and 171.05.1.3.1.4.2 is contained in Attachment C, 2.2.2.  

 

171.05.1.3.1.5    UHF glide path equipment and associated monitor  
  

Compliance note.τ ̒  is used in this paragraph to denote the nominal glide path angle.  

  

  

171.05.1.3.1.5.1    General  
  

171.05.1.3.1.5.1.1    The radiation from the UHF glide path antenna system must produce a composite field pattern 

which is amplitude modulated by a 90 Hz and a 150 Hz tone. The pattern must be arranged to 

provide a straight line descent path in the vertical plane containing the centre line of the runway, 

with the 150 Hz tone predominating below the path and the 90 Hz tone predominating above the 

path to at least an angle equal to 1.75 .̒  

  

171.05.1.3.1.5.1.2    Recommendation.τ The ILS glide path angle should be 3 degrees. ILS glide path angles in 

excess of 3 degrees should not be used except where alternative means of satisfying obstruction 

clearance requirements are impracticable.  

  

171.05.1.3.1.5.1.2.1    The glide path angle must be adjusted and maintained within:  

  

a) 0.075 ̒  from ̒  for Facility Performance Categories I and II τ ILS glide paths;  
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b) 0.04 ̒  from ̒  for Facility Performance Category III τ ILS glide paths.  

  

Compliance note 1.τ Guidance material on adjustment and maintenance of glide path angles is 

given in 2.4 of Attachment C.  

  

Compliance note 2.τ Guidance material on ILS glide path curvature, alignment and siting, relevant 

to the selection of the height of the ILS reference datum is given in 2.4 of Attachment C and Figure 

C-5.  

 

Compliance note 3.τ Guidance material relevant to protecting the ILS glide path course structure 

is given in 2.1.9 of Attachment C.  

  

171.05.1.3.1.5.1.3    The downward extended straight portion of the ILS glide path must pass through the ILS 

reference datum at a height ensuring safe guidance over obstructions and also safe and efficient 

use of the runway served.  

  

171.05.1.3.1.5.1.4    The height of the ILS reference datum for Facility Performance Categories II and III τ ILS must 

be 15 m (50 ft). A tolerance of plus 3 m (10 ft) is permitted.  

  

171.05.1.3.1.5.1.5    Recommendation.τ The height of the ILS reference datum for Facility Performance Category 

I τ ILS should be 15 m (50 ft). A tolerance of plus 3 m (10 ft) is permitted.  

  

Compliance note 1.τ In arriving at the above height values for the ILS reference datum, a 

maximum vertical distance of 5.8 m (19 ft) between the path of the aircraft glide path antenna 

and the path of the lowest part of the wheels at the threshold was assumed. For aircraft exceeding 

this criterion, appropriate steps may have to be taken either to maintain adequate clearance at 

threshold or to adjust the permitted operating minima.  

  

Compliance note 2.τ Appropriate guidance material is given in 2.4 of Attachment C.  

  

171.05.1.3.1.5.1.6    Recommendation.τ The height of the ILS reference datum for Facility Performance Category 

I τ ILS used on short precision approach runway codes 1 and 2 should be 12 m (40 ft). A tolerance 

of plus 6 m (20 ft) is permitted.  

  

171.05.1.3.1.5.2    Radio frequency  
  

171.05.1.3.1.5.2.1    The glide path equipment must operate in the band 328.6 MHz to 335.4 MHz. Where a single 

radio frequency carrier is used, the frequency tolerance must not exceed 0.005 per cent. Where 
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two carrier glide path systems are used, the frequency tolerance must not exceed 0.002 per cent 

and the nominal band occupied by the carriers must be symmetrical about the assigned 

frequency. With all tolerances applied, the frequency separation between the carriers must not 

be less than 4 kHz nor more than 32 kHz.  

  

 171.05.1.3.1.5.2.2    The emission from the glide path equipment must be horizontally polarized.  
  

171.05.1.3.1.5.2.3    For Facility Performance Category III τ ILS glide path equipment, signals emanating from the 

transmitter must contain no components which result in apparent glide path fluctuations of more 

than 0.02 DDM peak to peak in the frequency band 0.01 Hz to 10 Hz.  

  

171.05.1.3.1.5.3    Coverage  
  

171.05.1.3.1.5.3.1    The glide path equipment must provide signals sufficient to allow satisfactory operation of a 

typical aircraft installation in sectors of 8 degrees in azimuth on each side of the centre line of the 

ILS glide path, to a distance of at least 18.5 km (10 NM) up to 1.75  ̒and down to 0.45 ̒ above 

the horizontal or to such lower angle, down to 0.30 ,̒ as required to safeguard the promulgated 

glide path intercept procedure.  

  

171.05.1.3.1.5.3.2    In order to provide the coverage for glide path performance specified in 171.05.1.3.1.5.3.1, 

the minimum field strength within this coverage sector must be 400 microvolts per metre (minus 

95 dBW/m2). For Facility Performance Category I glide paths, this field strength must be provided 

down to a height of 30 m (100 ft) above the horizontal plane containing the threshold. For Facility 

Performance Categories II and III glide paths, this field strength must be provided down to a height 

of 15 m (50 ft) above the horizontal plane containing the threshold.  

  

Compliance note 1.τ The requirements in the foregoing paragraphs are based on the assumption 

that the aircraft is heading directly toward the facility.  

  

Compliance note 2.τ Guidance material on significant airborne receiver parameters is given in 

2.2 of Attachment C.  

  

Compliance note 3.τ Material concerning reduction in coverage outside 8 degrees on each side 

of the centre line of the ILS glide path appears in 2.4 of Attachment C.  

 

171.05.1.3.1.5.4    ILS glide path structure  
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171.05.1.3.1.5.4.1    For Facility Performance Category I τ ILS glide paths, bends in the glide path must not have 

amplitudes which exceed the following:  

  

  
 

171.05.1.3.1.5.4.2    For Facility Performance Categories II and III τ ILS glide paths, bends in the glide path must 

not have amplitudes which exceed the following:  

  

 
  

Compliance note 1.τ The amplitudes referred to in 171.05.1.3.1.5.4.1 and 171.05.1.3.1.5.4.2 are 

the DDMs due to bends as realized on the mean ILS glide path correctly adjusted.  

  

Compliance note 2.τ In regions of the approach where ILS glide path curvature is significant, bend 

amplitudes are calculated from the mean curved path, and not the downward extended straight 

line.  

  

Compliance note 3.τ Guidance material relevant to the ILS glide path course structure is given in 

2.1.4 of Attachment C. Guidance material relevant to protecting the ILS glide path course structure 

is given in 2.1.9 of Attachment C.  
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171.05.1.3.1.5.5    Carrier modulation  
  

171.05.1.3.1.5.5.1    The nominal depth of modulation of the radio frequency carrier due to each of the 90 Hz and 

150 Hz tones must be 40 per cent along the ILS glide path. The depth of modulation must not 

deviate outside the limits of 37.5 per cent to 42.5 per cent.  

  

171.05.1.3.1.5.5.2    The following tolerances must be applied to the frequencies of the modulating tones:  

  

a) the modulating tones must be 90 Hz and 150 Hz within 2.5 per cent for Facility Performance 

Category I τ ILS;  

  

b) the modulating tones must be 90 Hz and 150 Hz within 1.5 per cent for Facility Performance 

Category II τ ILS;  

  

c) the modulating tones must be 90 Hz and 150 Hz within 1 per cent for Facility Performance 

Category III τ ILS;  

  

d) the total harmonic content of the 90 Hz tone must not exceed 10 per cent: additionally, for 

Facility Performance Category III equipment, the second harmonic of the 90 Hz tone must not 

exceed 5 per cent;  

  

e) the total harmonic content of the 150 Hz tone must not exceed 10 per cent.  

  

171.05.1.3.1.5.5.2.1    Recommendation.τ For Facility Performance Category I τ ILS, the modulating tones should 

be 90 Hz and 150 Hz within plus or minus 1.5 per cent where practicable.  

  

171.05.1.3.1.5.5.2.2    For Facility Performance Category III glide path equipment, the depth of amplitude 

modulation of the radio frequency carrier at the power supply frequency or harmonics, or at other 

noise frequencies, must not exceed 1 per cent.  

  

171.05.1.3.1.5.5.3    The modulation must be phase-locked so that within the ILS half glide path sector, the 

demodulated 90 Hz and 150 Hz wave forms pass through zero in the same direction within:  

  

a) for Facility Performance Categories I and II τ ILS glide paths: 20 degrees;  

  

b) for Facility Performance Category III τ ILS glide paths: 10 degrees,  
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of phase relative to the 150 Hz component, every half cycle of the combined 90 Hz and 150 Hz 

wave form.  

  

Compliance note 1.τ The definition of phase relationship in this manner is not intended to imply 

a requirement for measurement of phase within the ILS half glide path sector.  

  

Compliance note 2.τ Guidance material relating to such measures is given at Figure C-6 of 

Attachment C.  

  

171.05.1.3.1.5.5.3.1    With two-frequency glide path systems, 171.05.1.3.1.5.5.3 must apply to each carrier. In 

addition, the 90 Hz modulating tone of one carrier must be phase-locked to the 90 Hz modulating 

tone of the other carrier so that the demodulated wave forms pass through zero in the same 

direction within:  

  

a) for Facility Performance Categories I and II τ ILS glide paths: 20 degrees;  

  

b) for Facility Performance Category III τ ILS glide paths: 10 degrees,  

  

of phase relative to 90 Hz. Similarly, the 150 Hz tones of the two carriers must be phase-locked so 

that the demodulated wave forms pass through zero in the same direction, within:  

  

1) for Facility Performance  Categories I and II τ ILS glide paths: 20 degrees;  

  

2) for Facility Performance  Category III τ ILS glide paths: 10 degrees,  

  

of phase relative to 150 Hz.  

  

171.05.1.3.1.5.5.3.2    Alternative two-frequency glide path systems that employ audio phasing different from the 

normal in-phase condition described in 171.05.1.3.1.5.5.3.1 must be permitted. In these 

alternative systems, the 90 Hz to 90 Hz phasing and the 150 Hz to 150 Hz phasing must be adjusted 

to their nominal values to within limits equivalent to those stated in 171.05.1.3.1.5.5.3.1.  

  

Compliance note.τ This is to ensure correct airborne receiver operation within the glide path 

sector where the two carrier signal strengths are approximately equal.  
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171.05.1.3.1.5.5.4    Recommendation.τ Undesired frequency and phase modulation on ILS glide path radio 

frequency carriers that can affect the displayed DDM values in glide path receivers should be 

minimized to the extent practical.  

  

Compliance note.τ Relevant guidance material is given in 2.15 of Attachment C.  

  

171.05.1.3.1.5.6    Displacement sensitivity  
  

171.05.1.3.1.5.6.1    For Facility Performance Category I τ ILS glide paths, the nominal angular displacement 

sensitivity must correspond to a DDM of 0.0875 at angular displacements above and below the 

glide path between 0.07 ̒ and 0.14 ̒ .  

  

Compliance note.τ The above is not intended to preclude glide path systems which inherently 

have asymmetrical upper and lower sectors.  

  

171.05.1.3.1.5.6.2    Recommendation.τ For Facility Performance Category I τ ILS glide paths, the nominal 

angular displacement sensitivity should correspond to a DDM of 0.0875 at an angular 

displacement below the glide path of 0.12  ̒with a tolerance of plus or minus 0.02 .̒ The upper 

and lower sectors should be as symmetrical as practicable within the limits specified in 

171.05.1.3.1.5.6.1.  

  

171.05.1.3.1.5.6.3    For Facility Performance Category II τ ILS glide paths, the angular displacement sensitivity 

must be as symmetrical as practicable. The nominal angular displacement sensitivity must 

correspond to a DDM of 0.0875 at an angular displacement of:  

  

a) 0.12 ̒  below path with a tolerance of plus or minus 0.02 ;̒  

  

b) 0.12 ̒  above path with a tolerance of plus 0.02  ̒and minus 0.05 ̒  

  

171.05.1.3.1.5.6.4    For Facility Performance Category III τ ILS glide paths, the nominal angular displacement 

sensitivity must correspond to a DDM of 0.0875 at angular displacements above and below the 

glide path of 0.12 ̒ with a tolerance of plus or minus 0.02 .̒  

  

171.05.1.3.1.5.6.5    The DDM below the ILS glide path must increase smoothly for decreasing angle until a value 

of 0.22 DDM is reached. This value must be achieved at an angle not less than 0.30  ̒above the 

horizontal. However, if it is achieved at an angle above 0.45 ,̒ the DDM value must not be less 
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than 0.22 at least down to 0.45 ̒ or to such lower angle, down to 0.30 ,̒ as required to safeguard 

the promulgated glide path intercept procedure.  

  

Compliance note.τ The limits of glide path equipment adjustment are pictorially represented in 

Figure C-11 of Attachment C.  

  

171.05.1.3.1.5.6.6    For Facility Performance Category I τ ILS glide paths, the angular displacement sensitivity 

must be adjusted and maintained within plus or minus 25 per cent of the nominal value selected.  

 

171.05.1.3.1.5.6.7    For Facility Performance Category II τ ILS glide paths, the angular displacement sensitivity 

must be adjusted and maintained within plus or minus 20 per cent of the nominal value selected.  

  

171.05.1.3.1.5.6.8    For Facility Performance Category III τ ILS glide paths, the angular displacement sensitivity 

must be adjusted and maintained within plus or minus 15 per cent of the nominal value selected.  

  

171.05.1.3.1.5.7    Monitoring  
  

171.05.1.3.1.5.7.1    The automatic monitor system must provide a warning to the designated control points and 

cause radiation to cease within the periods specified in 171.05.1.3.1.5.7.3.1 if any of the following 

conditions persist:  

  

a) shift of the mean ILS glide path angle equivalent to more than minus 0.075  ̒to plus 0.10 ̒  

from ̒ ;  

  

b) in the case of ILS glide paths in which the basic functions are provided by the use of a single-

frequency system, a reduction of power output to less than 50 per cent of normal, provided 

the glide path continues to meet the requirements of 171.05.1.3.1.5.3, 3.1.5.4 and 

171.05.1.3.1.5.5;  

  

c) in the case of ILS glide paths in which the basic functions are provided by the use of two-

frequency systems, a reduction of power output for either carrier to less than 80 per cent of 

normal, except that a greater reduction to between 80 per cent and 50 per cent of normal may 

be permitted, provided the glide path continues to meet the requirements of 171.05.1.3.1.5.3, 

171.05.1.3.1.5.4 and 171.05.1.3.1.5.5;  

  

Compliance note.τ It is important to recognize that a frequency change resulting in a loss of 

the frequency difference specified in 171.05.1.3.1.5.2.1 may produce a hazardous condition. 

This problem is of greater operational significance for Facility Performance Categories II and III 
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installations. As necessary, this problem can be dealt with through special monitoring 

provisions or highly reliable circuitry.  

  

d) for Facility Performance Category I τ ILS glide paths, a change of the angle between the glide 

path and the line below the glide path (150 Hz predominating) at which a DDM of 0.0875 is 

realized by more than the greater of:  

  

i) Ǉƭǳǎ ƻǊ Ƴƛƴǳǎ лΦлотр ʻΤ ƻǊ  

  

ii)  an angle equivalent to a change of displacement sensitivity to a value differing by 25 per cent 

from the nominal value;  

  

e) for Facility Performance Categories II and III τ ILS glide paths, a change of displacement 

sensitivity to a value differing by more than 25 per cent from the nominal value;  

  

f) lowering of the line beneath the ILS glide path at which a DDM of 0.0875 is realized to less than 

0.7475 ̒  from horizontal;  

  

g) a reduction of DDM to less than 0.175 within the specified coverage below the glide path 

sector.  

  

Compliance note 1.τ The value of 0.7475 ̒ from horizontal is intended to ensure adequate 

obstacle clearance. This value was derived from other parameters of the glide path and monitor 

specification. Since the measuring accuracy to four significant figures is not intended, the value of 

0.75 ̒  may be used as a monitor limit for this purpose. Guidance on obstacle clearance criteria is 

given in the Procedures for Air Navigation Services τ Aircraft Operations (PANS-OPS) (Doc 8168).  

  

Compliance note 2.τ Subparagraphs f) and g) are not intended to establish a requirement for a 

separate monitor to protect against deviation of the lower limits of the half-sector below 0.7475 

 ̒from horizontal.  

 

Compliance note 3.τ At glide path facilities where the selected nominal angular displacement 

sensitivity corresponds to an angle below the ILS glide path which is close to or at the maximum 

limits specified in 171.05.1.3.1.5.6, it may be necessary to adjust the monitor operating limits to 

protect against sector deviations below 0.7475  ̒from horizontal.  
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Compliance note 4.τ Guidance material relating to the condition described in g) appears in 

Attachment C, 2.4.11.  

  

171.05.1.3.1.5.7.2    Recommendation.τ Monitoring of the ILS glide path characteristics to smaller tolerances 

should be arranged in those cases where operational penalties would otherwise exist.  

  

171.05.1.3.1.5.7.3    The total period of radiation, including period(s) of zero radiation, outside the performance 

limits specified in 171.05.1.3.1.5.7.1 must be as short as practicable, consistent with the need for 

avoiding interruptions of the navigation service provided by the ILS glide path.  

  

171.05.1.3.1.5.7.3.1    The total period referred to under 171.05.1.3.1.5.7.3 must not exceed under any 

circumstances:  

  

 6 seconds for Facility Performance Category I τ ILS glide paths;  

  

 2 seconds for Facility Performance Categories II and III τ ILS glide paths.  

  

Compliance note 1.τ The total time periods specified are never-to-be-exceeded limits and are 

intended to protect aircraft in the final stages of approach against prolonged or repeated periods 

of ILS glide path guidance outside the monitor limits. For this reason, they include not only the 

initial period of outside tolerance operation but also the total of any or all periods of outside 

tolerance radiation, including periods of zero radiation, which might occur during action to restore 

service, for example, in the course of consecutive monitor functioning and consequent 

changeovers to glide path equipment or elements thereof.  

  

Compliance note 2.τ From an operational point of view, the intention is that no guidance outside 

the monitor limits be radiated after the time periods given, and that no further attempts be made 

to restore service until a period in the order of 20 seconds has elapsed.  

  

171.05.1.3.1.5.7.3.2    Recommendation.τ Where practicable, the total period specified under 

171.05.1.3.1.5.7.3.1 for Facility Performance Categories II and III τ ILS glide paths should not 

exceed 1 second.  

  

171.05.1.3.1.5.7.4    Design and operation of the monitor system must be consistent with the requirement that 

radiation must cease and a warning must be provided at the designated remote control points in 

the event of failure of the monitor system itself.  
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Compliance note.τ Guidance material on the design and operation of monitor systems is given in 

2.1.7 of Attachment C.  

  

 

 

171.05.1.3.1.5.8    Integrity and continuity of service levels and requirements  
  

171.05.1.3.1.5.8.1     A glide path must be assigned a level of integrity and continuity of service as given in 

174.04.1.3.1.5.8.2 to 171.05.1.3.1.5.8.5. 

 

 Compliance note.τ Levels are used to provide the necessary information for the determination of 

the category of operation and associated minima, which are a function of the Facility Performance 

Category, the (separate) integrity and continuity of service level, and a number of operational 

factors (e.g. aircraft and crew qualification, meteorological conditions, and runway features). If a 

glide path does not meet its required integrity and continuity of service level, some operational 

use may still be possible, as stated in the Manual of All-Weather Operations (Doc 9365), Appendix 

C on ILS facility classification and downgrading. Similarly, if a glide path exceeds the minimum 

integrity and continuity of service level, more demanding operations may be possible. 

 

171.05.1.3.1.5.8.2  The glide path level must be Level 1 if either 

 

1) the glide pathôs integrity of service or its continuity of service, or both, are not demonstrated; 

or  

 

нύ ǘƘŜ ƎƭƛŘŜ ǇŀǘƘΩǎ ƛƴǘŜƎǊƛǘȅ ƻŦ ǎŜǊǾƛŎŜ ŀƴŘ ƛǘǎ Ŏƻƴǘƛƴǳƛǘȅ ƻŦ ǎŜǊǾƛŎŜ ŀǊŜ ōƻǘƘ demonstrated, but at 

least one of them does not meet the requirements of Level 2. 

  

171.05.1.3.1.5.8.2.1    Recommendation.τ The probability of not radiating false guidance signals should not be 

less than 1 ς 1.0 × 10ς7 in any one landing for Level 1 glide paths.  

  

 

171.05.1.3.1.5.8.2.2   Recommendation.τ The probability of not losing the radiated guidance signal should 

exceed 1 ς 4 × 10ς6 in any period of 15 seconds for Level 1 glide paths (equivalent to 1 000 hours 

mean time between outages).  

 



 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

46 
 

 Compliance note.τ A glide path that meets both Recommended Practices 3.1.5.8.2.1 and 

3.1.5.8.2.2 also meets Standard 3.1.5.8.3 (Level 2 performance) and is therefore to be identified 

as Level 2. 

 

171.05.1.3.1.5.8.2.3          Recommendation.τ In the event that the integrity value for a Level 1 glide path is not          

available or cannot be readily calculated, a detailed analysis should be performed to assure proper 

monitor fail-safe operation. 

 

171.05.1.3.1.5.8.3  The glide path level must be Level 2 if: 

 

φ the probability of not radiating false guidance signals is not less than 1 ς 1.0 x 10ς7 in any one 
landing; and  
 
φ the probability of not losing the radiated guidance is greater 1 ς 4 × 10ς6 in any period of 15 

seconds (equivalent to 1 000 hours mean time between outages). 

 

171.05.1.3..1.5.8.4  The glide path level must be Level 3 or 4 if: 

 

φ the probability of not radiating false guidance signals is not less than 1 ς 0.5 × 10ς9 in any one 
landing; and  
 
φ the probability of not losing the radiated guidance is greater than 1 ς 2 × 10ς6 in any period of 

15 seconds (equivalent to 2 000 hours mean time between outages). 

 

 

Compliance note 1.τ The requirements for glide path Level 3 and Level 4 are the same. The 

declaration of the glide path integrity and continuity of service levels should match the declaration 

of the localizer (i.e. the glide path is declared as Level 4 if the localizer is meeting Level 4). 

 

 

  

Compliance note 2.τ Guidance material on ways to achieve  integrity and continuity of service is 

given in 2.8 of Attachment C.  

 

171.05.1.3.1.6    Localizer and glide path frequency pairing  
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171.05.1.3.1.6.1    The pairing of the runway localizer and glide path transmitter frequencies of an instrument 

landing system must be taken from the following list in accordance with the provisions of Volume 

V, Chapter 4, 4.2:  

  

 
  

171.05.1.3.1.6.1.1    In those regions where the requirements for runway localizer and glide path transmitter 

frequencies of an instrument landing system do not justify more than 20 pairs, they must be 

selected sequentially, as required, from the following list:  

 

1 110.3  335.0  

2 109.9  333.8  

3 109.5  332.6  

4 110.1  334.4  

5 109.7  333.2  

6 109.3  332.0  

7 109.1  331.4  

8 110.9  330.8  

9 110.7   330.2  
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10 110.5   329.6  

11 108.1  334.7  

12 108.3  334.1  

13 108.5  329.9  

14 108.7  330.5  

15 108.9  329.3  

16 111.1  331.7  

17 111.3  332.3  

18 111.5  332.9  

19 111.7  333.5  

20 111.9  331.1 

 

171.05.1.3.1.6.2    Where existing ILS localizers meeting national requirements are operating on frequencies 

ending in even tenths of a megahertz, they must be reassigned frequencies, conforming with 

171.05.1.3.1.6.1 or 171.05.1.3.1.6.1.1 as soon as practicable and may continue operating on their 

present assignments only until this reassignment can be effected.  

  

171.05.1.3.1.6.3    Existing ILS localizers in the international service operating on frequencies ending in odd tenths 

of a megahertz must not be assigned new frequencies ending in odd tenths plus one twentieth of 

a megahertz except where, by regional agreement, general use may be made of any of the 

channels listed in 171.05.1.3.1.6.1 (see Volume V, Chapter 4, 4.2).  

  

171.05.1.3.1.7    VHF marker beacons  
  

Compliance note.τ Requirements relating to marker beacons apply only when one or more 

marker beacons are installed.  

 

171.05.1.3.1.7.1    General  
  

a) There must be two marker beacons in each installation except where, in the opinion of the 

Competent Authority, a single marker beacon is considered to be sufficient. A third marker 

beacon may be added whenever, in the opinion of the Competent Authority, an additional 

beacon is required because of operational procedures at a particular site.  

  

b) A marker beacon must conform to the requirements prescribed in 171.05.1.3.1.7. When the 

installation comprises only two marker beacons, the requirements applicable to the middle 

marker and to the outer marker must be complied with. When the installation comprises only 
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one marker beacon, the requirements applicable to either the middle or the outer marker must 

be complied with. If marker beacons are replaced by DME, the requirements of 

171.05.1.3.1.7.6.5 must apply.  

  

c) The marker beacons must produce radiation patterns to indicate predetermined distance from 

the threshold along the ILS glide path.  

  

171.05.1.3.1.7.1.1    When a marker beacon is used in conjunction with the back course of a localizer, it 

mustconform with the marker beacon characteristics specified in 171.05.1.3.1.7.  

  

171.05.1.3.1.7.1.2    Identification signals of marker beacons used in conjunction with the back course of a localizer 

must be clearly distinguishable from the inner, middle and outer marker beacon identifications, 

as prescribed in 171.05.1.3.1.7.5.1.  

  

171.05.1.3.1.7.2    Radio frequency  
  

171.05.1.3.1.7.2.1    The marker beacons must operate at 75 MHz with a frequency tolerance of plus or minus 

0.005 per cent and mustutilize horizontal polarization.  

 

171.05.1.3.1.7.3    Coverage  
  

171.05.1.3.1.7.3.1    The marker beacon system must be adjusted to provide coverage over the following distances, 

measured on the ILS glide path and localizer course line:  

  

a) inner marker: 150 m plus or minus 50 m (500 ft plus or minus 160 ft);  

  

b) middle marker: 300 m plus or minus 100 m (1 000 ft plus or minus 325 ft);  

  

c) outer marker: 600 m plus or minus 200 m (2 000 ft plus or minus 650 ft).  

  

171.05.1.3.1.7.3.2    The field strength at the limits of coverage specified in 171.05.1.3.1.7.3.1 must be 1.5 millivolts 

per metre (minus 82 dBW/m2). In addition, the field strength within the coverage area must rise 

to at least 3.0 millivolts per metre (minus 76 dBW/m2).  

  

Compliance note 1.τ In the design of the ground antenna, it is advisable to ensure that an 

adequate rate of change of field strength is provided at the edges of coverage. It is also advisable 

to ensure that aircraft within the localizer course sector will receive visual indication.  



 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

50 
 

  

Compliance note 2.τ Satisfactory operation of a typical airborne marker installation will be 

obtained if the sensitivity is so adjusted that visual indication will be obtained when the field 

strength is 1.5 millivolts per metre (minus 82 dBW/m2).  

 

171.05.1.3.1.7.4    Modulation  
  

171.05.1.3.1.7.4.1    The modulation frequencies must be as follows:  

  

a) inner marker: 3 000 Hz;  

  

b) middle marker: 1 300 Hz;  

  

c) outer marker: 400 Hz.  

  

The frequency tolerance of the above frequencies must be plus or minus 2.5 per cent, and the 

total harmonic content of each of the frequencies must not exceed 15 per cent.  

  

171.05.1.3.1.7.4.2    The depth of modulation of the markers must be 95 per cent plus or minus 4 per cent.  

  

171.05.1.3.1.7.5    Identification  
  

171.05.1.3.1.7.5.1    The carrier energy must not be interrupted. The audio frequency modulation must be keyed 

as follows:  

  

a) inner marker: 6 dots per second continuously;  

  

b) middle marker: a continuous series of alternate dots and dashes, the dashes keyed at the rate 

of 2 dashes per second, and the dots at the rate of 6 dots per second;  

  

c) outer marker: 2 dashes per second continuously.  

  

These keying rates must be maintained to within plus or minus 15 per cent.  

  

171.05.1.3.1.7.6    Siting  
  

171.05.1.3.1.7.6.1    The inner marker must be located so as to indicate in low visibility conditions the imminence 

of arrival at the runway threshold.  
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171.05.1.3.1.7.6.1.1    Recommendation.τ If the radiation pattern is vertical, the inner marker should be located 

between 75 m (250 ft) and 450 m (1 500 ft) from the threshold and at not more than 30 m (100 ft) 

from the extended centre line of the runway.  

  

Compliance note 1.τ It is intended that the inner marker pattern should intercept the downward 

extended straight portion of the nominal ILS glide path at the lowest decision height applicable in 

Category II operations.  

  

Compliance note 2.τ Care must be exercised in siting the inner marker to avoid interference 

between the inner and middle markers. Details regarding the siting of inner markers are contained 

in Attachment C, 2.10.  

  

171.05.1.3.1.7.6.1.2    Recommendation.τ If the radiation pattern is other than vertical, the equipment should be 

located so as to produce a field within the course sector and ILS glide path sector that is 

substantially similar to that produced by an antenna radiating a vertical pattern and located as 

prescribed in 171.05.1.3.1.7.6.1.1.  

  

171.05.1.3.1.7.6.2    The middle marker must be located so as to indicate the imminence, in low visibility 

conditions, of visual approach guidance.  

  

171.05.1.3.1.7.6.2.1    Recommendation.τ If the radiation pattern is vertical, the middle marker should be located 

1 050 m (3 500 ft) plus or minus 150 m (500 ft), from the landing threshold at the approach end of 

the runway and at not more than 75 m (250 ft) from the extended centre line of the runway.  

  

Compliance note.τ See Attachment C, 2.10, regarding the siting of inner and middle marker 

beacons.  

  

171.05.1.3.1.7.6.2.2    Recommendation.τ If the radiation pattern is other than vertical, the equipment should be 

located so as to produce a field within the course sector and ILS glide path sector that is 

substantially similar to that produced by an antenna radiating a vertical pattern and located as 

prescribed in 3.1.7.6.2.1.  

  

171.05.1.3.1.7.6.3    The outer marker must be located so as to provide height, distance and equipment functioning 

checks to aircraft on intermediate and final approach.  
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171.05.1.3.1.7.6.3.1    Recommendation.τ The outer marker should be located 7.2 km (3.9 NM) from the threshold 

except that, where for topographical or operational reasons this distance is not practicable, the 

outer marker may be located between 6.5 and 11.1 km (3.5 and 6 NM) from the threshold.  

  

171.05.1.3.1.7.6.4    Recommendation.τ If the radiation pattern is vertical, the outer marker should be not more 

than 75 m (250 ft) from the extended centre line of the runway. If the radiation pattern is other 

than vertical, the equipment should be located so as to produce a field within the course sector 

and ILS glide path sector that is substantially similar to that produced by an antenna radiating a 

vertical pattern.  

  

171.05.1.3.1.7.6.5    The positions of marker beacons, or where applicable, the equivalent distance(s) indicated by 

the DME when used as an alternative to part or all of the marker beacon component of the ILS, 

must be published in accordance with the provisions of NAMCATs Part 175.  

  

171.05.1.3.1.7.6.5.1    When so used, the DME must provide distance information operationally equivalent to that 

furnished by marker beacon(s).  

  

171.05.1.3.1.7.6.5.2    When used as an alternative for the middle marker, the DME must be frequency paired with 

the ILS localizer and sited so as to minimize the error in distance information.  

171.05.1.3.1.7.6.5.3    The DME in 171.05.1.3.1.7.6.5 must conform to the specification in 171.05.1.3.5.  

  

171.05.1.3.1.7.7    Monitoring  
  

171.05.1.3.1.7.7.1    Suitable equipment must provide signals for the operation of an automatic monitor. The 

monitor must transmit a warning to a control point if either of the following conditions arise:  

  

a) failure of the modulation or keying;  

  

b) reduction of power output to less than 50 per cent of normal.  

  

171.05.1.3.1.7.7.2    Recommendation.τ For each marker beacon, suitable monitoring equipment should be 

provided which will indicate at the appropriate location a decrease of the modulation depth below 

50 per cent.  

  

171.05.1.3.2    Specification for precision approach radar system  

  

Compliance note.τ Slant distances are used throughout this specification.  
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171.05.1.3.2.1    The precision approach radar system must comprise the following elements:  

  

171.05.1.3.2.1.1    The precision approach radar element (PAR).  

  

171.05.1.3.2.1.2    The surveillance radar element (SRE).  

  

171.05.1.3.2.2    When the PAR only is used, the installation must be identified by the term PAR or precision 

ŀǇǇǊƻŀŎƘ ǊŀŘŀǊ ŀƴŘ ƴƻǘ ōȅ ǘƘŜ ǘŜǊƳ άǇǊŜŎƛǎƛƻƴ ŀǇǇǊƻŀŎƘ ǊŀŘŀǊ ǎȅǎǘŜƳέΦ  

  

Compliance note.τ Provisions for the recording and retention of radar data are contained in 

NAMCATs Part 172.  

  

171.05.1.3.2.3    The precision approach radar element (PAR)  
 

171.05.1.3.2.3.1    Coverage  
  

171.05.1.3.2.3.1.1    The PAR must be capable of detecting and indicating the position of an aircraft of 15 m2 

echoing area or larger, which is within a space bounded by a 20-degree azimuth sector and a 7-

degree elevation sector, to a distance of at least 16.7 km (9 NM) from its respective antenna.  

  

Compliance note.τ For guidance in determining the significance of the echoing areas of aircraft, 

the following table is included:  

  

 private flyer (single-engined): 5 to 10 m2;  

  

 small twin-engined aircraft: from 15 m2;  

  

 medium twin-engined aircraft: from 25 m2;  

  

 four-engined aircraft: from 50 to 100 m2.  

 

171.05.1.3.2.3.2    Siting  
  

171.05.1.3.2.3.2.1    The PAR must be sited and adjusted so that it gives complete coverage of a sector with its 

apex at a point 150 m (500 ft) from the touchdown in the direction of the stop end of the runway 

and extending plus or minus 5 degrees about the runway centre line in azimuth and from minus 

1 degree to plus 6 degrees in elevation.  
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Compliance note 1.τ Paragraph 171.05.1.3.2.3.2.1 can be met by siting the equipment with a set-

back from the touchdown, in the direction of the stop end of the runway, of 915 m (3 000 ft) or 

more, for an offset of 120 m (400 ft) from the runway centre line, or of 1 200 m (4 000 ft) or more, 

for an offset of 185 m (600 ft) when the equipment is aligned to scan plus or minus 10 degrees 

about the centre line of the runway. Alternatively, if the equipment is aligned to scan 15 degrees 

to one side and 5 degrees to the other side of the centre line of the runway, then the minimum set-

back can be reduced to 685 m (2 250 ft) and 915 m (3 000 ft) for offsets of 120 m (400 ft) and 185 

m (600 ft) respectively.  

  

Compliance note 2.τ Diagrams illustrating the siting of PAR are given in Attachment C (Figures 

C-14 to C-17 inclusive).  

 

171.05.1.3.2.3.3    Accuracy  
  

171.05.1.3.2.3.3.1    Azimuth accuracy. Azimuth information must be displayed in such a manner that left-right 

deviation from the on-course line must be easily observable. The maximum permissible error with 

respect to the deviation from the on-course line must be either 0.6 per cent of the distance from 

the PAR antenna plus 10 per cent of the deviation from the on-course line or 9 m (30 ft), whichever 

is greater. The equipment must be so sited that the error at the touchdown must not exceed 9 m 

(30 ft). The equipment must be so aligned and adjusted that the displayed error at the touchdown 

must be a minimum and must not exceed 0.3 per cent of the distance from the PAR antenna or 

4.5 m (15 ft), whichever is greater. It must be possible to resolve the positions of two aircraft 

which are at 1.2 degrees in azimuth of one another.  

  

171.05.1.3.2.3.3.2    Elevation accuracy. Elevation information must be displayed in such a manner that up-down 

deviation from the descent path for which the equipment is set must be easily observable. The 

maximum permissible error with respect to the deviation from the on-course line must be 0.4 per 

cent of the distance from the PAR antenna plus 10 per cent of the actual linear displacement from 

the chosen descent path or 6 m (20 ft), whichever is greater. The equipment must be so sited that 

the error at the touchdown must not exceed 6 m (20 ft). The equipment must be so aligned and 

adjusted that the displayed error at the touchdown must be a minimum and must not exceed 0.2 

per cent of the distance from the PAR antenna or 3 m (10 ft), whichever is greater. It must be 

possible to resolve the positions of two aircraft that are at 0.6 degree in elevation of one another.  

  

171.05.1.3.2.3.3.3    Distance accuracy. The error in indication of the distance from the touchdown must not 

exceed 30 m (100 ft) plus 3 per cent of the distance from the touchdown. It must be possible to 



  
 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

55 
 

resolve the positions of two aircraft which are at 120 m (400 ft) of one another on the same 

azimuth.  

  

171.05.1.3.2.3.4    Information must be made available to permit the position of the controlled aircraft to be 

established with respect to other aircraft and obstructions. Indications must also permit 

appreciation of ground speed and rate of departure from or approach to the desired flight path.  

  

171.05.1.3.2.3.5    Information must be completely renewed at least once every second.  

  

171.05.1.3.2.4    The surveillance radar element (SRE)  
  

171.05.1.3.2.4.1    A surveillance radar used as the SRE of a precision approach radar system must satisfy at least 

the following broad performance requirements.  

   

171.05.1.3.2.4.2    Coverage  
  

171.05.1.3.2.4.2.1    The SRE must be capable of detecting aircraft of 15 m2 echoing area and larger, which are in 

line of sight of the antenna within a volume described as follows:  

  

The rotation through 360 degrees about the antenna of a vertical plane surface bounded by a line 

at an angle of 1.5 degrees above the horizontal plane of the antenna, extending from the antenna 

to 37 km (20 NM); by a vertical line at 37 km (20 NM) from the intersection with the 1.5-degree 

line up to 2 400 m (8 000 ft) above the level of the antenna; by a horizontal line at 2 400 m (8 000 

ft) from 37 km (20 NM) back towards the antenna to the intersection with a line from the antenna 

at 20 degrees above the horizontal plane of the antenna, and by a 20-degree line from the 

intersection with the 2 400 m (8 000 ft) line to the antenna.  

  

171.05.1.3.2.4.2.2    Recommendation.τ Efforts should be made in development to increase the coverage on an 

aircraft of 15 m2 echoing area to at least the volume obtained by amending 171.05.1.3.2.4.2.1 

with the following substitutions:  

  

 τ for 1.5 degrees, read 0.5 degree;  

  

 τ for 37 km (20 NM), read 46.3 km (25 NM);  

  

 τ for 2 400 m (8 000 ft), read 3 000 m (10 000 ft);  
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 τ for 20 degrees, read 30 degrees.  

  

Compliance note.τ A diagram illustrating the vertical coverage of SRE is given in Attachment C 

(Figure C-18).  

 

 

  

171.05.1.3.2.4.3    Accuracy  
  

171.05.1.3.2.4.3.1    Azimuth accuracy. The indication of position in azimuth must be within plus or minus 2 degrees 

of the true position. It must be possible to resolve the positions of two aircraft which are at 4 

degrees of azimuth of one another.  

  

171.05.1.3.2.4.3.2    Distance accuracy. The error in distance indication must not exceed 5 per cent of true distance 

or 150 m (500 ft), whichever is the greater. It must be possible to resolve the positions of two 

aircraft that are separated by a distance of 1 per cent of the true distance from the point of 

observation or 230 m (750 ft), whichever is the greater.  

  

171.05.1.3.2.4.3.2.1    Recommendation.τ The error in distance indication should not exceed 3 per cent of the 

true distance or 150 m (500 ft), whichever is the greater.  

  

171.05.1.3.2.4.4    The equipment must be capable of completely renewing the information concerning the 

distance and azimuth of any aircraft within the coverage of the equipment at least once every 4 

seconds.  

  

171.05.1.3.2.4.5    Recommendation.τ Efforts should be made to reduce, as far as possible, the disturbance 

caused by ground echoes or echoes from clouds and precipitation.  

 

 

171.05.1.3.3    Specification for VHF omnidirectional radio range (VOR)  

  

171.05.1.3.3.1    General  
  

171.05.1.3.3.1.1    The VOR must be constructed and adjusted so that similar instrumental indications in aircraft 

represent equal clockwise angular deviations (bearings), degree for degree from magnetic North 

as measured from the location of the VOR.  
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171.05.1.3.3.1.2    The VOR must radiate a radio frequency carrier with which are associated two separate 30 Hz 

modulations. One of these modulations must be such that its phase is independent of the azimuth 

of the point of observation (reference phase). The other modulation (variable phase) must be 

such that its phase at the point of observation differs from that of the reference phase by an angle 

equal to the bearing of the point of observation with respect to the VOR.  

  

171.05.1.3.3.1.3    The reference and variable phase modulations must be in phase along the reference magnetic 

meridian through the station.  

  

Compliance note.τ The reference and variable phase modulations are in phase when the 

maximum value of the sum of the radio frequency carrier and the sideband energy due to the 

variable phase modulation occurs at the same time as the highest instantaneous frequency of the 

reference phase modulation.  

  

171.05.1.3.3.2    Radio frequency  
  

171.05.1.3.3.2.1    The VOR must operate in the band 111.975 MHz to 117.975 MHz except that frequencies in the 

band 108 MHz to 111.975 MHz may be used when, in accordance with the provisions of Volume 

V, Chapter 4, 4.2.1 and 4.2.3.1, the use of such frequencies is acceptable. The highest assignable 

frequency must be 117.950 MHz. The channel separation must be in increments of 50 kHz referred 

to the highest assignable frequency. In areas where 100 kHz or 200 kHz channel spacing is in 

general use, the frequency tolerance of the radio frequency carrier must be plus or minus 0.005 

per cent.  

  

171.05.1.3.3.2.2    The frequency tolerance of the radio frequency carrier of all new installations 

implemented after 23 May 1974 in areas where 50 kHz channel spacing is in use must be plus or 

minus 0.002 per cent.  

  

171.05.1.3.3.2.3    In areas where new VOR installations are implemented and are assigned 

frequencies spaced at 50 kHz from existing VORs in the same area, priority must be given to 

ensuring that the frequency tolerance of the radio frequency carrier of the existing VORs is 

reduced to plus or minus 0.002 per cent.  

 

171.05.1.3.3.3    Polarization and pattern accuracy  
  

171.05.1.3.3.3.1    The emission from the VOR must be horizontally polarized. The vertically polarized component 

of the radiation must be as small as possible.  
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Compliance note.τ It is not possible at present to state quantitatively the maximum permissible 

magnitude of the vertically polarized component of the radiation from the VOR. (Information is 

provided in the Manual on Testing of Radio Navigation Aids (Doc 8071) as to flight checks that can 

be carried out to determine the effects of vertical polarization on the bearing accuracy.)  

  

171.05.1.3.3.3.2    The ground station contribution to the error in the bearing information conveyed by the 

horizontally polarized radiation from the VOR for all elevation angles between 0 and 40 degrees, 

measured from the centre of the VOR antenna system, must be within plus or minus 2 degrees.  

  

171.05.1.3.3.4    Coverage  
  

171.05.1.3.3.4.1    The VOR must provide signals such as to permit satisfactory operation of a 

typical aircraft installation at the levels and distances required for operational reasons, and up to 

an elevation angle of 40 degrees.  

  

171.05.1.3.3.4.2    Recommendation.τ The field strength or power density in space of VOR signals required to 

permit satisfactory operation of a typical aircraft installation at the minimum service level at the 

maximum specified service radius should be 90 microvolts per metre or minus 107 dBW/m2.  

  

Compliance note.τ Typical equivalent isotropically radiated powers (EIRPs) to achieve specified 

ranges are contained in 3.1 of Attachment C. The definition of EIRP is contained in 171.05.1.3.5.1.  

  

171.05.1.3.3.5    Modulations of navigation signals  
  

171.05.1.3.3.5.1    The radio frequency carrier as observed at any point in space must be amplitude modulated by 

two signals as follows:  

  

a) a subcarrier of 9 960 Hz of constant amplitude, frequency modulated at 30 Hz:  

  

1) for the conventional VOR, the 30 Hz component of this FM subcarrier is fixed without 

ǊŜǎǇŜŎǘ ǘƻ ŀȊƛƳǳǘƘ ŀƴŘ ƛǎ ǘŜǊƳŜŘ ǘƘŜ άǊŜŦŜǊŜƴŎŜ ǇƘŀǎŜέ ŀƴŘ must have a deviation ratio of 16 

plus or minus 1 (i.e. 15 to 17);  

  

2) for the Doppler VOR, the phase of the 30 Hz component varies with azimuth and is termed 

ǘƘŜ άǾŀǊƛŀōƭŜ ǇƘŀǎŜέ ŀƴŘ must have a deviation ratio of 16 plus or minus 1 (i.e. 15 to 17) when 

observed at any angle of elevation up to 5 degrees, with a minimum deviation ratio of 11 when 

observed at any angle of elevation above 5 degrees and up to 40 degrees;  



  
 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

59 
 

  

b) a 30 Hz amplitude modulation component:  

  

1) for the conventional VOR, this component results from a rotating field pattern, the phase 

ƻŦ ǿƘƛŎƘ ǾŀǊƛŜǎ ǿƛǘƘ ŀȊƛƳǳǘƘΣ ŀƴŘ ƛǎ ǘŜǊƳŜŘ ǘƘŜ άǾŀǊƛŀōƭŜ ǇƘŀǎŜέΤ  

  

2) for the Doppler VOR, this component, of constant phase with relation to azimuth and 

Ŏƻƴǎǘŀƴǘ ŀƳǇƭƛǘǳŘŜΣ ƛǎ ǊŀŘƛŀǘŜŘ ƻƳƴƛŘƛǊŜŎǘƛƻƴŀƭƭȅ ŀƴŘ ƛǎ ǘŜǊƳŜŘ ǘƘŜ άǊŜŦŜǊŜƴŎŜ ǇƘŀǎŜέΦ  

  

171.05.1.3.3.5.2    The nominal depth of modulation of the radio frequency carrier due to the 30 Hz signal or the 

subcarrier of 9 960 Hz must be within the limits of 28 per cent and 32 per cent.  

  

Compliance note.τ This requirement applies to the transmitted signal observed in the absence of 

multipath.  

  

171.05.1.3.3.5.3    The depth of modulation of the radio frequency carrier due to the 30 Hz signal, as observed at 

any angle of elevation up to 5 degrees, must be within the limits of 25 to 35 per cent. The depth 

of modulation of the radio frequency carrier due to the 9 960 Hz signal, as observed at any angle 

of elevation up to 5 degrees, must be within the limits of 20 to 55 per cent on facilities without 

voice modulation, and within the limits of 20 to 35 per cent on facilities with voice modulation.  

  

Compliance note.τ When modulation is measured during flight testing under strong dynamic 

multipath conditions, variations in the received modulation percentages are to be expected. Short-

term variations beyond these values may be acceptable. The Manual on Testing of Radio 

Navigation Aids (Doc 8071) contains additional information on the application of airborne 

modulation tolerances.  

  

171.05.1.3.3.5.4    The variable and reference phase modulation frequencies must be 30 Hz within plus or minus 

1 per cent.  

  

171.05.1.3.3.5.5    The subcarrier modulation mid-frequency must be 9 960 Hz within plus or minus 1 per cent.  

  

171.05.1.3.3.5.6  
  

a) For the conventional VOR, the percentage of amplitude modulation of the 9 960 Hz subcarrier 

must not exceed 5 per cent.  
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b) For the Doppler VOR, the percentage of amplitude modulation of the 9 960 Hz subcarrier must 

not exceed 40 per cent when measured at a point at least 300 m (1 000 ft) from the VOR.  

  

171.05.1.3.3.5.7    Where 50 kHz VOR channel spacing is implemented, the sideband level of the harmonics of the 

9 960 Hz component in the radiated signal must not exceed the following levels referred to the 

level of the 9 960 Hz sideband:  

  

 
171.05.1.3.3.6    Voice and identification  

  

171.05.1.3.3.6.1    If the VOR provides a simultaneous communication channel ground-to-air, it must be on the 

same radio frequency carrier as used for the navigational function. The radiation on this channel 

must be horizontally polarized.  

  

171.05.1.3.3.6.2    The peak modulation depth of the carrier on the communication channel must not be greater 

than 30 per cent.  

  

171.05.1.3.3.6.3    The audio frequency characteristics of the speech channel must be within 3 dB relative to the 

level at 1 000 Hz over the range 300 Hz to 3 000 Hz.  

  

171.05.1.3.3.6.4    The VOR must provide for the simultaneous transmission of a signal of identification on the 

same radio frequency carrier as that used for the navigational function. The identification signal 

radiation must be horizontally polarized.  

  

171.05.1.3.3.6.5    The identification signal must employ the International Morse Code and consist of two or three 

letters. It must be sent at a speed corresponding to approximately 7 words per minute. The signal 

must be repeated at least once every 30 seconds and the modulation tone must be 1 020 Hz within 

plus or minus 50 Hz.  
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171.05.1.3.3.6.5.1    Recommendation.τ The identification signal should be transmitted at least three times each 

30 seconds, spaced equally within that time period. One of these identification signals may take 

the form of a voice identification.  

  

Compliance note.τ Where a VOR and DME are associated in accordance with 171.05.1.3.5.2.5, 

the identification provisions of 3.5.3.6.4 influence the VOR identification.  

  

171.05.1.3.3.6.6    The depth to which the radio frequency carrier is modulated by the code identification signal 

must be close to, but not in excess of 10 per cent except that, where a communication channel is 

not provided, it must be permissible to increase the modulation by the code identification signal 

to a value not exceeding 20 per cent.  

  

171.05.1.3.3.6.6.1    Recommendation.τ If the VOR provides a simultaneous communication channel ground-to-

air, the modulation depth of the code identification signal should be 5 plus or minus 1 per cent in 

order to provide a satisfactory voice quality.  

  

171.05.1.3.3.6.7    The transmission of speech must not interfere in any way with the basic navigational function. 

When speech is being radiated, the code identification must not be suppressed.  

  

171.05.1.3.3.6.8    The VOR receiving function must permit positive identification of the wanted signal under the 

signal conditions encountered within the specified coverage limits, and with the modulation 

parameters specified at 171.05.1.3.3.6.5, 171.05.1.3.3.6.6 and 171.05.1.3.3.6.7.  

 

171.05.1.3.3.7    Monitoring  
  

171.05.1.3.3.7.1    Suitable equipment located in the radiation field must provide signals for the operation of an 

automatic monitor. The monitor must transmit a warning to a control point, and either remove 

the identification and navigation components from the carrier or cause radiation to cease if any 

one or a combination of the following deviations from established conditions arises:  

  

a) a change in excess of 1 degree at the monitor site of the bearing information transmitted by 

the VOR;  

  

b) a reduction of 15 per cent in the modulation components of the radio frequency signals voltage 

level at the monitor of either the subcarrier, or 30 Hz amplitude modulation signals, or both.  

  

171.05.1.3.3.7.2    Failure of the monitor itself must transmit a warning to a control point and either:  
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a) remove the identification and navigation components from the carrier; or  

  

b) cause radiation to cease.  

  

Compliance note.τ Guidance material on VOR appears in Attachment C, 3, and Attachment E.  

  

171.05.1.3.3.8    Interference immunity performance for VOR receiving systems  
  

171.05.1.3.3.8.1    The VOR receiving system must provide adequate immunity to interference from two signal, 

third-order intermodulation products caused by VHF FM broadcast signals having levels in 

accordance with the following:  

  

2N1 + N2 + 72 Җ 0  

  

for VHF FM sound broadcasting signals in the range 107.7 ς 108.0 MHz  

  

and  

  

  
  

for VHF FM sound broadcasting signals below 107.7 MHz,  

  

where the frequencies of the two VHF FM sound broadcasting signals produce, within the 

receiver, a two-signal, third-order intermodulation product on the desired VOR frequency.  

  

 N1 and N2 are the levels (dBm) of the two VHF FM sound broadcasting signals at the VOR receiver 

input. Neither level must exceed the desensitization criteria set forth in 171.05.1.3.3.8.2.  

  

 ɲf = 108.1 ς f1, where f1 is the frequency of N1, the VHF FM sound broadcasting signal closer to 

108.1 MHz.  

  

171.05.1.3.3.8.2    The VOR receiving system must not be desensitized in the presence of VHF FM broadcast signals 

having levels in accordance with the following table:     
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Compliance note 1.τ The relationship is linear between adjacent points designated by the above 

frequencies.  

  

Compliance note 2.τ Guidance material on immunity criteria to be used for the performance 

quoted in 171.05.1.3.3.8.1 and 171.05.1.3.3.8.2 is contained in Attachment C, 3.6.5.  

 

 

171.05.1.3.4    Specification for non-directional radio beacon (NDB)  

 

171.05.1.3.4.1    Definitions  
  

Compliance note.τ In Attachment C, guidance is given on the meaning and application of rated 

coverage and effective coverage and on coverage of NDBs.  

  

Average radius of rated coverage. The radius of a circle having the same area as the rated 

coverage.  

  

Effective coverage. The area surrounding an NDB within which bearings can be obtained with an 

accuracy sufficient for the nature of the operation concerned.  

  

Locator. An LF/MF NDB used as an aid to final approach.  

  

Compliance note.τ A locator usually has an average radius of rated coverage of between 18.5 

and 46.3 km (10 and 25 NM).  

  

Rated coverage. The area surrounding an NDB within which the strength of the vertical field of 

the ground wave exceeds the minimum value specified for the geographical area in which the 

radio beacon is situated.  
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Compliance note.τ The above definition is intended to establish a method of rating radio beacons 

on the normal coverage to be expected in the absence of sky wave transmission and/or anomalous 

propagation from the radio beacon concerned or interference from other LF/MF facilities, but 

taking into account the atmospheric noise in the geographical area concerned.  

  

171.05.1.3.4.2    Coverage  
  

171.05.1.3.4.2.1    Recommendation.τ The minimum value of field strength in the rated coverage of an NDB 

should be 70°microvolts per metre.  

  

Compliance note 1.τ Guidance on the field strengths required particularly in the latitudes between 

30°N and 30°S is given in 6.1 of Attachment C, and the relevant ITU provisions are given in Chapter 

VIII, Article 35, Section IV, Part B of the Radio Regulations.  

  

Compliance note 2.τ The selection of locations and times at which the field strength is measured 

is important in order to avoid abnormal results for the locality concerned; locations on air routes 

in the area around the beacon are operationally most significant.  

  

171.05.1.3.4.2.2    All notifications or promulgations of NDBs must be based upon the average 

radius of the rated coverage.  

  

Compliance note 1.τ In classifying radio beacons in areas where substantial variations in rated 

coverage may occur diurnally and seasonally, such variations should be taken into account.  

  

Compliance note 2.τ Beacons having an average radius of rated coverage of between 46.3 and 

278 km (25 and 150 NM) may be designated by the nearest multiple of 46.3 km (25 NM) to the 

average radius of rated coverage, and beacons of rated coverage over 278 km (150 NM) to the 

nearest multiple of 92.7 km (50 NM).  

  

171.05.1.3.4.2.3    Recommendation.τ Where the rated coverage of an NDB is materially different in various 

operationally significant sectors, its classification should be expressed in terms of the average 

radius of rated coverage and the angular limits of each sector as follows:  

  

Radius of coverage of sector/angular limits of sector expressed as magnetic bearing clockwise 

from the beacon.  
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Where it is desirable to classify an NDB in such a manner, the number of sectors should be kept to 

a minimum and preferably should not exceed two.  

  

Compliance note.τ The average radius of a given sector of the rated coverage is equal to the 

radius of the corresponding circle sector of the same area. Example:  

  

  150/210° ς 30°  

 100/30° ς 210°.  

  

171.05.1.3.4.3    Limitations in radiated power  
  

The power radiated from an NDB must not exceed by more than 2 dB that necessary to achieve 

its agreed rated coverage, except that this power may be increased if coordinated regionally or if 

no harmful interference to other facilities will result.  

  

171.05.1.3.4.4    Radio frequencies  
  

171.05.1.3.4.4.1    The radio frequencies assigned to NDBs must be selected from those available in that portion 

of the spectrum between 190 kHz and 1 750 kHz.  

  

171.05.1.3.4.4.2    The frequency tolerance applicable to NDBs must be 0.01 per cent except that, for NDBs of 

antenna power above 200 W using frequencies of 1 606.5 kHz and above, the tolerance must be 

0.005 per cent.  

  

171.05.1.3.4.4.3    Recommendation.τ Where two locators are used as supplements to an ILS, the frequency 

separation between the carriers of the two should be not less than 15 kHz to ensure correct 

operation of the radio compass, and preferably not more than 25 kHz in order to permit a quick 

tuning shift in cases where an aircraft has only one radio compass.  

  

171.05.1.3.4.4.4    Where locators associated with ILS facilities serving opposite ends of a single runway are 

assigned a common frequency, provision must be made to ensure that the facility not in 

operational use cannot radiate.  

  

Compliance note.τ Additional guidance on the operation of locator beacons on common 

frequency channels is contained in Volume V, Chapter 3, 3.2.2.  

 

171.05.1.3.4.5    Identification  
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171.05.1.3.4.5.1    Each NDB must be individually identified by a two- or three-letter International Morse Code 

group transmitted at a rate corresponding to approximately 7 words per minute.  

  

171.05.1.3.4.5.2    The complete identification must be transmitted at least once every 30 seconds, 

except where the beacon identification is effected by on/off keying of the carrier. In this latter 

case, the identification must be at approximately 1-minute intervals, except that a shorter interval 

may be used at particular NDB stations where this is found to be operationally desirable.  

  

171.05.1.3.4.5.2.1    Recommendation.τ Except for those cases where the beacon identification is effected by 

on/off keying of the carrier, the identification signal should be transmitted at least three times 

each 30 seconds, spaced equally within that time period.  

  

171.05.1.3.4.5.3    For NDBs with an average radius of rated coverage of 92.7 km (50 NM) or less 

that are primarily approach and holding aids in the vicinity of an aerodrome, the identification 

must be transmitted at least three times each 30 seconds, spaced equally within that time period.  

  

171.05.1.3.4.5.4    The frequency of the modulating tone used for identification must be 1 020 Hz 

plus or minus 50 Hz or 400 Hz plus or minus 25 Hz.  

  

Compliance note.τ Determination of the figure to be used would be made regionally, in the light 

of the considerations contained in Attachment C, 6.5.  

 

171.05.1.3.4.6    Characteristics of emissions  
  

Compliance note.τ The following specifications are not intended to preclude employment of 

modulations or types of modulations that may be utilized in NDBs in addition to those specified for 

identification, including simultaneous identification and voice modulation, provided that these 

additional modulations do not materially affect the operational performance of the NDBs in 

conjunction with currently used airborne direction finders, and provided their use does not cause 

harmful interference to other NDB services.  

  

171.05.1.3.4.6.1    Except as provided in 171.05.1.3.4.6.1.1, all NDBs must radiate an uninterrupted carrier and be 

identified by on/off keying of an amplitude modulating tone (NON/A2A).  

  

171.05.1.3.4.6.1.1    NDBs other than those wholly or partly serving as holding, approach and landing aids, or those 

having an average radius of rated coverage of less than 92.7 km (50 NM), may be identified by 
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on/off keying of the unmodulated carrier (NON/A1A) if they are in areas of high beacon density 

and/or where the required rated coverage is not practicable of achievement because of:  

  

a) radio interference from radio stations;  

  

b) high atmospheric noise;  

  

c) local conditions.  

  

Compliance note.τ In selecting the types of emission, the possibility of confusion, arising from an 

aircraft tuning from a NON/A2A facility to a NON/A1A facility without changing the radio compass 

ŦǊƻƳ άa/²έ ǘƻ ά/²έ ƻǇŜǊŀǘƛƻƴΣ ǿƛƭƭ ƴŜŜŘ ǘƻ ōŜ ƪŜǇǘ ƛƴ ƳƛƴŘΦ  

  

171.05.1.3.4.6.2    For each NDB identified by on/off keying of an audio modulating tone, the depth of modulation 

must be maintained as near to 95 per cent as practicable.  

 

171.05.1.3.4.6.3    For each NDB identified by on/off keying of an audio modulating tone, the characteristics of 

emission during identification must be such as to ensure satisfactory identification at the limit of 

its rated coverage.  

  

Compliance note 1.τ The foregoing requirement necessitates as high a percentage modulation as 

practicable, together with maintenance of an adequate radiated carrier power during 

identification.  

  

Compliance note 2.τ With a direction-finder pass band of plus or minus 3 kHz about the carrier, a 

signal to noise ratio of 6 dB at the limit of rated coverage will, in general, meet the foregoing 

requirement.  

  

Compliance note 3.τ Some considerations with respect to modulation depth are contained in 

Attachment C, 6.4.  

  

171.05.1.3.4.6.4    Recommendation.τ The carrier power of an NDB with NON/A2A emissions should not fall when 

the identity signal is being radiated except that, in the case of an NDB having an average radius of 

rated coverage exceeding 92.7 km (50 NM), a fall of not more than 1.5 dB may be accepted.  

  

171.05.1.3.4.6.5    Unwanted audio frequency modulations must total less than 5 per cent of the amplitude of 

the carrier.  
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Compliance note.τ Reliable performance of airborne automatic direction-finding equipment 

(ADF) may be seriously prejudiced if the beacon emission contains modulation by an audio 

frequency equal or close to the loop switching frequency or its second harmonic. The loop switching 

frequencies in currently used equipment lie between 30 Hz and 120 Hz.  

  

171.05.1.3.4.6.6    The bandwidth of emissions and the level of spurious emissions must be kept at the lowest 

value that the state of technique and the nature of the service permit.  

  

Compliance note.τ Article S3 of the ITU Radio Regulations contains the general provisions with 

respect to technical characteristics of equipment and emissions. The Radio Regulations contain 

specific provisions relating to necessary bandwidth, frequency tolerance, spurious emissions and 

classification of emissions (see Appendices APS1, APS2 and APS3).  

 

171.05.1.3.4.7    Siting of locators  
  

171.05.1.3.4.7.1    Recommendation.τ Where locators are used as a supplement to the ILS, they should be located 

at the sites of the outer and middle marker beacons. Where only one locator is used as a 

supplement to the ILS, preference should be given to location at the site of the outer marker 

beacon. Where locators are employed as an aid to final approach in the absence of an ILS, 

equivalent locations to those applying when an ILS is installed should be selected, taking into 

account the relevant obstacle clearance provisions of the PANS-OPS (Doc 8168).  

  

171.05.1.3.4.7.2    Recommendation.τ Where locators are installed at both the middle and outer marker 

positions, they should be located, where practicable, on the same side of the extended centre line 

of the runway in order to provide a track between the locators which will be more nearly parallel 

to the centre line of the runway.  

  

171.05.1.3.4.8    Monitoring  
  

171.05.1.3.4.8.1    For each NDB, suitable means must be provided to enable detection of any of the following 

conditions at an appropriate location:  

  

a) a decrease in radiated carrier power of more than 50 per cent below that required for the rated 

coverage;  

  

b) failure to transmit the identification signal;  
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c) malfunctioning or failure of the means of monitoring itself.  

 

171.05.1.3.4.8.2    Recommendation.τ When an NDB is operated from a power source having a frequency which 

is close to airborne ADF equipment switching frequencies, and where the design of the NDB is such 

that the power supply frequency is likely to appear as a modulation product on the emission, the 

means of monitoring should be capable of detecting such power supply modulation on the carrier 

in excess of 5 per cent.  

  

171.05.1.3.4.8.3    During the hours of service of a locator, the means of monitoring must provide for a continuous 

check on the functioning of the locator as prescribed in 3.4.8.1 a), b) and c).  

  

171.05.1.3.4.8.4    Recommendation.τ During the hours of service of an NDB other than a locator, the means of 

monitoring should provide for a continuous check on the functioning of the NDB as prescribed in 

171.05.1.3.4.8.1 a), b) and c).  

  

Compliance note.τ Guidance material on the testing of NDBs is contained in 6.6 of Attachment 

C.  

 

171.05.1.3.5    Specification for UHF distance measuring equipment (DME)  

  

Compliance note.τ In the following section, provision is made for two types of DME facility: 

DME/N for general application, and DME/P as outlined in 171.05.1.3.11.3.  

  

171.05.1.3.5.1    Definitions  
  

Control motion noise (CMN). That portion of the guidance signal error which causes control 

surface, wheel and column motion and could affect aircraft attitude angle during coupled flight, 

but does not cause aircraft displacement from the desired course and/or glide path. (See 3.11.)  

  

DME dead time. A period immediately following the decoding of a valid interrogation during 

which a received interrogation will not cause a reply to be generated.  

  

Compliance note.τ Dead time is intended to prevent the transponder from replying to echoes 

resulting from multipath effects.  

  

DME/N. Distance measuring equipment, primarily serving operational needs of en-route or TMA 

ƴŀǾƛƎŀǘƛƻƴΣ ǿƘŜǊŜ ǘƘŜ άbέ ǎǘŀƴŘǎ ŦƻǊ ƴŀǊǊƻǿ ǎǇŜŎǘǊǳƳ ŎƘŀǊŀŎǘŜǊƛǎǘƛŎǎΦ  
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DME/P. ¢ƘŜ ŘƛǎǘŀƴŎŜ ƳŜŀǎǳǊƛƴƎ ŜƭŜƳŜƴǘ ƻŦ ǘƘŜ a[{Σ ǿƘŜǊŜ ǘƘŜ άtέ ǎǘŀƴŘǎ ŦƻǊ ǇǊŜŎƛǎŜ ŘƛǎǘŀƴŎŜ 

measurement. The spectrum characteristics are those of DME/N.  

  

Equivalent isotropically radiated power (EIRP). The product of the power supplied to the antenna 

and the antenna gain in a given direction relative to an isotropic antenna (absolute or isotropic 

gain).  

  

Final approach (FA) mode. The condition of DME/P operation which supports flight operations in 

the final approach and runway regions.  

  

Initial approach (IA) mode. The condition of DME/P operation which supports those flight 

operations outside the final approach region and which is interoperable with DME/N.  

  

Key down time. The time during which a dot or dash of a Morse character is being transmitted.  

  

MLS approach reference datum. A point on the minimum glide path at a specified height above 

the threshold. (See 3.11.) MLS datum point. The point on the runway centre line closest to the 

phase centre of the approach elevation antenna.  

(See 3.11.)  

  

Mode W, X, Y, Z. A method of coding the DME transmissions by time spacing pulses of a pulse 

pair, so that each frequency can be used more than once.  

  

Partial rise time. The time as measured between the 5 and 30 per cent amplitude points on the 

leading edge of the pulse envelope, i.e. between points h and i on Figures 3-1 and 3-2.  

  

Path following error (PFE). That portion of the guidance signal error which could cause aircraft 

displacement from the desired course and/or glide path. (See 3.11.)  

  

Pulse amplitude. The maximum voltage of the pulse envelope, i.e. A in Figure 3-1.  

  

Pulse decay time. The time as measured between the 90 and 10 per cent amplitude points on the 

trailing edge of the pulse envelope, i.e. between points e and g on Figure 3-1.  

  

Pulse code. The method of differentiating between W, X, Y and Z modes and between FA and IA 

modes.  
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Pulse duration. The time interval between the 50 per cent amplitude point on leading and trailing 

edges of the pulse envelope, i.e. between points b and f on Figure 3-1.  

  

Pulse rise time. The time as measured between the 10 and 90 per cent amplitude points on the 

leading edge of the pulse envelope, i.e. between points a and c on Figure 3-1.  

  

Reply efficiency. The ratio of replies transmitted by the transponder to the total of received valid 

interrogations.  

  

Search. The condition which exists when the DME interrogator is attempting to acquire and lock 

onto the response to its own interrogations from the selected transponder.  

  

System efficiency. The ratio of valid replies processed by the interrogator to the total of its own 

interrogations.  

  

Track. The condition which exists when the DME interrogator has locked onto replies in response 

to its own interrogations, and is continuously providing a distance measurement.  

  

Transmission rate. The average number of pulse pairs transmitted from the transponder per 

second.  

  

Virtual origin. The point at which the straight line through the 30 per cent and 5 per cent 

amplitude points on the pulse leading edge intersects the 0 per cent amplitude axis (see Figure 3-

2).  

 

171.05.1.3.5.2    General  
  

171.05.1.3.5.2.1    The DME system must provide for continuous and accurate indication in the cockpit of the slant 

range distance of an equipped aircraft from an equipped ground reference point.  

  

171.05.1.3.5.2.2    The system must comprise two basic components, one fitted in the aircraft, the other installed 

on the ground. The aircraft component must be referred to as the interrogator and the ground 

component as the transponder.  
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171.05.1.3.5.2.3    In operation, interrogators must interrogate transponders which shall, in turn, transmit to the 

interrogator replies synchronized with the interrogations, thus providing means for accurate 

measurement of distance.  

171.05.1.3.5.2.4    DME/P must have two operating modes, IA and FA.  

 

 
  

Figure 3-1 
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Figure 3-2 

    

171.05.1.3.5.2.5    When a DME is associated with an ILS or VOR for the purpose of constituting a single facility, 

they shall:  

  

a) be operated on a standard frequency pairing in accordance with 171.05.1.3.5.3.3.4;  

  

b) be collocated within the limits prescribed for associated facilities in 171.05.1.3.5.2.6; and  

  

c) comply with the identification provisions of 171.05.1.3.5.3.6.4.  

  

  

171.05.1.3.5.2.6    Collocation limits for a DME facility associated with an ILS or VOR facility  
  

171.05.1.3.5.2.6.1    Associated VOR and DME facilities must be collocated in accordance with the following:  

  

a) for those facilities used in terminal areas for approach purposes or other procedures where 

the highest position fixing accuracy of system capability is required, the separation of the VOR 

and DME antennas does not exceed 80 m (260 ft);  
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b) for purposes other than those indicated in a), the separation of the VOR and DME antennas 

does not exceed 600 m (2 000 ft).  

  

  

171.05.1.3.5.2.6.2    Association of DME with ILS  
  

Compliance note.τ Attachment C, 2.11 gives guidance on the association of DME with ILS.  

  

  

 

171.05.1.3.5.2.7    The Standards in 171.05.1.3.5.3, 171.05.1.3.5.4 and 171.05.1.оΦрΦр ŘŜƴƻǘŜŘ ōȅ ϟ must apply 

only to DME equipment first installed after 1 January 1989.  

 

171.05.1.3.5.3    System characteristics  
 

171.05.1.3.5.3.1    Performance  
  

171.05.1.3.5.3.1.1    Range. The system must provide a means of measurement of slant range distance from an 

aircraft to a selected transponder to the limit of coverage prescribed by the operational 

requirements for the selected transponder.  

  

171.05.1.3.5.3.1.2    Coverage  
  

171.05.1.3.5.3.1.2.1    When associated with a VOR, DME/N coverage must be at least that of the VOR to the 

extent practicable.  

 

171.05.1.3.5.3.1.2.2    When associated with either an ILS or , DME/N coverage must be at least that of the 

respective ILS or azimuth angle guidance coverage sectors.  

  

 

Compliance note.τ This is not intended to specify the operational range and coverage to which 

the system may be used; spacing of facilities already installed may limit the range in certain areas.  

 

171.05.1.3.5.3.1.3    Accuracy  
  

171.05.1.3.5.3.1.3.1    System accuracy. The accuracy standards specified in 171.05.1.3.5.3.1.4, 171.05.1.3.5.4.5 

and 171.05.1.3.5.5.4 must be met on a 95 per cent probability basis.  
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171.05.1.3.5.3.1.4    DME/P accuracy  
  

Compliance note 1.τ In the following, two accuracy standards, 1 and 2, are stated for the DME/P 

to accommodate a variety of applications.  

  

Compliance note 2.τ Guidance on accuracy standards is given in Attachment C, 7.3.2.  

  

171.05.1.3.5.3.1.4.1    Error components. The path following error (PFE) must be comprised of those frequency 

components of the DME/P error at the output of the interrogator which lie below 1.5 rad/s. The 

control motion noise (CMN) must be comprised of those frequency components of the DME/P 

error at the output of the interrogator which lie between 0.5 rad/s and 10 rad/s.  

  

Compliance note.τ Specified error limits at a point are to be applied over a flight path that 

includes that point. Information on the interpretation of DME/P errors and the measurement of 

those errors over an interval appropriate for flight inspection is provided in Attachment C, 7.3.6.1.  

  

171.05.1.3.5.3.1.4.2    Errors on the extended runway centre line must not exceed the values given in Table B at 

the end of this chapter.  

  

171.05.1.3.5.3.1.4.3    In the approach sector, away from the extended runway centre line, the allowable PFE for 

both standard 1 and standard 2 must be permitted to increase linearly with angle up to plus or 

minus 40 degrees MLS azimuth angle where the permitted error is 1.5 times that on the extended 

runway centre line at the same distance. The allowable CMN must not increase with angle. There 

must be no degradation of either PFE or CMN with elevation angle.  

  

171.05.1.3.5.3.2    Radio frequencies and polarization. The system must operate with vertical polarization in the 

frequency band 960 MHz to 1 215 MHz. The interrogation and reply frequencies must be assigned 

with 1MHz spacing between channels.  

 

171.05.1.3.5.3.3    Channelling  
  

171.05.1.3.5.3.3.1    DME operating channels must be formed by pairing interrogation and reply frequencies and 

by pulse coding on the paired frequencies.   

  

171.05.1.3.5.3.3.2    Pulse coding. DME/P channels must have two different interrogation pulse codes as shown 

in the table in  
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3.5.4.4.1. One must be used in the initial approach (IA) mode; the other must be used in the final approach (FA) 

mode.  

  

171.05.1.3.5.3.3.3    DME operating channels must be chosen from Table A (located at the end of this chapter), of 

352 channels in which the channel numbers, frequencies, and pulse codes are assigned.  

 

171.05.1.3.5.3.3.4    Channel pairing. When a DME transponder is intended to operate in association with a single 

VHF navigation facility in the 108 MHz to 117.95 MHz frequency band and/or an MLS angle facility 

in the 5 031.0 MHz to 5 090.7 MHz frequency band, the DME operating channel must be paired 

with the VHF channel and/or MLS angle frequency as given in Table A.  

  

Compliance note.τ There may be instances when a DME channel will be paired with both the ILS 

frequency and an MLS channel (see Volume V, Chapter 4, 4.3).  

 

 

 

 

171.05.1.3.5.3.4    Interrogation pulse repetition frequency  
  

Compliance note.τ If the interrogator operates on more than one channel in one second, the 

following specifications apply to the sum of interrogations on all channels.  

  

171.05.1.3.5.3.4.1    DME/N. The interrogator average pulse repetition frequency (PRF) must not exceed 30 pairs 

of pulses per second, based on the assumption that at least 95 per cent of the time is occupied 

for tracking.  

  

171.05.1.3.5.3.4.2    DME/N. If it is desired to decrease the time of search, the PRF may be increased during search 

but must not exceed 150 pairs of pulses per second.  

  

171.05.1.3.5.3.4.3    DME/N. Recommendation.τ After 15 000 pairs of pulses have been transmitted without 

acquiring indication of distance, the PRF should not exceed 60 pairs of pulses per second 

thereafter, until a change in operating channel is made or successful search is completed.  

  

171.05.1.3.5.3.4.4    DME/N. When, after a time period of 30 seconds, tracking has not been established, the pulse 

pair repetition frequency must not exceed 30 pulse pairs per second thereafter.  

  

171.05.1.3.5.3.4.5    DME/P. The interrogator pulse repetition frequency must not exceed the following number 

of pulse pairs per second:  
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a) search     40  

  

b) aircraft on the ground   5  

  

c) initial approach mode track   16  

  

d) final approach mode track   40  

  

Compliance note 1.τ A pulse repetition frequency (PRF) of 5 pulse pairs per second for aircraft on 

the ground may be exceeded if the aircraft requires accurate range information.  

  

Compliance note 2.τ It is intended that all PRF changes be achieved by automatic means.  

 

171.05.1.3.5.3.5    Aircraft handling capacity of the system  
  

171.05.1.3.5.3.5.1    The aircraft handling capacity of transponders in an area must be adequate for the peak traffic 

of the area or 100 aircraft, whichever is the lesser.  

  

171.05.1.3.5.3.5.2    Recommendation.τ Where the peak traffic in an area exceeds 100 aircraft, the transponder 

should be capable of handling that peak traffic.  

  

Compliance note.τ Guidance material on aircraft handling capacity will be found in Attachment 

C, 7.1.5.  

 

171.05.1.3.5.3.6    Transponder identification  
  

171.05.1.3.5.3.6.1    All transponders must transmit an identification signal in one of the following forms as 

required by 171.05.1.3.5.3.6.5:  

  

a) ŀƴ άƛƴŘŜǇŜƴŘŜƴǘέ ƛŘŜƴǘƛŦƛŎŀǘƛƻƴ ŎƻƴǎƛǎǘƛƴƎ ƻŦ ŎƻŘŜŘ όLƴǘŜǊƴŀǘƛƻƴŀƭ aƻǊǎŜ /ƻŘŜύ ƛŘŜƴǘƛǘȅ ǇǳƭǎŜǎ 

which can be used with all transponders;  

  

b) ŀƴ άŀǎǎƻŎƛŀǘŜŘέ ǎƛƎƴŀƭ ǿƘƛŎƘ Ŏŀƴ ōŜ ǳǎŜŘ ŦƻǊ ǘǊŀƴǎǇƻƴŘŜǊǎ ǎǇŜŎƛŦƛŎŀƭƭȅ ŀǎǎƻŎƛŀǘŜŘ ǿƛǘƘ ŀ ±IC 

navigation guidance facility which itself transmits an identification signal.  
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171.05.1.3.5.3.6.2    Both systems of identification must use signals, which must consist of the transmission for an 

appropriate period of a series of paired pulses transmitted at a repetition rate of 1 350 pulse pairs 

per second, and must temporarily replace all reply pulses that would normally occur at that time 

except as in 171.05.1.3.5.3.6.2.2. These pulses must have similar characteristics to the other 

pulses of the reply signals.  

  

 171.05.1.3.5.3.6.2.1    DME/N. Reply pulses must be transmitted between key down times.  
  

171.05.1.3.5.3.6.2.2    DME/N. Recommendation.τ If it is desired to preserve a constant duty cycle, an equalizing 

pair of pulses, having the same characteristics as the identification pulse pairs, should be 

transmitted 100 microseconds plus or minus 10 microseconds after each identity pair.  

  

171.05.1.3.5.3.6.2.3    DME/P. Reply pulses must be transmitted between key down times.  

  

171.05.1.3.5.3.6.2.4    For the DME/P transponder, reply pulse pairs to valid FA mode interrogations must also be 

transmitted during key down times and have priority over identification pulse pairs.  

  

171.05.1.3.5.3.6.2.5    The DME/P transponder must not employ the equalizing pair of pulses of 

171.05.1.3.5.3.6.2.2.  

  

171.05.1.оΦрΦоΦсΦо    ¢ƘŜ ŎƘŀǊŀŎǘŜǊƛǎǘƛŎǎ ƻŦ ǘƘŜ άƛƴŘŜǇŜƴŘŜƴǘέ ƛŘŜƴǘƛŦƛŎŀǘƛƻƴ ǎƛƎƴŀƭ must be as follows:  

  

a) the identity signal must consist of the transmission of the beacon code in the form of dots and 

dashes (International Morse Code) of identity pulses at least once every 40 seconds, at a rate 

of at least 6 words per minute; and  

  

b) the identification code characteristic and letter rate for the DME transponder must conform 

to the following to ensure that the maximum total key down time does not exceed 5 seconds 

per identification code group. The dots must be a time duration of 0.1 second to 0.160 second. 

The dashes must be typically 3 times the duration of the dots. The duration between dots 

and/or dashes must be equal to that of one dot plus or minus 10 per cent. The time duration 

between letters or numerals must not be less than three dots. The total period for transmission 

of an identification code group must not exceed 10 seconds.  

  

Compliance note.τ The tone identification signal is transmitted at a repetition rate of 1 350 pps. 

This frequency may be used directly in the airborne equipment as an aural output for the pilot, or 

other frequencies may be generated at the option of the interrogator designer (see 3.5.3.6.2).  
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171.05.1.оΦрΦоΦсΦп    ¢ƘŜ ŎƘŀǊŀŎǘŜǊƛǎǘƛŎǎ ƻŦ ǘƘŜ άŀǎǎƻŎƛŀǘŜŘέ ǎƛƎƴŀƭ must be as follows:  

  

a) when associated with a VHF the identification must be transmitted in the form of dots and 

dashes (International Morse Code) as in 3.5.3.6.3 and must be synchronized with the VHF 

facility identification code;  

 

b) each 40-second interval must be divided into four or more equal periods, with the transponder 

identification transmitted during one period only and the associated VHF identification, where 

these are provided, transmitted during the remaining periods;  

  

c) for a DME transponder associated with an MLS, the identification must be the last three letters 

of the MLS angle facility identification specified in 171.05.1.3.11.4.6.2.1.  

  

171.05.1.3.5.3.6.5    Identification implementation  
  

171.05.1.оΦрΦоΦсΦрΦм    ¢ƘŜ άƛƴŘŜǇŜƴŘŜƴǘέ ƛŘŜƴǘƛŦƛŎŀǘƛƻƴ ŎƻŘŜ must be employed wherever a transponder is not 

specifically associated with a VHF navigational facility.  

  

171.05.1.3.5.3.6.5.2    Wherever a transponder is specifically associated with a VHF navigational facility or, 

identification must ōŜ ǇǊƻǾƛŘŜŘ ōȅ ǘƘŜ άŀǎǎƻŎƛŀǘŜŘέ ŎƻŘŜΦ  

  

171.05.1.3.5.3.6.5.3    When voice communications are being radiated on an associated VHF navigational facility, 

ŀƴ άŀǎǎƻŎƛŀǘŜŘέ ǎƛƎƴŀƭ ŦǊƻƳ ǘƘŜ ǘǊŀƴǎǇƻƴŘŜǊ must not be suppressed.  

 

171.05.1.3.5.3.7    DME/P mode transition  
  

171.05.1.3.5.3.7.1    The DME/P interrogator for standard 1 accuracy must change from IA mode track to FA mode 

track at 13 km (7 NM) from the transponder when approaching the transponder, or any other 

situation when within 13 km (7 NM).  

  

171.05.1.3.5.3.7.2    For standard 1 accuracy, the transition from IA mode to FA mode track operation may be 

initiated within 14.8 m (8 NM) from the transponder. Outside 14.8 km (8 NM), the interrogator 

must not interrogate in the FA mode.  

  

Compliance note.τ Paragraph 171.05.1.3.5.3.7.1 does not apply if the transponder is a DME/N or 

if the DME/P transponder FA mode is inoperative.  
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171.05.1.3.5.3.8    System efficiency. The DME/P system accuracy of 3.5.3.1.4 must be achieved with a system 

efficiency of 50 per cent or more.  

 

171.05.1.3.5.4    Detailed technical characteristics of transponder and associated monitor  
  

171.05.1.3.5.4.1    Transmitter  
  

171.05.1.3.5.4.1.1    Frequency of operation. The transponder must transmit on the reply frequency appropriate 

to the assigned DME channel (see 171.05.1.3.5.3.3.3).  

  

171.05.1.3.5.4.1.2    Frequency stability. The radio frequency of operation must not vary more than plus or minus 

0.002 per cent from the assigned frequency.  

  

171.05.1.3.5.4.1.3    Pulse shape and spectrum. The following must apply to all radiated pulses:  

  

a) Pulse rise time.  

  

1) DME/N. Pulse rise time must not exceed 3 microseconds.  

2) DME/P. Pulse rise time must not exceed 1.6 microseconds. For the FA mode, the pulse 

must have a partial rise time of 0.25 plus or minus 0.05 microsecond. With respect to the FA 

mode and accuracy standard 1, the slope of the pulse in the partial rise time must not vary by 

more than plus or minus 20 per cent. For accuracy standard 2, the slope must not vary by more 

than plus or minus 10 per cent.  

  

3) DME/P. Recommendation.τ Pulse rise time should not exceed 1.2 microseconds.  

  

b) Pulse duration must be 3.5 microseconds plus or minus 0.5 microsecond.  

  

c) Pulse decay time must nominally be 2.5 microseconds but must not exceed 3.5 microseconds.  

  

d) The instantaneous amplitude of the pulse must not, at any instant between the point of the 

leading edge which is 95 per cent of maximum amplitude and the point of the trailing edge 

which is 95 per cent of the maximum amplitude, fall below a value which is 95 per cent of the 

maximum voltage amplitude of the pulse.  

  

e) For DME/N and DME/P: the spectrum of the pulse modulated signal must be such that during 

the pulse the EIRP contained in a 0.5 MHz band centred on frequencies 0.8 MHz above and 0.8 

MHz below the nominal channel frequency in each case must not exceed 200 mW, and the 
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EIRP contained in a 0.5 MHz band centred on frequencies 2 MHz above and 2 MHz below the 

nominal channel frequency in each case must not exceed 2 mW. The EIRP contained within any 

0.5 MHz band must decrease monotonically as the band centre frequency moves away from 

the nominal channel frequency.  

  

   Compliance note.τ Guidance material relating to the pulse spectrum measurement is provided 

in Document EUROCAE ED-57 (including Amendment No. 1).  

  

f) To ensure proper operation of the thresholding techniques, the instantaneous magnitude of 

any pulse turn-on transients which occur in time prior to the virtual origin must be less than 

one per cent of the pulse peak amplitude. Initiation of the turn-on process must not commence 

sooner than 1 microsecond prior to the virtual origin.  

  

Compliance note 1.τ ¢ƘŜ ǘƛƳŜ άŘǳǊƛƴƎ ǘƘŜ ǇǳƭǎŜέ ŜƴŎƻƳǇŀǎǎŜǎ ǘƘŜ ǘƻǘŀƭ ƛƴǘŜǊǾŀƭ ŦǊƻƳ ǘƘŜ 

beginning of pulse transmission to its end. For practical reasons, this interval may be measured 

between the 5 per cent points on the leading and trailing edges of the pulse envelope.  

  

Compliance note 2.τ The power contained in the frequency bands specified in 3.5.4.1.3 e) is the 

average power during the pulse. Average power in a given frequency band is the energy contained 

in this frequency band divided by the time of pulse transmission according to Compliance note 1.  

  

171.05.1.3.5.4.1.4    Pulse spacing  
  

171.05.1.3.5.4.1.4.1    The spacing of the constituent pulses of transmitted pulse pairs must be as given in the 

table in 3.5.4.4.1.  

  

171.05.1.3.5.4.1.4.2    DME/N. The tolerance on the pulse spacing must be plus or minus 0.25 microsecond.  

  

171.05.1.3.5.4.1.4.3    DME/N. Recommendation.τ The tolerance on the DME/N pulse spacing should be plus or 

minus 0.10 microsecond.  

  

171.05.1.3.5.4.1.4.4    DME/P. The tolerance on the pulse spacing must be plus or minus 0.10 microsecond.  

  

171.05.1.3.5.4.1.4.5    The pulse spacings must be measured between the half voltage points on the leading 

edges of the pulses.  

  

171.05.1.3.5.4.1.5    Peak power output  
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171.05.1.3.5.4.1.5.1    DME/N. Recommendation.τ The peak EIRP should not be less than that required to ensure 

a peak pulse power density of approximately minus 83 dBW/m2 at the maximum specified service 

range and level.  

  

171.05.1.3.5.4.1.5.2    DME/N. The peak equivalent isotropically radiated power must not be less than that 

required to ensure a peak pulse power density of minus 89 dBW/m2 under all operational weather 

conditions at any point within coverage specified in 171.05.1.3.5.3.1.2.  

  

Compliance note.τ Although the Standard in 171.05.1.3.5.4.1.5.2 implies an improved 

interrogator receiver sensitivity, it is intended that the power density specified in 

171.05.1.3.5.4.1.5.1 be available at the maximum specified service range and level.  

  

171.05.1.3.5.4.1.5.3    DME/P. The peak equivalent isotropically radiated power must not be less than that required 

to ensure the following peak pulse power densities under all operational weather conditions:  

  

a) minus 89 dBW/m2 at any point within the coverage specified in 171.05.1.3.5.3.1.2 at ranges 

greater than 13 km (7 NM) from the transponder antenna;  

  

b) minus 75 dBW/m2 at any point within the coverage specified in 171.05.1.3.5.3.1.2 at ranges 

less than 13 km (7 NM) from the transponder antenna;  

  

Compliance note.τ Guidance material relating to the EIRP may be found in Attachment C, 7.2.1 

and 7.3.8.  

  

171.05.1.3.5.4.1.5.4    The peak power of the constituent pulses of any pair of pulses must not differ by more 

than 1 dB.  

  

171.05.1.3.5.4.1.5.5    Recommendation.τ The reply capability of the transmitter should be such that the 

transponder should be capable of continuous operation at a transmission rate of 2 700 plus or 

minus 90 pulse pairs per second (if 100 aircraft are to be served).  

  

Compliance note.τ Guidance on the relationship between number of aircraft and transmission 

rate is given in Attachment C, 7.1.5.  

  

171.05.1.3.5.4.1.5.6    The transmitter must operate at a transmission rate, including randomly distributed pulse 

pairs and distance reply pulse pairs, of not less than 700 pulse pairs per second except during 



  
 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

83 
 

identity. The minimum transmission rate must be as close as practicable to 700 pulse pairs per 

second. For DME/P, in no case must it exceed 1 200 pulse pairs per second.  

  

Compliance note.τ Operating DME transponders with quiescent transmission rates close to 700 

pulse pairs per second will minimize the effects of pulse interference, particularly to other aviation 

services such as GNSS.  

  

171.05.1.3.5.4.1.6    Spurious radiation. During intervals between transmission of individual pulses, the spurious 

power received and measured in a receiver having the same characteristics as a transponder 

receiver, but tuned to any DME interrogation or reply frequency, must be more than 50 dB below 

the peak pulse power received and measured in the same receiver tuned to the reply frequency 

in use during the transmission of the required pulses. This provision refers to all spurious 

transmissions, including modulator and electrical interference.  

  

171.05.1.3.5.4.1.6.1    DME/N. The spurious power level specified in 171.05.1.3.5.4.1.6 must be more than 80 dB 

below the peak pulse power level.  

 

171.05.1.3.5.4.1.6.2    DME/P. The spurious power level specified in 171.05.1.3.5.4.1.6 must be more than 80 dB 

below the peak pulse power level.  

  

171.05.1.3.5.4.1.6.3    Out-of-band spurious radiation. At all frequencies from 10 to 1 800 MHz, but excluding the 

band of frequencies from 960 to 1 215 MHz, the spurious output of the DME transponder 

transmitter must not exceed minus 40 dBm in any one kHz of receiver bandwidth.  

  

171.05.1.3.5.4.1.6.4    The equivalent isotropically radiated power of any CW harmonic of the carrier frequency 

on any DME operating channel must not exceed minus 10 dBm.  

  

171.05.1.171.05.1.3.5.4.2    Receiver  
  

171.05.1.3.5.4.2.1    Frequency of operation. The receiver centre frequency must be the interrogation frequency 

appropriate to the assigned DME operating channel (see 3.5.3.3.3).  

  

171.05.1.3.5.4.2.2    Frequency stability. The centre frequency of the receiver must not vary more than plus or 

minus 0.002 per cent from the assigned frequency.  

  

171.05.1.3.5.4.2.3    Transponder sensitivity  
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171.05.1.3.5.4.2.3.1    In the absence of all interrogation pulse pairs, with the exception of those necessary to 

perform the sensitivity measurement, interrogation pulse pairs with the correct spacing and 

nominal frequency must trigger the transponder if the peak power density at the transponder 

antenna is at least:  

  

a) minus 103 dBW/m2 for DME/N with coverage range greater than 56 km (30 NM);  

  

b) minus 93 dBW/m2 for DME/N with coverage range not greater than 56 km (30 NM);  

  

c) minus 86 dBW/m2 for DME/P IA mode;  

  

d) minus 75 dBW/m2 for DME/P FA mode.  

  

171.05.1.3.5.4.2.3.2    The minimum power densities specified in 171.05.1.3.5.4.2.3.1 must cause the transponder 

to reply with an efficiency of at least:  

  

a) 70 per cent for DME/N;  

  

b) 70 per cent for DME/P IA mode;  

  

c) 80 per cent for DME/P FA mode.  

  

171.05.1.3.5.4.2.3.3    DME/N dynamic range. The performance of the transponder must be maintained when the 

power density of the interrogation signal at the transponder antenna has any value between the 

minimum specified in 171.05.1.3.5.4.2.3.1 up to a maximum of minus 22 dBW/m2 when installed 

with ILS and minus 35 dBW/m2 when installed for other applications.  

  

171.05.1.3.5.4.2.3.4    DME/P dynamic range. The performance of the transponder must be maintained when the 

power density of the interrogation signal at the transponder antenna has any value between the 

minimum specified in 171.05.1.3.5.4.2.3.1 up to a maximum of minus 22 dBW/m2.  

  

171.05.1.3.5.4.2.3.5    The transponder sensitivity level must not vary by more than 1 dB for transponder loadings 

between 0 and 90 per cent of its maximum transmission rate.  

 

171.05.1.3.5.4.2.3.6    DME/N. When the spacing of an interrogator pulse pair varies from the nominal value by 

up to plus or minus 1 microsecond, the receiver sensitivity must not be reduced by more than 1 

dB.  
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171.05.1.3.5.4.2.3.7    DME/P. When the spacing of an interrogator pulse pair varies from the nominal value by up 

to plus or minus 1 microsecond, the receiver sensitivity must not be reduced by more than 1 dB.  

  

171.05.1.3.5.4.2.4    Load limiting  
  

171.05.1.3.5.4.2.4.1    DME/N. Recommendation.τ When transponder loading exceeds 90 per cent of the 

maximum transmission rate, the receiver sensitivity should be automatically reduced in order to 

limit the transponder replies, so as to ensure that the maximum permissible transmission rate is 

not exceeded. (The available range of sensitivity reduction should be at least 50 dB.)  

  

171.05.1.3.5.4.2.4.2    DME/P. To prevent transponder overloading the transponder must automatically limit its 

replies, so as to ensure that the maximum transmission rate is not exceeded. If the receiver 

sensitivity reduction is implemented to meet this requirement, it must be applied to the IA mode 

only and must not affect the FA mode.  

  

171.05.1.3.5.4.2.5    Noise. When the receiver is interrogated at the power densities specified in 

171.05.1.3.5.4.2.3.1 to produce a transmission rate equal to 90 per cent of the maximum, the 

noise generated pulse pairs must not exceed 5 per cent of the maximum transmission rate.  

  

  

171.05.1.3.5.4.2.6    Bandwidth  
  

171.05.1.3.5.4.2.6.1    The minimum permissible bandwidth of the receiver must be such that the transponder 

sensitivity level must not deteriorate by more than 3 dB when the total receiver drift is added to 

an incoming interrogation frequency drift of plus or minus 100 kHz.  

  

171.05.1.3.5.4.2.6.2    DME/N. The receiver bandwidth must be sufficient to allow compliance with 

171.05.1.3.5.3.1.3 when the input signals are those specified in 171.05.1.3.5.5.1.3.  

  

171.05.1.3.5.4.2.6.3    DME/P τ IA mode. The receiver bandwidth must be sufficient to allow compliance with 

171.05.1.3.5.3.1.3 when the input signals are those specified in 171.05.1.3.5.5.1.3. The 12 dB 

bandwidth must not exceed 2 MHz and the 60 dB bandwidth must not exceed 10 MHz.  

  

171.05.1.3.5.4.2.6.4    DME/P τ FA mode. The receiver bandwidth must be sufficient to allow compliance with 

3.5.3.1.3 when the input signals are those specified in 171.05.1.3.5.5.1.3. The 12 dB bandwidth 

must not exceed 6 MHz and the 60 dB bandwidth must not exceed 20 MHz.  
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171.05.1.3.5.4.2.6.5    Signals greater than 900 kHz removed from the desired channel nominal frequency and 

having power densities up to the values specified in 171.05.1.3.5.4.2.3.3 for DME/N and 

3.5.4.2.3.4 for DME/P must not trigger the transponder. Signals arriving at the intermediate 

frequency must be suppressed at least 80 dB. All other spurious response or signals within the 

960 MHz to 1 215 MHz band and image frequencies must be suppressed at least 75 dB.  

  

171.05.1.3.5.4.2.7    Recovery time. Within 8 microseconds of the reception of a signal between 0 dB and 60 dB 

above minimum sensitivity level, the minimum sensitivity level of the transponder to a desired 

signal must be within 3 dB of the value obtained in the absence of signals. This requirement must 

be met with echo suppression circuits, if any, rendered inoperative. The 8 microseconds are to be 

measured between the half voltage points on the leading edges of the two signals, both of which 

conform in shape, with the specifications in 171.05.1.3.5.5.1.3.  

  

171.05.1.3.5.4.2.8    Spurious radiations. Radiation from any part of the receiver or allied circuits must meet the 

requirements stated in 171.05.1.3.5.4.1.6.  

 

171.05.1.3.5.4.2.9    CW and echo suppression  
  

Recommendation.τ CW and echo suppression should be adequate for the sites at which the 

transponders will be used.  

  

Compliance note.τ In this connection, echoes mean undesired signals caused by multipath 

transmission (reflections, etc.).  

 

171.05.1.3.5.4.2.10    Protection against interference  
  

Recommendation.τ Protection against interference outside the DME frequency band should be 

adequate for the sites at which the transponders will be used.  

 

171.05.1.3.5.4.3    Decoding  
  

171.05.1.3.5.4.3.1    The transponder must include a decoding circuit such that the transponder can be triggered 

only by pairs of received pulses having pulse duration and pulse spacings appropriate to 

interrogator signals as described in 171.05.1.3.5.5.1.3 and 171.05.1.3.5.5.1.4.  

  

171.05.1.3.5.4.3.2    The decoding circuit performance must not be affected by signals arriving before, between, 

or after, the constituent pulses of a pair of the correct spacing.  
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171.05.1.3.5.4.3.3    DME/N τ Decoder rejection. An interrogation pulse pair with a spacing of plus or minus 2 

microseconds, or more, from the nominal value and with any signal level up to the value specified 

in 171.05.1.3.5.4.2.3.3 must be rejected such that the transmission rate does not exceed the value 

obtained when interrogations are absent.  

  

171.05.1.3.5.4.3.4    DME/P τ Decoder rejection. An interrogation pulse pair with a spacing of plus or minus 2 

microseconds, or more, from the nominal value and with any signal level up to the value specified 

in 171.05.1.3.5.4.2.3.4 must be rejected such that the transmission rate does not exceed the value 

obtained when interrogations are absent.  

  

171.05.1.3.5.4.4    Time delay  
  

171.05.1.3.5.4.4.1    When a DME is associated only with a VHF facility, the time delay must be the interval from 

the half voltage point on the leading edge of the second constituent pulse of the interrogation 

pair and the half voltage point on the leading edge of the second constituent pulse of the reply 

transmission. This delay must be consistent with the following table, when it is desired that 

aircraft interrogators are to indicate distance from the transponder site.  
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Compliance note 1.τ W and X are multiplexed on the same frequency.  

  

Compliance note 2.τ Z and Y are multiplexed on the same frequency.  

  

171.05.1.3.5.4.4.2    When a DME is associated with an MLS angle facility, the time delay must be the interval from 

the half voltage point on the leading edge of the first constituent pulse of the interrogation pair 

and the half voltage point on the leading edge of the first constituent pulse of the reply 

transmission. This delay must be 50 microseconds for mode X channels and 56 microseconds for 

mode Y channels, when it is desired that aircraft interrogators are to indicate distance from the 

transponder site.  

  

171.05.1.3.5.4.4.2.1    For DME/P transponders, no time delay adjustment must be permitted.  

  

171.05.1.3.5.4.4.3    Recommendation.τ For the DME/N the transponder time delay should be capable of being 

set to an appropriate value between the nominal value of the time delay minus 15 microseconds 

and the nominal value of the time delay, to permit aircraft interrogators to indicate zero distance 

at a specific point remote from the transponder site.  

  

Compliance note.τ Modes not allowing for the full 15 microseconds range of adjustment in 

transponder time delay may only be adjustable to the limits given by the transponder circuit delay 

and recovery time.  

  

171.05.1.3.5.4.4.3.1    DME/N. The time delay must be the interval from the half voltage point on the leading edge 

of the first constituent pulse of the interrogation pair and the half voltage point on the leading 

edge of the first constituent pulse of the reply transmission.  
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171.05.1.3.5.4.4.3.2    DME/P τ IA mode. The time delay must be the interval from the half voltage point on the 

leading edge of the first constituent pulse of the interrogation pulse pair to the half voltage point 

on the leading edge of the first constituent pulse of the reply pulse pair.  

  

171.05.1.3.5.4.4.3.3    DME/P τ FA mode. The time delay must be the interval from the virtual origin of the first 

constituent pulse of the interrogation pulse pair to the virtual origin of the first constituent pulse 

of the reply pulse pair. The time of arrival measurement points must be within the partial rise 

time of the first constituent pulse of the pulse pair in each case.  

  

171.05.1.3.5.4.4.4    DME/N. Recommendation.τ Transponders should be sited as near to the point at which zero 

indication is required as is practicable.  

  

Compliance note 1.τ It is desirable that the radius of the sphere at the surface of which zero 

indication is given be kept as small as possible in order to keep the zone of ambiguity to a 

minimum.  

  

Compliance note 2.τ Guidance material on siting DME with MLS is provided in 7.1.6 of Attachment 

C and 5 of Attachment G. This guidance material sets forth, in particular, appropriate steps to be 

taken to prevent different zero range indication if DME/P associated with MLS and DME/N 

associated with ILS serve the same runway.  

 

 

  

171.05.1.3.5.4.5    Accuracy  
  

171.05.1.3.5.4.5.1    DME/N. The transponder must not contribute more than plus or minus 1 microsecond (150 

m (500 ft)) to the overall system error.  

  

171.05.1.3.5.4.5.1.1    DME/N. Recommendation.τ The contribution to the total system error due to the 

combination of the transponder errors, transponder location coordinate errors, propagation 

effects and random pulse interference effects should be not greater than plus or minus 340 m 

(0.183 NM) plus 1.25 per cent of distance measure.  

  

Compliance note.τ This error contribution limit includes errors from all causes except the airborne 

equipment, and assumes that the airborne equipment measures time delay based on the first 

constituent pulse of a pulse pair.  
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171.05.1.3.5.4.5.1.2    DME/N. The combination of the transponder errors, transponder location coordinate errors, 

propagation effects and random pulse interference effects must not contribute more than plus or 

minus 185 m (0.1 NM) to the overall system error.  

  

Compliance note.τ This error contribution limit includes errors from all causes except the airborne 

equipment, and assumes that the airborne equipment measures time delay based on the first 

constituent pulse of a pulse pair.  

  

171.05.1.3.5.4.5.2    DME/N. A transponder associated with a landing aid must not contribute more than plus or 

minus 0.5 microsecond (75 m (250 ft)) to the overall system error.  

  

171.05.1.3.5.4.5.3    DME/P τ FA mode  
  

171.05.1.3.5.4.5.3.1    Accuracy standard 1. The transponder must not contribute more than plus or minus 10 m 

(plus or minus 33 ft) PFE and plus or minus 8 m (plus or minus 26 ft) CMN to the overall system 

error.  

  

171.05.1.3.5.4.5.3.2    Accuracy standard 2. The transponder must not contribute more than plus or minus 5 m 

(plus or minus 16 ft) PFE and plus or minus 5 m (plus or minus 16 ft) CMN to the overall system 

error.  

  

171.05.1.3.5.4.5.4    DME/P τ IA mode. The transponder must not contribute more than plus or minus 15 m (plus 

or minus 50 ft) PFE and plus or minus 10 m (plus or minus 33 ft) CMN to the overall system error.  

  

171.05.1.3.5.4.5.5    Recommendation.τ When a DME is associated with an MLS angle facility, the above accuracy 

should include the error introduced by the first pulse detection due to the pulse spacing tolerances.  

  

171.05.1.3.5.4.6    Efficiency  
  

171.05.1.3.5.4.6.1    The transponder reply efficiency must be at least 70 per cent for DME/N and DME/P (IA mode) 

and 80 per cent for DME/P (FA mode) at all values of transponder loading up to the loading 

corresponding to 171.05.1.3.5.3.5 and at the minimum sensitivity level specified in 

171.05.1.3.5.4.2.3.1 and 171.05.1.3.5.4.2.3.5.  

  

Compliance note.τ When considering the transponder reply efficiency value, account is to be 

taken of the DME dead time and of the loading introduced by the monitoring function.  
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171.05.1.3.5.4.6.2    Transponder dead time. The transponder must be rendered inoperative for a period normally 

not to exceed 60 microseconds after a valid interrogation decode has occurred. In extreme cases 

when the geographical site of the transponder is such as to produce undesirable reflection 

problems, the dead time may be increased but only by the minimum amount necessary to allow 

the suppression of echoes for DME/N and DME/P IA mode.  

  

171.05.1.3.5.4.6.2.1    In DME/P the IA mode dead time must not blank the FA mode channel and vice versa.  

 

171.05.1.3.5.4.7    Monitoring and control  
  

171.05.1.3.5.4.7.1    Means must be provided at each transponder site for the automatic monitoring and control 

of the transponder in use.  

  

171.05.1.3.5.4.7.2    DME/N monitoring action  
  

171.05.1.3.5.4.7.2.1    In the event that any of the conditions specified in 171.05.1.3.5.4.7.2.2 occur, the monitor 

must cause the following action to take place:  

  

a) a suitable indication must be given at a control point;  

  

b) the operating transponder must be automatically switched off; and  

  

c) the standby transponder, if provided, must be automatically placed in operation.  

  

171.05.1.3.5.4.7.2.2    The monitor must cause the actions specified in 171.05.1.3.5.4.7.2.1 if:  

  

a)  the transponder delay differs from the assigned value by 1 microsecond (150 m (500 ft)) or 

more;  

  

b) in the case of a DME/N associated with a landing aid, the transponder delay differs from the 

assigned value by 0.5 microsecond (75 m (250 ft)) or more.  

  

171.05.1.3.5.4.7.2.3    Recommendation.τ The monitor should cause the actions specified in 3.5.4.7.2.1 if the 

spacing between the first and second pulse of the transponder pulse pair differs from the nominal 

value specified in the table following 171.05.1.3.5.4.4.1 by 1 microsecond or more.  
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171.05.1.3.5.4.7.2.4    Recommendation.τ The monitor should also cause a suitable indication to be given at a 

control point if any of the following conditions arise:  

  

a) a fall of 3 dB or more in transponder transmitted power output;  

  

b) a fall of 6 dB or more in the minimum transponder receiver sensitivity (provided that this is not 

due to the action of the receiver automatic gain reduction circuits);  

  

c) the spacing between the first and second pulse of the transponder reply pulse pair differs from 

the normal value specified in 3.5.4.1.4 by 1 microsecond or more;  

  

d) variation of the transponder receiver and transmitter frequencies beyond the control range of 

the reference circuits (if the operating frequencies are not directly crystal controlled).  

  

171.05.1.3.5.4.7.2.5    Means must be provided so that any of the conditions and malfunctioning enumerated in 

171.05.1.3.5.4.7.2.2, 171.05.1.3.5.4.7.2.3 and 171.05.1.3.5.4.7.2.4 which are monitored can 

persist for a certain period before the monitor takes action. This period must be as low as 

practicable, but must not exceed 10 seconds, consistent with the need for avoiding interruption, 

due to transient effects, of the service provided by the transponder.  

  

171.05.1.3.5.4.7.2.6    The transponder must not be triggered more than 120 times per second for either 

monitoring or automatic frequency control purposes, or both.  

   

 

 

 

171.05.1.3.5.4.7.3    DME/P monitoring action  
  

171.05.1.3.5.4.7.3.1    The monitor system must cause the transponder radiation to cease and provide a warning 

at a control point if any of the following conditions persist for longer than the period specified:  

  

a) there is a change in transponder PFE that exceeds the limits specified in either 

171.05.1.3.5.4.5.3 or 171.05.1.3.5.4.5.4 for more than one second. If the FA mode limit is 

exceeded, but the IA mode limit is maintained, the IA mode may remain operative;  

  

b) there is a reduction in the EIRP to less than that necessary to satisfy the requirements specified 

in 171.05.1.3.5.4.1.5.3 for a period of more than one second;  
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c) there is a reduction of 3 dB or more in the transponder sensitivity necessary to satisfy the 

requirements specified in 171.05.1.3.5.4.2.3 for a period of more than five seconds in FA mode 

and ten seconds in IA mode (provided that this is not due to the action of the receiver 

automatic sensitivity reduction circuits);  

  

d) the spacing between the first and second pulse of the transponder reply pulse pair differs from 

the value specified in the table in 171.05.1.3.5.4.4.1 by 0.25 microsecond or more for a period 

of more than one second.  

  

171.05.1.3.5.4.7.3.2    Recommendation.τ The monitor should cause a suitable indication to be given at a control 

point if there is an increase above 0.3 microseconds or a decrease below 0.2 microseconds of the 

reply pulse partial rise time which persists for more than one second.  

  

171.05.1.3.5.4.7.3.3    The period during which erroneous guidance information is radiated must not exceed the 

periods specified in 171.05.1.3.5.4.7.3.1. Attempts to clear a fault by resetting the primary ground 

equipment or by switching to standby ground equipment, if fitted, must be completed within this 

time. If the fault is not cleared within the time allowed, the radiation must cease. After shutdown, 

no attempt must be made to restore service until a period of 20 seconds has elapsed.  

  

171.05.1.3.5.4.7.3.4    The transponder must not be triggered for monitoring purposes more than 120 times per 

second in the IA mode and 150 times per second in the FA mode.  

  

171.05.1.3.5.4.7.3.5    DME/N and DME/P monitor failure. Failure of any part of the monitor itself must 

automatically produce the same results as the malfunctioning of the element being monitored.  

  

  

171.05.1.3.5.5    Technical characteristics of interrogator  
  

Compliance note.τ The following subparagraphs specify only those interrogator parameters 

which must be defined to ensure that the interrogator:  

  

a) does not jeopardize the effective operation of the DME system, e.g. by increasing transponder 

loading abnormally; and  

  

b) is capable of giving accurate distance readings.  

  

171.05.1.3.5.5.1    Transmitter  
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171.05.1.3.5.5.1.1    Frequency of operation. The interrogator must transmit on the interrogation frequency 

appropriate to the assigned DME channel (see 171.05.1.3.5.3.3.3).  

  

Compliance note.τ This specification does not preclude the use of airborne interrogators having 

less than the total number of operating channels.  

 

171.05.1.3.5.5.1.2    Frequency stability. The radio frequency of operation must not vary more than plus or minus 

100 kHz from the assigned value.  

  

171.05.1.3.5.5.1.3    Pulse shape and spectrum. The following must apply to all radiated pulses:  

  

a) Pulse rise time.  

  

1) DME/N. Pulse rise time must not exceed 3 microseconds.  

  

2) DME/P. Pulse rise time must not exceed 1.6 microseconds. For the FA mode, the pulse must 

have a partial rise time of 0.25 plus or minus 0.05 microsecond. With respect to the FA mode 

and accuracy standard 1, the slope of the pulse in the partial rise time must not vary by more 

than plus or minus 20 per cent. For accuracy standard 2 the slope must not vary by more 

than plus or minus 10 per cent.  

  

3) DME/P. Recommendation.τ Pulse rise time should not exceed 1.2 microseconds.  

  

b) Pulse duration must be 3.5 microseconds plus or minus 0.5 microsecond.  

  

c) Pulse decay time must nominally be 2.5 microseconds, but must not exceed 3.5 microseconds.  

  

d) The instantaneous amplitude of the pulse must not, at any instant between the point of the 

leading edge which is 95 per cent of maximum amplitude and the point of the trailing edge 

which is 95 per cent of the maximum amplitude, fall below a value which is 95 per cent of the 

maximum voltage amplitude of the pulse.  

  

e) The spectrum of the pulse modulated signal must be such that at least 90 per cent of the energy 

in each pulse must be within 0.5 MHz in a band centred on the nominal channel frequency.  
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f) To ensure proper operation of the thresholding techniques, the instantaneous magnitude of 

any pulse turn-on transients which occur in time prior to the virtual origin must be less than 

one per cent of the pulse peak amplitude. Initiation of the turn-on process must not commence 

sooner than 1 microsecond prior to the virtual origin.  

  

Compliance note 1.τ The lower limit of pulse rise time (see 171.05.1.3.5.5.1.3 a)) and decay time 

(see 171.05.1.3.5.5.1.3 c)) are governed by the spectrum requirements in171.05.1. 3.5.5.1.3 e).  

  

Compliance note 2.τ While 171.05.1.3.5.5.1.3 e) calls for a practically attainable spectrum, it is 

desirable to strive for the following spectrum control characteristics: the spectrum of the pulse 

modulated signal is such that the power contained in a 0.5 MHz band centred on frequencies 0.8 

MHz above and 0.8 MHz below the nominal channel frequency is, in each case, at least 23 dB 

below the power contained in a 0.5 MHz band centred on the nominal channel frequency. The 

power contained in a 0.5 MHz band centred on frequencies 2 MHz above and 2 MHz below the 

nominal channel frequency is, in each case, at least 38 dB below the power contained in a 0.5 MHz 

band centred on the nominal channel frequency. Any additional lobe of the spectrum is of less 

amplitude than the adjacent lobe nearer the nominal channel frequency.  

  

171.05.1.3.5.5.1.4    Pulse spacing  
  

171.05.1.3.5.5.1.4.1    The spacing of the constituent pulses of transmitted pulse pairs must be as given in the 

table in 171.05.1.3.5.4.4.1.  

  

171.05.1.3.5.5.1.4.2    DME/N. The tolerance on the pulse spacing must be plus or minus 0.5 microsecond.  

  

171.05.1.3.5.5.1.4.3    DME/N. Recommendation.τ The tolerance on the pulse spacing should be plus or minus 

0.25 microsecond.  

  

171.05.1.3.5.5.1.4.4    DME/P. The tolerance on the pulse spacing must be plus or minus 0.25 microsecond.  

 

171.05.1.3.5.5.1.4.5    The pulse spacing must be measured between the half voltage points on the leading edges 

of the pulses.  

  

171.05.1.3.5.5.1.5    Pulse repetition frequency  
  

171.05.1.3.5.5.1.5.1    The pulse repetition frequency must be as specified in 171.05.1.3.5.3.4.  
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171.05.1.3.5.5.1.5.2    The variation in time between successive pairs of interrogation pulses must be sufficient to 

prevent false lock-on.  

  

171.05.1.3.5.5.1.5.3    DME/P. In order to achieve the system accuracy specified in 171.05.1.3.5.3.1.4, the variation 

in time between successive pairs of interrogation pulses must be sufficiently random to 

decorrelate high frequency multipath errors.  

  

Compliance note.τ Guidance on DME/P multipath effects is given in Attachment C, 7.3.7.  

  

171.05.1.3.5.5.1.6    Spurious radiation. During intervals between transmission of individual pulses, the spurious 

pulse power received and measured in a receiver having the same characteristics of a DME 

transponder receiver, but tuned to any DME interrogation or reply frequency, must be more than 

50 dB below the peak pulse power received and measured in the same receiver tuned to the 

interrogation frequency in use during the transmission of the required pulses. This provision must 

apply to all spurious pulse transmissions. The spurious CW power radiated from the interrogator 

on any DME interrogation or reply frequency must not exceed 20 microwatts (minus 47 dBW).  

  

Compliance note.τ Although spurious CW radiation between pulses is limited to levels not 

exceeding minus 47 dBW, Providers are cautioned that where DME interrogators and secondary 

surveillance radar transponders are employed in the same aircraft, it may be necessary to provide 

protection to airborne SSR in the band 1 015 MHz to 1 045 MHz. This protection may be provided 

by limiting conducted and radiated CW to a level of the order of minus 77 dBW. Where this level 

cannot be achieved, the required degree of protection may be provided in planning the relative 

location of the SSR and DME aircraft antennas. It is to be noted that only a few of these frequencies 

are utilized in the VHF/DME pairing plan.  

  

171.05.1.3.5.5.1.7    Recommendation.τ The spurious pulse power received and measured under the conditions 

stated in 171.05.1.3.5.5.1.6 should be 80 dB below the required peak pulse power received.  

  

Compliance note.τ Reference 171.05.1.3.5.5.1.6 and 171.05.1.3.5.5.1.7 τ although limitation of 

spurious CW radiation between pulses to levels not exceeding 80 dB below the peak pulse power 

received is recommended, Providers are cautioned that where users employ airborne secondary 

surveillance radar transponders in the same aircraft, it may be necessary to limit direct and 

radiated CW to not more than 0.02 microwatt in the frequency band 1 015 MHz to 1 045 MHz. It 

is to be noted that only a few of these frequencies are utilized in the VHF/DME pairing plan.  

  

171.05.1.3.5.5.1.8    DME/P. The peak EIRP must not be less than that required to ensure the power densities in 

171.05.1.3.5.4.2.3.1 under all operational weather conditions.  
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171.05.1.3.5.5.2    Time delay  
  

171.05.1.3.5.5.2.1    The time delay must be consistent with the table in 171.05.1.3.5.4.4.1.  

  

171.05.1.3.5.5.2.2    DME/N. The time delay must be the interval between the time of the half voltage point on 

the leading edge of the second constituent interrogation pulse and the time at which the distance 

circuits reach the condition corresponding to zero distance indication.  

  

171.05.1.3.5.5.2.3    DME/N. The time delay must be the interval between the time of the half voltage point on 

the leading edge of the first constituent interrogation pulse and the time at which the distance 

circuits reach the condition corresponding to zero distance indication.  

 

171.05.1.3.5.5.2.4    DME/P τ IA mode. The time delay must be the interval between the time of the half voltage 

point on the leading edge of the first constituent interrogation pulse and the time at which the 

distance circuits reach the condition corresponding to zero distance indication.  

  

171.05.1.3.5.5.2.5    DME/P τ FA mode. The time delay must be the interval between the virtual origin of the 

leading edge of the first constituent interrogation pulse and the time at which the distance circuits 

reach the condition corresponding to zero distance indication. The time of arrival must be 

measured within the partial rise time of the pulse.  

 

171.05.1.3.5.5.3    Receiver  
  

171.05.1.3.5.5.3.1    Frequency of operation. The receiver centre frequency must be the transponder frequency 

appropriate to the assigned DME operating channel (see 171.05.1.3.5.3.3.3).  

  

171.05.1.3.5.5.3.2    Receiver sensitivity  
  

171.05.1.3.5.5.3.2.1    DME/N. The airborne equipment sensitivity must be sufficient to acquire and provide 

distance information to the accuracy specified in 171.05.1.3.5.5.4 for the signal power density 

specified in 171.05.1.3.5.4.1.5.2.  

  

Compliance note.τ Although the Standard in 171.05.1.3.5.5.3.2.1 is for DME/N interrogators, the 

receiver sensitivity is better than that necessary in order to operate with the power density of 

DME/N transponders given in 171.05.1.3.5.4.1.5.1 in order to assure interoperability with the IA 

mode of DME/P transponders.  
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171.05.1.3.5.5.3.2.2    DME/P. The airborne equipment sensitivity must be sufficient to acquire and provide 

distance information to the accuracy specified in 171.05.1.3.5.5.4.2 and 171.05.1.3.5.5.4.3 for the 

signal power densities specified in 171.05.1.3.5.4.1.5.3.  

  

171.05.1.3.5.5.3.2.3    DME/N. The performance of the interrogator must be maintained when the power density 

of the transponder signal at the interrogator antenna is between the minimum values given in 

171.05.1.3.5.4.1.5 and a maximum of minus 18 dBW/m2.  

  

171.05.1.3.5.5.3.2.4    DME/P. The performance of the interrogator must be maintained when the power density 

of the transponder signal at the interrogator antenna is between the minimum values given in 

171.05.1.3.5.4.1.5 and a maximum of minus 18 dBW/m2.  

  

171.05.1.3.5.5.3.3    Bandwidth  
  

171.05.1.3.5.5.3.3.1    DME/N. The receiver bandwidth must be sufficient to allow compliance with 3.5.3.1.3, when 

the input signals are those specified in 171.05.1.3.5.4.1.3.  

  

171.05.1.3.5.5.3.3.2    DME/P τ IA mode. The receiver bandwidth must be sufficient to allow compliance with 

171.05.1.3.5.3.1.3 when the input signals are those specified in 171.05.1.3.5.4.1.3. The 12-dB 

bandwidth must not exceed 2 MHz and the 60-dB bandwidth must not exceed 10 MHz.  

  

171.05.1.3.5.5.3.3.3    DME/P τ FA mode. The receiver bandwidth must be sufficient to allow compliance with 

171.05.1.3.5.3.1.3 when the input signals are those specified in 171.05.1.3.5.5.1.3. The 12-dB 

bandwidth must not exceed 6 MHz and the 60-dB bandwidth must not exceed 20 MHz.  

  

 

 

 

171.05.1.3.5.5.3.4    Interference rejection  
  

171.05.1.3.5.5.3.4.1    When there is a ratio of desired to undesired co-channel DME signals of at least 8 dB at the 

input terminals of the airborne receiver, the interrogator must display distance information and 

provide unambiguous identification from the stronger signal.  

  

 Compliance note.τ Co-channel refers to those reply signals that utilize the same frequency and 

the same pulse pair spacing.  
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171.05.1.3.5.5.3.4.2    DME/N. DME signals greater than 900 kHz removed from the desired channel nominal 

frequency and having amplitudes up to 42 dB above the threshold sensitivity must be rejected.  

  

171.05.1.3.5.5.3.4.3    DME/P. DME signals greater than 900 kHz removed from the desired channel nominal 

frequency and having amplitudes up to 42 dB above the threshold sensitivity must be rejected.  

 

171.05.1.3.5.5.3.5    Decoding  
  

171.05.1.3.5.5.3.5.1    The interrogator must include a decoding circuit such that the receiver can be triggered only 

by pairs of received pulses having pulse duration and pulse spacings appropriate to transponder 

signals as described in 171.05.1.3.5.4.1.4.  

  

171.05.1.3.5.5.3.5.2    DME/N τ Decoder rejection. A reply pulse pair with a spacing of plus or minus 2 

microseconds, or more, from the nominal value and with any signal level up to 42 dB above the 

receiver sensitivity must be rejected.  

  

171.05.1.3.5.5.3.5.3    DME/P τ Decoder rejection. A reply pulse pair with a spacing of plus or minus 2 

microseconds, or more, from the nominal value and with any signal level up to 42 dB above the 

receiver sensitivity must be rejected.  

 

171.05.1.3.5.5.4    Accuracy  
  

171.05.1.3.5.5.4.1    DME/N. The interrogator must not contribute more than plus or minus 315 m (plus or minus 

0.17 NM) or 0.25 per cent of indicated range, whichever is greater, to the overall system error.  

  

171.05.1.3.5.5.4.2    DME/P τ IA mode. The interrogator must not contribute more than plus or minus 30 m (plus 

or minus 100 ft) to the overall system PFE and not more than plus or minus 15 m (plus or minus 

50 ft) to the overall system CMN.  

  

171.05.1.3.5.5.4.3    DME/P τ FA mode  
  

171.05.1.3.5.5.4.3.1    Accuracy standard 1. The interrogator must not contribute more than plus or minus 15 m 

(plus or minus 50 ft) to the overall system PFE and not more than plus or minus 10 m (plus or 

minus 33 ft) to the overall system CMN.  

  



 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

100 
 

171.05.1.3.5.5.4.3.2    Accuracy standard 2. The interrogator must not contribute more than plus or minus 7 m 

(plus or minus 23 ft) to the overall system PFE and not more than plus or minus 7 m (plus or minus 

23 ft) to the overall system CMN.  

  

Compliance note.τ Guidance material on filters to assist in achieving this accuracy is given in 

Attachment C, 7.3.4.  

  

171.05.1.3.5.5.4.4    DME/P. The interrogator must achieve the accuracy specified in 171.05.1.3.5.3.1.4 with a 

system efficiency of 50 per cent or more.  

  

Compliance note.τ Guidance material on system efficiency is given in Attachment C, 7.1.1.  

    

171.05.1.3.6    Specification for en-route VHF marker beacons (75 MHz)  

  

  

171.05.1.3.6.1    Equipment  
  

171.05.1.3.6.1.1    Frequencies. The emissions of an en-route VHF marker beacon must have a radio frequency of 

75 MHz plus or minus 0.005 per cent.  

  

  

171.05.1.3.6.1.2    Characteristics of emissions  
  

171.05.1.3.6.1.2.1    Radio marker beacons must radiate an uninterrupted carrier modulated to a depth of not less 

than 95 per cent or more than 100 per cent. The total harmonic content of the modulation must 

not exceed 15 per cent.  

  

171.05.1.3.6.1.2.2    The frequency of the modulating tone must be 3 000 Hz plus or minus 75 Hz.  

  

171.05.1.3.6.1.2.3    The radiation must be horizontally polarized.  

  

171.05.1.3.6.1.2.4    Identification. If a coded identification is required at a radio marker beacon, the modulating 

tone must be keyed so as to transmit dots or dashes or both in an appropriate sequence. The 

mode of keying must be such as to provide a dot-and-dash duration together with spacing 

intervals corresponding to transmission at a rate equivalent to approximately six to ten words per 

minute. The carrier must not be interrupted during identification.  
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171.05.1.3.6.1.2.5    Coverage and radiation pattern  
  

Compliance note.τ The coverage and radiation pattern of marker beacons will ordinarily be 

established by Contracting Providers on the basis of operational requirements, taking into account 

recommendations of regional meetings.  

  

The most desirable radiation pattern would be one that:  

  

a) in the case of fan marker beacons, results in lamp operation only when the aircraft is within a 

rectangular parallelepiped, symmetrical about the vertical line through the marker beacon and 

with the major and minor axes adjusted in accordance with the flight path served;  

  

b) in the case of a Z marker beacon, results in lamp operation only when the aircraft is within a 

cylinder, the axis of which is the vertical line through the marker beacons.  

  

In practice, the production of such patterns is impracticable and a compromise radiation pattern 

is necessary. In Attachment C, antenna systems currently in use and which have proved generally 

satisfactory are described for guidance. Such designs and any new designs providing a closer 

approximation to the most desirable radiation pattern outlined above will normally meet 

operational requirements.  

  

171.05.1.3.6.1.2.6    Determination of coverage. The limits of coverage of marker beacons must be determined on 

the basis of the field strength specified in 171.05.1.3.1.7.3.2.  

  

171.05.1.3.6.1.2.7    Radiation pattern. Recommendation.τ The radiation pattern of a marker beacon normally 

should be such that the polar axis is vertical, and the field strength in the pattern is symmetrical 

about the polar axis in the plane or planes containing the flight paths for which the marker beacon 

is intended.  

  

Compliance note.τ Difficulty in siting certain marker beacons may make it necessary to accept a 

polar axis that is not vertical.  

  

  

171.05.1.3.6.1.3    Monitoring. Recommendation.τ For each marker beacon, suitable monitoring equipment 

should be provided which will show at an appropriate location:  

  

a) a decrease in radiated carrier power below 50 per cent of normal;  
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b) a decrease of modulation depth below 70 per cent;  

  

c) a Failure of keying.  

  

  

171.05.1.3.7    Requirements for the Global Navigation Satellite System (GNSS)  

  

171.05.1.3.7.1    Definitions  
  

Aircraft-based augmentation system (ABAS). An augmentation system that augments and/or 

integrates the information obtained from the other GNSS elements with information available on 

board the aircraft.  

  

Alert. An indication provided to other aircraft systems or annunciation to the pilot to identify that 

an operating parameter of a navigation system is out of tolerance.  

  

Alert limit. For a given parameter measurement, the error tolerance not to be exceeded without 

issuing an alert.  

  

Antenna port. A point where the received signal power is specified. For an active antenna, the 

antenna port is a fictitious point between the antenna elements and the antenna pre-amplifier. 

For a passive antenna, the antenna port is the output of the antenna itself.  

  

Axial ratio. The ratio, expressed in decibels, between the maximum output power and the 

minimum output power of an antenna to an incident linearly polarized wave as the polarization 

orientation is varied over all directions perpendicular to the direction of propagation.  

 

BeiDou Navigation Satellite System (BDS). The satellite navigation system operated by the 

tŜƻǇƭŜΩǎ wŜǇǳōƭƛŎ ƻŦ /ƘƛƴŀΦ 

 

BDS Open Service (BDS OS). The specified level of positioning, velocity and timing accuracy that 

is available to any BDS user on a continuous, worldwide basis. 

 

Channel of standard accuracy (CSA). The specified level of positioning, velocity and timing 

accuracy that is available to any GLONASS user on a continuous, worldwide basis.  

  

Core satellite constellation(s). The core satellite constellations are GPS and GLONASS.  
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Galileo. The satellite navigation system operated by the European Union.  

 

Galileo Open Service (Galileo OS). The specified level of positioning, velocity and timing accuracy 

that is available to any Galileo user on a continuous, worldwide basis 

  

Global navigation satellite system (GNSS). A worldwide position and time determination system 

that includes one or more satellite constellations, aircraft receivers and system integrity 

monitoring, augmented as necessary to support the required navigation performance for the 

intended operation.  

  

Global navigation satellite system (GLONASS). The satellite navigation system operated by the 

Russian Federation.  

  

Global positioning system (GPS). The satellite navigation system operated by the United 

Providers.  

  

GNSS position error. The difference between the true position and the position determined by 

the GNSS receiver.  

  

Ground-based augmentation system (GBAS). An augmentation system in which the user receives 

augmentation information directly from a ground-based transmitter.   

  

Ground-based regional augmentation system (GRAS). An augmentation system in which the user 

receives augmentation information directly from one of a group of ground-based transmitters 

covering a region.  

Integrity. A measure of the trust that can be placed in the correctness of the information supplied 

by the total system. Integrity includes the ability of a system to provide timely and valid warnings 

to the user (alerts).   

 

Ionosphere-free pseudo-range. A pseudo-range in which the first order ionosphere effect on 

signal propagation has been removed by a linear combination of pseudo-range measurements 

from signals on two distinct frequencies from the same satellite. 

  

Pseudo-range. The difference between the time of transmission by a satellite and reception by a 

GNSS receiver multiplied by the speed of light in a vacuum, including bias due to the difference 

between a GNSS receiver and satellite time reference.  
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Satellite-based augmentation system (SBAS). A wide coverage augmentation system in which the 

user receives augmentation information from a satellite-based transmitter.  

  

Standard positioning service (SPS). The specified level of positioning, velocity and timing accuracy 

that is available to any global positioning system (GPS) user on a continuous, worldwide basis.  

  

Time-to-alert. The maximum allowable time elapsed from the onset of the navigation system 

being out of tolerance until the equipment enunciates the alert.  

  

 

171.05.1.3.7.2    General  
 

171.05.1.3.7.2.1    Functions  
  

171.05.1.3.7.2.1.1    The GNSS must provide position and time data to the aircraft.  
  

Compliance note.τ These data are derived from pseudo-range measurements between an aircraft 

equipped with a GNSS receiver and various signal sources on satellites or on the ground.  

  

  

171.05.1.3.7.2.2    GNSS elements   
  

171.05.1.3.7.2.2.1    The GNSS navigation service must be provided using various combinations of the following    

elements installed on the ground, on satellites and/or on board the aircraft:   

  

a) Global Positioning System (GPS) that provides the Standard Positioning Service (SPS) as defined 

in 171.05.1.3.7.3.1.1;  

  

b) Global Navigation Satellite System (GLONASS) that provides the Channel of Standard Accuracy 

(CSA)  as defined in 171.05.1.3.7.3.1.2;  

 

c) Galileo that provides a single- and dual-frequency Open Service (OS) as defined in 171.05.1. 

3.7.3.1.3; 

 

BeiDou Navigation Satellite System (BDS) that provides the BDS Open Service (BDS OS) as defined 

in 171.05.1.3.7.3.1.4; 
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d) aircraft-based augmentation system (ABAS) as defined in 171.05.1.3.7.3.3;  

  

e) satellite-based augmentation system (SBAS) as defined in 171.05.1.3.7.3.4;  

  

f) ground-based augmentation system (GBAS) as defined in 171.05.1.3.7.3.5;   

  

g) ground-based regional augmentation system (GRAS) as defined in 171.05.1.3.7.3.5; and  

  

i) aircraft GNSS receiver as defined in 171.05.1.3.7.3.6.  

 

 

Compliance note.τ In order to provide system integrity monitoring, the use of an augmentation as 

specified in 171.05.1.3.7.2.2.1 e), f), g) or h) is required to meet the performance requirements of 

171.05.1.3.7.2.4. 

  

  

171.05.1.3.7.2.3    Space and time reference  
  

171.05.1.3.7.2.3.1    Space reference. The position information provided by the GNSS to the user must be expressed 

in terms of the World Geodetic System τ 1984 (WGS-84) geodetic reference datum.  

 

Compliance note 1.τ SARPs for WGS-84 are contained in NAMCATS Part 175, Chapter 2, 

NAMCATS Part 172, Chapter 2, NAMCATS Part 139 , Volumes I and II, Chapter 1 and NAMCATs 

Part 175, Chapter 1.  

  

Compliance note 2.τ If GNSS elements using other than WGS-84 coordinates are employed, 

appropriate conversion parameters are to be applied. If the difference between a GNSS geodetic 

reference and WGS-84 is negligible for aviation (e.g. of the order of a few centimetres) and a 

bounding of the maximum difference is specified, then no conversion parameters need to be 

applied. 

  

171.05.1.3.7.2.3.2    Time reference. The time data provided by the GNSS to the user must be expressed in a time 

scale that takes the  Coordinated Universal Time  (UTC) as reference.  

  

  

171.05.1.3.7.2.4    Signal-in-space performance  
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171.05.1.3.7.2.4.1    The combination of GNSS elements and a fault-free GNSS user receiver must meet the signal-

in-space requirements defined in Table 3.7.2.4-1 (located at the end of section 3.7).  

  

Compliance note 1.τ The concept of a fault-free user receiver is applied only as a means of 

defining the performance of combinations of different GNSS elements. The fault-free receiver is 

assumed to be a receiver with nominal accuracy and time-to-alert performance. Such a receiver is 

assumed to have no failures that affect the integrity, availability and continuity performance.  

  

Compliance note 2.τ For GBAS approach service (as defined in Attachment D, 7.1.2.1) intended 

to support approach and landing operations using Category III minima, performance requirements 

are defined that apply in addition to the signal-in-space requirements defined in Table 3.7.2.4-1.  

  

171.05.1.3.7.3    GNSS elements specifications 
 
171.05.1.3.7.3.1 Core Constellations  

  

171.05.1.3.7.3.1.1    GPS Standard Positioning Service (SPS) (L1,L5)  
 

Compliance note.τ Unless otherwise specified, the performance standards in 171.05.1 3.7.3.1.1.1 
to 171.05.1.3.7.3.1.1.7 below apply to single-frequency ranging, using the L1 coarse acquisition 
(C/A) code signal or the L5 signal (I5 code or Q5 code), and to dual-frequency ranging using the 
combination of L1 and L5 signals. In addition, they only apply to current and consistent ephemeris 
and clock data within the respective curve fit intervals. 

  

171.05.1.3.7.3.1.1.1    Space and control segment accuracy  
  

Compliance note.τ The following accuracy standards apply only for healthy GPS SPS signal-in-

space (SIS), during normal operations as described in Attachment D, 4.1.1.9, and do not include 

atmospheric or receiver errors as described in Attachment D, 4.1.1.2. GPS SPS SIS health conditions 

can be found in the United States Department of Défense, Global Positioning System ς Standard 

Positioning Service ς Performance Standard, 5th Edition, April 2020 (hereinafter referred to as 

άDt{ {t{ t{έύΣ {ŜŎǘƛƻƴ нΦоΦнΦ 

  

171.05.1.3.7.3.1.1.1.1    Positioning accuracy. The  single-frequency L1 C/A code position errors must not exceed 

the following limits:  

 

 

 



  
 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

107 
 

 Global average 95% of the time Worst site of 95% of the time 

Horizontal Position error  8 m 15 m 

Vertical Position error  13 m 33 m 

 

 

 

171.05.1.3.7.3.1.1.1.2    Time transfer accuracy. The GPS SPS time transfer errors must not exceed 30 nanoseconds 

95 per cent of the time.  

  

171.05.1.3.7.3.1.1.1.3    Range domain accuracy. The range domain error must not exceed the following limits 

during normal operations over all ages of data:  

  

a) range error of any satellite τ 30 m with reliability specified in 171.05.1.3.7.3.1.1.3;   

  

b) 95th percentile range rate error of any satellite τ 0.006 m per second (global average);  

  

c) 95th percentile range acceleration error of any satellite τ 0.002 m per second-squared (global 

average); and  

 

d) 95th percentile range error for any satellite τ 7.0 m (global average) ;and 

 

e) 95th percentile range error across all satellites occupying defined slots in the constellation τ 

2.0 m (global average). 

  

171.05.1.3.7.3.1.1.2    Availability. The availability for single-frequency L1 C/A code users must be as follows:  

  

 җ99 per cent horizontal service availability, average location (15 m 95 per cent threshold)  

  

 җ99 per cent vertical service availability, average location (33 m 95 per cent threshold)  

  

 җ90 per cent horizontal service availability, worst-case location (15 m 95 per cent threshold)  

  

 җ90 per cent vertical service availability, worst-case location (33 m 95 per cent threshold)  

  

171.05.1.3.7.3.1.1.3    Reliability. The GPS SPS reliability relative to the 30 m user range error (URE) statistic in 

171.05.1.3.7.3.1.1.1.3 a)  must be within the following limits:  
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a) reliability τ at least 99.94 per cent (global average); and  

  

b) reliability τ at least 99.79 per cent (worst single point average).  

  

171.05.1.3.7.3.1.1.4    Probability of major service failure.  

 

Compliance note.τ The different alert indications are described in the GPS SPS PS, Section 2.3.4. 

 

171.05.1.3.7.3.1.1.4.1 Satellite major service failure onset rate (Rsat). The probability that the instantaneous user 

range error (URE) of any satellite will exceed 4.42 times the relevant integrity assured user range 

accuracy (IAURA) value  broadcast by that satellite without an alert received at the user receiver 

antenna within 10 seconds must not exceed 1×10-5 per hour.  

 

171.05.1.3.7.3.1.1.4.2 Probability of a satellite major service failure condition (Psat). The probability at any given 

instant that the instantaneous URE of any satellite will exceed 4.42 times the relevant IAURA value 

broadcast by that satellite without an alert received at the user receiver antenna within 10 

seconds must not exceed 1×10-5 . 

 

171.05.1.3.7.3.1.1.4.3 Probability of a common-cause major service failure condition (Pconst). The probability at 

any given instant that the instantaneous URE of two or more satellites will exceed 4.42 times the 

relevant IAURA broadcast by each satellite due to a common fault without an alert received at the 

user receiver antenna within 10 seconds must not exceed 1×10-8 . 

  

 

171.05.1.3.7.3.1.1.5    Continuity. The probability of losing  L1 C/A availability from a slot of the 24-slot constellation 

due to unscheduled interruption must not exceed 2×10-4 per hour.  

  

171.05.1.3.7.3.1.1.6    Coverage. The GPS SPS must cover the surface of the earth up to an altitude of 3 000 

kilometres.  

  

Compliance note.τ Guidance material on GPS accuracy, availability, reliability major service 

failure, continuity, and coverage is given in Attachment D, 4.1.1. Additional information is given 

in the GPS SPS PS. 

 

171.05.1.3.7.3.1.1.7 Constellation availability. The probability that 21 or more of the 24 slots will be occupied by 

either a satellite broadcasting a trackable and healthy L1 C/A signal in the baseline slot configuration or by a pair 
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of satellites each broadcasting a trackable and healthy L1 C/A signal in the expanded slot configurations, must be 

at least 0.98. The probability that 20 or more of the 24 slots will be occupied by either a satellite broadcasting a 

trackable and healthy L1 C/A signal in the baseline slot configuration or by a pair of satellites each broadcasting a 

trackable and healthy L1 C/A signal in the expanded slot configurations, must be at least 0.99999.  

 

Compliance note.τ There is currently no corresponding standard for the L5 signal or for the combined L1 C/A 

and L5 signals since older satellites in the constellation do not have the capability to broadcast an L5 signal. 

  

171.05.1.3.7.3.1.1.8    Radio frequency (RF) characteristics  
  

Compliance note.τ Detailed RF characteristics are specified in NAVSTAR GPS Space 

Segment/Navigation User Segment Interfaces, IS No. IS-GPS-200, Rev K (hereinafter referred to as 

άL{-GPS-нллYέύ ŦƻǊ [м ŀƴŘ b!±{¢!w Dt{ {ǇŀŎŜ {ŜƎƳŜƴǘκ¦ǎŜǊ {ŜƎƳŜƴǘ [р LƴǘŜǊŦŀŎŜǎΣ L{ bƻΦ L{-

GPS-тлрΣ wŜǾ C όƘŜǊŜƛƴŀŦǘŜǊ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ άL{-GPS-тлрCέύΤ ǎŜƭŜŎǘŜŘ ŎƘŀǊŀŎǘŜǊƛǎǘƛŎǎ ŀǊŜ ǎǇŜŎƛŦƛŜŘ in 

Appendix B, 3.1.1.1.1 for L1 and Appendix B, 3.1.1.1.4 for L5. 

  

171.05.1.3.7.3.1.1.8.1    L1 carrier frequency. Each GPS satellite must broadcast an SPS ranging signal at the carrier 

frequency of 1 575.42 MHz (GPS L1) using code division multiple access (CDMA).  

 

171.05.1.3.7.3.1.1.8.2 L5 carrier frequency. Some GPS satellites shall, in addition, broadcast an SPS ranging signal 

at the carrier frequency of 1 176.45 MHz (GPS L5) using CDMA 

  

171.05.1.3.7.3.1.1.8.3    Signal spectrum. The L1 and L5 signal power must be contained within  ±12 MHz bands 

centred on the respective carrier frequencies: (1 563.42 ς 1 587.42 MHz)  for L1 and 1 164.45 ς 1 

188.45 for L5. 

  

171.05.1.3.7.3.1.1.8.4    Polarization. The transmitted L1 and L5 RF signals must be right-hand  circularly 

polarized.  

 

171.05.1.3.7.3.1.1.8.5 Signal structure. The L1 C/A signal must consist of one carrier component. The L5 signal 

must consist of two carrier components: an in-phase component (I5) and a quadrature 

component lagging the in-phase component by 90 degrees (Q5). 

  

171.05.1.3.7.3.1.1.8.6    Signal power level. Each GPS satellite must broadcast SPS navigation signals with sufficient 

power such that, at all unobstructed locations near the ground from which the satellite is 

observed at an elevation angle of 5 degrees or higher, the level of the received RF signal at the 

antenna port of a 3 dBi linearly-polarized antenna is within the following ranges for all antenna 
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orientations orthogonal to the direction of propagation: ς158.5 dBW to ς153 dBW for L1 C/A and 

ς157.9 dBW to ς150 dBW for each of the I5 and Q5 channels on L5. 

  

171.05.1.3.7.3.1.1.8.7    Modulation. Each SPS L1 and L5 signal must be bipolar phase shift key (BPSK) modulated 

with a pseudo random noise (PRN) code. The C/A code on L1 must have a rate of 1.023 megachips 

per second. The codes on I5 and Q5 must have a rate of 10.23 megachips per second. 

 

171.05.1.3.7.3.1.1.8.7.1 The C/A, I5, and Q5 code sequences must be repeated each millisecond.  

 

171.05.13.7.3.1.1.8.7.2 The transmitted code sequence on L1 must be the Modulo-2 addition of a 50-bit-per-

second legacy navigation (LNAV) message and the C/A code.  

 

171.05.1.3.7.3.1.1.8.7.3 The transmitted code sequence on I5 must be the Modulo-2 addition of a 50-bit-per-

second civil navigation (CNAV) message (rate 1/2 convolution encoded into a 100 symbol per 

second stream), a 10-bit Neuman-Hofman overlay code clocked at 1 kbps, and the I5 code. The 

transmitted code sequence on Q5 must be the Modulo-2 addition of a 20-bit Neuman-Hofman 

overlay code clocked at 1 kbps and the Q5 code.  

 

Compliance note.τ The Q5 signal is not modulated with navigation data.  

 

171.05.1.3.7.3.1.1.8.7.4 Signal coherence. All transmitted signals for any satellite must be coherently derived from 

the same on-board frequency standard. On the L5 channel, the chip transitions of the two 

modulating signals, I5 and Q5, must be such that the average time difference between them does 

not exceed 10 nanoseconds. 

  

171.05.1.3.7.3.1.1.9    GPS time. GPS time must be referenced to UTC (as maintained by the U.S. Naval 

Observatory).  

  

171.05.1.3.7.3.1.1.10    Coordinate system. The GPS coordinate system must be WGS-84.  

  

171.05.1.3.7.3.1.1.11    Navigation information. The navigation data transmitted by the satellites on L1 and L5 

must include the necessary information to determine:  

  

a) satellite time of transmission;  

  

b) satellite position;  
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c) satellite health;  

  

d) satellite clock correction;  

  

e) propagation delay effects;  

  

f) time transfer to UTC; and  

  

g) constellation status.  

  

Compliance note.τ Structure and contents of data are specified in Appendix B, 3.1.1.1.2 and 

3.1.1.1.3,for L1, and 3.1.1.1.5 and 3.1.1.1.6 for L5. 

 

171.05.1.3.7.3.1.2    GLONASS Channel of Standard Accuracy (CSA) (L1/L3)  
  

Compliance note.τThe GLONASS signals for CSA are broadcast in two frequency bands identified 

as L1 and L3. In the L1 band, two types of signals are broadcast: L1OF with frequency division 

multiple access (FDMA) and L1OC with code division multiple access (CDMA). In the L3 band, only 

CDMA signals (L3OC) are broadcast. ,Except where otherwise specified, , the term GLONASS refers 

to all satellites in the constellation transmitting either FDMA or CDMA signals..  

  

171.05.1.3.7.3.1.2.1    Space and control segment accuracy   
  

Compliance note.τ The  single-frequency accuracy Standards do not include atmospheric or 

receiver errors ; ionosphere errors are included for dual-frequency combinations, as described in 

Attachment D, 4.1.2.2.  

  

171.05.1.3.7.3.1.2.1.1    Positioning accuracy. The GLONASS CSA position errors must not exceed the following 

limits:  

 

  

 

Signals L1OF L1OC L3OC L1OF  
L3OC 

   L1OC -      
     L3OC 

Global average 
95% of the time: 
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Horizontal position error 
Vertical position error 

5m 

9m 

5 m 
9 m 

5 m 
9 m 

5 m 
9 m 

  5 m 
        9 m 

Worst site 
95% of the time: 

     

Horizontal position error 
Vertical position error 

12 m 
25 m 

12 m 
25 m 

12 m 
25 m 

12 m 
25 m 

12 m 
25 m 

 

 

171.05.1.3.7.3.1.2.1.2    Time transfer accuracy. The GLONASS CSA time transfer errors must not exceed the 

following limits 95 per cent of the time.  

 

Signals L1OF L1OC L3OC L1OF - 

L3OC 

L1OC - 

L3OC 

 40 ns 40 ns 40 ns 40 ns 40 ns 

 

 

  

171.05.1.3.7.3.1.2.1.3    Range domain accuracy. The range domain error must not exceed the following limits:   

  

 

 

Signals L1OF L1OC L3OC L1OF - 

L3OC 

L1OC - 

L3OC 

 

Range error of any 

satellite with reliability 

specified in 3.7.3.1.2.3 

 

18 m 
 

18 m 
 

18 m 
 

18 m 
 

18 m 

95th percentile range error 

of any satellite 

11.7 m 11.7 m 11.7 m 11.7 m 11.7 m 

95th percentile range error 

over all satellites 

7.8 m 7.8 m 7.8 m 7.8 m 
7.8 m 

95th percentile range rate 

error of any satellite 
0.014 m/s 0.014 m/s 0.014 m/s 0.014 m/s 0.014 m/s 

95th percentile range 

acceleration error of any 

satellite 

0.005 m/s2 0.005 m/s2 0.005 m/s2 0.005 m/s2 0.005 m/s2 
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171.05.1.3.7.3.1.2.2    Availability. The GLONASS CSA availability must be as follows:  

  

 

Signals L1OF L1OC L3OC L1OF - 
L3OC 

L1OC - 
L3OC 

Average location:      

Horizontal service 99%, 99%, 99%, 99%, 99%, 

availability (12 m 95% 
threshold) 

(12 m 95% 
threshold) 

(12 m 95% 
threshold) 

(12 m 95% 
threshold) 

(12 m 95% 
threshold) 

Vertical service 99%, 99%, 99%, 99%, 99%, 

availability (25 m 95% 
threshold) 

(25 m 95% 
threshold) 

(25 m 95% 
threshold) 

(25 m 95% 
threshold) 

(25 m 95% 
threshold) 

Worst-case location: 
     

Horizontal service 90%, 90%, 90%, 90%, 90%, 

availability (12 m 95% 
threshold) 

(12 m 95% 
threshold) 

(12 m 95% 
threshold) 

(12 m 95% 
threshold) 

(12 m 95% 
threshold) 

Vertical service 90%, 90%, 90%, 90%, 90%, 
availability (25 m 95% (25 m 95% (25 m 95% (25 m 95% (25 m 95% 

 threshold threshold threshold threshold threshold 

 

 

 

171.05.1.3.7.3.2.3    Reliability. The GLONASS CSA reliability must be within the following limits:  

  

 

Signals L1OF L1OC L3OC L1OF - 
L3OC 

L1OC - 
L3OC 

 

Global average 

 

99.37% 

 

99.37% 

 

99.37% 

 

99.37% 

 

99.37% 

Worst single point average 99.14% 99.14% 99.14% 99.14% 99.14% 

 

 

171.05.1.3.7.3.1.2.4 Probability of major service failure. The probability that the user range error (URE) of any 

satellite will exceed the following tolerance without an alert received at the user receiver antenna within 10 

seconds must not exceed the following probability:  
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Signals L1OF L1OC L3OC L1OF - 
L3OC 

L1OC - 
L3OC 

 

Constellation fault 
(Pconst) 

 

1×10-4, 

(70 m 

threshold) 

 

1×10-4, 

(70 m 

threshold) 

 

1×10-4, 

(70 m 

threshold) 

 

1×10-4, 

(70 m 

threshold) 

 

1×10-4, 

(70 m 

threshold) 

 

170.05.1.3.7.3.1.2.6 Continuity. The probability of losing GLONASS CSA healthy signal availability from a slot of 

the nominal 24-slot constellation due to unscheduled interruption must not exceed the following limit: 

 

Signals L1OF L1OC L3OC L1OF - 
L3OC 

L1OC - 
L3OC 

 

Signal continuity 

 

2×10-3 

 

2×10-3 

 

2×10-3 

 

2×10-3 

 

2×10-3 

 

 

171.05.1.3.7.3.1.2.7    Coverage. The GLONASS CSA must cover the surface of the earth up to an altitude of 2 000 

km.  

  

Compliance note.τ Guidance material on GLONASS accuracy, availability, reliability and 

coverage is given in Attachment D, 4.1.2.  

  

171.05.1.3.7.3.1.2.8    LIOF RF characteristics  
  

Compliance note.τ Detailed RF characteristics are specified in Appendix B, 3.1.2.1.1.  

  

171.05.1.3.7.3.1.2.8.1    Carrier frequency. Each GLONASS satellite must broadcast CSA navigation signal at its own 

carrier frequency in the L1 (1.6 GHz) frequency band using frequency division multiple access 

(FDMA).  

  

Compliance note 1.τ GLONASS satellites may have the same carrier frequency but in this case 

they are located in antipodal slots of the same orbital plane.  

  

Compliance note 2.τ GLONASS-M satellites will broadcast an additional ranging code at carrier 

frequencies in the L2 (1.2 GHz) frequency band using FDMA.  
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171.05.1.3.7.31.2.8.2    Signal spectrum. GLONASS CSA signal power must be contained within a ±5.75 MHz band 

centred on each GLONASS carrier frequency.  

  

171.05.1.3.7.3.1.2.8.3    Polarization. The transmitted RF signal must be right-hand circularly polarized.  

  

171.05.1.3.7.3.1.2.8.4    Signal power level. Each GLONASS satellite must broadcast CSA navigation signals with 

sufficient power such that, at all unobstructed locations near the ground from which the satellite 

is observed at an elevation angle of 5 degrees or higher, the level of the received RF signal at the 

antenna port of a 3 dBi linearly polarized antenna is within the range of ς161 dBW to ς155.2 dBW 

for all antenna orientations orthogonal to the direction of propagation.  

  

Compliance note 1.τ The power limit of 155.2 dBW is based on the predetermined characteristics 

of a user antenna, atmospheric losses of 0.5 dB and an error of an angular position of a satellite 

that does not exceed one degree (in the direction causing the signal level to increase).  

 

Compliance note 2.τ GLONASS-M satellites will also broadcast a ranging code on L2 with 

sufficient power such that, at all unobstructed locations near the ground from which the satellite 

is observed at an elevation angle of 5 degrees or higher, the level of the received RF signal at the 

antenna port of a 3 dBi linearly polarized antenna is not less then ς167 dBW for all antenna 

orientations orthogonal to the direction of propagation.  

  

171.05.1.3.7.3.1.2.8.5    Modulation  
  

171.05.1.3.7.3.1.2.8.5.1    Each GLONASS satellite must transmit at its carrier frequency the navigation RF signal 

using a BPSK modulated binary train. The phase shift keying of the carrier must be performed at 

-̄radians with the maximum error ±0.2 radian. The pseudo-random code sequence must be 

repeated each millisecond.  

  

171.05.1.3.7.3.1..2.8.5.2    The modulating navigation signal must be generated by the Modulo-2 addition of the 

following three binary signals:  

  

a) ranging code transmitted at 511 kbits/s;  

  

b) navigation message transmitted at 50 bits/s; and  

  

c) 100 Hz auxiliary meander sequence.  
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171.05.1.3.7.3.1.2.9 L3OC RF characteristics 

 

Compliance note.τ Detailed RF characteristics are specified in Appendix B, 3.1.2.1.5. 

 

171.05.1.3.7.3.1.2.9.1 Carrier frequency. GLONASS L3OC navigation signals must be broadcast at 

the carrier frequency of 1 202.025 MHz using code division multiple access (CDMA).  

 

171.05.1.3.7.3.1.2.9.2 Signal spectrum. GLONASS CSA L3OC signal power must be contained within 

the 1 190.35 ς 1 212.23 ˸ Hz band.  

 

171.05.1.3.7.3.1.2.9.3 Polarization. The transmitted L3OC signal must be right-hand circularly  

polarized.  

 

171.05.1.3.7.3.1.2.9.4 Signal power level. GLONASS L3OC navigation signals must be broadcast 

with sufficient power such that, at all unobstructed locations near the ground from which the 

satellite is observed at an elevation angle of 5 degrees or higher, the level of the received RF signal 

at the antenna port of a 3 dBi linearly polarized antenna is within the range of ς158.5 dBW to ς

155.2 dBW for all antenna orientations orthogonal to the direction of propagation.  

 

 Compliance note.τ The power limit of 155.2 dBW is based on the predetermined characteristics 

of a user antenna, atmospheric losses of 0.5 dB and an error of an angular position of a satellite 

that does not exceed one degree (in the direction causing the signal level to increase).  

 

171.05.1.3.7.3.1.2.9.5 Modulation  

 

Compliance note.τ Additional information concerning the modulation is given in the GLONASS 

CDMA ICD Open Service Navigation Signal in L3 frequency band (Edition 1.0), dated 2016 

όƘŜǊŜƛƴŀŦǘŜǊ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ άD[hb!{{ /5a! L/5 [о ōŀƴŘέύΦ  

 

171.05.1.3.7.3.1.2.9.5.1 GLONASS L3OC navigation signals must contain two components using the 

same BPSK(10)-modulated binary train: an in-phase data component and a quadrature-phase pilot 

component identified as L3OCd and L3OCp, respectively. The pilot component leads the data 

component by p/2 radians.  

 

171.05.1.3.7.3.1.2.9.5.2 The L3OCd signal component must be generated by the Modulo-2 addition 

of the following three binary signals:  

 

a) ranging code with length N=10230, period T=1 ms, clock rate 10.23 MHz;  



  
 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

117 
 

b) 100 bits/s navigation message encoded using a convolutional encoder with constraint length 7 

and code rate 1/2 to yield 200 symbols per second; and  

Ŏύ ƻǾŜǊƭŀȅ ŎƻŘŜ άлллмлέ ǿƛǘƘ ǇŜǊƛƻŘ ¢Ґр ƳǎΦ  

 

171.05.1.3.7.3.1.2.9.5.3 The L3OCp signal component must be generated by the Modulo-2 addition 

of the following two binary signals:  

a) ranging code with length N=10230, period T=1 ms, clock rate 10.23 MHz; and  

ōύ ƻǾŜǊƭŀȅ ŎƻŘŜ έллллммлмлмέ ǿƛǘƘ ǇŜǊƛƻŘ ¢Ґмл ƳǎΦ 

 

171.05.1. 3.7.3.1.2.10 L1OC RF characteristics  

 

Compliance note.τ Detailed RF characteristics are specified in Appendix B, 3.1.2.1.5.  

 

171.05.1.3.7.3.1.2.10.1 Carrier frequency. GLONASS L1OC navigation signals must be broadcast at 

the carrier frequency of 1600.995 MHz using code division multiple access (CDMA).  

 

171.05.1.3.7.3.1.2.10.2 Signal spectrum. GLONASS CSA L1OC signal power must be contained 

within the 1 592.9 ς 1 610 MHz band.  

 

171.05.1.3.7.3.1.2.10.3 Polarization. The transmitted L1OC signal must be right-hand circularly 

polarized.  

 

171.05.1.3.7.3.1.2.10.4 Signal power level. GLONASS L1OC navigation signals must be broadcast 

with sufficient power such that, at all unobstructed locations near the ground from which the 

satellite is observed at an elevation angle of 5 degrees or higher, the level of the received RF signal 

at the antenna port of a 3 dBi linearly polarized antenna is within the range of ς158.5 dBW to ς

155.2 dBW for all antenna orientations orthogonal to the direction of propagation.  

 

Compliance note.τ The power limit of 155.2 dBW is based on the predetermined characteristics of 

a user antenna, atmospheric losses of 0.5 dB and an error of an angular position of a satellite that 

does not exceed one degree (in the direction causing the signal level to increase).  

 

 

 

 171.05.1.3.7.3.1.2.10.5 Modulation  
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Compliance note.τ Additional information concerning the modulation is given in the GLONASS 

CDMA ICD Open Service Navigation Signal in L1 frequency band (Edition 1.0), dated 2016 

όƘŜǊŜƛƴŀŦǘŜǊ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ άD[hb!{{ /5a! L/5 [м ōŀƴŘέύΦ  

 

171.05.1.3.7.3.1.2.10.5.1 GLONASS L1OC navigation signals must contain two components: a data 

component and a pilot component identified as L1OCd and L1OCp, respectively. Both components 

must be at one phase quadrature using time-division multiplexing. L1OCd must be modulated using 

binary phase shift keying BPSK(1), while L1OCp must be modulated by binary offset carrier BOC(1,1) 

modulation.  

 

171.05.1.3.7.3.1.2.10.5.2 The L1OCd signal component must be generated by the Modulo-2 

addition of the following three binary signals:  

 

a) ranging code with length N=1023, period T=2 ms, clock rate 0.5115 MHz; 

b) 125 bits/s navigation message encoded using a convolutional encoder with constraint length 7 

and code rate 1/2 to yield 250 symbols per second; and  

Ŏύ ƻǾŜǊƭŀȅ ŎƻŘŜ άлмέ ǿƛǘƘ ǇŜǊƛƻŘ ¢Ґп ƳǎΦ  

 

171.05.1.3.7.3.1.2.10.5.3 The L1OCp signal component must be generated by the Modulo-2 

addition of the following two binary signals:  

 

a) ranging code with length N=4092, period T=8 ms, clock rate 0.5115 MHz; and  

ōύ ƳŜŀƴŘŜǊ ǎŜǉǳŜƴŎŜ άлмлмέ ǿƛǘƘ ŎƭƻŎƪ ǊŀǘŜ нΦлпс aIȊΦ 

  

171.05.1.3.7.1.3.2.11    GLONASS time. GLONASS time must be referenced to UTC(SU) (as maintained by the 

National Time Service of Russia).  

  

171.05.1.3.7.1.3.2.12    Coordinate system. The GLONASS coordinate system must be PZ-90.  

  

Compliance note.τ Conversion from the PZ-90 coordinate system used by GLONASS to the WGS-

84 coordinates is defined in Appendix B, 3.1.2.5.2.  

  

171.05.1.3.7.3.1.2.13    Navigation information. The navigation data transmitted by the satellite must include the 

necessary information to determine:  

  

a) satellite time of transmission;  

  

b) satellite position;  
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c) satellite health;  

  

d) satellite clock correction;   

  

e) time transfer to UTC; and  

  

f) constellation status ;  

 

g)  Ionospheric delay effects (L1OC, L3OC only) ; and 

 

h) Satellite orientation in umbra (LIOC, L3OC only). 

 

 

Compliance note.τ Structure and contents of data are specified in Appendix B, 3.1.2.1.2 and 

3.1.2.1.3, respectively.  

 

 

171.05.1.3.7.3.1.3 Galileo Open Service (Galileo OS) (E1, E5)  

 

 

Compliance note 1.τ The Galileo signals for Galileo OS are broadcast in two frequency bands 

identified as E1 and E5. In the E5 band, two types of signals are broadcast with code division 

multiple access (CDMA): E5a and E5b. For aviation purposes, the Galileo single-frequency OS is 

based on either E1 or E5a signals; and the Galileo dual-frequency OS is based on a combination 

of E1 and E5a signals.  

 

Compliance note 2.τ The E5b signal component is described in this NAMCATS since it is a subset of 

the overall Galileo signal modulated on the E5 frequency carrier. However, there is currently no 

intention that the E5b signal be used by aviation receivers.  

 

Compliance note 3.τ ¢ƘŜ ŦƻƭƭƻǿƛƴƎ ǇŜǊŦƻǊƳŀƴŎŜ ǎǘŀƴŘŀǊŘǎ ƻƴƭȅ ŀǇǇƭȅ ƛŦ άƘŜŀƭǘƘȅέ ǎƛƎƴŀƭǎ-in-space 

are used (see Appendix B, 3.1.3.1.3.4).  

 

Compliance note 4.τ The following performance standards do not include atmospheric or receiver 

errors such as ionosphere, troposphere, interference, receiver noise or multipath.  
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Compliance note 5.τ Guidance material on Galileo OS accuracy, availability, continuity, probability 

of satellite/constellation failure and coverage, is given in Attachment D, 4.1.3. 3.7.3.1.3.1 

Positioning accuracy. The Galileo position errors must not exceed the following limits: 

 

 
Signals E1 E5a E1-E5a 

 
Global average 95% of the time: 

   

Horizontal position error over a measurement period of 30 days 5 m 5 m 5 m 

Vertical position error over a measurement period of 30 days 8 m 8 m 8 m 

 

Worst site 95% of the time: 
   

Horizontal position error over a measurement period of 30 days 10 m 10 m 10 m 

Vertical position error over a measurement period of 30 days 16 m 16 m 16 m 

 

 

171.05.1.3.7.3.1.3.2 Time determination accuracy. The Galileo UTC time determination error must 

not exceed 30 nanoseconds, 95 per cent of the time. 

 

171.05.1.3.7.3.1.3.3 Range domain accuracy. The Galileo range domain error must not exceed the 

following limits: 

 
Signals E1 E5a E1-E5a 

 
99.9th percentile range error of any satellite (worst-case location) 

 
20 m 

 
20 m 

 
20 m 

99.9th percentile range error of any satellite (global average) 10 m 10 m 10 m 

95th percentile range error of any satellite (global average) 7 m 7 m 7 m 

95th percentile range error over all satellites (global average) 2 m 2 m 2 m 

95th percentile range rate error of any satellite (global average) 5 mm/s 5 mm/s 5 mm/s 

 

 

Compliance note 1.τ The ranging accuracy considers only healthy Galileo OS SIS above a minimum 

elevation angle of 5 degrees.  
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Compliance note 2.τ Single-frequency (E1 or E5a) ranging accuracy includes broadcast group delay 

(BGD) errors. BGD definition is specified in Attachment D, 4.1.3.3.2. 

 

 

 

 3.7.3.1.3.4 Availability. The Galileo OS availability must be as follows: 

 

Signals E1 E5a E1-E5a 

Average location:    

Horizontal service availability over a 99% 99% 99% 

measurement period of 30 days (10 m 95% threshold) (10 m 95% (10 m 95% 
  threshold) threshold) 

Vertical service availability over a 99% 99% 99% 

measurement period of 30 days (16 m 95% threshold) (16 m 95% (16 m 95% 
  threshold) threshold) 

Worst-case location:    

Horizontal service availability over a 90% 90% 90% 

measurement period of 30 days (10 m 95% threshold) (10 m 95% (10 m 95% 
  threshold) threshold) 

Vertical service availability over a 90% 90% 90% 

measurement period of 30 days (16 m 95% threshold) (16 m 95% (16 m 95% 
  threshold) threshold) 

 

 

171.05.1.3.7.3.1.3.5 Probability of satellite failure (Psat). The probability that one satellite of Galileo 

operational core constellation provides an instantaneous SIS range error higher than k times the 

Galileo user range accuracy (Galileo URA) and no notification is given to the user, must not 

exceed 3×10-5 

 

 Compliance note 1.τ A change in the SIS health status is notified through the flags contained in the 

navigation message. The mapping between Galileo SIS status and flags contained in the 

navigation data message is specified in Appendix B, 3.1.3.1.3.4. In the future, these flags may be 

complemented with an additional flag specific for aircraft-based augmentation system (ABAS) 

users.  

 

Compliance note 2.τ Galileo URA corresponds either to ůURA,DF for dual-frequency users or to 

ůURA,SF for single- frequency users.  

 

Compliance note 3.τ Psat definition is further specified in Attachment D, 4.1.3.6.1. 
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171.05.1.3.7.3.1.3.6 Probability of constellation failure (Pconst). The probability that, due to a common 

cause, any subset of two or more satellites within Galileo operational constellation provides an 
instantaneous SIS range error higher than k times the Galileo URA and no notification is given to the 
user, must not exceed 2×10-4. 

 

 

 Compliance note 1.τ A change in the SIS health status is notified through the flags contained in the 

navigation message. The mapping between Galileo SIS status and flags contained in the 

navigation data message is specified in Appendix B, 3.1.3.1.3.4. In the future, these flags may be 

complemented with an additional flag specific for ABAS users.  

 

Compliance note 2.τ Galileo URA corresponds either to ůURA,DF for dual-frequency users or to 

ůURA,SF for single- frequency users. 

 

Compliance note 3.τ Pconst definition is further specified in Attachment D, 4.1.3.6.2.  

 

171.05.1.3.7.3.1.3.7 Galileo URA for dual-frequency (̀ URA,DF). Galileo ̀URA,DF must not exceed 6 

m. 

 

 Compliance note 1.τ ̀ URA,DF applies to a dual-frequency E1-E5a signal combination.  

 

Compliance note 2.τ ̀ URA,DF is defined in Attachment D, 4.1.3.6.3.  

 

171.05.1.3.7.3.1.3.8 Galileo URA for single-frequency (ůURA,SF). Galileo ůURA,SF must not exceed 7.5 m. 

 

Compliance note 1.τ ůURA,SF applies to a single-frequency user, either E1 or E5a. 

 

Compliance note 2.τ ůURA,SF is defined in Attachment D, 4.1.3.6.4 

 

171.05.1.3.7.3.1.3.9 Continuity. The probability of losing Galileo OS SIS availability from a slot of the 

nominal 24-slot constellation due to unscheduled interruption, must not exceed the following 

limit: 

 
Signals E1 E5a E1-E5a 

 
Continuity 

 
4×10-4 per hour 

 
4×10-4 per hour 

 
4×10-4 per hour 
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171.05.1.3.7.3.1.3.10 Coverage. The Galileo OS must cover the surface of the earth up to an altitude 

of 30.48 km.  

 

171.05.1.3.7.3.1.3.11 Radio frequency (RF) characteristics. All Galileo satellites must broadcast 

Galileo OS signals E1, E5a and E5b.  

 

Compliance note 1.τ E5a and E5b signals are multiplexed together through an AltBOC scheme and 

transmitted at the E5 carrier frequency centred at 1191.795 MHz. AltBOC modulation allows E5a 

signal components and E5b signal components to be recovered separately by using a QPSK 

receiver centred on the individual E5a and E5b frequencies.  

 

Compliance note 2.τ AltBOC modulation is specified in Appendix B, 3.1.3.1.1.3.13.  

 

Compliance note 3.τ Detailed Galileo signals RF characteristics are specified in Appendix B, 

3.1.3.1.1.  

 

171.05.1.3.7.3.1.3.11.1 E1 radio frequency (RF) characteristics  

 

171.05.1.3.7.3.1.3.11.1.1 E1 carrier frequency. Each Galileo satellite must broadcast E1 signal at the 

carrier frequency of 1575.420 MHz using CDMA.  

 

 171.05.1.3.7.3.1.3.11.1.2 E1 signal spectrum. The Galileo signal power on E1 must be contained 

within a 24.552 MHz band centred on the E1 frequency.  

 

171.05.1.3.7.3.1.3.11.1.3 E1 signal polarization. The transmitted E1 RF signal must be right-hand 

circularly polarized.  

 

171.05.1.3.7.3.1.3.11.1.4 E1 minimum signal power level. Each Galileo satellite must broadcast an E1 

navigation signal with sufficient power such that, at all unobstructed locations near the ground 

from which the satellite is observed at an elevation angle of 5 degrees or higher, the level of the 

received RF signal at the antenna port of a 3 dBi linearly-polarized antenna must not be less than 

ς157.9 dBW for all antenna orientations orthogonal to the direction of propagation.  

 

171.05.1.3.7.3.1.3.11.1.5 E1 maximum signal power level. Each Galileo satellite must broadcast an 

E1 navigation signal such that the level of the received RF signal at the antenna port of a 3 dBi 

linearly polarized antenna must not exceed ς151.45 dBW.  
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171.05.1.3.7.3.1.3.11.1.6 E1 signal modulation. The E1 signal must be a composite binary offset 

carrier (CBOC) generated by multiplexing a wideband binary offset carrier (BOC) signal BOC(6,1) 

with a narrowband signal BOC(1,1) in such a way that 1/11 of the power is allocated, in average, 

to the high frequency component.  

 

Compliance note. τ CBOC modulation is specified in Appendix B, 3.1.3.1.1.2.7.  

 

171.05.1.3.7.3.1.3.11.2 E5a radio frequency (RF) characteristics  

 

Compliance note.τ Additional information concerning the overall E5 signal modulation is given in 

the European GNSS (Galileo) Open Service Signal-In-Space Interface Control Document (Issue 

нΦлύΣ ŘŀǘŜŘ WŀƴǳŀǊȅ нлнм όƘŜǊŜƛƴŀŦǘŜǊ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ άDŀƭƛƭŜƻ h{ {L{ L/5έύΦ  

 

171.05.1.3.7.3.1.3.11.2.1 E5a carrier frequency. Each Galileo satellite must broadcast E5a signal at 

the carrier frequency of 1 176.45 MHz using CDMA.  

 

171.05.1.3.7.3.1.3.11.2.2 E5a signal spectrum. The Galileo signal power on E5a must be contained 

within a 20.460 MHz band centred on the E5a frequency. 

 

 171.05.1.3.7.3.1.3.11.2.3 E5a signal polarization. The transmitted E5a RF signal must be right-hand 

circularly polarized.  

 

171.05.1.3.7.3.1.3.11.2.4 E5a minimum signal power level. Each Galileo satellite must broadcast an 

E5a navigation signal with sufficient power such that, at all unobstructed locations near the 

ground from which the satellite is observed at an elevation angle of 5 degrees or higher, the level 

of the received RF signal at the antenna port of a 3 dBi linearly-polarized antenna must not be 

less than ς155.90 dBW for all antenna orientations orthogonal to the direction of propagation.  

 

171.05.1.3.7.3.1.3.11.2.5 E5a maximum signal power level. Each Galileo satellite must broadcast an 

E5a navigation signal such that the level of the received RF signal at the antenna port of a 3 dBi 

linearly polarized antenna must not exceed ς149.45 dBW.  

 

171.05.1.3.7.3.1.3.11.2.6 E5a signal modulation. The E5a signal must be generated from Modulo-2 

addition of the E5a navigation data stream with the 10.23 megachips per second E5a data 

channel ranging code (E5a-I), and the 10.23 megachips per second E5a pilot channel ranging 

code (E5a-Q).  
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171.05.1.3.7.3.1.3.11.3 E5b radio frequency (RF) characteristics  

 

Compliance note.τ Additional information concerning the overall E5 signal modulation is given in 

Galileo OS SIS ICD.  

 

171.05.1.3.7.3.1.3.11.3.1 E5b carrier frequency. Each Galileo satellite must broadcast E5b signal at 

the carrier frequency of 1207.14 MHz using CDMA.  

 

171.05.1.3.7.3.1.3.11.3.2 E5b signal spectrum. The Galileo signal power on E5b must be contained 

within a 20.460 MHz band centred on the E5b frequency.  

 

171.05.1.3.7.3.1.3.11.3.3 E5b signal polarization. The transmitted E5b RF signal must be right-hand 

circularly polarized. 

 

 171.05.1.3.7.3.1.3.11.3.4 E5b minimum signal power level. Each Galileo satellite must broadcast an 

E5b navigation signal with sufficient power such that, at all unobstructed locations near the 

ground from which the satellite is observed at an elevation angle of 5 degrees or higher, the level 

of the received RF signal at the antenna port of a 3 dBi linearly-polarized antenna must not be 

less than ς155.90 dBW for all antenna orientations orthogonal to the direction of propagation.  

 

171.05.1.3.7.3.1.3.11.3.5 E5b maximum signal power level. Each Galileo satellite must broadcast an 

E5b navigation signal such that the level of the received RF signal at the antenna port of a 3 dBi 

linearly polarized antenna must not exceed ς149.45 dBW. 

 

 171.05.1.3.7.3.1.3.11.3.6 E5b signal modulation. The E5b signal must be generated from Modulo-2 

addition of the E5b navigation data stream with the 10.23 megachips per second E5b data 

channel ranging code (E5b-I), and the 10.23 megachips per second E5b pilot channel ranging 

code (E5b-Q).  

 

171.05.1.3.7.3.1.3.12 Galileo system time. Galileo system time (GST) must be referenced to UTC 

BIPM (UTC as coordinated by the International Bureau of Weights and Measures).  

 

Compliance note.τ Further details on GST are specified in Appendix B, 3.1.3.4.1.  
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171.05.1.3.7.3.1.3.13 Coordinate system. The Galileo coordinate system must be Galileo Terrestrial 

Reference Frame (GTRF). 

 

 Compliance note.τ GTRF details are specified in Appendix B, 3.1.3.5.2.  

 

171.05.1.3.7.3.1.3.14 Navigation information. The navigation data transmitted by the satellites must 

include the necessary information to determine:  

 

a) satellite time of transmission; 

 

 b) satellite position;  

 

c) satellite health;  

 

d) satellite clock correction;  

 

e) ionospheric delay effects;  

 

f) time transfer to UTC; and  

 

 g) constellation status.  

 

Compliance note.τ Structure and contents of data are specified in Appendix B, 3.1.3.1.2 and 

3.1.3.1.2, respectively. 

 

171.05.1.3.7.3.1.4 BDS Open Service (BDS OS) (B1I, B1C, B2a)  

 

Compliance note 1.τ The BDS OS signals are broadcast in three frequency bands identified as 

B1I, B1C and B2a. The single-frequency BDS OS is based on any one of the B1I, B1C or B2a signals. 

The dual-frequency BDS OS is based on a combination of the B1C and B2a signals.  

 

Compliance note 2.τ BDS OS signals B1I, B1C and B2a are broadcast by all BDS-3 (BDS third-

phase) medium earth orbit (MEO) and inclined geosynchronous orbit (IGSO) satellites.  

 

Compliance note 3.τ All requirements specified in this section are based on the BDS-3 

constellation configuration of 24 MEO and 3 IGSO satellites.  

 



  
 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

127 
 

171.05.1.3.7.3.1.4.1 Space and control segment accuracy  

 

Compliance note.τ The following accuracy standards do not include atmospheric or receiver 

errors as described in Attachment D, 4.1.4.2. They only apply under the condition that the aircraft 

receiver uses healthy satellites. 

 

 

 171.05.1.3.7.3.1.4.1.1 Positioning accuracy. The BDS position errors must not exceed the 

following limits: 

 

 
 

171.05.1.3.7.3.1.4.1.2 Time transfer accuracy. The BDS OS time transfer error must not exceed 50 

nanoseconds, 95 per cent of the time. 

 

171.05.1.3.7.3.1.4.1.3 Range domain accuracy. The BDS range domain error must not exceed the 

following limits: 
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171.05.1.3.7.3.1.4.2 Availability. The BDS OS availability must be as follows: 

 

 
 

Compliance note. τ Availability applies under the condition that the aircraft receiver uses healthy 

satellites.  
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171.05.1.3.7.3.1.4.3 Reliability. The BDS OS reliability relative to the 15 m range error requirement in 

3.7.3.1.4.2 must be within the following limits:  

 

a) reliability τ at least 99.94 per cent (global average); and  

 

b) reliability τ at least 99.79 per cent (worst single point average).  

 

Compliance note. τ Reliability applies under the condition that the satellite is broadcasting a healthy 

indication. 

 

171.05.1. 3.7.3.1.4.4 Probability of major service failure  

 

Compliance note.τ The standards apply under the condition that the satellite is broadcasting a 

healthy indication.  

 

171.05.1.3.7.3.1.4.4.1 Probability of a satellite major service failure condition (Psat). The probability 

that the BDS OS SIS user range error of any satellite will exceed the not-to-exceed (NTE) tolerance 

without an alert received at the user receiver antenna within 300 seconds, must not exceed 1×10-

5 . 171.05.1.3.7.3.1.4.4.2 Probability of a common-cause major service failure condition 

(Pconst).The probability that the BDS OS SIS user range error of two or more satellites will exceed 

the NTE tolerance due to a common fault without an alert received at the user receiver antenna 

within 300 seconds, must not exceed 6×10-5 

 

Compliance note 1.τ For B1I signals, the NTE tolerance is defined to be 4.42 times the upper bound 

of the URA range corresponding to the URA index (URAI) value being broadcast in D1 navigation 

messages, as described in Appendix B, section 3.1.4.1.3.1.2.  

 

Compliance note 2.τ For B1C and B2a signals, the NTE tolerance is defined to be 4.42 times the signal-

in-space accuracy (SISA) value calculated as described in Appendix B, section 3.1.4.2.5. 

 

 Compliance note 3.τ The mapping between BDS B1I SIS status and BDS B1I flags contained in the 

navigation data message is specified in Appendix B, 3.1.4.1.3.1.3. The mapping between BDS B1C 

and B2a SIS status and BDS B1C and B2a flags contained in the navigation data message is specified 

in Appendix B, 3.1.4.1.3.2.7.2. 
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171.05.1. 3.7.3.1.4.5 Continuity. The probability of losing BDS OS SIS availability from a slot of the 

nominal 27-slot constellation due to unscheduled interruption, must not exceed the following 

limits: 

 

 
 

Compliance note.τ Continuity applies under the condition that the satellite is broadcasting a healthy 

indication.  

 

171.05.1.3.7.3.1.4.6 Coverage. BDS OS must cover the surface of the earth up to an altitude of 1 000 

km.  

 

3.7.3.1.4.7 Radio frequency (RF) characteristics  

 

Compliance note.τ Detailed BDS OS signals RF characteristics are specified in Appendix B, 3.1.4.1.1. 

 

171.05.1. 3.7.3.1.4.8 B1I radio frequency (RF) characteristics 

 

171.05.1.3.7.3.1.4.8.1 B1I carrier frequency. Each BDS-3 MEO or IGSO satellite must broadcast a BDS 

B1I OS signal at the carrier frequency of 1 561.098 MHz using code division multiple access 

(CDMA).  

 

171.05.1.3.7.3.1.4.8.2 B1I signal spectrum. The BDS OS B1I signal power must be contained within a 

±2.046 MHz band (1 559.052 ς 1 563.144 MHz) centred on the 1 561.098 MHz frequency.  

 

171.05.1.3.7.3.1.4.8.3 B1I signal polarization. The transmitted B1I RF signal must be right-hand 

circularly polarized.  

 

171.05.1.3.7.3.1.4.8.4 B1I signal power levels  

 

171.05.1.3.7.3.1.4.8.4.1 Each BDS-3 MEO satellite must broadcast a B1I navigation signal with 

sufficient power such that, at all unobstructed locations near the ground from which the satellite 

is observed at an elevation angle of 5 degrees or higher, the level of the received RF signal at the 
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antenna port of a 3 dBi linearly-polarized antenna is within the range of ς163 dBW to ς154.8 dBW 

for all antenna orientations orthogonal to the direction of propagation.  

 

171.05.1.3.7.3.1.4.8.4.2 Each BDS-3 IGSO satellite must broadcast a B1I navigation signal with 

sufficient power such that, at all unobstructed locations near the ground from which the satellite 

is observed at an elevation angle of 5 degrees or higher, the level of the received RF signal at the 

antenna port of a 3 dBi linearly-polarized antenna is within the range of ς163 dBW to ς156.5 dBW 

for all antenna orientations orthogonal to the direction of propagation.  

 

 171.05.1.3.7.3.1.4.8.5 B1I signal modulation. The BDS OS B1I signal must be binary phase shift key 

(BPSK) modulated.  

 

171.05.1.3.7.3.1.4.9 B1C radio frequency (RF) characteristics 

 

171.05.1.3.7.3.1.4.9.1 B1C carrier frequency. Each BDS-3 MEO or IGSO satellite must broadcast a BDS 

OS B1C signal at the carrier frequency of 1 575.42 MHz using CDMA.  

 

171.05.1.3.7.3.1.4.9.2 B1C signal spectrum. The BDS OS signal power on B1C must be contained within 

a 32.736 MHz band centred on the B1C frequency.  

 

171.05.1.3.7.3.1.4.9.3 B1C signal polarization. The transmitted B1C RF signal must be right-hand 

circularly polarized.  

 

171.05.1.3.7.3.1.4.9.4 B1C signal power levels  

 

171.05.1.3.7.3.1.4.9.4.1 Each BDS-3 MEO satellite must broadcast a B1C navigation signal with 

sufficient power such that, at all unobstructed locations near the ground from which the satellite 

is observed at an elevation angle of 5 degrees or higher, the level of the received RF signal at the 

antenna port of a 3 dBi linearly-polarized antenna is within the range of ς159 dBW to ς152.5 dBW 

for all antenna orientations orthogonal to the direction of propagation.  

 

 

171.05.1.3.7.3.1.4.9.4.2 Each BDS-3 IGSO satellite must broadcast a B1C navigation signal with 

sufficient power such that, at all unobstructed locations near the ground from which the satellite 

is observed at an elevation angle of 5 degrees or higher, the level of the received RF signal at the 
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antenna port of a 3 dBi linearly-polarized antenna is within the range of ς161 dBW to ς153.5 dBW 

for all antenna orientations orthogonal to the direction of propagation.  

 

171.05.1.3.7.3.1.4.9.5 B1C signal modulation. The B1C signal must comprise two components, known 

as B1C data component and B1C pilot component. The B1C data component must be sine-phased 

binary offset carrier (BOC) modulated with the Modulo-2 addition of the ranging code and the 

navigation data. The B1C pilot component must be quadrature multiplexed BOC (QMBOC) 

modulated with the ranging code. Ranging codes on B1C data component and B1C pilot 

component must have the same chipping rate of 1.023 megachips per second.  

 

Compliance note.τ Additional information concerning B1C modulation is given in the BeiDou 

Navigation Satellite System Signal In Space Interface Control Document Open Service Signal B1C 

ό±ŜǊǎƛƻƴ мΦлύΣ ŘŀǘŜŘ 5ŜŎŜƳōŜǊ нлмт όƘŜǊŜƛƴŀŦǘŜǊ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ ά.5{ h{ .м/ L/5έύΣ ǎŜŎǘion 4.2.  

 

171.05.1.3.7.3.1.4.10 B2a radio frequency (RF) characteristics  

 

171.05.1.3.7.3.1.4.10.1 B2a carrier frequency. Each BDS-3 MEO and IGSO satellite must broadcast a 

BDS OS B2a signal at the carrier frequency of 1 176.45 MHz using CDMA.  

 

171.05.1.3.7.3.1.4.10.2 B2a signal spectrum. The BDS OS signal power on B2a must be contained 

within a 20.46 MHz band centred on the B2a frequency.  

 

171.05.1.3.7.3.1.4.10.3 B2a signal polarization. The transmitted B2a RF signal must be right-hand 

circularly polarized.  

 

 171.05.1.3.7.3.1.4.10.4 B2a signal power levels 

 

171.05.1. 3.7.3.1.4.10.4.1 Each BDS-3 MEO satellite must broadcast a B2a navigation signal with 

sufficient power such that, at all unobstructed locations near the ground from which the satellite 

is observed at an elevation angle of 5 degrees or higher, the level of the received RF signal at the 

antenna port of a 3 dBi linearly-polarized antenna is within the range of ς156 dBW to ς148.5 dBW 

for all antenna orientations orthogonal to the direction of propagation. 

 

 171.05.1.3.7.3.1.4.10.4.2 Each BDS-3 IGSO satellite must broadcast a B2a navigation signal with 

sufficient power such that, at all unobstructed locations near the ground from which the satellite 

is observed at an elevation angle of 5 degrees or higher, the level of the received RF signal at the 
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antenna port of a 3 dBi linearly-polarized antenna is within the range of ς158 dBW to ς150.5 dBW 

for all antenna orientations orthogonal to the direction of propagation.  

 

171.05.1.3.7.3.1.4.10.5 B2a signal modulation. The B2a signal must comprise two components, known 

as B2a data component and B2a pilot component. The B2a data component must be BPSK 

modulated with the Modulo-2 addition of the ranging code and the navigation data. The B2a pilot 

component must be BPSK modulated with the ranging code. Ranging codes on B2a data 

component and B2a pilot component must have the same chipping rate of 10.23 megachips per 

second.  

 

Compliance note.τ Additional information concerning B2a modulation is given in the BeiDou 

Navigation Satellite System Signal In Space Interface Control Document Open Service Signal B2a 

ό±ŜǊǎƛƻƴ мΦлύΣ ŘŀǘŜŘ 5ŜŎŜƳōŜǊ нлмт όƘŜǊŜƛƴŀŦǘŜǊ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ ά.5{ h{ .нŀ L/5έύΣ ǎŜŎǘion 4.2.  

 

171.05.1.3.7.3.1.4.11 BDS time. BDS time (BDT) must be referenced to UTC as maintained by the 

National Time Service Center (NTSC), Chinese Academy of Sciences.  

 

Compliance note.τ BDT details are specified in Appendix B, section 3.1.4.4. 3.7.3.1.4.12 Coordinate 

system. The BDS coordinate system must be BeiDou Coordinate System (BDCS). Compliance 

note.τ BDCS details are specified in Appendix B, section  

 

171.05.1.3.1.4.5. 3.7.3.1.4.13 Navigation information. The navigation data transmitted by the 

satellites must include the necessary information to determine:  

a) satellite time of transmission;  

b) satellite position;  

c) satellite health;  

d) satellite clock correction;  

e) ionospheric delay effects;  

f) time transfer to UTC; and  

g) constellation status. 

 

171.05.1.3.7.3.2 Reserved  

  

171.05.1.3.7.3.3    Aircraft-based augmentation system (ABAS)  
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171.05.1.3.7.3.3.1    Performance. The ABAS function combined with one or more of the other GNSS elements and 

both a fault free GNSS receiver and fault-free aircraft system used for the ABAS function must 

meet the requirements for accuracy, integrity, continuity and availability as stated in 

171.05.1.3.7.2.4 for the intended operation.  

 

Compliance note: For the GNSS receivers supporting the ABAS function, the requirements to be resistant to 

interference, as specified in 171.01.5.3.7.4, apply.  

 

171.05.1.3.7.3.4    Satellite-based augmentation system (SBAS)  

 Compliance note.τ All SBAS have to fulfil the requirements introduced in this section and in Appendix B, 3.5 

except when a specific condition is mentioned in the requirement such as the provision of 

optional functions. 

 

171.05.1.3.7.3.4.1    Performance. SBAS combined with one or more of the other GNSS elements and a fault-free 

receiver must meet the requirements for system accuracy, integrity, continuity and availability for 

the intended operation as stated in 171.05.1.3.7.2.4, throughout the corresponding service area 

(see 171.05.1.3.7.3.4.3).  

  

Compliance note.τ SBAS complements the core satellite constellation(s) by increasing accuracy, 

integrity, continuity and availability of navigation provided within a service area, typically 

including multiple aerodromes.  

  

171.05.1.3.7.3.4.1.1    SBAS combined with one or more of the other GNSS elements and a fault-free receiver must 

meet the requirements for signal-in-space integrity as stated in 171.05.1.3.7.2.4, throughout the 

SBAS coverage area.  

  

Compliance note.τ For L1 SBAS, message Types 27 or 28 can be used to comply with the integrity 

requirements in the coverage area. Additional guidance on the rationale and interpretation of this 

requirement is provided in Attachment D, 3.3 and 6.2.3.  

  

171.05.1.3.7.3.4.2    Functions. SBAS must perform one or more of the following functions:  

  

a) L1 SBAS ranging: provide an additional ranging signal with an accuracy indicator from an SBAS 

satellite (171.05.1.3.7.3.4.3 and Appendix B, 3.5.7.2);  

  

b) L1 SBAS  GNSS satellite status: determine and transmit the GNSS satellite health status 

(Appendix B, 3.5.7.3);  
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c) L1 SBAS  basic differential correction: provide GNSS satellite ephemeris and clock corrections 

(fast and long-term) to be applied to the L1 pseudo-range measurements from satellites 

(Appendix B, 3.5.7.4);  

  

d) L1 SBAS precise differential correction: determine and transmit L1 the ionospheric corrections 

and associated integrity data (Appendix B, 3.5.7.5) ;  

 

e) dual-frequency, multi-constellation (DFMC) SBAS ranging: provide additional ionosphere-free 

ranging capability using L1 and L5 signals from SBAS satellites (Appendix B, 3.5.14.2); and 

 

f) DFMC SBAS ionosphere-free differential correction: determine and transmit GNSS satellite 

health status, satellite ephemeris and clock corrections to be applied to the ionosphere-free 

pseudo-range measurements from satellites (Appendix B, 3.5.14.3) and associated integrity 

data. 

  

Compliance note 1.τ For single-frequency users, if functions b) and c) are provided, SBAS in 

combination with core satellite constellation(s) can support departure, en-route, terminal and non-

precision approach operations, and if function d) is provided in addition to b) and c), then SBAS 

can also support precision approach operations including Category I.  

 

Compliance note 2.τ For dual-frequency users, if function f) is provided, SBAS in combination 

with core satellite constellation(s) can support departure, en-route, terminal, non-precision 

approach operations and precision approach operations including Category I.  

 

Compliance note 3.τ In order to provide function e), SBAS needs to broadcast an L1 signal that 

meets the requirements for ionosphere-free ranging using L1 and L5 pseudo-range 

measurements.  

 

Compliance note 4.τ The ionospheric corrections are only broadcast on L1. Dual-frequency users 

will use an ionosphere-free pseudo-range measurement and not require ionospheric corrections. 

Ionosphere-free pseudo-range combination for DFMC SBAS is further defined in Appendix B, 

3.5.15.1. 

  

171.05.1.3.7.3.4.2.1    Ranging When SBAS is providing a ranging service, the following Standards 
must apply:  
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171.05.1.3.7.3.4..3.1    Excluding atmospheric effects, the range error for the ranging signal from SBAS satellites 

must not exceed 25 m (82 ft) (95 per cent).  

  

171.05.1.3.7.3.4.3.2    The probability that the SBAS L1 range error exceeds 150 m (490 ft) in any hour must not 

exceed 10ς5.  

  

171.05.1.3.7.3.4.3.3    The probability of unscheduled outages of the ranging function from an SBAS satellite in 

any hour must not exceed 10ς3.  

  

171.05.1.3.7.3.4.3.4    The range rate error must not exceed 2 m (6.6 ft) per second.  

  

171.05.1.3.7.3.4.3.5    The range acceleration error must not exceed 0.019 m (0.06 ft) per second-squared.   

  

171.05.1.3.7.3.4.4    Service area. An SBAS service area for any approved type of operation must be a declared 

area within the SBAS coverage area where SBAS meets the corresponding requirements of 

171.05.1.3.7.2.4.  

  

Compliance note 1.τ An SBAS system can have different service areas corresponding to different 

types of operation (e.g. APV-I, Category I, etc.).  

 

Compliance note 2.τ The coverage area is that area within which the SBAS broadcast can be 

received (i.e. the  union of SBAS satellite footprints).  

  

Compliance note 3.τ SBAS coverage and service areas are discussed in Attachment D, 6.2.  

 

171.05.1.3.7.3.4.4    RF characteristics for the SBAS L1 signal 
  

Compliance note.τ Detailed RF characteristics are specified in Appendix B, 3.5.2 for L1.  

  

171.05.1.3.7.3.4.5.1    L1 Carrier frequency. The carrier frequency must be 1 575.42 MHz.  

  

 

171.05.1.3.7.3.4.5.2    L1 Signal spectrum. At least 95 per cent of the L1 broadcast power must be contained within 

a ±12 MHz band centred on the L1 frequency. The bandwidth of the L1 signal transmitted by an 

SBAS satellite must be at least 2.2 MHz.  

Compliance note.τ The SBAS L1 RF link needs to provide a higher transmission bandwidth to support the SBAS 

ranging accuracy figure in Appendix B, 3.5.15.4.1, for DFMC SBAS ranging service. A higher 
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transmission bandwidth will improve the performance of the L1 SBAS ranging service. See 

Attachment D, 6.4.6. 

  

 171.05.1.3.7.3.4.5.3    L1 SBAS satellite signal power level  
  

171.05.1.3.7.3.4.5.3.1    Each SBAS satellite placed in orbit before 1 January 2014 must broadcast navigation signals 

on L1 with sufficient power such that, at all unobstructed locations near the ground from which 

the satellite is observed at an elevation angle of 5 degrees or higher, the level of the received RF 

signal at the antenna port of a 3 dBi linearly polarized antenna is within the range of ς161 dBW to 

ς153 dBW for all antenna orientations orthogonal to the direction of propagation.  

  

171.05.1.3.7.3.4.5.3.2    Each SBAS satellite broadcasting an SBAS L1 signal placed in orbit after 31 December 

2013 must comply with the following requirements:   

  

a) The satellite must broadcast navigation signals on L1 with sufficient power such that, at all 

unobstructed locations near the ground from which the satellite is observed at or above the 

minimum elevation angle for which a trackable geostationery orbit (GEO) satellite signal needs 

to be provided, the level of the received RF signal at the antenna port of the antenna specified 

in Appendix B, Table B-88A, is at least ς164.0 dBW.  

  

b) The minimum elevation angle used to determine GEO coverage must not be less than 5 degrees 

for a user near the ground.  

  

c) The level of a received SBAS RF signal on L1 at the antenna port of a 0 dBic antenna located 

near the ground must not exceed ς152.5 dBW.  

  

d) The ellipticity of the broadcast L1 signal must be no worse than 2 dB for the angular range of 

±9.1° from boresight.  

  

171.05.1.3.7.3.4.5.4    Polarization. The broadcast signal on L1 must be right-hand circularly polarized.  

  

171.05.1.3.7.3.4.5.5    Modulation. The transmitted sequence on L1 must be the Modulo-2 addition of the 

navigation message at a rate of 500 symbols per second and the 1 023 bit pseudo-random noise 

code. It must then be BPSK-modulated onto the carrier at a rate of 1.023 megachips per second.  

 

171.05.1.3.7.3.4.6 RF characteristics for the SBAS L5 signal 
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 Compliance note.τ Detailed RF characteristics are specified in Appendix B, 3.5.9 for L5.  

 

171.05.1.3.7.3.4.6.1 L5 carrier frequency. The L5 carrier frequency must be 1 176.45 MHz.  

 

171.05.1.3.7.3.4.6.2 L5 signal spectrum. At least 95 per cent of the L5 broadcast power must be contained within 

a bandwidth centred on the L5 frequency and between 20 MHz and 24 MHz.  

 

171.05.1.3.7.3.4.6.3 L5 signal power level. Each SBAS satellite broadcasting an SBAS L5 signal must comply with 

the following additional requirements:  

 

 

a) The satellite must broadcast navigation signals on L5 with sufficient power such that, at all 

unobstructed locations near the ground from which the satellite is observed at or above the 

minimum elevation angle for which a trackable signal needs to be provided, the level of the 

received RF signal at the output of a 3 dBi linearly polarized antenna must be at least ς158 dBW 

for all antenna orientations orthogonal to the direction of propagation.  

 

b) The minimum elevation angle used to determine SBAS satellite coverage must not be less than 5 

degrees for a user near the ground.  

 

c) The level of a received SBAS RF signal on L5 at the output of a 0 dBic right-hand circularly polarized 

antenna located near the ground must not exceed ς150.5 dBW.  

 

d) The ellipticity of the broadcast L5 signal must be no worse than 2 dB for the angular range of ±9.1° 

from boresight.  

 

Compliance note.τ The received signal levels, from a) and c), are measured within a ±10 MHz frequency band 

centred on the L5 frequency.  

 

 

171.05.1.3.7.3.4.6.4 Polarization. The broadcast signal on L5 must be right-hand circularly polarized.  

 

171.05.1.3.7.3.4.6.5 Modulation. The transmitted sequence on L5 in-phase must be the result of the 250-bits of 

the navigation message with forward error correction (FEC) applied for 500 symbols per second 

that is then bi-binary encoded and finally combined with the 10 230 bit pseudo-random noise 

code using Modulo-2 addition. The resulting sequence must then be BPSK-modulated onto the 

carrier at a rate of 10.23 megachips per second.  
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Compliance note.τ Detailed L5 modulation characteristics for L5 are specified in Appendix B, 3.5.9. 125  

 

175.05.1.3.7.3.4.7 Timing 

  

171.05.1.3.7.3.7.1    SBAS network time (SNT) for L1 SBAS. The difference between SNT of the SBAS corrections 

on L1 and GPS time must not exceed 50 nanoseconds.  

 

171.05.1.3.7.3.4.7.2 SBAS network time (SNT) for DFMC SBAS. The difference between SNT of the SBAS 

corrections broadcast on L5 and the reference time of the core constellation designated as 

reference constellation (see the time reference identifier parameter in Appendix B, 3.5.11.4 

broadcast by DFMC SBAS) must not exceed 1 microsecond. 

  

171.05.1.3.7.3.4.8    L1 SBAS  Navigation information. The navigation data transmitted by an SBAS  satellites on L1 

must include the necessary information to support L1 SBAS services to determine:  

  

a) SBAS satellite time of transmission;  

 

b) SBAS satellite position;  

  

c) corrected satellite time for all satellites;  

  

d) corrected satellite position for all satellites;  

  

e) ionospheric propagation delay effects;  

  

f) user position integrity;  

  

g) time transfer to UTC (optional); and  

  

h) service level status.  

  

Compliance note.τ Structure and contents of data are specified in Appendix B, 3.5.3 and 3.5.4, 

respectively.  
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171.05.1.3.7.3.4.9 DFMC SBAS navigation information. The navigation data transmitted by an SBAS satellite on L5 

must include the necessary information to support DFMC SBAS services to determine:  

 

a) SBAS satellite time of transmission;  

b) SBAS satellite position;  

c) corrected satellite time for all monitored satellites;  

d) corrected satellite position for all monitored satellites; e) user position integrity; and f) time transfer to UTC 

(optional).  

 

Compliance note.τ Structure and contents of data are specified in Appendix B, 3.5.10 and 3.5.11, respectively. 

  

171.05.1.3.7.3.5    Ground-based augmentation system (GBAS) and ground-based regional augmentation system 

(GRAS)  

  

Compliance note.τ Except where specifically annotated, GBAS Standards and Recommended 

Practices apply to GBAS and GRAS.  

  

171.05.1.3.7.3.5.1    Performance. GBAS combined with one or more of the other GNSS elements and a fault-free 

GNSS receiver must meet the requirements for system accuracy, continuity, availability and 

integrity for the intended operation as stated in 171.05.1.3.7.2.4 within the service volume for 

the service used to support the operation as defined in 171.05.1.3.7.3.5.3.  

  

Compliance note.τ GBAS is intended to support all types of approach, landing, guided take-off, 

departure and surface operations and may support en-route and terminal operations. GRAS is 

intended to support en-route, terminal, non-precision approach, departure, and approach with 

vertical guidance. The following SARPs are developed to support all categories of precision 

approach, approach with vertical guidance, and a GBAS positioning service.  

  

171.05.1.3.7.3.5.2    Functions. GBAS must perform the following functions:  

  

a) provide locally relevant pseudo-range corrections;  

  

b) provide GBAS-related data;  

  

c) provide final approach segment data when supporting precision approach;  

  

d) provide predicted ranging source availability data; and  
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e) provide integrity monitoring for GNSS ranging sources.  

   

171.05.1.3.7.3.5.3    Service volume  
  

171.05.1.3.7.3.5.3.1    General requirement for approach services. The minimum GBAS approach service volume 

must be as follows, except where topographical features dictate and operational requirements 

permit:  

  

a) laterally, beginning at 140 m (450 ft) each side of the landing threshold point/fictitious 

threshold point (LTP/FTP) and projecting out ±35 degrees either side of the final approach path 

to 28 km (15 NM) and ±10 degrees either side of the final approach path to 37 km (20 NM); 

and  

  

  

b) vertically, within the lateral region, up to the greater of 7 degrees or 1.75 promulgated glide 

path angle (GPA) above the horizontal with an origin at the glide path interception point (GPIP) 

to an upper bound of 3 000 m (10 000 ft) height above threshold (HAT) and 0.45 GPA above 

the horizontal or to such lower angle, down to 0.30 GPA, as required, to safeguard the 

promulgated glide path intercept procedure. The lower bound is half the lowest decision height 

supported or 3.7 m (12 ft), whichever is larger .  

  

Compliance note 1.τ LTP/FTP and GPIP are defined in Appendix B, 3.6.4.5.1.  

  

Compliance note.2 τ Guidance material concerning the approach service volume is provided in 

Attachment D, 7.3.  

  

171.05.1.3.7.3.5.3.2    Approach services supporting autoland and guided take-off. The minimum additional GBAS 

service volume to support approach operations that include automatic landing and roll-out, 

including during guided take-off, must be as follows, except where operational requirements 

permit:  

  

a) Horizontally, within a sector spanning the width of the runway beginning at the stop end of the 

runway and extending parallel with the runway centre line towards the LTP to join the 

minimum service volume as described in 171.05.1.3.7.3.5.3.1.  
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b) Vertically, between two horizontal surfaces one at 3.7 m (12 ft) and the other at 30 m (100 ft) 

above the runway centre line to join the minimum service volume as described in 

171.05.1.3.7.3.5.3.1.  

  

Compliance note.τ Guidance material concerning the approach service volume is provided in 

Attachment D, 7.3.  

  

171.05.1.3.7.3.5.3.3    GBAS positioning service. The service volume for the GBAS positioning service must be 

where the data broadcast can be received and the positioning service meets the requirements of 

3.7.2.4 and supports the corresponding approved operations.  

  

Compliance note.τ Guidance material concerning the positioning service volume is provided in 

Attachment D, 7.3.  

  

171.05.1.3.7.3.5.4    Data broadcast characteristics  
  

Compliance note.τ RF characteristics are specified in Appendix B, 3.6.2.  

  

171.05.1.3.7.3.5.4.1    Carrier frequency. The data broadcast radio frequencies used must be selected from the 

radio frequencies in the band 108 to 117.975 MHz. The lowest assignable frequency must be 

108.025 MHz and the highest assignable frequency must be 117.950 MHz. The separation 

between assignable frequencies (channel spacing) must be 25 kHz.  

  

Compliance note 1.τ Guidance material on VOR/GBAS frequency assignments and geographical 

separation criteria is given in Attachment D, 7.2.1.  

  

Compliance note 2.τ ILS/GBAS geographical separation criteria and geographical separation 

criteria for GBAS and VHF communication services operating in the 118 ς 137 MHz band are under 

development. Until these criteria are defined and included in SARPs, it is intended that frequencies 

in the band 112.050 ς 117.900 MHz will be used.  

  

171.05.1.3.7.3.5.4.2    Access technique. A time division multiple access (TDMA) technique must be used with a 

fixed frame structure. The data broadcast must be assigned one to eight slots.  

  

Compliance note.τ Two slots is the nominal assignment. Some GBAS facilities that use multiple 

VHF data broadcast (VDB) transmit antennas to improve VDB coverage may require assignment 

of more than two time slots. Guidance on the use of multiple antennas is given in Attachment D, 

7.12.4; some GBAS broadcast stations in a GRAS may use one time slot.   
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171.05.1.3.7.3.5.4.3    Modulation. GBAS data must be transmitted as 3-bit symbols, modulating the data 

broadcast carrier by D8PSK, at a rate of 10 500 symbols per second.  

 

 

171.05.1.3.7.3.5.4.4    Data broadcast RF field strength and polarization  
  

Compliance note 1.τ GBAS can provide a VHF data broadcast with either horizontal (GBAS/H) or 

elliptical (GBAS/E) polarization that employs both horizontal polarization (HPOL) and vertical 

polarization (VPOL) components. Aircraft using a VPOL component will not be able to conduct 

operations with GBAS/H equipment. Relevant guidance material is provided in Attachment D, 7.1.  

  

Compliance note 2.τ The minimum and maximum field strengths are consistent with a minimum 

distance of 80 m (263 ft) from the transmitter antenna for a range of 43 km (23 NM).  

  

Compliance note 3.τ When supporting approach services at airports with challenging VDB 

transmitter siting constraints, it is acceptable to adjust the service volume when operational 

requirements permit (as stated in the service volume definition sections 171.05.1.3.7.3.5.3.1 and 

171.05.1.3.7.3.5.3.2). Such adjustments of the service volume may be operationally acceptable 

when they have no impact on the GBAS service outside a radius of 80 m (263 ft) from the VDB 

antenna, assuming a nominal effective isotropically radiated power of 47dBm (Attachment D, 

Table D-3).  

  

171.05.1.3.7.3.5.4.4.1    GBAS/H  
  

171.05.1.3.7.3.5.4.4.1.1    A horizontally polarized signal must be broadcast.  

  

171.05.1.3.7.3.5.4.4.1.2    The effective isotropically radiated power (EIRP) must provide for a horizontally 

polarized signal with a minimum field strength of 215 microvolts per metre (ς99 dBW/m2) and a 

maximum field strength of 0.879 volts per metre (ς27 dBW/m2) within the GBAS service volume 

as specified in 171.05.1.3.7.3.5.3.1. The field strength must be measured as an average over the 

period of the synchronization and ambiguity resolution field of the burst. Within the additional 

GBAS service volume, as specified in 171.05.1.3.7.3.5.3.2, the effective isotropically radiated 

power (EIRP) must provide for a horizontally polarized signal with a minimum field strength of 215 

microvolts per metre (ς99 dBW/m2) below 36 ft and down to 12 ft above the runway surface and 

650 microvolts per metre (ς89.5 dBW/m2) at 36 ft or more above the runway surface.  
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Compliance note.τ Guidance material concerning the approach service volume is provided in 

Attachment D, 7.3.  

 

171.05.1.3.7.3.5.4.4.2    GBAS/E  
  

171.05.1.3.7.3.5.4.4.2.1    Recommendation.τ An elliptically polarized signal should be broadcast whenever 

practical.  

  

171.05.1.3.7.3.5.4.4.2.2    When an elliptically polarized signal is broadcast, the horizontally polarized component 

must meet the requirements in 171.05.1.3.7.3.5.4.4.1.2, and the effective isotropically radiated 

power (EIRP) must provide for a vertically polarized signal with a minimum field strength of 136 

microvolts per metre (ς103 dBW/m2) and a maximum field strength of 0.555 volts per metre (ς31 

dBW/m2) within the GBAS service volume. The field strength must be measured as an average 

over the period of the synchronization and ambiguity resolution field of the burst.  

  

171.05.1.3.7.3.5.4.5    Power transmitted in adjacent channels. The amount of power during transmission under 

all operating conditions when measured over a 25 kHz bandwidth centred on the ith adjacent 

channel must not exceed the values shown in Table 3.7.3.5-1 (located at the end of section 3.7).  

  

171.05.1.3.7.3.5.4.6    Unwanted emissions. Unwanted emissions, including spurious and out-of-band emissions, 

must be compliant with the levels shown in Table 3.7.3.5-2 (located at the end of section 3.7). The 

total power in any VDB harmonic or discrete signal must not be greater than ς53 dBm.  

  

    

171.05.1.3.7.3.5.5    Navigation information. The navigation data transmitted by GBAS must include the following 

information:   

  

a) pseudo-range corrections, reference time and integrity data;  

  

b) GBAS-related data;  

  

c) final approach segment data when supporting precision approach; and  

  

d) predicted ranging source availability data.  

  

Compliance note.τ Structure and contents of data are specified in Appendix B, 3.6.3.  
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171.05.1.3.7.3.6    Aircraft GNSS receiver  
  

171.05.1.3.7.3.6.1 The aircraft GNSS receiver must process the signals of those GNSS elements that it intends to 

use as specified in Appendix B, 3.1.1 (for GPS), Appendix B, 3.1.2 (for GLONASS), 

Appendix B 3.3 (for combined GPS and GLONASS core satellite constellations), Appendix B, 3.4 (for ABAS), 

Appendix B, 3.5 (for SBAS) and Appendix B, 3.6 (for GBAS and GRAS).  

 

  

171.05.1.3.7.4    Resistance to interference  
  

171.05.1.3.7.4.1    GNSS must comply with performance requirements defined in 171.05.1.3.7.2.4 and Appendix 

B, 3.7 in the presence of the interference environment defined in Appendix B, 3.7.  

  

Compliance note.τ  GNSS elements  operating within the frequency bands 1164-1215 MHz and  1 

559 ς 1 610 MHz are classified by the ITU as operating in the  radio navigation satellite service 

(RNSS). Those frequency bands also include global allocations to the  aeronautical radio navigation 

service (ARNS)Φ .ƻǘƘ ŀŜǊƻƴŀǳǘƛŎŀƭ ǳǎŜŘ ƻŦ ǘƘƻǎŜ ǎŜǊǾƛŎŜǎ ŀǊŜ ŎƻƴǎƛŘŜǊŜŘ άǎŀŦŜǘȅ ǎŜǊǾƛŎŜǎέ and are 

afforded special spectrum protection status in the ITU radio regulations. In order to achieve the 

performance objectives for precision approach guidance to be supported by the GNSS and its 

augmentations, RNSS/ARNS is intended to remain the only global allocation in the 1164-1215 MHz 

and  1 559 ς 1 610 MHz band and emissions from systems in this and adjacent frequency bands 

are intended to be tightly controlled by national and/or international regulation.  

  

  

171.05.1.3.7.5    Database  
  

Compliance note.τ SARPs applicable to aeronautical data are provided in NAMCATS  Part 175, 

NAMCATS Part  172, and NAMCATS Part 139.  

  

171.05.1.3.7.5.1    Aircraft GNSS equipment that uses a database must provide a means to:  

  

a) update the electronic navigation database; and  

  

b) determine the Aeronautical Information Regulation and Control (AIRAC) effective dates of the 

aeronautical database.  
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Compliance note.τ Guidance material on the need for a current navigation database in aircraft 

GNSS equipment is provided in Attachment D, 11.  

  

 

  

Table 3.7.2.4-1    Signal-in-space performance requirements 
 

 
NOTES.τ  

1. The 95th percentile values for GNSS position errors are those required for the intended operation at the 

lowest height above threshold (HAT), if applicable. Detailed requirements are specified in Appendix B 

and guidance material is given in Attachment D, 3.2.  

2. The definition of the integrity requirement includes an alert limit against which the requirement can be 

assessed. For Category I precision approach, a vertical alert limit (VAL) greater than 10 m for a specific 

system design may only be used if a system-specific safety analysis has been completed. Further 

guidance on the alert limits is provided in Attachment D, 3.3.6 to 3.3.10. These alert limits are: 
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3. The accuracy and time-to-alert requirements include the nominal performance of a fault-free receiver.  

4. Ranges of values are given for the continuity requirement for en-route, terminal, initial approach, NPA 

and departure operations, as this requirement is dependent upon several factors including the intended 

operation, traffic density, complexity of airspace and availability of alternative navigation aids. The 

lower value given is the minimum requirement for areas with low traffic density and airspace 

complexity. The higher value given is appropriate for areas with high traffic density and airspace 

complexity (see Attachment D, 3.4.2). Continuity requirements for APV and Category I operations apply 

to the average risk (over time) of loss of service, normalized to a 15-second exposure time (see 

Attachment D, 3.4.3).  

5. A range of values is given for the availability requirements as these requirements are dependent upon 

the operational need which is based upon several factors including the frequency of operations, weather 

environments, the size and duration of the outages, availability of alternate navigation aids, radar 

coverage, traffic density and reversionary operational procedures. The lower values given are the 

minimum availabilities for which a system is considered to be practical but are not adequate to replace 

non-GNSS navigation aids. For en-route navigation, the higher values given are adequate for GNSS to be 

the only navigation aid provided in an area. For approach and departure, the higher values given are 

based upon the availability requirements at airports with a large amount of traffic assuming that 

operations to or from multiple runways are affected but reversionary operational procedures ensure 

the safety of the operation (see Attachment D, 3.5).  
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6. A range of values is specified for Category I precision approach. The 4.0 m (13 feet) requirement is based 

upon ILS specifications and represents a conservative derivation from these specifications (see 

Attachment D, 3.2.7).  

7. GNSS performance requirements intended to support Category II and III precision approach operations 

necessitate lower level requirements in the technical appendix (Appendix B, section 3.6) to be applied 

in addition to these signal-in-space requirements (see Attachment D, 7.5.1).  

8. The terms APV-I and APV-II refer to two levels of GNSS approach and landing operations with vertical 

guidance (APV) and these terms are not necessarily intended to be used operationally.  

  

 

  

  

  

Table 3.7.3.5-1.    GBAS broadcast power transmitted in adjacent channels 
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Table 3.7.3.5-2.    GBAS broadcast unwanted emissions 
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171.05.1.3.8    (Reserved)  

  

  

171.05.1.3.9    System characteristics of airborne ADF receiving systems  

  

  

171.05.1.3.9.1    Accuracy of bearing indication  
  

171.05.1.3.9.1.1    The bearing given by the ADF system must not be in error by more than plus or minus 5 degrees 

with a radio signal from any direction having a field strength of 70 microvolts per metre or more 

radiated from an LF/MF NDB or locator operating within the tolerances permitted by this 

NAMCATS  and in the presence also of an unwanted signal from a direction 90 degrees from the 

wanted signal and:  

  

a) on the same frequency and 15 dB weaker; or  

  

b) plus or minus 2 kHz away and 4 dB weaker; or  

  

c) plus or minus 6 kHz or more away and 55 dB stronger.  

  

 Compliance note.τ The above bearing error is exclusive of aircraft magnetic compass error.  

  

  

  

171.05.1.3.10    (Reserved)  
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Appendix B.    Technical Specifications For The Global Navigation Satellite System 

(GNSS)  
 

1.    Definitions  

  

GBAS/E. A ground-based augmentation system transmitting an elliptically-polarized VHF data 

broadcast.  

  

GBAS/H. A ground-based augmentation system transmitting a horizontally-polarized VHF data 

broadcast.  

  

Receiver. A subsystem that receives GNSS signals and includes one or more sensors.  

  

Reserved (bits/words/fields). Bits/words/fields that are not allocated, but which are reserved for 

a particular GNSS application.  

 

Smax. Maximum desired VHF data broadcast signal power at the VHF data broadcast receiver input. 

This power at the receiver input is computed from the maximum RF field strength defined in 

Chapter 3, 171.05.1.3.7.3.5.4.4 for the desired VHF data broadcast signal as received by an ideal 

isotropic antenna minus the minimum aircraft implementation loss. It is used to determine the 

VHF data broadcast interference immunity to adjacent channel signals (171.05.1.3.6.8.2.2.6) and 

to signals from sources outside the 108.000 ς 117.975 MHz band (171.05.1.3.6.8.2.2.8). 

  

Spare (bits/words/fields). Bits/words/fields that are not allocated or reserved, and which are 

available for future allocation.  

  

Compliance note.τ All spare bits are set to zero.  

  

2.    General  

  

Compliance note.τ The following technical specifications supplement the provisions of Chapter 

3, 3.7.  
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3.    GNSS Elements  

 

3.1 Core constellations 

  

3.1.1    Global Positioning System (GPS) Standard Positioning Service (SPS) (L1 and L5)  
 
  

3.1.1.1    Non-Aircraft Elements  
  

3.1.1.1.1    L1 Coarse Acquisition (C/A) Signal Radio Frequency (RF) Characteristics  
  

3.1.1.1.1.1    Carrier phase noise. The carrier phase noise spectral density of the unmodulated L1 carrier must be 

such that a phase locked loop of 10 Hz one-sided noise bandwidth is able to track the carrier to 

an accuracy of 0.1 radian (1 sigma).  

  

3.1.1.1.1.2    Spurious emissions. In-band spurious emissions must be at least 40 dB below the unmodulated L1 

carrier over the allocated channel bandwidth.  

  

3.1.1.1.1.3    Correlation loss. The loss in the recovered signal power due to imperfections in the L1 C/A signal 

modulation and waveform distortion must not exceed +0.6 dB for all GPS-II satellite generations 

and 0.3 dB for all GPS-III satellite generations.  

  

Compliance note.τ The loss in signal power is the difference between the broadcast power in  

allocated bandwidth and the signal power recovered by a noise-free, loss-free receiver with 1-chip 

correlator spacing and  the same bandwidth.  

3.1.1.1.1.4    L1 (C/A) code generation and timing. Each C/A code pattern Gi(t) must be formed by the Modulo-2 

sum of two 1 023-bit linear patterns, G1 and G2i. The G2i sequence must be formed by effectively 

delaying the G2 sequence by an integer number of chips The G1 and G2 sequences must be 

generated by 10-stage shift registers having the following polynomials as referred to in the shift 

register input:  

  

a) G1: X10 + X3 + 1; and  

  

b) G2: X10 + X9 + X8 + X6 + X3 + X2 + 1.  
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The initialization vector for the G1 and G2 sequences must be άммммммммммέΦ ¢ƘŜ Dм ŀƴŘ Dн 

registers must be clocked at a 1.023 MHz rate. Timing relationships related to the C/A code must 

be as shown in Figure B-1.*  

 

Compliance note. τ Additional information on code phase assignments is given in IS-GPS-200K 

 

3.1.1.1.2    L1 data structure. The legacy navigation (LNAV) message must be formatted as shown in Figure B-2. 

Each page, as shown in Figure B-6, mustutilize a basic format of a 1 500-bit-long frame with up to 

5 subframes, each of 300 bits in length. All words must be transmitted most significant bit (MSB) 

first.  

 

Compliance note.τ The bit allocations depicted for subframes 4 and 5 in Figure B-6 apply only to satellites 

broadcasting PRN codes 1 ς 32. See IS-GPS-200K for the bit allocations of subframes 4 and 5 for 

satellites broadcasting PRN codes 33 ς 63. 

 

 

3.1.1.1.2.1    Subframe structure. Each subframe and/or page of a subframe must start with a telemetry (TLM) 

word followed by a handover word (HOW). The HOW must be followed by 8 data words. Each 

word in each frame must contain 6 parity bits. The TLM word and HOW formats must be as shown 

in Figures B-3 and B-4, respectively.  

  

3.1.1.1.2.2    End/start of week. At the end/start of week:  

  

a) the cyclic paging of subframes 1 through 5 must restart with subframe 1 regardless of which 

subframe was last transmitted prior to the end/start of week; and  

  

b) the cycling of 25 pages of subframes 4 and 5 must restart with page 1 of each of the subframes, 

regardless of which page was transmitted prior to the end/start of week. All upload and page 

cutovers must occur on frame boundaries (i.e. Modulo 30 seconds relative to the end/start of 

week).  

  

Compliance note.τ New data in subframes 4 and 5 may start to be transmitted with any of the 

25 pages of these subframes.  
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3.1.1.1.2.3    Data parity. Words 1 through 10 of subframes 1 through 5 must each contain 6 parity bits as their 

least significant bits (LSBs). In addition, two non-information bearing bits must be provided as bits 

23 and 24 of words 2 and 10 for parity computation purposes.  

  

3.1.1.1.2.4    Telemetry (TLM) word. Each TLM word must be 30 bits long, occur every 6 seconds in the data frame 

and be the first word in each subframe. The TLM format must be as shown in Figure B-3. Each 

TLM word must begin with a preamble, followed by 16 reserved bits and 6 parity bits.  

  

3.1.1.1.2.5    Handover word (HOW). The HOW must be 30 bits long and must be the second word in each 

subframe/page, immediately following the TLM word. A HOW must occur every 6 seconds in the 

data frame. The HOW format and content must be as shown in Figure B-4. The full time-of-week 

(TOW) count must consist of the 19 LSBs of the 29-bit Z-count (3.1.1.2.6). The HOW must begin 

with the 17 MSBs of the TOW count. These 17 bits must correspond to the TOW count at the 1.5-

second epoch that occurs at the start (leading edge) of the next following subframe.  

  

3.1.1.1.2.5.1    Bit 18. On satellites designed by configuration code 001, bit 18 must be ŀƴ άŀƭŜǊǘέ ŦƭŀƎΦ ²ƘŜƴ ǘƘƛǎ 

ŦƭŀƎ ƛǎ ǊŀƛǎŜŘ όōƛǘ му ƛǎ ŀ άмέύΣ ƛǘ must indicate to the user that the satellite user range accuracy 

ό¦w!ύ Ƴŀȅ ōŜ ǿƻǊǎŜ ǘƘŀƴ ƛƴŘƛŎŀǘŜŘ ƛƴ ǎǳōŦǊŀƳŜ м ŀƴŘ ǘƘŀǘ ǳǎŜ ƻŦ ǘƘŜ ǎŀǘŜƭƭƛǘŜ ƛǎ ŀǘ ǘƘŜ ǳǎŜǊΩǎ ǊƛǎƪΦ  

 

3.1.1.1.2.5.2    Bit 19. Bit 19 must be reserved.  

3.1.1.1.2.5.3    Bits 20, 21 and 22. Bits 20, 21 and 22 of the HOW must provide the identification (ID) of the subframe 

in which that particular HOW is the second word. The ID code must be as defined below:  

 
  

3.1.1.1.2.6    Satellite Z-count. Each satellite must internally derive a 1.5-second epoch that must contain a 

convenient unit for precisely counting and communicating time. Time stated in this manner must 

be referred to as a Z-count. The Z-count must be provided to the user as a 29-bit binary number 

consisting of two parts as follows.  
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3.1.1.1.2.6.1    Time-of-week (TOW) count. The binary number represented by the 19 LSBs of the Z-count must be 

referred to as the TOW count and is defined as being equal to the number of 1.5-second epochs 

that have occurred since the transition from the previous week. The count must be short-cycled 

such that the range of the TOW count is from 0 to 403 199 1.5-second epochs (equalling one 

week) and must be ǊŜǎŜǘ ǘƻ ȊŜǊƻ ŀǘ ǘƘŜ ŜƴŘ ƻŦ ŜŀŎƘ ǿŜŜƪΦ ¢ƘŜ ¢h² ŎƻǳƴǘΩǎ ȊŜǊƻ ǎǘŀǘŜ must be 

the 1.5-second epoch that is coincident with the start of the present week. A truncated version of 

the TOW count, consisting of its 17 MSBs, must be contained in the HOW of the L1 downlink data 

stream. The relationship between the actual TOW count and its truncated HOW version must be 

as indicated in Figure B-5.  

  

Compliance note.τ The above-mentioned epoch occurs at (approximately) midnight Saturday 

night/Sunday morning, where midnight is defined as 0000 hours on the UTC scale which is 

nominally referenced to the Greenwich Meridian.  

  

3.1.1.1.2.6.2    Week count. The 10 MSBs of the Z-count must be a binary representation of the sequential number 

assigned to the present GPS week (Modulo 1024). The range of this count must be from 0 to 1 

023. Its zero state must be that week which starts with the 1.5-second epoch occurring at 

(approximately) the UTC zero time point (3.1.4). At the expiration of GPS week number 1 023, the 

GPS week number must roll over to zero. The previous 1 024 weeks in conversions from GPS time 

to a calendar date must be accounted for by the user.  

  

3.1.1.1.3   L1 data Content  
  

3.1.1.1.3.1    Subframe 1 τ satellite clock and health data. The content of words 3 through 10 of subframe 1 must 

contain the clock parameters and other data as indicated in Table B-2. The parameters in a data 

set must be valid during the interval of time in which they are transmitted and must remain valid 

for an additional period of time after transmission of the next data set has started.  

  

3.1.1.1.3.1.1    Week number. The 10 MSBs of word 3 must contain the 10 MSBs of the 29-bit Z-count and must 

represent the number of the current GPS week at the start of the data set transmission interval 

ǿƛǘƘ ŀƭƭ ȊŜǊƻǎ ƛƴŘƛŎŀǘƛƴƎ ǿŜŜƪ άȊŜǊƻΦέ ¢ƘŜ Dt{ ǿŜŜƪ ƴǳƳōŜǊ must increment at each end/start of 

week epoch.  

  

3.1.1.1.3.1.2    User range accuracy (URA). Bits 13 through 16 of word 3 must provide a URA index, which prescribes 

the predicted satellite URA as shown in Table B-3. The integrity assured URA (IAURA) must be the 

upper bound URA value corresponding to the URA index, as shown in the last column of Table B-

3. 



 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

156 
 

  

Compliance note 1.τ The URA does not include error estimates due to inaccuracies of the single-

frequency ionospheric delay model.  

  

Compliance note 2.τ The URA is a statistical indicator of the contribution of the apparent clock 

and ephemeris prediction accuracies to the ranging accuracies obtainable with a specific satellite 

based on historical data.  

 

Compliance note 3.τ The nominal URA value for each URA index is also shown in Table B-3. The 

nominal URA is suitable for use as a prediction of the RMS signal-in-space pseudo-range errors for 

accuracy-related purposes. 

 

 
 

Table B-3 User range accuracy 

 

URA 
index 

URA (meters) Nominal URA 
Corresponding 

IAURA 

0 лΦлл ғ ¦w! Җ нΦпл 2 m 2.40 m 

1 нΦпл ғ ¦w! Җ оΦпл 2.8 m 3.40 m 

2 3.40<¦w! Җ пΦур 4 m 4.85 m 

3 пΦур ғ ¦w! Җ сΦур 5.7 m 6.85 m 

4 сΦур ғ ¦w! Җ фΦср 8 m 9.65 m 

5 фΦср ғ ¦w! Җ моΦср 11.3 m 13.65 m 
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6 моΦср ғ ¦w! Җ нпΦлл 16 m 24.00 m 

7 нпΦлл ғ ¦w! Җ пуΦлл 32 m 48.00 m 

8 пуΦлл ғ ¦w! Җ фсΦлл 64 m 96.00 m 

9 фсΦлл ғ ¦w! Җ мфнΦлл 128 m 192.00 m 

10 мфнΦлл ғ ¦w! Җ оупΦлл 256 m 384.00 m 

11 оупΦлл ғ ¦w! Җ тсуΦлл 512 m 768.00 m 

12 тсуΦлл ғ ¦w! Җ м росΦлл 1 024 m 1 536.00 m 

13 1 росΦлл ғ ¦w! Җ о лтнΦлл 2 048 m 3 072.00 m 

14 о лтнΦлл ғ ¦w! Җ с мппΦлл 4 096 m 6 144.00 m 

15 6 144.00 < URA (or no accuracy prediction is 
available - SPS users are advised to use the 

SV at their own risk) 

No accuracy prediction is 
available -SPS users are advised 
to use the SV at their own risk 

N/A 

 

 

3.1.1.1.3.1.3    Health. The transmitting satellite 6-bit health indication must be provided by bits 17 through 22 of 

word 3. The MSB must indicate a summary of the health of the navigation data, where:  

  

a) 0 = all navigation data are valid; and  

  

b) 1 = some of the navigation data are not valid.  

  

The 5 LSBs must indicate the health of the signal components in accordance with Table B-X The 

health indication must be provided relative to the capabilities of each satellite as designated by 

the configuration code provided in page 25 of subframe 4 in. Any satellite that does not have a 

certain capability must be ƛƴŘƛŎŀǘŜŘ ŀǎ άƘŜŀƭǘƘȅέ ƛŦ ǘƘŜ ƭŀŎƪ ƻŦ ǘƘƛǎ ŎŀǇŀōƛƭƛǘȅ ƛǎ ƛƴƘŜǊŜƴǘ ƛƴ ƛǘǎ 

design or it has been configured into a mode which is normal from a receiver standpoint and does 

not require that capability. Additional health data must be given in subframes 4 and 5.  

  

Compliance note.τ The data given in subframe 1 may differ from that shown in subframes 4 

and/or 5 of other satellites since the latter may be updated at a different time.  
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Table B-X.   Codes for health of satellite signal components 

 

 

MSB  LSB Indication 

0 0 0 0 0 ALL SIGNALS OK 
  

1 1 1 0 0 SATELLITE IS TEMPORARILY OUT- do not use this satellite 
during current pass 
  

1 1 1 0 1 SATELLITE WILL BE TEMPORARILY OUT ς use with caution 
  

1 1 1 1 0 ONE OR MORE SIGNALS ARE DEFORMED*, HOWEVER THE 
RELEVANT URA PARAMETERS ARE VALID 
  

1 1 1 1 1 MULTIPLE ANOMALIES PRESENT (other than those anomalies 
or conditions that would result in either of the two satellite 
temporary outages as codified above.) 
  

All other combinations SATELLITE EXPERIENCING CODE MODULATION AND/OR 
SIGNAL POWER LEVEL TRANSMISSION PROBLEMS. The user 
may not be able to acquire the satellite or may experience 
intermittent tracking problems if satellite is acquired. 
  

*Deformed means one or more signals do not meet the requirements in IS-GPS-200K, Section 3. 

 

  

3.1.1.1.3.1.4    Issue of data, clock (IODC). Bits 23 and 24 of word 3 in subframe 1 must be the 2 MSBs of the 10-

bit IODC term. Bits 1 through 8 of word 8 in subframe 1 must contain the 8 LSBs of the IODC. The 

IODC must indicate the issue number of data set. The transmitted IODC must be different from 

any value transmitted by the satellite during the preceding 7 days.  

  

Compliance note.τ The relationship between the IODC and the Issue of Data, Ephemeris (IODE) 

terms is defined in 3.1.1.1.3.2.2.  

  

3.1.1.1.3.1.5    Estimated group delay differential. Bits 17 through 24 of word 7 must contain the correction term, 

TGD, to account for the effect of satellite group delay differential.  

  

Compliance note.τ TGD does not include any C/A to P(Y) code relative group delay error.  
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3.1.1.1.3.1.6    Satellite clock correction parameters. Bits 9 through 24 of word 8, bits 1 through 24 of word 9, and 

bits 1 through 22 of word 10 must contain the parameters needed by the users for apparent 

satellite clock correction (toc, af2, af1 and af0).  

  

3.1.1.1.3.1.7    Reserved data fields. Reserved data fields must be as indicated in Table B-4. All reserved data fields 

must support valid parity within their respective words.  

  

3.1.1.1.3.2    Subframes 2 and 3 τ satellite ephemeris data. Subframes 2 and 3 must contain the ephemeris 

representation of the transmitting satellite.  

  

3.1.1.1.3.2.1    Ephemeris parameters. The ephemeris parameters must be as indicated in Table B-5. For each 

parameter in subframe 2 and 3, the number of bits, the scale factor of the LSB, the range, and the 

units must be as specified in Table B-6.  

  

3.1.1.1.3.2.2    Issue of data, ephemeris (IODE). The IODE must be an 8-bit number equal to the 8 LSBs of the 10-

bit IODC of the same data set. The IODE must be provided in both subframes 2 and 3 for the 

purpose of comparison with the 8 LSBs of the IODC term in subframe 1. Whenever these three 

terms do not match, as a result of a data set cutover, new data must be collected. The transmitted 

IODE must be different from any value transmitted by the satellite during the preceding six hours 

(Compliance note 1). Any change in the subframe 2 and 3 data must be accomplished in concert 

with a change in both IODE words. Change to new data sets must occur only on hour boundaries 

except for the first data set of a new upload. Additionally, the toe value, for at least the first data 

set transmitted by a satellite after an upload, must be different from that transmitted prior to the 

change (Compliance note 2).  
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Table B-6 Empheris parameters 

 

Parameter Number 
of bits** 

Scale factor 
(LSB) 

Effective 
range*** 

Units 

IODE 8 
   

Crs 16* 2ς5 
 

metres 

ɲƴ 16* 2ς 43 
 

semi-circles/second 

M0 32* 2ς 31 
 

semi-circles 

Cuc 16^* 2ς 29 
 

radians 

e 32 2ς 33 0.03 dimensionless 

Cus 16^* 2ς 29 
 

radians 

       Ѝὃ 32 2ς 19 2 530 to 8 192 metres^{1/2} 

toe 16 24 604 784 seconds 

Cic 16* 2ς29 
 

radians 

OMEGA0 32* 2ς 31 
 

semi-circles 

Cis 16* 2ς29 
 

radians 

I0 32* 2ς 31 
 

semi-circles 

Crc 16* 2ς5 
 

metres 

 ̟ 32* 2ς31 
 

semi-circles 

OMEGADOT 24* 2ς 43 -6.33 × 10-7 to 0 semi-circles/second 

iDOT 14* 2ς43 
 

semi-circles/second 
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ϝ      tŀǊŀƳŜǘŜǊǎ ǎƻ ƛƴŘƛŎŀǘŜŘ ŀǊŜ ǘǿƻΩǎ ŎƻƳǇƭŜƳŜƴǘΣ ǿƛǘƘ ǘƘŜ ǎƛƎƴ ōƛǘ όҌ ƻǊ ς) occupying the MSB.  
**    See Figure B-6 for complete bit allocation in subframe.  
*** Unless otherwise indicated in this column, effective range is the maximum range attainable with 
the indicated bit allocation and scale factor. 
 

 

  

Compliance note 1.τ The IODE/IODC terms provide the receiver with a means for detecting any 

changes in the ephemeris/clock representation parameters.  

  

Compliance note 2.τ The first data set may change (3.1.1.1.2.2) at any time during the hour and 

therefore may be transmitted by the satellite for less than 1 hour.  

  

 

3.1.1.1.3.2.3 Curve fit intervals. Bit 17 in word 10 of subframe 2 must be ŀ άŦƛǘ ƛƴǘŜǊǾŀƭέ ŦƭŀƎ ǿƘƛŎƘ ƛƴŘƛŎŀǘŜǎ ǘƘŜ 

curve-fit interval used in determining the ephemeris parameters, as follows: 

 

0 = 4 hours,  

1 = greater than 4 hours. 

 

A fit interval flag of zero (0) must indicate the satellite is undergoing normal operations. A fit interval flag of one 

(1) must indicate the satellite is undergoing short- or long-term extended operations 

3.1.1.1.3.3    Subframes 4 and 5 τ support data. Both subframes 4 and 5 must be subcommutated 25 times each. 

²ƛǘƘ ǘƘŜ ǇƻǎǎƛōƭŜ ŜȄŎŜǇǘƛƻƴ ƻŦ άǊŜǎŜǊǾŜŘέ ǇŀƎŜǎ ŀƴŘ ŜȄǇƭƛŎƛǘ ǊŜǇŜŀǘǎΣ ŜŀŎƘ ǇŀƎŜ must contain 

different data in words 3 through 10. .Subframes 4 and 5 must contain the data listed in Table B-

Y. 

  

Compliance note.τ Subframes 4 and 5 from satellites broadcasting PRN codes 1 ς 32 contain almanac and 

health data for 32 satellites. Subframes 4 and 5 from satellites broadcasting PRN codes 33 ς 63 contain almanac 

and health data for only 31 satellites. See IS-GPS-200K for full details on the content and bit allocations of the 

data in subframes 4 and 5 
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Table B-Y Subframes 4 and 5 data 

Subframe Page(s) Data 

4 1, 6, 11, 16 and 21 Reserved 

 2, 3, 4, 5, 7, 8, 9 and 10* Almanac data 

 12, 19, 20, 22, 23 and 24 Reserved 

 13 NMCT** 

 14 and 15 Reserved for system use 

 17 Special messages** 

 18 Ionospheric and UTC data 

 25 A-S flags/SV configurations and SV health 

5 1 through 24 Almanac data 

 25 SV health 

*   Page 10 of subframe 4 is only sent from satellites broadcasting PRN codes 1 ς 32 (and will contain almanac 

data for PRN 32); it is not used by satellites broadcasting PRN codes 33 ς 63.  

**Page not intended for aviation use. 

 

 

3.1.1.1.4 L5 SIGNAL RADIO FREQUENCY (RF) CHARACTERISTICS 

 

3.1.1.1.4.1 Carrier phase noise. The carrier phase noise spectral density of the unmodulated L5 carrier must be 

such that a phase locked loop of 10 Hz one-sided noise bandwidth can track the carrier to an 

accuracy of 0.1 radians RMS 

 

3.1.1.1.4.2 Spurious emissions. In-band spurious emissions must be at least 40 dB below the unmodulated L5 

carrier over the allocated channel bandwidth. 

 

3.1.1.1.4.3 Correlation loss. The loss in the recovered signal power due to imperfections in the L5 signal 

modulation and waveform distortion must not exceed 0.6 dB 

 

Compliance note.τ The loss in signal power is the difference between the broadcast power in an allocated 

bandwidth and the signal power recovered by a noise-free, loss-free receiver with 1-chip 

correlator spacing and the same bandwidth. 

 

3.1.1.1.4.4 L5 carrier components. L5 must have two carrier components modulated by separate bit trains: the I5-

code and the Q5-code (see Table B-L5-1) 
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3.1.1.1.4.4.1 The I5 and Q5 carriers must be in phase quadrature (within ±100 milliradians) and the Q5 carrier 

must be lagging the I5 carrier by 90 degrees. 

 

Table B-L5-1. Composite L5 transmitted signal phase ** 

 

Nominal Composite L5 signal phase * 
Code state 

I5 Q5 

0° 0 0 

-90 1 0 

+90° 0 1 

180° 1 1 

*    Relative to 0, 0 code state with positive angles leading and negative angles lagging.  

** Based on the composite of two L5 carrier components at the same power. 

 

 

3.1.1.1.4.5 Code generation. The I5 and Q5 code patterns I5i(t) and Q5i(t) must each be formed by the Modulo-2 

sum of two extended bit patterns clocked at a 10.23 MHz rate, XA(t) and XBIi(nIi, t) or XA(t) and 

XBQi(nQi, t), where nIi and nQi are the initial states of XBIi and XBQi for satellite i. 

 

3.1.1.1.4.5.1 The XA code must be ŀ ŎƻŘŜ ƻŦ ƭŜƴƎǘƘ у мфл ǿƛǘƘ ƛƴƛǘƛŀƭ ŎƻƴŘƛǘƛƻƴ ƻŦ ŀƭƭ άƻƴŜǎέ ǘƘŀǘ ƛǎ ǎƘƻǊǘ-cycled 1 

chip before its natural ending and restarted to run over a period of 1 millisecond (synchronized 

with the L1 frequency C/A code) for a total of 10 230 chips. 

 

3.1.1.1.4.5.2 The XBIi and XBQi codes must be codes of length 8 191 with initial conditions that are specified in 

IS-GPS-705F, Tables 3-Ia and Ib. The XBIi and XBQi codes must not be short-cycled and must be 

restarted to run over a period of 1 millisecond for a total of 10 230 chips. 

 

3.1.1.1.4.5.3 The generating polynomials for the XA and XBIi and XBQi codes must be:  

 

a) XA: X13 + X12 + X10 + X9 + 1; and  

 

b) XBIi and XBQi: X13 + X12 +X8 + X7 + X6 + X4 + X3 + X + 1.  

 

Compliance note. τ Additional details on code phase assignments are specified in the GPS Interface 

Specification, IS-GPS-705F. 
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3.1.1.1.4.6 Navigation data modulation. The L5 navigation data (CNAV) bit train must be encoded at a rate of 2 

symbols per bit using a convolution code with a constraint length of 7 to yield 100 symbols per 

second (sps). The 100 sps symbols must then be modulated (Modulo-2 addition) with the 10-bit 

Neuman-IƻŦƳŀƴ ŎƻŘŜ άллллммлмлмέ ŎƭƻŎƪŜŘ ŀǘ м ƪIȊΦ ¢ƘŜ ǊŜǎǳƭǘƛƴƎ ǎȅƳōƻƭ ǎŜǉǳŜƴŎŜ must be 

Modulo-2 added with the I5 PRN code and used to modulate the L5 in-phase carrier.  

 

3.1.1.1.4.7 Signal timing. The XA code must be synchronized with the L1 frequency C/A code. The XBIi and XBQi 

codes must be synchronized with the XA code.  

 

3.1.1.1.4.8 Group delay differential. The absolute value of the mean differential delay between the radiated L1 

and L5 signals must not exceed 30.0 nanoseconds. The total variation about the mean (random 

plus non-random variations) must not exceed 3.0 nanoseconds (95 per cent probability). 

 

 Compliance note.τ Inter-signal corrections (ISCs) are provided in the navigation data, to correct for the bias 

component of the differential delay 

 

3.1.1.1.5 L5 DATA STRUCTURE  

 

3.1.1.1.5.1 Forward error correction. The L5 CNAV bit train must be rate 1/2 convolution encoded with a forward 

error correction (FEC) code of constraint length 7.  

 

3.1.1.1.5.2 Navigation data structure. The L5 CNAV data must be provided in a set of six-second 300-bit long 

messages.  

 

3.1.1.1.5.2.1 Each message must contain a cyclic redundancy check (CRC) parity block of 24 bits protecting the 

entire 300-bit message.  

 

3.1.1.1.5.2.2 Each message must be composed of the following ordered fields: an 8-ōƛǘ ǇǊŜŀƳōƭŜ όάмлллмлммέύΣ 

the 6-bit PRN number of the transmitting satellite, a 6-bit message type ID (range 0 to 63), the 17-bit message 

time-of-week (TOW) count, a 1-bit alert flag (bit 38), the data field (238 bits), and the 24-bit CRC parity block.  

 

3.1.1.1.5.2.3 The TOW count multiplied by 6 must provide the satellite time in seconds at the start of the next 6-

second message.  

 

3.1.1.1.5.2.4 Bit 38 must be ŀƴ άŀƭŜǊǘ ŦƭŀƎέ ǿƘŜǊŜ ǘƘŜ ǾŀƭǳŜ άмέ ƛƴŘƛŎŀǘŜǎ ǘƘŀǘ ǘƘŜ ǎƛƎƴŀƭ ¦w! ŎƻƳǇƻƴŜƴǘǎ Ƴŀȅ ōŜ 

ǿƻǊǎŜ ǘƘŀƴ ƛƴŘƛŎŀǘŜŘ ƛƴ ǘƘŜ ŀǎǎƻŎƛŀǘŜŘ ƳŜǎǎŀƎŜ ǘȅǇŜǎ ŀƴŘ ǘƘŀǘ ǳǎŜ ƻŦ ǘƘŜ ǎƛƎƴŀƭ ƛǎ ŀǘ ǘƘŜ ǳǎŜǊΩǎ ǊƛǎƪΦ  

 

3.1.1.1.6 L5 (CNAV) DATA CONTENT  
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3.1.1.1.6.1 CNAV message types. The CNAV data broadcasted on L5 must contain the message types listed in 

Table B-L5-2.  

 

Compliance note.τSee IS-GPS-705F for details on the content and application of the data contained in each 

message type. 

 

Table B-L5-2. CNAV message types 

 

Message type Content 

0 Default message (empty) 

10 Ephemeris, accuracy, health parameters 

11 Ephemeris, accuracy, health parameters 

30 SV Clock, accuracy, ionosphere, group delay 

31 SV Clock, accuracy, almanac 

32 SV Clock, accuracy, earth orientation parameters 

33 SV Clock, accuracy, UTC parameters 

34 SV Clock, accuracy, differential correction parameters 

35 SV Clock, accuracy, GPS/GNSS time offset 

36 SV Clock, accuracy, text messages 

37 SV Clock, accuracy, midi almanac 

 

 

3.1.1.1.6.2 Message Type 10 must contain the elevation-dependent (ED) component of the user range accuracy 

(URAED) index corresponding to the maximum elevation-dependent error expected for the current ephemeris 

curve fit for the worst-case location within the satellite footprint. 

 

Compliance note.τ At the best location within the satellite footprint (i.e. nominally directly below the satellite 

along its nadir vector), the corresponding URAED is zero (see Table B-L5-3). 

 

3.1.1.1.6.3 Message Types 30 to 37 must contain the non-elevation-dependent (NED) URA component indices: 

URANED0 index, URANED1 index, and URANED2 index, respectively, for the transmitting satellite. 

 

The URANED0 value must be related to the URANED0 index according to Table B-L5-4. 

 

The URANED1 value must be related to the URANED1 index as:   
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ὟὙὃὔὉὈ1 =    

 

where N = 14 + URANED1 index  

 

The URANED2 value must be related to the URANED2 index as:  

 

ὟὙὃὔὉὈ2 =  

 

where N = 28 + URANED2 index  

 

Compliance note.τ URAED, URANED0, URANED1 and URANED2 are used to compute the integrity assured URA 

(IAURA). 

 

 

Table B-L5-3. Elevation-dependent user range accuracy URAED 

URAED index URAED (m) 

15 
6 144.00 < URAED (accuracy 
prediction not available) 

14 3 072.00 < URAED Җ с мппΦлл 

13 1 536.00 < URAED Җ о лтнΦлл 

12 768.00 < URAED Җ м росΦлл 

11 384.00 < URAED  Җ тсуΦлл 

10 192.00 < URAED Җ оупΦлл 

9 96.00 < URAED Җ мфнΦлл 

8 48.00 < URAED  Җ фсΦлл 

7 24.00 < URAED Җ пуΦлл 

6 13.65 URAED Җ нпΦлл 

5 9.65 < URAED Җ моΦср 

4 6.85 < URAED Җ фΦср 

3 4.85 < URAED Җ сΦур 

2 3.40 < URAED Җ пΦур 

1 2.40 < URAED Җ оΦпл 

0 1.70 < URAED Җ нΦпл 

-1 1.20 < URAED Җ мΦтл 

-2 0.85 < URAED Җ мΦнл 

-3 0.60 < URAED Җ лΦур 

-4 0.43 < < URAED Җ лΦсл 
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-5 0.30 < < URAED < URAED Җ лΦпо 

-6 0.21 < < URAED Җ лΦол 

-7 0.15 < < URAED Җ лΦнм 

-8 0.11 << URAED Җ лΦмр 

-9 0.08 < < URAED Җ 0.11 

-10 0.06 < < URAED Җ лΦлу 

-11 0.04 < < URAED Җ лΦлс 

-12 0.03 < < URAED Җ лΦлп 

-13 0.02 < < URAED Җ лΦло 

-14 0.01 < < URAED Җ лΦлн 

-15 <URAED Җ лΦлм 

-16 
Accuracy prediction not 

available 

 

 

Table B-L5-4. Non-elevation-dependent user range accuracy URANED0 

 

URANEDO index URANEDO (m) 

15 
6 144.00 < URANEDO (accuracy 

prediction not available) 

14 3 072.00 < URANEDO Җ с мппΦлл 

13 1 536.00 URANEDO Җ о лтнΦлл 

12 768.00 < URANEDO Җ м росΦлл 

11 384.00 < URANEDO Җ тсуΦлл 

10 192.00 < URANEDO Җ оупΦлл 

9 96.00 < URANEDO Җ мфнΦлл 

8 48.00 < URANEDO Җ фсΦлл 

7 24.00 < URANEDO Җ пуΦлл 

6 13.65 < URANEDO Җ нпΦлл 

5 9.65 < URANEDO Җ моΦср 

4 6.85 < URANEDO Җ фΦср 

3 4.85 < URANEDO ϒ Җ сΦур 

2 3.40 < URANEDO Җ пΦур 

1 2.40 < URANEDO Җ оΦпл 

0 1.70 < URANEDO Җ нΦпл 

-1 1.20 < URANEDO Җ мΦтл 

-2 0.85 < URANEDO Җ мΦнл 

-3 0.60 < URANEDO Җ лΦур 
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-4 0.43 < URANEDO Җ лΦсл 

-5 0.30 < URANEDO Җ лΦпо 

-6 0.21 < URANEDO Җ лΦол 

-7 0.15 < URANEDO Җ лΦнм 

-8 0.11 < URANEDO Җ лΦмр 

-9 0.08 < URANEDO Җ лΦмм 

-10 0.06 < URANEDO Җ лΦлу 

-11 0.04 < URANEDO Җ лΦлс 

-12 0.03 < URANEDO Җ лΦлп 

-13 0.02 < URANEDO Җ лΦло 

-14 0.01 < URANEDO Җ лΦлн 

-15 URANEDO Җ лΦлм 

-16 
Accuracy prediction not 

available 

 

3.1.1.2    Definitions Of Protocols For Data Application  
  

Compliance note.τ This section defines the inter-relationships of the data broadcast message 

parameters. It provides definitions of parameters that are not transmitted, but are used by either 

or both non-aircraft and aircraft elements, and that define terms applied to determine the 

navigation solution and its integrity.  
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3.1.1.2.1 GPS PROTOCOLS FOR SINGLE-FREQUENCY L1 USERS 

 

3.1.1.2.1.1    Parity algorithm. GPS parity algorithms are defined as indicated in Table B-14.  

  

3.1.1.2.1.2    Satellite clock correction parameters. GPS system time t is defined as:  

 t = tsv ς όɲǘǎǾύ[м  

  

where  

  

 

  t =  GPS system time (corrected for beginning and end-of-

week crossovers);  

  tsv =  satellite time at transmission of the message;  

  όɲǘsv)L1 =  the satellite PRN code phase offset;  

  όɲǘsv)L1 =  af0 + af1(t ς toc) + af2(t ς toc)2 + ɲtr ς TGD  

  

  where  
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   af0, af1 and af2 and toc, are contained in subframe 1; and  

   ɲtr =  the relativistic correction term (seconds)  

                  ɲtr =  Fe ҞA sin Ek  

  

   where  

  

  e and A are contained in subframes 2 and 3;  

  Ek is defined in Table B-15; and  

  

 
      where  

  

  µ  =  WGS-84 universal gravitational parameter (3.986005 × 1014 m3/s2)     

c  =  the speed of light in a vacuum (2.99792458 × 108 m/s)  

  

Compliance note.τ The value of t is intended to account for the beginning or end-of-week 

crossovers. That is, if the quantity t-toc is greater than 302 400 seconds, subtract 604 800 seconds 

from t. If the quantity t-toc is less than ς302 400 seconds, add 604 800 seconds to t.  

  

3.1.1.2.1.3    Satellite position. The current satellite position (Xk, Yk, Zk) is defined as shown in Table B-15.  

  

3.1.1.2.1.4    Ionospheric correction. The ionospheric correction (Tiono,L1) is defined as:  
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3.1.1.2.1.4.1    The terms used in computation of ionospheric delay are as follows:  

  

a) Satellite transmitted terms  
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nh  =  the coefficients of a cubic equation representing the amplitude of the vertical delay  

(4 coefficients = 8 bits each) obtained from page 18 of subframe 4 

n̡  =  the coefficients of a cubic equation representing the period of the model (4 

coefficients = 8 bits each) obtained from page 18 of subframe 4 

  

b) Receiver generated terms  

  

E = elevation angle between the user and satellite (semi-circles)  

A  = azimuth angle between the user and satellite, measured clockwise positive from the 

true North (semi-circles)  

u˒  = user geodetic latitude (semi-circles) WGS-84     

u˂  = user geodetic longitude (semi-circles) WGS-84    

GPS time =  receiver computed system time  

  

c) Computed terms  

  

x  = phase (radians)  

F =  obliquity factor (dimensionless)  

t  = local time (seconds)  

m˒ = geomagnetic latitude of the earth projection of the ionospheric intersection point (mean 

ionospheric height assumed 350 km) (semi-circles)  

i˂ = geomagnetic longitude of the earth projection of the ionospheric intersection point (semi-

circles)    

i˒ = geomagnetic latitude of the earth projection of the ionospheric intersection point (semi-

circles)    

 ̞Ґ ŜŀǊǘƘΩǎ ŎŜƴǘǊŀƭ ŀƴƎƭŜ ōŜǘǿŜŜƴ ǳǎŜǊ Ǉƻǎƛǘƛƻƴ ŀƴŘ ŜŀǊǘƘ ǇǊƻƧŜŎǘƛƻƴ ƻŦ ƛƻƴƻǎǇƘŜǊƛŎ 

intersection point (semi-circles)  
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Table B-15.    Elements of coordinate systems 

 
  

3.1.1.2.2 GPS PROTOCOLS FOR SINGLE-FREQUENCY (L5) AND DUAL-FREQUENCY (L1/L5) USERS 

 

3.1.1.2.2.1 Parity algorithm. The CNAV CRC word must be calculated in the forward direction using a seed of 0. 

The sequence of 24 bits (p1, p2,..., p24) must be generated from the sequence of information bits (m1, m2,..., 

m276) using the following generating polynomial: 
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where gi = 1 for 0, 1, 3, 4, 5, 6, 7, 10, 11, 14, 17, 18, 23, 24, and 0 otherwise. 

 

 

Compliance note.τ See IS-GPS-705F for full details on the CNAV parity algorithm. 

 

3.1.1.2.2.2 Satellite clock correction. Section 3.1.1.2.1.2 must apply. 

 

Compliance note.τAdditional terms apply to the satellite clock correction for single-

frequency L5 and dual- frequency L1 and L5 users as shown in 3.1.1.2.2.5. 

 

3.1.1.2.2.3 Satellite position. The current satellite position (Xk, Yk, Zk) must be calculated as 

shown  in Table B-L5-5. 

 

Compliance note.ð The ephemeris parameters: toe, DA, A , Dn0, Dn0, M0-n, en, wn, W0-n, Dɋ , 

i0-n, i0Ȥn, Cis-n, Cic-n, Crs- n, Crc-n, Cus-n, and Cuc-n, are provided in CNAV message Types 10 and 

11. 
 

3.1.1.2.2.4 Integrity assured user range accuracy (IAURA) 
 

3.1.1.2.2.4.1 Composite IAURA. The composite IAURA value must be the RSS of an elevation- 

dependent (ED) component and a non-elevation-dependent (NED) component. 

 

 
 

3.1.1.2.2.4.2 Elevation-dependent (ED) accuracy estimate. An adjusted ED IAURA value (in 

metres) must be computed from the upper bound value of the URAED obtained from message 

Type 10, Table B-L5- 3, and the equation 

 

adjusted IAURAED = URAED (sin(E+90)) 

 

where 

 

E ƛǎ ǘƘŜ ǎŀǘŜƭƭƛǘŜ ŜƭŜǾŀǘƛƻƴ ŀƴƎƭŜ ƛƴ ŘŜƎǊŜŜǎ ό9 җ лύ 

24 

Ὣ(ὢ) =  В ὫὭὢὭ 
Ὥ=0  
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3.1.1.2.2.4.2 Non-elevation-dependent (NED) accuracy estimate. The non-elevation-

dependent IAURA value (in metres) must be computed using the upper bound 

value of URANED0 and the equation: 

 

IAURANED = URANED0 + URANED1×(t ï top + 604,800×(WN ï WNop) 
 

when t ς top + 604,800×(WN ς ²bƻǇύ Җ фоΣслл ǎŜŎƻƴŘǎ 

 

and 

 

 

IAURANED = URANED0 + URANED1×(t ς top + 604,800×(WN ς WNop) 

+ URANED2×(t ς ǘƻǇ Ҍ слпΣуллωό ²b ς WNop) ς 93,600)2 

 

when t ς top + 604,800×(WN ς WNop) > 93,600 seconds 

 

where 

 

               t = GPS system time 

 

WN, WNop, top, URANED0, URANED1, URANED2 are obtained from message Types 10, 30 

to 37, and Table B-L5-4. 

 

 

3.1.1.2.2.5 Estimated L5 group delay differential for single-frequency users. 

 

Compliance note.τ Inter-signal biases for L1/L5 dual-frequency users are corrected via the ionosphere-

free pseudo-range described in 3.1.1.2.2.7. 

 

3.1.1.2.2.5.1 For the single-frequency L5 I5 user, the satellite clock time, corrected for the L1/L5 inter-

signal bias, must be as follows: 

 

ЎὸὛὠ )ὒ5Ὅ5 =  ЎὸὛὠ  ὝὋὈ +  ὍὛὅὒ5Ὅ5 

 

3.1.1.2.2.5.2 For the single-frequency L5 Q5 user, the satellite clock time, corrected for the L1/L5 inter-

signal bias, must be as follows: 
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ЎὸὛὠ )ὒ5ὗ5 =  ЎὸὛὠ  ὝὋὈ +  ὍὛὅὒ5ὗ5 
 

Compliance note.ð TGD, ISCL5I5 and ISCL5Q5 are provided in CNAV message Type 30. 

 

 
3.1.1.2.2.5 Ionospheric correction. For L5, the single-frequency ionospheric correction defined in 
3.1.1.2.1.4 must be ƳǳƭǘƛǇƭƛŜŘ ōȅ ΩмрΣ ό¢ƛƻƴƻΣ[р Ґ Ωмр¢ƛƻƴƻΣ[мύΣ ǿƘŜǊŜ Ωмр Ґ όŦ[мκŦ[рύн Ґ όм 
575.42/1 176.45)2 = (154/115)2 
 
 

3.1.1.2.2.7 L1/L5 ionospheric correction for dual-frequency users. 
 
3.1.1.2.2.7.1 The ionosphere-free pseudo-range for the dual-frequency (L1 C/A and L5 I5) user must 
be as follows: 
 
 

 
 

where 

 

PR              =       pseudo-range corrected for ionospheric effects, 
PRi     = pseudo-range measured on the channel indicated by the 
subscript, ISCi   = inter-signal correction for the channel indicated by the 

subscript,provided in CNAV message Type 30, 

TGD        = L1 P(Y) and L2 P(Y) inter-signal correction, provided in 

CNAV message Type 30, 
c     = speed of light, and 
Ωмр        = (fL1/fL5)2 = (1 575.42/1 176.45)2 = (154/115)2. 

 
3.1.1.2.2.7.2 The ionosphere-free pseudo-range for the dual-frequency (L1 C/A and L5 Q5) user must be 

as follows: 

 

 
 

where 
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PR, PRi, ISCi, TGD, c and Ὓ15 are as defined above. 
 

 

 

Table B-L5-5. Elements of coordinate systems for L5 CNAV data 
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3.1.1.3    Aircraft Elements  
  

3.1.1.3.1     (GPS) Receiver  
  

3.1.3.1.1 Reserved.  

  

3.1.1.3.1.2 Satellite tracking. The receiver must provide the capability to continuously track a minimum of four 

satellites and generate a position solution based upon those measurements.  

  

3.1.1.3.1.3 Doppler shift. The receiver must be able to compensate for dynamic Doppler shift effects on nominal 

SPS signal carrier phase and C/A code measurements. The receiver must compensate for the Doppler shift that 

is unique to the anticipated application.  

  

3.1.1.3.1.4 Resistance to interference. The receiver must meet the requirements for resistance to interference 

as specified in Chapter 3, 3.7.  

  

3.1.1.3.1.5 Application of clock and ephemeris data. The receiver must ensure that it is using the correct 

ephemeris and clock data before providing any position solution. The receiver must monitor the IODC and IODE 

values, and to update ephemeris and clock databased upon a detected change in one or both of these values. 

The SPS receiver must use clock and ephemeris data with corresponding IODC and IODE values for a given 

satellite.  

  

3.1.1.4    Time  
  

GPS time must be referenced to a UTC (as maintained by the U.S. Naval Observatory) zero time-

point defined as midnight on the night of 5 January 1980/morning of 6 January 1980. The largest 

unit used in stating GPS time must be 1 week, defined as 604 800 seconds. The GPS time scale 

must be maintained to be within 1 microsecond of UTC (Modulo 1 second) after correction for 

the integer number of leap seconds difference. The navigation data must contain the requisite 

data for relating GPS time to UTC.  

  

3.1.2    Global navigation satellite system (GLONASS) channel of standard accuracy (CSA) (L1/L3)  
  

Compliance note.τ In this section, the term GLONASS refers to all satellites in the constellation. 

Standards relating only to GLONASS-M satellites are qualified accordingly.  
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3.1.2.1    Non-Aircraft Elements  
  

3.1. 2.1.1    L1OF (L1 OPEN SERVICE FDMA) RF Characteristics  
 

Compliance note.τ Additional information on the L1OF RF characteristics is given in the 
GLONASS Navigational radio signal in bands L1, L2 Interface Control Document (Edition 5.1), dated 2008 
όƘŜǊŜƛƴŀŦǘŜǊ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ άD[hb!{{ C5a! L/5έύΦ 
  

3.1.2.1.1.1    Carrier frequencies. The nominal values of L1 carrier frequencies must be as defined by the following 

expressions:  

  

fk1 = f01 + kɲf1  

  

where  

  

k  = ςтΣ ΧΣ лΣ мΣ ΧΣ с ŀǊŜ ŎŀǊǊƛŜǊ ƴǳƳōŜǊǎ όŦǊŜǉǳŜƴŎȅ ŎƘŀƴƴŜƭǎύ ƻŦ ǘƘŜ ǎƛƎƴŀƭǎ ǘǊŀƴǎƳƛǘǘŜŘ ōȅ 

GLONASS satellites in the L1 sub-band;  

 f01 = 1 602 MHz; and  ɲf1 = 0.5625 MHz.  

  

Carrier frequencies must be coherently derived from a common on-board time/frequency 

standard. The nominal value of frequency, as observed on the ground, must be equal to 5.0 MHz. 

The carrier frequency of a GLONASS satellite must be within ±2 × 10ς11 relative to its nominal value 

fk.  

  

Compliance note 1.τ The nominal values of carrier frequencies for carrier numbers k are given in 

Table B-16.  

  

Compliance note 2.τ For GLONASS-M satellites, the L2 channel of standard accuracy (CSA) 

navigation signals will occupy the 1 242.9375 ς 1 251.6875 MHz ±0.511 MHz bandwidth as defined 

by the following expressions:  

fk2 = f02 + kɲf2,  

  

f02 = 1 246 MHz; ɲf2 = 0.4375 MHz.  

  

For any given value of k the ratio of carrier frequencies of L1 and L2 sub-bands will be equal to:  
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Table B-16.    L1 carrier frequencies 

  

Carrier number  

HAn  

(see 3.2.1.3.4)  

Nominal value of 

frequency in L1 sub-

band (MHz)  

    

06  6 1 605.3750 

05  5 1 604.8125 

4  4 1 604.2500 

3  3 1 603.6875 

2  2 1 603.1250 

1  1 1 602.5625 

0  0 1 602.0000 

ς1  31 1 601.4375 

ς2  30 1 600.8750 

ς3  29 1 600.3125 

ς4  28 1 599.7500 

ς5  27 1 599.1875 

ς6  26 1 598.6250 

ς7  25 1 598.0625 

 

3.1.2.1.1.2    Carrier phase noise. The phase noise spectral density of the unmodulated carrier must be such that 

a phase locked loop of 10 Hz one-sided noise bandwidth provides the accuracy of carrier phase 

tracking not worse than 0.1 radian (1 sigma).  

  

3.1.2.1.1.3    GLONASS pseudo-random code generation. The pseudo-random ranging code must be a 511-bit 

sequence that is sampled at the output of the seventh stage of a 9-stage shift register. The 

initialisation vector to generate this sequence must be άмммммммммέΦ ¢ƘŜ ƎŜƴŜǊŀǘƛƴƎ ǇƻƭȅƴƻƳƛŀƭ 

that corresponds to the 9-stage shift register must be:  

 

G(x) = 1 + x5 + x9.  

  

3.1.2.1.1.4    Spurious emissions. The power of the transmitted RF signal beyond the GLONASS allocated bandwidth 

must not be more than ς40 dB relative to the power of the unmodulated carrier.  
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 Compliance note 1.τ GLONASS satellites launched during 1998 to 2005 and beyond use filters 

limiting out-of-band emissions to the harmful interference limit contained in Recommendation 

ITU-R RA.769 for the 1 660 ς 1 670 MHz band.  

  

Compliance note 2.τ GLONASS satellites launched beyond 2005 use filters limiting out-of-band emissions to the 

harmful interference limit contained in Recommendation ITU-R RA.769 for the 1 610.6 ς 1 613.8 

MHz and 1 660 ς 1 670 MHz bands.  

  

3.1.2.1.1.5    Correlation loss. The loss in the recovered signal power due to imperfections in the signal modulation 

and waveform distortion must not exceed 0.8 dB.  

  

 Compliance note.τ The loss in signal power is the difference between the broadcast power in a 

1.022 MHz bandwidth and the signal power recovered by a noise-free, loss-free receiver with 1-

chip correlator spacing and a 1.022 MHz bandwidth.  

  

3.1.2.1.2    L1OF (L1 OPEN SERVICE FDMA) Data Structure  
 
Compliance note.τ Additional information concerning the data structure is given in the GLONASS FDMA 

ICD 
  

3.1.2.1.2.1    General. The navigation message must be transmitted as a pattern of digital data which are coded by 

Hamming code and transformed into relative code. Structurally, the data pattern must be 

generated as continuously repeating superframes. The superframe must consist of the frames and 

the frames must consist of the strings. The boundaries of strings, frames and superframes of 

navigation messages from different GLONASS satellites must be synchronized within 2 

milliseconds.  

  

3.1.2.1.2.2    Superframe structure. The superframe must have a 2.5-minute duration and must consist of 5 frames. 

Within each superframe a total content of non-immediate information (almanac for 24 GLONASS 

satellites) must be transmitted.  

  

Compliance note.τ Superframe structure with indication of frame numbers in the superframe and 

string numbers in the frames is shown in Figure B-7.  

  

3.1.2.1.2.3    Frame structure. Each frame must have a 30-second duration and must consist of 15 strings. Within 

each frame the total content of immediate information (ephemeris and time parameters) for 

given satellite and a part of nonimmediate information (almanac) must be transmitted. The 
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frames 1 through 4 must contain the part of almanac for 20 satellites (5 satellites per frame) and 

frame 5 must contain the remainder of almanac for 4 satellites. The almanac for one satellite must 

occupy two strings.  

  

  Compliance note.τ Frame structures are shown in Figures B-8 and B-9.  

  

3.1.2.1.2.4    String structure. Each string must have a 2-second duration and must contain binary chips of data 

and time mark. During the last 0.3 second within this 2-second interval (at the end of each string) 

the time mark must be transmitted. The time mark (shortened pseudo-random sequence) must 

consist of 30 chips with a time duration for each chip of 10 milliseconds and having the following 

sequence:  

  

1 1 1 1 1 0 0 0 1 1 0 1 1 1 0 1 0 1 0 0 0 0 1 0 0 1 0 1 1 0.  

 

During the first 1.7 seconds within this 2-second interval (in the beginning of each string) 85 bits 

of data (each data bit of a 20 milliseconds duration) must be transmitted in bi-binary format. The 

numbers of bits in the string must be increased from right to left. Along with information bits (bit 

positions 9 through 84) the check bits of Hamming code (KX) (bit positions 1 through 8) must be 

transmitted. The Hamming code must have a code length of 4. The data of one string must be 

separated from the data of adjacent strings by time mark (MB). The words of the data must be 

registered by MSB ahead. In each string bit position, 85 must be ŀƴ ƛŘƭŜ ŎƘƛǇ όάлέύ ŀƴŘ ōŜ 

transmitted first.  

  

 3.1.2.1.2.4.1    Strings 1 through 4. The information contained in strings 1 through 4 of each frame must 

correspond to the satellite from which it is transmitted. This information must not be changed 

within the superframe.  

  

 3.1.2.1.2.4.2    Strings 5 through 15. Strings 5 through 15 of each frame must contain GLONASS almanac for 4 or 

5 satellites. The information contained in the fifth string must be repeated in each frame of the 

superframe.  

  

  Compliance note.τ String structure is given in Figure B-10.  

  

3.1.2.1.3    L1OF (L1 OPEN SERVICE FDMA) Data Content  
 
Compliance note.τ Additional information concerning the data content is given in the GLONASS FDMA 
ICD. 
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3.1.2.1.3.1    Ephemeris and time parameters. The ephemeris and time parameters must be as follows:  

  

M   =  the string number within the frame;  

     tk    

  

= the time referenced to the beginning of the frame within the current day. It is calculated 

according to the satellite time scale. The integer number of hours elapsed since the 

beginning of the current day is registered in the 5 MSBs. The integer number of minutes 

elapsed since the beginning of the current hour is registered in the next 6 bits. The 

number of 30-second intervals elapsed since the beginning of the current minute is 

registered in the one LSB. The beginning of the day according to the satellite time scale 

coincides with the beginning of the recurrent superframe;  

tb    

  

=  the time interval within the current day according to UTC(SU) + 03 hours 00 min. The 

immediate data transmitted within the frame are referred to the middle of tb. 

Duration of the time interval and therefore the maximum value of tb depends on the 

value of the flag P1;  

nɹ(tb)  =  the relative deviation of predicted carrier frequency value of n-satellite from the 

nominal value at the instant tb, i.e. 

  

 

 

                  

where  

  

   

 

  fn(tb)  

  

   

   

=  the forecast frequency of n-satellite clocks at an instant tb;  

  fHn   

  

   

   

=  the nominal value of frequency of n-satellite clocks;  

  ṉ(tb)  

  

   

   

=  the correction to the n-satellite time tn relative to GLONASS 

time tc at an instant tb,  i.e. ̱n(tb) = tc(tb) ς tn(tb);  

xn(tb), yn(tb), zn(tb)  

  

=  the coordinates of n-satellite in PZ-90 coordinate system at an instant 

tb;  

xn (t b ), yn (t b ), zn (t b )  

  

=  the velocity vector components of n-satellite in PZ-90 coordinate 

system at an instant tb;  

xn (t b ),yn (t b ), zn (t b )  =  the acceleration components of n-satellite in PZ-90 coordinate system 

at an instant tb, which are caused by effect of sun and moon;  
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  En    

  

      =  ŀƴ ƛƴŘƛŎŀǘƛƻƴ ƻŦ ǘƘŜ άŀƎŜέ ƻŦ ǘƘŜ ƛƳƳŜŘƛŀǘŜ ƛƴŦƻǊƳŀǘƛƻƴΣ ƛΦŜΦ ŀ ǘƛƳŜ 

interval elapsed since the instant of its calculation (uploading) until the 

instant tb for n-satellite;  

  Bn    

  

      =  the health flag. Values greater than 3 indicate the fact of malfunction 

of given satellite;  

  P1   

 

      =  a flag indicating the time interval between the current and previous 

value of the tb parameters in minutes as shown:  

 

   

 

 P2   

  

      =  a flag indicating whether the value of tb ƛǎ ƻŘŘ ƻǊ ŜǾŜƴΦ ! ǾŀƭǳŜ ƻŦ άмέ 

indicates a 30-minute interval of service information transmit (tb = 1, 

оΣ р ΧύΣ ŀ ǾŀƭǳŜ ƻŦ άлέ ƛƴŘƛŎŀǘŜǎ ŀ сл-minute interval of service 

information transmit (tb Ґ нΣ сΣ мл ΧύΤ  

  P3   

  

      =  a flag indicating the number of satellites for which an almanac is 

transmitted within a given frame. άмέ ŎƻǊǊŜǎǇƻƴŘǎ ǘƻ р ǎŀǘŜƭƭƛǘŜǎ ŀƴŘ 

άлέ ŎƻǊǊŜǎǇƻƴŘǎ ǘƻ п ǎŀǘŜƭƭƛǘŜǎΤ ŀƴŘ  

  ɲṉ   

  

      =  the time difference between the navigation RF signal transmitted in L2 

sub-band and navigation RF signal transmitted in L1 sub-band by given 

satellite:  

ɲˍƴ Ґ ǘŦн ς tf1  

  

where tf1, tf2 are the equipment delays in L1 and L2 sub-bands respectively, expressed in units of 

time.  

  

3.1.2.1.3.2    Ephemeris and time parameters. The ephemeris and time parameters must be as indicated in Table 

B-17. For the words for which numeric values may be positive or negative, the MSB must be the 

ǎƛƎƴ ōƛǘΦ ¢ƘŜ ŎƘƛǇ άлέ must correspond ǘƻ ǘƘŜ άҌέ ǎƛƎƴ ŀƴŘ ǘƘŜ ŎƘƛǇ άмέ must correspond ǘƻ ǘƘŜ άς

έ ǎƛƎƴΦ  
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3.1.2.1.3.3    Arrangement of the ephemeris and time parameters. Arrangements of the ephemeris and time 

parameters within a frame must be as indicated in Table B-18.  

  

3.1.2.1.3.4    Almanac parameters. The almanac parameters must be as follows:  

  

A  = an index showing relation of this parameter with the almanac;  

  

MA
n   = an index of the modification of nA-ǎŀǘŜƭƭƛǘŜΥ άллέ ƛƴŘƛŎŀǘŜǎ D[hb!{{ ǎŀǘŜƭƭƛǘŜΣ ŀƴŘ άлмέ 

indicates GLONASS-M satellite;  

  

c̱ =  the GLONASS time scale correction to UTC(SU) time. The correction c̱ is given at the instant 

of day NA;  

  

NA  = the calendar day number within the 4-year period beginning since the leap year. The 

correction ̱ c and other almanac data (almanac of orbits and almanac of phases) relate to this 

day number;  

  

nA   = the slot number occupied by n-satellite;  

  

HA
n   = the channel number of a carrier frequency of nA-satellite (Table B-16);  

  

˂An   = the longitude of the first (within the NA-day) ascending node of nA-satellite orbit in PZ-90 

coordinate system;  

  

t˂An   = the time of the first ascending node passage of nA-satellite within NA-day;  

 

Table B-17.    Ephemeris and time parameters 
  

 
m  4  1    dimensionless  

  5  1  0 to 23  hours  

tk  6  1  0 to 59  minutes  

  1  30  0 or 30  seconds  

tb  7  15  15...1 425  minutes  

nɹ(tb)  11  2ς40  ±2ς30  dimensionless  

ṉ(tb)  22  2ς30  ±2ς9  seconds  

xn(tb), yn(tb), zn(tb)   27  2ς11  ±2.7 × 104  km  

Parameter  
Number  
of bits  

Scale factor  
( LSB)  

Effective  
range  Units  
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Ȅɢn (tbύΣ ȅɢn (tbύΣ Ȋɢn (tb)  24  2ς20  ±4.3  km/second  

x¨n (tb), y n̈ (tb), z n̈ (tb)  5  2ς30  ±6.2 × 10ς9  km/second2  

En  5  1  0 to 31  days  

Bn  3  1  0 to 7  dimensionless  

P1  

P2  

P3  

ɲṉ  

2  

1  

1  

5  

 

1  

1  

2ς30  

as detailed in 3.2.1.3.1  

0; 1  

0; 1  

±13.97 × 10ς9  

  
dimensionless 

dimensionless 

seconds  

 

  

  

 
   

ɲƛ!ƴ   

  

=  the correction to the mean value of inclination of nA-satellite at instant of t˂ A
n 

(mean value of inclination is equal to 63 degrees);  

ɲ¢!ƴ  

  

=  the correction to the mean value of Draconian period of the nA-satellite at the instant 

of t˂An (mean value of Draconian period T is equal to 43 200 seconds);  
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ɲ¢ɢ A
n  

  

=  the rate of change of Draconian period of nA-satellite;  

ʶ!ƴ   

  

=  the eccentricity of nA-satellite at instant of t˂An;  

˖!ƴ   

  

=  the argument of perigee of nA-satellite at the instant of t˂An;  

ˍ!ƴ   

  

=  the coarse value of nA-satellite time correction to GLONASS time at instant of tA˂n;  

CAn   =  ŀ ƎŜƴŜǊŀƭƛȊŜŘ άǳƴƘŜŀƭǘƘȅ ŦƭŀƎέ ƻŦ ƴA-satellite at instant of almanac upload almanac 

of orbits and phases. When Cn = 0, this indicates that n-satellite is non-operational. 

When Cn = 1, this indicates that n-satellite is operational.  

  

3.1.2.1.3.5    Partition and coding of almanac parameters. The GLONASS almanac, transmitted within the 

superframe, must be partitioned over the superframe, as indicated in Table B-19. The numeric 

values of almanac parameters must be positive or negative. The MSB must be the sign bit, the 

ŎƘƛǇ άлέ must correspond ǘƻ ǘƘŜ άҌέ ǎƛƎƴΣ ŀƴŘ ǘƘŜ ŎƘƛǇ άмέ must correspond ǘƻ ǘƘŜ άςέ ǎƛƎƴΦ ¢ƘŜ 

almanac parameters must be coded as indicated in Table B-20.  

  

3.1.2.1.3.6    Arrangement of the almanac parameters. Arrangement of the almanac words within the frame must 

be as indicated in Table B-21.  

  

  

3.2.1.4    Content And Structure Of Additional Data Transmitted By Glonass-M Satellites IN L1OF (L1 
OPEN SERVICE FDMA) 
 
Compliance note.τ Additional information concerning the data content and structure is given in the 
GLONASS FDMA ICD. 
  

3.1.2.1.4.1    Letter designation of additional data. In addition to the GLONASS data, GLONASS-M satellites must 

transmit the following additional data as indicated in Table B-17A:  

  

n  τ an index of the satellite transmitting the given navigation signal: it corresponds to a slot 

number within GLONASS constellation;  

  

ln  τ health flag for n-ǘƘ ǎŀǘŜƭƭƛǘŜΥ άлέ ƛƴŘƛŎŀǘŜǎ ǘƘŜ ƴ-ǘƘ ǎŀǘŜƭƭƛǘŜ ƛǎ ƘŜŀƭǘƘȅΣ άмέ ƛƴŘƛŎŀǘŜǎ ǘƘŜ 

malfunction of the n-th satellite;  
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B1 τ coefficient to determine ɲUT1: it is equal to the difference between UT1 and UTC at the 

beginning of the day (NA), expressed in seconds;  

  

B2 τ coefficient to determine ɲUT1: it is equal to the daily change of the difference ɲUT1 

(expressed in seconds for a mean sun day).  

  

These coefficients must be used to transform between UTC(SU) and UT1:  

  

ɲUT1= UTC(SU) ς UT1,  

  

where  

  

UT1 τ Universal Time referenced to the Mean Greenwich Meridian (taking account of Pole 

motion),  

  

UTC(SU) τ Coordinated Universal Time of the Russian Federation State Standard,  

  

ɲUT1= B1 + B2 × (NT ς NA),  

KP τ notification of a forthcoming leap second correction of UTC (±1 s) as shown:   

  

 
 

Compliance note.τ GLONASS system timescale correction is usually performed once a year at 

midnight 00 hours 00 minutes 00 seconds in accordance with the early notification of the 

International Time Bureau (BIH/BIPM) at the end of a quarter:  

  

  from 31 December to 1 January τ first quarter,  

 from 31 March to 1 April τ second quarter,  

 from 30 June to 1 July τ third quarter,    

            from 30 September to 1 October τ fourth quarter.  
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NT τ current date, calendar number of the day within the four-year interval starting from 1 

January in a leap year;   

  

Compliance note.τ An example of NT transformation into the common form of current data 

information (dd/mm/yy) is presented in Attachment D, 4.1.2.7.1.  

  

N4 τ four-year interval number starting from 1996;  

FT τ a parameter that provides the predicted satellite user range accuracy at time tb. Coding is as 

indicated in Table B-17B;  

  

M τ type of satellite transmitting the navigation signal. 00 refers to a GLONASS satellite; 01 refers 

to a GLONASS-M satellite;  

  

P4 τ ŦƭŀƎ ǘƻ ǎƘƻǿ ǘƘŀǘ ǳǇŘŀǘŜŘ ŜǇƘŜƳŜǊƛǎ ǇŀǊŀƳŜǘŜǊǎ ŀǊŜ ǇǊŜǎŜƴǘΦ άмέ ƛƴŘƛŎŀǘŜǎ ǘƘŀǘ ŀƴ ǳǇŘŀǘŜŘ 

ephemeris or frequency/time parameters have been uploaded by the control segment;  

  

Compliance note.τ Updated ephemeris or frequency/time information is transmitted in the next 

interval after the end of the current interval tb.  

  

P  τ technological parameter of control segment indicating the satellite operation mode in 

respect of time parameters:  

  

00 τ ̱ c parameter relayed from control segment, ̱GPS parameter relayed from control segment;  

  

01 τ c̱ parameter relayed from control segment, ̱GPS parameter calculated on-board the 

GLONASS-M satellite;  

  

10 τ c̱ parameter calculated on-board the GLONASS-M satellite; ̱ GPS parameter relayed from 

control segment;  

  

11 τ c̱ parameter calculated on-board the GLONASS-M satellite; ̱ GPS parameter calculated on-

board the GLONASS-M satellite;  

  

G̱PS τ correction to GPS time relative to GLONASS time:  

  

  TGPS ς TGL = ɲT + ̱GPS, where  
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ɲT is the integer part, and ̱GPS is the fractional part of the difference between the system 

timescales expressed in seconds.   

  

Compliance note.τ The integer part ɲT is determined from the GPS navigation message by the 

user receiver.  

MA
n τ type of satellite nAΥ ŎƻŘƛƴƎ άллέ ƛƴŘƛŎŀǘŜǎ ŀ D[hb!{{ ǎŀǘŜƭƭƛǘŜΣ ŎƻŘƛƴƎ άлмέ ƛƴŘƛŎŀǘŜǎ ŀ 

GLONASS-M satellite.  

  

3.1.2.1.4.2    Additional data parameters. Additional data parameters are defined in Tables B-17A to B-18A.  

  

3.1.2.1.4.3    Location of additional data words within GLONASS-M navigation message. The required location of 

additional data words within the GLONASS-M navigation message is defined in Table B-18A.  
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Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

192 
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3.1.2.1.5 L1OC, L3OC RF CHARACTERISTICS 

 

Compliance note.τ Additional information concerning the RF characteristics is given in the GLONASS CDMA ICD 

DŜƴŜǊŀƭ 5ŜǎŎǊƛǇǘƛƻƴ ƻŦ /5a! {ƛƎƴŀƭ {ȅǎǘŜƳΣ 9Řƛǘƛƻƴ мΦлΣ ŘŀǘŜŘ нлмс όƘŜǊŜƛƴŀŦǘŜǊ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ άD[hb!{{ /5a! 

L/5 DŜƴŜǊŀƭ 5ŜǎŎǊƛǇǘƛƻƴέύΤ ƛƴ ǘƘŜ D[hb!{{ /5a! L/5 [м band; and in the GLONASS CDMA ICD L3 band.  

 

3.1.2.1.5.1 The L1OC signal must contain L1OCd data and L1OCp pilot components of equal power levels. These 

components must be obtained by chip-by-chip time-division multiplexing of two pseudo random noise sequences. 

The L1OC signal must be in phase quadrature with the L1SC signal. L1OC leads L1SC by p/2 radians as shown in 

Figure B-7A.  

 

Compliance note.τ The L1SC signal is a CDMA secured service navigation signal in the L1 frequency band and is 

not used in aviation. 
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 3.1.2.1.5.2 The L3OC signal must contain L3OCd data and L3OCp pilot components of equal power levels. These 

components must occupy phase quadratures I and Q, respectively. L3OCd leads L3OCp by /̄2 radians as shown in 

Figure B-7A.  

 

3.1.2.1.5.3 Carrier phase noise. The phase noise spectral density of the unmodulated carrier must be such that a 

phase locked loop of 10 Hz one-sided noise bandwidth must be able to track the carrier to accuracy no worse than 

0.01 radians rms.  

 

3.1.2.1.5.4 Spurious emissions. The power of the transmitted RF signal beyond the GLONASS allocated bandwidth 

must not be more than ς40 dB relative to the power of the unmodulated carrier.  

 

Compliance note 1.τ The GLONASS allocated bandwidths are L1 (1 592.9 ς 1 610 MHz), L2 (1 237.8 ς 1 256.8 MHz) 

and L3 (1 190.35 ς 1 212.23 MHz).  

 

Compliance note 2.τ GLONASS satellites use filters limiting out-of-band emissions to the harmful interference 

limit contained in Recommendation ITU-R RA.769 for the 1 610.6 ς 1 613.8 MHz and 1 660 ς 1 670 MHz bands.  

 

 3.1.2.1.5.5 Correlation loss. The loss in the recovered signal power due to imperfections in the signal modulation 

and waveform distortion must not exceed 0.6 dB.  

 

Compliance note.τ The loss in signal power is the difference between the broadcast power in the specified 

bandwidth and the signal power recovered by a noise-free, loss-free receiver with 1-chip correlator spacing and 

an RF front-end with the same bandwidth. 

 

 3.1.2.1.6 L1OC, L3OC DATA STRUCTURE  

 

Compliance note.τ Additional information concerning the data structure is given in the GLONASS CDMA ICD 

General Description; in the GLONASS CDMA ICD L1 band; and in the GLONASS CDMA ICD L3 band.  

 

3.1.2.1.6.1 General. The GLONASS CDMA navigation message must be transmitted as a variable sequence of 

strings. Strings must comprise service and data fields (separate bits or groups of bits containing specific 

parameters).  

 

Compliance note.τ A pseudoframe is a set of strings of immediate and non-immediate data starting with the three 

strings of ephemeris and clock data (immediate data). The remaining strings of a pseudoframe contain 

nonimmediate data.  
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3.1.2.1.6.2 Service fields. The structure of a service section must be the same for each type of signal and include 

preamble, type of the string, time of the beginning of the string (TS), satellite ID number, signal parameters and 

cyclic redundancy check (CRC) bits to check the integrity of the string data.  

 

3.1.2.1.6.3 Data fields. The structure of data fields must depend on the string type. Each type of string must contain 

a complete individual block of data with the exception of orbit and clock data, which occupies three types of strings 

and must be transmitted as a continuous packet.  

 

Compliance note.τ The message design may evolve together with future evolutions of GLONASS. This evolution 

may involve the inclusion of additional new string types, which can either contain new data types or modify the 

existing string types.  

3.1.2.1.6.4 L1OC message characteristics 

 

 3.1.2.1.6.4.1 The L1OCd navigation message must be transmitted at 125 bits/s. The message must consist of 250-

bit strings of 2-second duration as well as of 125- and 375-bit anomalous strings of 1- and 3-second duration, 

respectively.  

 

3.1.2.1.6.4.2 L1OCd nominal string structure. Each L1OCd nominal string must consist of 50-bit service fields, a 

184-bit data field and a 16-bit CRC service field as shown in Figure B-7B. Transmission of a string must start with 

bit 1 (the first bit of the preamble and end with bit 250 (last bit of CRC)).  

 

3.1.2.1.6.4.3 L1OCd service fields must be as shown in Table B-19A 
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Table B-19A. Parameters of L1OCd service fields 

 

 
 

3.1.2.1.6.4.4 L1OCd anomalous strings. 

 

 Anomalous strings must be indicated by string Types 1 and 2. Strings of Type 1 must be used to indicate the leap 

ǎŜŎƻƴŘ ŎƻǊǊŜŎǘƛƻƴǎ ƻŦ [мh/Ř ǎƛƎƴŀƭ ǘƛƳŜ ǿƘŜƴ ŀ ŘŀȅΩǎ ƭŜƴƎǘƘ ƛǎ ǊŜŘǳŎŜŘ ōȅ м ǎΦ {ǘǊƛƴƎǎ ƻŦ ¢ȅǇŜ м must consist of 

50-bit service fields, a 59-bit data field and a 16-bit CRC service field as shown in Figure B-7C. Strings of Type 2 

must be ǳǎŜŘ ǘƻ ƛƴŘƛŎŀǘŜ ǘƘŜ ƭŜŀǇ ǎŜŎƻƴŘ ŎƻǊǊŜŎǘƛƻƴǎ ƻŦ [мh/Ř ǎƛƎƴŀƭ ǘƛƳŜ ǿƘŜƴ ŀ ŘŀȅΩǎ ƭŜƴƎǘƘ ƛǎ ƛƴŎǊŜŀǎŜŘ ōȅ м ǎΦ 

Strings of Type 2 must consist of 50-bit service fields, a 301-bit data field and a 24-bit CRC service field as shown in 

Figure B-7D.  
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3.1.2.1.6.4.5 L1OCd nominal strings CRC. The CRC (250,234) generator polynomial must have the following form: 

 

g( X ) = 1+ X + X 5 + X 6 + X 8 + X 9 + X10 + X11 + X13 + X14 + X16 . 

 

 

A 234-bit data block must be ŘŜƭƛǾŜǊŜŘ ǘƻ ǘƘŜ ŜƴŎƻŘŜǊΩǎ ƛƴǇǳǘ όǎǘŀǊǘƛƴƎ ǿƛǘƘ ǘƘŜ мǎǘ ōƛǘ ƻŦ ǘƘŜ ǇǊŜŀƳōƭŜ ŀƴŘ 

ŜƴŘƛƴƎ ǿƛǘƘ ǘƘŜ мупǘƘ ōƛǘ ƻŦ ǘƘŜ Řŀǘŀ ŦƛŜƭŘύΦ !ǘ ǘƘŜ ŜƴŎƻŘŜǊΩǎ ƻǳǘǇǳǘΣ ŀ нрл-bit encoded block must be 

generated by adding 16 check bits.  

 

3.1.2.1.6.4.6 L1OCd anomalous string Type 1 CRC. CRC (125,109) must be used in L1OCd Type 1 strings. It must be 

generated similarly to code (250,234) except for the number of bits delivered to the input (109 instead of 234).  

 

3.1.2.1.6.4.7 L1OCd anomalous strings Type 2 CRC. CRC (375,351) must be used in L1OCd Type 2 strings. The CRC 

(375,351) generator polynomial must have the following form:  

 

g( X ) = 1+ X + X 3 + X 4 + X 5 + X 6 + X 7 + X10 + X11 + X14 + X17 + X18 + X 23 + X 24 . 

 
 

A 351-bit data block must be ŘŜƭƛǾŜǊŜŘ ǘƻ ǘƘŜ ŜƴŎƻŘŜǊΩǎ ƛƴǇǳǘ όǎǘŀǊǘƛƴƎ ǿƛǘƘ ǘƘŜ мǎǘ ōƛǘ ƻŦ ǘƘŜ ǇǊŜŀƳōƭŜ ŀƴŘ ŜƴŘƛƴƎ 

ǿƛǘƘ ǘƘŜ олмǎǘ ōƛǘ ƻŦ ǘƘŜ Řŀǘŀ ŦƛŜƭŘύΦ !ǘ ǘƘŜ ŜƴŎƻŘŜǊΩǎ ƻǳǘǇǳǘΣ ŀ отр-bit encoded block must be generated by 

adding 24 check bits.  

 

3.1.2.1.6.5 L3OC message characteristics  

 

3.1.2.1.6.5.1 The L3OCd navigation message must be transmitted at 100 bits/s. The message must consist of 300-

bit strings of 3-second duration as well as of 200- and 400-bit anomalous strings of 2- and 4-second duration, 

respectively.  

 

3.1.2.1.6.5.2 L3OCd strings structure. Each L3OCd nominal string must consist of 57-bit service fields, a 219-bit long 

data field and 24-bit long CRC service field, as shown in Figure B-8A. Transmission of a string must start with 

bit 1 (the first bit of the preamble) and end with bit 300 (the last bit of CRC).   
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3.1.2.1.6.5.3 L3OCd service fields must be as shown in Table B-19B. 

 

Table B-19B. Parameters of L3OCd service fields 
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3.1.2.1.6.5.4 L3OCd anomalous strings. Anomalous strings must be indicated by strings Types 1 and 2. Strings of 

Type 1 must be ǳǎŜŘ ǘƻ ƛƴŘƛŎŀǘŜ ǘƘŜ ƭŜŀǇ ǎŜŎƻƴŘ ŎƻǊǊŜŎǘƛƻƴǎ ƻŦ [оh/Ř ǎƛƎƴŀƭ ǘƛƳŜ ǿƘŜƴ ŀ ŘŀȅΩǎ ƭŜƴƎǘƘ ƛǎ ǊŜŘǳŎŜŘ 

by 1 s. Strings of Type 1 must consist of 57-bit service fields, a 119-bit data field and a 24-bit CRC service field, as 

shown in Figure B-8B. Strings of Type 2 must be used to indicate the leap second corrections of L3OCd signal time 

ǿƘŜƴ ŀ ŘŀȅΩǎ ƭŜƴƎǘƘ ƛǎ ƛƴŎǊŜŀǎŜŘ ōȅ м ǎΦ {ǘǊƛƴƎǎ ƻŦ ¢ype 2 must consist of 57+20-bit service fields, a 299-bit data 

field and a 24-bit CRC service field as shown in Figure B-8C.  

 

3.1.2.1.6.5.5 L3OCd nominal strings CRC. The CRC (300,276) generator polynomial must have the following form:  

 

g( X ) = 1+ X + X 3 + X 4 + X 5 + X 6 + X 7 + X10 + X11 + X14 + X17 + X18 + X 23 + X 24 . 

 

A 276-bit data block must be ŘŜƭƛǾŜǊŜŘ ǘƻ ǘƘŜ ŜƴŎƻŘŜǊΩǎ ƛƴǇǳǘ όǎǘŀǊǘƛƴƎ ǿƛǘƘ ǘƘŜ мǎǘ ōƛǘ ƻŦ ǘƘŜ ǇǊŜŀƳōƭŜ ŀƴŘ ŜƴŘƛƴƎ 

ǿƛǘƘ ǘƘŜ нмфǘƘ ōƛǘ ƻŦ ǘƘŜ Řŀǘŀ ŦƛŜƭŘύΦ !ǘ ǘƘŜ ŜƴŎƻŘŜǊΩǎ ƻǳǘǇǳǘΣ ŀ олл-bit encoded block must be generated by adding 

24 check bits.  

 

3.1.2.1.6.5.6 L3OCd anomalous string Type 1 CRC. CRC (200,176) must be used in L3OCd Type 1 strings. It must be 

generated similarly to code (300,276) except for the number of bits delivered to the input (176 instead of 276).  

 

3.1.2.1.6.5.7 L3OCd anomalous string Type 2 CRC. CRC (400,376) must be used in L3OCd Type 2 strings. It must be 

generated similarly to code (300,276) except for the number of bits delivered to the input (376 instead of 276).  

 

3.1.2.1.7 L1OC, L3OC DATA CONTENT  

 

Compliance note.τ Additional information concerning the data content is given in the GLONASS CDMA ICD 

General Description; in the GLONASS CDMA ICD L1 band; and in the GLONASS CDMA ICD L3 band.  

 

3.1.2.1.7.1 L1OCd navigation messages must contain the data in accordance with the list of string types shown in 

Table B-20A.  

 

Compliance note.τ Additional information concerning the data content of the L1OCd service and data fields is 

given in the GLONASS CDMA ICD L1 band. 
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Table B-20A. Types of L1OCd strings and their content 

 

 
 

3.1.2.1.7.2 L3OCd navigation messages must contain the data in accordance with the list of string types shown in 

Table B-20B.  

 

Compliance note.τ Additional information concerning the data content of the L3OCd service and data fields is 

given in the GLONASS CDMA ICD L3 band 

 

Table B-20B. Types of L3OCd strings and their content 
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3.1.2.1.7.3 Accuracy factor fields FE, FT. Fields FE and FT must contain equivalent pseudo-range errors (̀) related 

to the ephemeris and clock of transmitting satellite. Table B-21C shows values of FE and FT and the corresponding 

errors. 

 

Table B-21C. Ephemeris and time accuracy factors 

 

 
 

3.1.2.1.7.4 The maximum interval of updating immediate data (string Types 10, 11 and 12) must be 30 minutes. 

Considering that various types of non-immediate data are updated at various intervals, the maximum update 

interval for all non-immediate data must be 48 hours.  

Compliance note.τ Long-term dynamic model parameters enable the usage of immediate data to propagate the 

orbit for a 4-hour interval. 

3.1.2.2    Definitions Of Protocols For Data Application  
  

Compliance note.τ This section defines the inter-relationships of the data broadcast message 

parameters. It provides definitions of parameters that are not transmitted, but are used by either 

or both non-aircraft and aircraft elements, and that define terms applied to determine the 

navigation solution and its integrity.     
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3.1.2.2.1    Parity checking algorithm for data verification. The algorithm shown in Table B-22 and as detailed below 

is used to detect and correct an error of 1 bit within the string and to detect an error of 2 or more 

bits within a string.  

  

3.1.2.2.1.1    Each string includes the 85 data bits where the 77 MSBs are data chips (b85, b84Σ ΧΣ ō10, b9), and the 8 

LSBs are the check bits of Hamming code length of 4 (8̡, ̡  7Σ ΧΣ  ̡2, ̡  1).  
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3.1.2.2.1.2    To correct 1-bit errors within the string the following checksums are generated: (c1, c2Σ ΧΣ Ŏ7), and to 

detect 2-bit errors (or more-even-number-of-bits errors) a checksum cʅ is generated, as shown in 

Table B-22. The following is used for correcting single errors and detecting multiple errors:  

 

a) A string is considered correct if all checksums (c1, ..., c7, and cʅύ ŀǊŜ Ŝǉǳŀƭ ǘƻ άлέΣ ƻǊ ƛŦ ƻƴƭȅ ƻƴŜ 

of the checksums (c1, ..., c7ύ ƛǎ Ŝǉǳŀƭ ǘƻ άмέ ŀƴŘ Ŏʅ ƛǎ Ŝǉǳŀƭ ǘƻ άмέΦ  

  

b) If two or more of the checksums (c1, ..., c7ύ ŀǊŜ Ŝǉǳŀƭ ǘƻ άмέ ŀƴŘ Ŏʅ ƛǎ Ŝǉǳŀƭ ǘƻ άмέΣ ǘƘŜƴ ŎƘŀǊŀŎǘŜǊ 

άōicorέ ƛǎ ŎƻǊǊŜŎǘŜŘ ǘƻ ǘƘŜ ƻǇǇƻǎƛǘŜ ŎƘŀǊŀŎǘŜǊ ƛƴ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ōƛǘ ǇƻǎƛǘƛƻƴΥ  

  

άƛcorέ Ґ Ŏ7 c6 c5 c4 c3 c2 c1 + 8 ς YΣ ǇǊƻǾƛŘŜŘ ǘƘŀǘ άƛcorέ Җ урΣ  

  

ǿƘŜǊŜ άŎ7 c6 c5 c4 c3 c2 c1έ ƛǎ ŀ ōƛƴŀǊȅ ƴǳƳōŜǊ ƎŜƴŜǊŀǘŜŘ ŦǊƻƳ ǘƘŜ ŎƘŜŎƪǎǳƳǎ όŎ1, ..., c7) with c1 being 

the LSB and c7 being the MSB. K is the ordinal number of the most significant checksum not equal 

ǘƻ άлέΦ  

  

    If icor > 85, then there is an odd number of multiple errors, and the data must be rejected.  

  

c) If at least one of the checksums (c1, ..., c7) is equal to άмέ ŀƴŘ Ŏʅ ƛǎ Ŝǉǳŀƭ ǘƻ άлέΣ ƻǊ ƛŦ ŀƭƭ 

checksums (c1, ..., c7ύ ŀǊŜ Ŝǉǳŀƭ ǘƻ άлέ ōǳǘ Ŏʅ ƛǎ Ŝǉǳŀƭ ǘƻ άмέΣ ǘƘŜƴ ǘƘŜǊŜ ŀǊŜ ƳǳƭǘƛǇƭŜ ŜǊǊƻǊǎ ŀƴŘ 

the data must be rejected.  

  

3.1.2.2.2    Satellite Clock Correction Parameters  
  

3.2.2.2.1    GLONASS system time must be determined using FDMA data as: 

 tGLONASS = tk + ̱ n(tb) ς ɹ n(tb) (tk ς tb)  

  

where tk, ̱ n(tb), ɹ n(tb) are parameters described in 3.1.2.1.3.1.  

 

3.1.2.2.2.2 GLONASS system time must be determined using CDMA data as: 
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where 

 

 
  

3.1.2.2.2.3    GLONASS system time is offset to National Time Service of Russia (UTC(SU)) time must be 

determined using FDMA data as:  

 tUTC(SU) = tGLONASS + c̱ ς 03 hours 00 minutes  

  

where  

  

 ̱ c is a parameter described in 3.1..2.1.3.4 and  

 03 hours 00 minutes is continuous time shift caused by difference between Moscow time and 

Greenwich time.  

 

 

3.1.2.2.2.4 GLONASS system time offset to UTC(SU) must be determined using CDMA data as: 

 

 
 

Where,  
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3.1.2.2.3    Satellite Position  
  

3.2.2.3.1              The current satellite centre of mass position must be defined using ephemeris parameters from 

GLONASS navigation, as indicated in Table B-17 for GLONASS FDMA signals, in Table B-20A for 

L1OC and in Table B-20B for L3OC. 

 

3.1.2.2.3.2         Recalculation of ephemeris from instant tb to instant ti within the interval (|̱ i| = |t i ς tbμ Җ мр 

minutes) is performed using a technique of numeric integration of differential equations 

describing the motion of the satellites. In the right-hand parts of these equations the accelerations 

are determined using the gravitational constant ˃ and the second zonal harmonic of the 

geopotential J20which defines polar flattening of the earth, and accelerations due to luni-solar 

perturbation are taken into account. The equations are integrated in the PZ-90 (3.2.5) coordinate 

system by applying the Runge-Kutta technique of fourth order, as indicated below:  
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/ƻƻǊŘƛƴŀǘŜǎ ȄƴόǘōύΣ ȅƴόǘōύΣ ȊƴόǘōύΣ ŀƴŘ ǾŜƭƻŎƛǘȅ ǾŜŎǘƻǊ ŎƻƳǇƻƴŜƴǘǎ Ȅɢ ƴ  όǘōύ Ґ ±ȄΣ ȅɢ ƴ  όǘōύ Ґ ±ȅΣ Ȋɢƴ  όǘōύ 

= Vz  are initial conditions for the integration. Accelerations due to luni-solar perturbation x¨ n  (tb), y¨ n  

(tb), z¨ n  (tb) are constant on the integration interval ±15 minutes. 

 

 

оΦмΦнΦнΦоΦо wŜŎŀƭŎǳƭŀǘƛƻƴ ƻŦ ŜǇƘŜƳŜǊƛǎ ŦǊƻƳ ƛƴǎǘŀƴǘ ǘō ǘƻ ƛƴǎǘŀƴǘ ǘƛ ǿƛǘƘƛƴ ǘƘŜ ƛƴǘŜǊǾŀƭ όμˍƛμ Ґ μǘƛ ς ǘōμ Җ п 

hours) for CDMA signals must be performed as in 3.1.2.2.3.2, except that this model includes additional 

accelerations modelled by a fourth-degree polynomial to accommodate the extended interval as 

described below: 
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3.1.2.2.4 ALGORITHM FOR DETERMINATION OF SATELLITE ANTENNA PHASE CENTRE POSITION    
 
3.1.2.2.4.1 For high-precision pseudo-range measurements, an algorithm for computing antenna phase 
centre position in the PZ-90 coordinate system based on the satellite centre of mass position and data 
transmitted in CDMA signals within string Type 16 must be used.  
 
Compliance note.τ Additional information concerning a suitable algorithm is given in Appendix R of the 
GLONASS CDMA ICD General Description.  
 
3.1.2.2.5 IONOSPHERIC CORRECTION 
 

3.1.2.2.5.1 The ionospheric correction for a single-frequency receiver must be defined as: 
   

 
where 
 
f is the signal carrier frequency, in GHz; 
 

 
 
Compliance note.τ Additional information concerning two suitable algorithms for computing TEC 
integrated along the signal propagation path based on data transmitted within strings of Type 25 is given 
in Appendix Q of the GLONASS CDMA ICD General Description. The first algorithm is a universal algorithm 
for terrestrial and space users. It is more complex, accurate, and has wider application. The second 
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algorithm is intended for terrestrial users only. It is easier to implement but it results in larger errors of 
TEC at less than 30° elevation angles. Residual ionosphere correction errors of the second algorithm do 
not exceed 4 m (0.95 probability). 
 
 
3.1.2.3    Aircraft Elements  
  

3.1.2.3.1    GNSS (GLONASS) Receiver  
  

3.1.2.3.1.1    Reserved   

  

3.1.2.3.1.2    Satellite tracking. The receiver must provide the capability to continuously track a minimum of four 

satellites and generate a position solution based upon those measurements.  

  

3.1.2.3.1.3    Doppler shift. The receiver must be able to compensate for dynamic Doppler shift effects on nominal 

GLONASS signal carrier phase and standard code measurements. The receiver must compensate 

for the Doppler shift that is unique to the anticipated application.  

  

3.1.2.3.1.4    Resistance to interference. The receiver must meet the requirements for resistance to interference 

as specified in 3.7.  

  

3.1.2.3.1.4.1    Intrasystem interference. When receiving an FDMA navigation signal with frequency channel k = n, 

the interference created by a navigation signal with frequency channel number k = n ς 1 or k = n 

+ 1 must not be more than ς48 dBc with respect to the minimum specified satellite power at the 

surface of the earth provided that the satellites transmitting these signals are simultaneously 

ƭƻŎŀǘŜŘ ƛƴ ǳǎŜǊΩǎ Ǿƛǎƛōƛƭƛǘȅ ȊƻƴŜΦ  

  

Compliance note.τ The intrasystem interference is the intercorrelation properties of the ranging 

pseudo-random signal with regard to frequency division multiple access.  

 

3.1.2.3.1.4.2 For CDMA signals, multiple access interference must be defined by the intercorrelation properties 

of ranging codes and will depend on the number of elementary symbols N in the periods of these codes. Multiple 

access interference power in relation to the power of the L1OCd signal must not exceed the level of -30 dB. 

Multiple access interference power in relation to the power of the L1OCp signal must not exceed the level of -

36 dB. Multiple access interference power in relation to the power of the L3OC signal must not exceed the level 

of -40 dB. 
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3.1.2.3.1.5    Application of clock and ephemeris data. The receiver must ensure that it is using the correct 

ephemeris and clock data before providing any position solution.  

  

3.1.2.3.1.6    Leap second correction. Upon GLONASS time leap second correction (see 3.1.2.1.3.1, tb) the GLONASS 

receiver must be capable of:  

  

a) generating a smooth and valid series of pseudo-range measurements; and  

  

b) resynchronizing the data string time mark without loss of signal tracking.  

  

 3.1.2.3.1.6.1    After GLONASS time leap second correction the GLONASS receiver mustutilize the UTC time as 

follows:  

  

a) utilize the old (prior to the correction) UTC time together with the old ephemeris (transmitted 

before 00 hours 00 minutes 00 seconds UTC); and  

  

b) utilize the updated UTC time together with the new ephemeris (transmitted after 00 hours 00 

minutes 00 seconds UTC).  

 

Compliance note τ Additional information concerning the specific aspects of receiver operation during scheduled 

corrections of GLONASS time and Moscow time in the specified situations is given in Appendix E of the GLONASS 

CDMA ICD General Description. 

  

3.1.2.4    Time  
  

3.1.2.4.1    For the GLONASS-M satellites, the navigation message must contain the data necessary to relate 

UTC(SU) time to UT1. GLONASS time must be maintained to be within 1 millisecond of UTC(SU) 

time after correction for the integer number of hours due to GLONASS control segment specific 

features:  

  

| t GLONASS ς (UTC + 03 hours 00 minutes) | < 1 ms  

  

The navigation data must contain the requisite data to relate GLONASS time to UTC time (as 

maintained by the National Time Service of Russia, UTC (SU)) within 1 microsecond.  

  

Compliance note 1.τ The timescales of GLONASS satellites are periodically compared with central 

synchronizer time. Corrections to the timescales of GLONASS satellites relative to GLONASS time 
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and UTC(SU) time are computed at the GLONASS ground-based control complex and uploaded to 

the satellites twice per day.  

  

Compliance note 2.τ There is no integer-second difference between GLONASS time and UTC time. 

The GLONASS timescale is periodically corrected to integer number of seconds simultaneously with 

¦¢/ ŎƻǊǊŜŎǘƛƻƴǎ ǿƘƛŎƘ ŀǊŜ ǇŜǊŦƻǊƳŜŘ ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ .ǳǊŜŀǳ LƴǘŜǊƴŀǘƛƻƴŀƭ ŘŜ ƭΩIŜure notification 

(leap second correction). These corrections are performed at 00 hours 00 minutes 00 seconds UTC 

time at midnight at the end of a quarter of the year. Upon the GLONASS leap second correction 

the time mark within navigation message changes its position (in a continuous timescale) to 

become synchronized with 2-second epochs of corrected UTC timescale. GLONASS users are 

notified in advance on these planned corrections. For the GLONASS-M satellites, notification of 

these corrections is provided to users via the navigation message parameter KP.  

  

3.1.2.4.2    Accuracy of mutual satellite timescales synchronization must be 20 nanoseconds (1 sigma) for GLONASS 

satellites and 8 nanoseconds (1 sigma) for GLONASS-M satellites.  

  

3.1.2.4.3    The correction to GPS time relative to GLONASS time (or difference between these timescales) 

broadcast by the GLONASS-M satellites, ̱GPS, must not exceed 30 nanoseconds (1 sigma).   

  

Compliance note.τ The accuracy of ̱GPS (30 ns) is determined with reference to the GPS SPS coarse 

acquisition signal and may be refined upon completion of trials of the GLONASS system using 

GLONASS-M satellites.   

  

 3.1.2.4.4 Signal time must be generated and maintained by an on-board clock based on atomic frequency 

standard, must be synchronized with GLONASS time and must be distributed in radio navigation signals.  

 

Compliance note 1.τ Signal time differs from on-board clock time by the group delay value. Thus signal time 

corrections in string Types 10, 11 and 12 include group delay values.  

 

Compliance note 2.τ Additional information concerning signal time is given in the GLONASS CDMA ICD General 

Description.  

 

3.1.2.4.4.1 Navigation data for any GLONASS CDMA signal must contain the estimated parameters of the 

polynomial model for relating signal time broadcast in this signal to GLONASS time as well as for relating a pilot 

component of this signal to its data component.  
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3.1.2.4.4.2 When GLONASS time is corrected for ±1 s during scheduled leap second corrections of UTC(SU), 

simultaneous correction of signal time for all satellites must be carried out through changing the time stamps of 

the pulse sequence representing seconds.  

 

Compliance note.τ Navigation data provides advance notifications to users of the day and the sign of the 

correction. 

 

3.1.2.5    Coordinate System  
  

3.2.5.1    PZ-90 (Parameters of common terrestrial ellipsoid and gravitational field of the earth 1990). The GLONASS 

broadcast ephemeris must describe a position of transmitting antenna phase centre of a given satellite in the PZ-

90 earth centred earth-fixed reference frame.  

 

3.1.2.5.2    Conversion Between PZ-90 and WGS-84   
  

3.1.2.5.2.1    Recommendation.τ The following conversion parameters should be used to obtain position 

coordinates in WGS-84 (version G1674) from position coordinates in PZ-90 (Version PZ-90.11):  

  

  
Compliance note 1.τ X, Y and Z are expressed in metres. The difference between versions WGS-84 

(G1674) and PZ-90 (PZ-90.11) is not significant with respect to operational requirements.  

  

Compliance note 2.τ Guidance material on conversion between PZ-90 and WGS-84 is provided in 

Attachment D, section 4.1.2.9.3.  

 

3.1.3 Galileo Open Service (Galileo OS) 

 

 3.1.3.1. NON-AIRCRAFT ELEMENTS  

 

3.1.3.1.1 GALILEO RF CHARACTERISTICS  

 

3.1.3.1.1.1 E1 and E5 common requirements  
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3.1.3.1.1.1.1 Carrier phase noise. The carrier phase noise spectral density of the unmodulated carrier 

on E5 and E1 must be such that a second-order phase locked loop of 10 Hz one-sided noise bandwidth is 

able to track the carrier to an accuracy of 0.04 radian root mean square (RMS). 

 

 3.1.3.1.1.1.2 Spurious emissions. In-band spurious emissions must be at least 35 dB below the 

unmodulated E1 and E5 carriers over the allocated channel bandwidth.  

 

3.1.3.1.1.1.3 Correlation loss. The loss in the recovered signal power due to imperfections in the signal 

modulation and waveform distortion must not exceed 0.6 dB for each signal (E1, E5a and E5b).  

 

Compliance note.τ The loss in signal power is the difference between the broadcast power in the 

specified bandwidth and the signal power recovered by a noise-free, loss-free receiver with 1-chip 

correlator spacing and the same bandwidth.  

 

3.1.3.1.1.1.4 Code/data coherence. The edge of each data symbol must be aligned with the edge of the 

corresponding ranging code chip. The start of the periodic ranging code must be aligned with the start of 

a data symbol. The edge of each secondary code chip must be aligned with the edge of a primary code 

chip. The start of a primary code chip must be aligned with the start of a secondary code chip.  

 

3.1.3.1.1.2 E1 RF characteristics  

 

3.1.3.1.1.2.1 E1 signal components. The E1 signal must comprise two signal components: E1-B 

navigation data component with a navigation data symbol rate of 250 symbols per second and E1-C pilot 

component.  

 

3.1.3.1.1.2.2 E1 signal power split. The E1 signal power must be equally split between the E1-B and E1-C 

signal components.  

 

3.1.3.1.1.2.3 E1-B ranging code (CE1-B). The E1-B ranging code must be a 1.023 megachips per second 

ranging code repeated every 4 milliseconds, derived from a primary ranging code of 4 092 chips.  

 

Compliance note.τ Additional information concerning the E1-B ranging codes is given in Galileo OS SIS 

ICD, Chapter 171.05.1.3 and Annex C.  

 

3.1.3.1.1.2.4 E1-C ranging code (CE1-C). The E1-C ranging code must be a 1.023 megachips per second 

ranging code repeated every 100 milliseconds, derived from the Modulo-2 addition of a primary ranging 

code of 4 092 chips and a secondary code of 25 chips. 
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 Compliance note.τ Additional information concerning the E1-C ranging codes is given in Galileo OS SIS 

ICD, Chapter 171.05.1.3 and Annex C.  

 

3.1.3.1.1.2.5 E1-B data component generation. The E1-B data component must be generated 
from the E1 navigation data stream (DE1-B) and the E1-B ranging code (CE1-B), modulated with 

two in-phase CBOC subcarriers of 1.023 MHz and 6.138 MHz, respectively, as shown in Figure 
GAL-1. 

 

 

Compliance note.τ The subcarrier-free component of the E1 navigation data component ð that is, 

before CBOC modulation ð is denoted as eE1-B. Additional information concerning eE1-B generation is 

given in Galileo OS SIS ICD, 2.3.3. 

 

 3.1.3.1.1.2.6 E1-C pilot component generation. The E1-C pilot component must be generated from the 

E1-C ranging code (CE1-C) modulated with two anti-phase CBOC subcarriers of 1.023 MHz and 6.138 

MHz, respectively, as shown in Figure GAL-1 

 

 Compliance note.τ The subcarrier-free component of the E1 pilot component τ that is, before CBOC 
modulation 

                 is denoted as eE1-C. Additional information concerning eE1-C generation is given in Galileo OS 
SIS ICD,  
 

 

3.1.3.1.1.1.1  3.1.3.1.1.2.7 E1 signal modulation. The E1-B/C composite binary signal must be 
generated from the CBOC modulation of the binary signal components, eE1-B and eE1-C, and the 
subcarriers, as illustrated in Figure GAL-1. 

 

 

 

 

Compliance note.τ Additional information concerning E1-B/C generation is given in Galileo OS SIS ICD, 

2.3.3. 
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Figure GAL-1. Modulation scheme for the E1 CBOC signal 

 

3.1.3.1.1.3 E5a and E5b RF characteristics  

 

3.1.3.1.1.3.1 E5a signal components. The E5a signal must comprise two signal components: E5a-I navigation data 

component with a navigation data symbol rate of 50 symbols per second and E5a-Q pilot component.  

 

3.1.3.1.1.3.2 E5a signal power split. The E5a signal power must be equally split between the E5a-I and E5a-Q 

components.  

 

3.1.3.1.1.3.3 E5a-I ranging code (CE5a-I). The E5a-I ranging code sequence must be a 10.230 megachips per 

second ranging code repeated every 20 milliseconds, derived from the Modulo-2 addition of a primary ranging 

code of 10 230 chips and a secondary code of 20 chips.  

 

Compliance note.τ Additional information concerning E5a-I ranging codes is given in Galileo OS SIS ICD, Chapter 

171.05.1.3 and Annex C.  

 

3.1.3.1.1.3.4 E5a-Q ranging code (CE5a-Q). The E5a-Q ranging code must be a 10.230 megachips per second 

ranging code repeated every 100 milliseconds, derived from the Modulo-2 addition of a primary ranging code of 

10 230 chips and a secondary code of 100 chips.  

 

Compliance note.τ Additional information concerning E5a-Q ranging codes is given in Galileo OS SIS ICD, 

Chapter 171.05.1.3 and Annex C.  

 

3.1.3.1.1.3.5 E5a-I data component generation. The E5a data component must be generated from the E5a 

navigation data stream (DE5a-I) and the E5a-I ranging code (CE5a-I). 
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 Compliance note.τ The subcarrier-free component of the E5a navigation data component τ that is, before 

AltBOC modulation τ is denoted as eE5a-I. 

 

  3.1.3.1.1.3.6 E5a-Q pilot component generation. The E5a pilot component must be generated from the E5a-Q 

ranging code (CE5a-Q).  

 

Compliance note.τ The subcarrier-free component of the E5a pilot component τ that is, before AltBOC 

modulation τ is denoted as eE5a-Q.  

 

3.1.3.1.1.3.7 E5b signal components. The E5b signal must comprise two signal components: E5b-I navigation data 

component with a navigation data symbol rate of 250 symbols per second and E5b-Q pilot component.  

 

3.1.3.1.1.3.8 E5b signal power split. The E5b signal power must be equally split between the E5b-I and E5b-Q 

components.  

 

3.1.3.1.1.3.9 E5b-I ranging code (CE5b-I). The E5b-I ranging code must be a 10.230 megachips per second ranging 

code repeated every 4 milliseconds, derived from the Modulo-2 addition of a primary ranging code of 10 230 

chips and a secondary code of 4 chips.  

 

Compliance note.τ Additional information concerning E5b-I ranging codes is given in Galileo OS SIS ICD, Chapter 

171.05.1.3 and Annex C. 

 

 3.1.3.1.1.3.10 E5b-Q Ranging code (CE5b-Q). The E5b-Q ranging code must be a 10.230 megachips per second 

ranging code repeated every 100 milliseconds, derived from the Modulo-2 addition of a primary ranging code of 

10 230 chips and a secondary code of 100 chips.  

 

Compliance note.τ Additional information concerning E5b-Q ranging codes is given in Galileo OS SIS ICD, 

Chapter 171.05.1.3 and Annex C.  

 

3.1.3.1.1.3.11 E5b-I data component generation. The E5b data component must be generated from the E5b 

navigation data stream (DE5b-I) and the ranging code (CE5b-I).  

 

Compliance note.τ The subcarrier-free component of the E5b navigation data component τ that is, before 

AltBOC modulation τ is denoted as eE5b-I.  
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3.1.3.1.1.3.12 E5b-Q pilot component generation. The E5b pilot component must be generated from the ranging 

code (CE5b-Q). 

 

 Compliance note.τ The subcarrier-free component of the E5b pilot component τ that is, before AltBOC 

modulation τ is denoted as eE5b-Q.  

 

 

3.1.3.1.1.3.13 E5 signal modulation. The wideband E5 signal must be generated with the AltBOC modulation of 

side-band subcarrier of 15.345 MHz (15 × 1.023 MHz) with the binary signal components eE5a-I, eE5a-Q, eE5b-I 

and eE5b-Q, as illustrated in Figure GAL-2.  

 

Compliance note 1.τ E5a and E5b signals can be processed independently by the user receiver as though they 

were two separate QPSK signals with a carrier frequency of 1176.45 MHz and 1207.14 MHz, respectively.  

 

Compliance note 2.τ Additional information concerning E5 generation is given in Galileo OS SIS ICD, 2.3.1. 

 

 

 

 

 

 

 

 

 

 

 

 

Figure GAL-2. Modulation scheme for the E5 AltBOC signal 

 

 

 

3.1.3.1.1.4 Code assignments to satellites  

 

3.1.3.1.1.4.1 Primary ranging code assignment to satellites. The E5a-I, E5a-Q, E1-B and E1-C primary code 

number n must be allocated to the space vehicle IDs (SVID) number n (with n=1 to 36).  
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3.1.3.1.1.4.2 Secondary ranging code assignment to satellites. The E5a-Q secondary code must be assigned 

according to the SVID number n (with n=1 to 36). E5a-I and E1-C secondary codes must be constant regardless of 

the SVID. 

 

 3.1.3.1.2 DATA STRUCTURE  

 

Compliance note.τ Additional information concerning the data structure is given in Galileo OS SIS ICD.  

 

 

3.1.3.1.2.1 E5a-I message (F/NAV) characteristics  

 

3.1.3.1.2.1.1 The E5a-I message must be transmitted as a sequence of frames as indicated in Figure GAL-3. The 

period of each frame must be 600 seconds. Each frame must consist of 12 subframes of period 50 seconds per 

subframe. Each subframe must consist of five pages of period 10 seconds per page. 

 

 
Figure GAL-3. F/NAV message structure 

 

3.1.3.1.2.1.2 Page structure. Each page structure must contain the following elements structured as indicated in 

Table GAL-1:  

 

ω мн ǎȅƴŎƘǊƻƴƛȊŀǘƛƻƴ ōƭƻŎƪ ǎȅƳōƻƭǎ  

ω пуу ƛƴǘŜǊƭŜŀǾŜŘ ƳŜǎǎŀƎŜ ōƭƻŎƪ ǎȅƳōƻƭǎ 
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Table GAL-1. F/NAV page layout 

 
 

 

 

 

3.1.3.1.2.1.3 Synchronization block. The first element of each page must be a 12-symbol synchronization 

sequence. The synchronization sequence must be άмлммлмммллллέ ǿƛǘƘ ǘƘŜ a{. ǘǊŀƴǎƳƛǘǘŜŘ ŦƛǊǎǘΣ ŀƴŘ ƛǘ must 

be added to the beginning of the 488 interleaved message block symbols field after the interleaving procedure 

described in paragraph 3.1.3.1.2.1.6.  

 

3.1.3.1.2.1.4 F/NAV message word. The message word must contain 244 bits consisting of a 6-bit page type, a 

208-bit data field, a 24-bit CRC and a 6-bit tail field. The 6-bit tail field must be άллллллέΦ  

 

Compliance note.τ Additional information concerning the message words is given in Galileo OS SIS ICD.  

 

3.1.3.1.2.1.5 F/NAV FEC encoding. The 25-bit-per-second data stream must be encoded at a rate of two symbols 

per bit using a convolution code with a constraint length of seven to yield 50 symbols per second. The 

convolution encoder logic arrangement must be as illustrated in Figure GAL-4 with the G1 output selected for the 

first half of each 40-millisecond data bit period resulting in 488 symbols per page where S1 is the first symbol and 

S488 is the last symbol. 

 

 
 

Figure GAL-4. F/NAV convolutional encoding scheme 
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3.1.3.1.2.1.6 E5a-I interleaving procedure. The E5a-I message block symbols must be interleaved using a 61-

column, 8-row matrix, where each entry is one symbol. The message block symbols must be written into each 

column and ordered for transmission, row by row, starting at the upper left corner of the matrix as indicated in 

Table GAL-2. 

 

 

 

Table GAL-2. E5a-I interleaver matrix 

 

 
 

3.1.3.1.2.2 E1-B message (I/NAV) characteristics 3.1.3.1.2.2.1 The E1-B message must be transmitted as a 

sequence of frames as indicated in Figure GAL-5. The period of each frame must be 720 seconds. Each frame 

must consist of 24 subframes of period 30 seconds per subframe. Each subframe consist of 15 nominal pages of 

period 2 seconds per page. Each page must consist of two subpages each of period one second.  

 

Compliance note 1.τ The two subpages in a page are known as the even page and the odd page.  

 

Compliance note 2.τ I/NAV message structure is indicated in Figure GAL-5. 
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Figure GAL-5. I/NAV message structure 

 

3.1.3.1.2.2.2 Page type. There must be two types of pages, a nominal page and an alert page. The nominal page 

must contain the nominal data word. 

 

 Compliance note.τ The alert page is reserved for future applications.  

 

3.1.3.1.2.2.3 Nominal page. A nominal page must consist of two parts (even and odd) transmitted sequentially 

over the same frequency and structured as indicated in Table GAL-4. The nominal page must contain 240 bits so 

that the first 120 bits must be in the even nominal subpage, and the second 120 bits must be in the odd nominal 

subpage.  

 

3.1.3.1.2.2.4 Nominal data word. The nominal E1-B data word must contain 128 bits consisting of a 6-bit word 

type and a 122-bit data field.  

 

3.1.3.1.2.2.5 Subpage structure. Each subpage structure must contain the following elements, structured as 

indicated in Table GAL-3:  

 

a) 10 synchronization block symbols; and 

b) 240 interleaved message block symbols. 
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Table GAL-3. I/NAV subpage layout 

 

 
 

 

3.1.3.1.2.2.6 Synchronization block. The first element of each subpage must be a 10-symbol synchronization 

sequence. The synchronization sequence must be άлмлммлллллέΣ ǿƛǘƘ ǘƘŜ a{. ǘǊŀƴǎƳƛǘǘŜŘ ŦƛǊǎǘΣ ŀƴŘ must be 

added to the beginning of the 240 interleaved message block symbols field after the interleaving procedure 

described in paragraph 3.1.3.1.2.2.10.  

 

3.1.3.1.2.2.7 Even subpage. The even subpage must contain a bit denoting which part (even or odd) of the 

subpage is being transmitted, a type bit to indicate that this is a nominal page, the first 112 bits of the nominal 

data word and a 6-bit tail field, as indicated in Table GAL-4. The tail field must be άллллллέΦ 

 

 3.1.3.1.2.2.8 Odd subpage. The odd subpage must contain a bit denoting which part (even or odd) of the 

subpage is being transmitted, a type bit to indicate that this is a nominal page, the last 16 bits of the nominal 

data word, a 40-ōƛǘ άǊŜǎŜǊǾŜŘ мέ ŦƛŜƭŘΣ нн ōƛǘǎ ŦƻǊ ǎŜŀǊŎƘ ŀƴŘ ǊŜǎŎǳŜ ό{!wύ ŘŀǘŀΣ ŀ н-bit spare field, a 24-bit CRC, 

an 8-ōƛǘ άǊŜǎŜǊǾŜŘ нέ ŦƛŜƭŘ ŀƴŘ ŀ с-bit tail field, as indicated in Table GAL-4. The tail field must be άллллллέΦ  

 

Compliance note.τ Galileo provides enhanced distress localization and call features for the provision of a SAR 

service interoperable with the COSPAS-SARSAT system. Galileo SAR service is out of the scope of this NAMCATS. 

 

Table GAL-4. I/NAV nominal page with bits allocation 
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Compliance note 1.τ Even/odd field (1 bit) indicates the part of the page (0=even/1=odd) that is broadcast.  

 

Compliance note 2.τ Page type field (1 bit) equal to 0 indicates the nominal page type. Compliance note 3.τ 

Data field consists of a nominal data word (described in 3.1.3.1.2.2.4) of 128 bits (comprising 112 bits of data 

(1/2) and 16 bits of data (2/2)).  

 

3.1.3.1.2.2.9 I/NAV FEC encoding. The 125-bit-per-second data in the even and odd subpages must be encoded 

at a rate of two symbols per bit using a convolutional code with a constraint length of seven to yield 250 symbols 

per second. The convolutional encoder logic arrangement must be as illustrated in Figure GAL-6 with the G1 

output selected for the first half of each 8-millisecond data bit period resulting in 240 symbols per page, where 

S1 is the first symbol and S240 is the last symbol. 

 

 

 

 
 

Figure GAL-6. Convolutional encoding scheme 

 

3.1.3.1.2.2.10 E1-B interleaving procedure. The E1-B message block symbols must be interleaved using a 30 

column by an eight-row matrix, where each entry is one symbol. The message block symbols must be written 

into each column and ordered for transmission row by row starting at the upper left corner of the matrix, as 

indicated in Table GAL-5. 
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Table GAL-5. E1-B interleaver matrix 

 

 
 

3.1.3.1.2.2.11 Transmission sequence of nominal pages on E1. The pages must be transmitted on E1- B such that 

the even subpage of any word must be transmitted before the odd subpage of the same word.  

 

3.1.3.1.3 DATA CONTENT  

 

Compliance note.τ Additional information concerning Galileo OS navigation data content and parameters is 

given in Galileo OS SIS ICD, Chapters 4 and 5.  

 

3.1.3.1.3.1 The contents of F/NAV E5a-I page types must be according to Table GAL-6.  

 

Compliance note 1.τ The odd numbered subframes contain page type 5 and the even numbered subframes 

contain page type 6. This allows transmission of the almanacs for three satellites within two successive 

subframes (100 seconds). 

 

 Compliance note 2.τ ¢ƘŜ ǇŀǊŀƳŜǘŜǊ ƪ ƛǎ ŀ ŘŜǎƛƎƴŀǘƻǊ ŦƻǊ άǎŀǘŜƭƭƛǘŜ ƴǳƳōŜǊ мέΣ ƪҌм ƛǎ ŀ ŘŜǎƛƎƴŀǘƻǊ ŦƻǊ άǎŀǘŜƭƭƛǘŜ 

ƴǳƳōŜǊ нέΣ ŜǘŎΦ Lǘ ƛǎ ƴƻǘ ŀ ƴŀǾƛƎŀǘƛƻƴ Řŀǘŀ ǇŀǊŀƳŜǘŜǊΦ ƪ ƛǎ ǎŜǘ ōȅ ǘƘŜ DŀƭƛƭŜƻ ŎƻƴǘǊƻƭ ǎȅǎǘŜƳΦ ¢ƘŜ ŎƻƳǇƭŜǘŜ Cκb!± 

frame layout (12 subframes) can transmit the almanacs for 18 satellites, sequenced as indicated in Galileo OS SIS 

ICD, 4.2.3.  
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Compliance note 3.τ Additional information concerning the bit allocation of the different F/NAV page types is 

given in Galileo OS SIS ICD, 4.2.4. 

 

 

 

Table GAL-6. F/NAV E5a-I page types content 

 

 
 

 

 

3.1.3.1.3.2 The contents of I/NAV E1-B word types must be according to Table GAL-7.  

 

Compliance note 1.τ Additional information concerning I/NAV nominal subframe layout is given in Galileo OS 

SIS ICD, 4.3.3.  

 

Compliance note 2.τ The parameter k changes every two subframes (i.e. subframes 1 and 2 have the same k, 

subframes 3 and 4 have the next, etc.). The complete I/NAV frame layout (24 subframes) can transmit the 

almanacs for 36 satellites, sequenced as indicated in Galileo OS SIS ICD, 4.3.4.  

 

Compliance note 3.τ Additional information concerning the bit allocations of the different I/NAV word types is 

given in Galileo OS SIS ICD, 4.3.5. 
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Table GAL-7. I/NAV E1-B word types content 

 

 
 

3.1.3.1.3.3 Ephemeris parameters must be provided in both I/NAV and F/NAV messages transmitted by each 

Galileo satellite. A single ephemeris must be applicable to all signals of a specific satellite.  

 

Compliance note.τ The ephemeris is computed with respect to the antenna apparent phase centre common to 

every frequency.  

 

3.1.3.1.3.4 The Galileo OS SIS status must take one of the following three values:  

 

ω {L{ άƘŜŀƭǘƘȅέΥ ǘƘŜ {L{ ƛǎ ŜȄǇŜŎǘŜŘ ǘƻ ƳŜŜǘ ǘƘŜ ƳƛƴƛƳǳƳ ǇŜǊŦƻǊƳŀƴŎŜ ǊŜǉǳƛǊŜƳŜƴǘǎΦ  

ω {L{ άǳƴƘŜŀƭǘƘȅέΥ ǘƘŜ {L{ ƛǎ ƻǳǘ ƻŦ ǎŜǊǾƛŎŜ ƻǊ ǳƴŘŜǊ ǘŜǎǘΦ  

ω {L{ άƳŀǊƎƛƴŀƭέΥ ǘƘŜ {L{ ƛǎ ƛƴ ƴŜƛǘƘŜǊ ƻŦ ǘƘŜ ǘǿƻ ǇǊŜǾƛƻǳǎ ǎǘŀǘŜǎΦ  

 

3.1.3.1.3.4.1 The status of the SIS must be encoded within the navigation message through three SIS status flags: 

the signal health status (SHS) flag, the data validity status (DVS) flag and the SIS accuracy index (SISA). 

 

 Compliance note.τ Additional information concerning the position of the Galileo SIS status flags within the 

navigation message is given in Galileo OS SIS ICD, 5.1.9.3 and 5.1.12. 



 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

226 
 

 

3.1.3.1.3.4.2 SISA. The SISA must be encoded as shown in Table GAL-8 

 

 

Table GAL-8. SISA index 

 

 
 

 

 

 

3.1.3.1.3.4.3 SISA must be coded as shown in Table GAL-9. 

 

Table GAL-9. SISA parameters 

 

 
 

3.1.3.1.3.4.4 Signal health status (SHS). The SHS index must be encoded according to the values stated in Table 

GAL-10. 
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Table GAL-10. Signal health status index 

 

 
 

3.1.3.1.3.4.5 Data validity status (DVS). The DVS index must be encoded according to the values in Table GAL-11. 

 

Table GAL-11. Data validity status index 

 

 
 

3.1.3.1.3.4.6 The mapping between the values of the SIS status flags must be as presented in Table GAL-12. 

 

Table GAL-12. Galileo OS SIS status vs SIS status flags 

 

 
 

Compliance note.τ Additional information concerning Galileo flags is given in the European GNSS (Galileo) Open 

{ŜǊǾƛŎŜ 5ŜŦƛƴƛǘƛƻƴ 5ƻŎǳƳŜƴǘ όLǎǎǳŜ мΦмύΣ ŘŀǘŜŘ aŀȅ нлмф όƘŜǊŜƛƴŀŦǘŜǊ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ άDŀƭƛƭŜƻ h{ {55έύΦ  

 

3.1.3.1.3.5 Almanac. F/NAV and I/NAV messages must contain the almanac data for a constellation of up to 36 

satellites. The almanac data must be a reduced-precision subset of the clock and ephemeris parameters of the 
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active Galileo satellites in orbit. Also, a predicted satellite health status must be provided for each of these 

ǎŀǘŜƭƭƛǘŜǎΣ ƎƛǾƛƴƎ ƛƴŘƛŎŀǘƛƻƴǎ ƻƴ ǘƘŜ ǎŀǘŜƭƭƛǘŜΩǎ ǎƛƎƴŀƭ ŎƻƳǇƻƴŜƴǘǎ ƘŜŀƭǘƘ ŀƴŘ ƴŀǾƛƎŀǘƛƻƴ Řŀǘŀ ƘŜŀƭǘƘΦ  

 

3.1.3.1.3.6 Dummy messages. If no valid F/NAV or I/NAV data can be transmitted, then the satellite must 

transmit a dummy page with a message ID of 63 in the respective F/NAV or I/NAV signals.  

 

Compliance note.τ Additional information concerning the dummy page is given in Galileo OS SIS ICD, 4.2.5 and 

4.3.6.  

 

3.1.3.1.3.7 Issue of data (IOD). The Galileo satellite must broadcast the navigation parameters in data sets. Every 

set of navigation data broadcast by a Galileo satellite must be identified by an IOD value.  

 

 

 

 

Compliance note.τ Two independent IODs are defined for the ephemeris, satellite clock correction parameters 

ŀƴŘ {L{! όάLh5ƴŀǾέύ ŀƴŘ ǘƘŜ ŀƭƳŀƴŀŎǎ όάLh5ŀέύΦ  

 

3.1.3.1.3.7.1 The IODnav value broadcast by a Galileo satellite in a set of navigation data (ephemeris and clock 

corrections) must be unique with respect to any other IODnav broadcast by the same Galileo satellite in the 

previous 240 minutes.   

 

3.1.3.1.3.8 Navigation data validity time. In nominal operations, each navigation message data set must be 

superseded before its expiration at four hours by the broadcast of a new navigation message data set.  

 

Compliance note.τ The nominal period of ephemeris and clock corrections update ranges from 10 minutes to 

three hours.  

 

3.1.3.1.3.9 Galileo time of week (TOW). The TOW must cover an entire week from 0 to 604 799 seconds and 

must be reset to zero at the end of each week.  

 

Compliance note.τ The TOW is defined as the number of seconds that have occurred since the transition from 

the previous week.  

 

3.1.3.1.3.10 Galileo week number (WN). The WN must consist of 12 bits, which covers 4 096 weeks. The counter 

must be reset to zero to cover an additional period Modulo 4 096. 
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 Compliance note.τ The WN is an integer counter that gives the sequential week number from the GST start 

epoch.  

 

3.1.3.2 DEFINITIONS OF PROTOCOLS FOR DATA APPLICATION  

 

3.1.3.2.1 Parity check algorithm. For the F/NAV and the I/NAV data, a CRC of 24 bits must be generated from the 

following generator polynomial G(X): 

 

 

Ὃ(ὢ) =  (1 +  ὢ)ὖ(ὢ) 

 

where 

 

ὖ(ὢ) = ὢ23 + ὢ17 + ὢ13+ὢ12+ὢ11 + ὢ9 + ὢ8+ὢ7+ὢ5+ὢ3 + 1  

 

Compliance note.τ The CRC code is calculated in accordance with section 3.9 
of this Appendix.  

 

 

3.1.3.2.1.1 The F/NAV CRC information field, M(X), must be computed using the 
equation: 

 
 

214 

ὓ(ὢ) =  В άὭὢςρτὭ =  ά1ὢ213 +  ά2ὢ212 +  Ễ +  ά213ὢ +  ά214 

 

 

1 

3.1.3.2.1.2 The I/NAV nominal page CRC information field, M(X), must be computed using the equation: 

 

 
 

M(x) must be formed from the even (e)/odd (0) fields, page type fields, data word fields (1/2 and 2/2), reserved 1 

field, SAR (on E1-B only) and spare fields. In nominal mode the CRC must be computed for the even and odd 

subpages of the same frequency and mustalways be broadcast in the odd subpage. 76 3.1.3.2.2 Satellite clock 

correction parameters. The predicted offset of the physical satellite signal time of transmission (TOT) relative to 
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the satellite signal TOT in GST must be computed for the dualfrequency signal combination using the following 

formula: 

 

TOTc(X) = TOTm(X) - ȹtSV(X) 

 

where 
 

¶ (X)=(f1,f2) is the dual-frequency combination f1 and f2 used for the clock model; 
¶ TOTC(X) is the corrected satellite TOT in GST for the signal combination X; 
¶ TOTm(X) is the physical satellite TOT for the signal combination X retrieved through 

pseudo-range measurements; and 
¶ ɲǘ{±ό·ύ ƛǎ ǘƘŜ ǎŀǘŜƭƭƛǘŜ ǘƛƳŜ ŎƻǊǊŜŎǘƛƻƴ ŦƻǊ ǘƘŜ ǎƛƎƴŀƭ ŎƻƳōƛƴŀǘƛƻƴ · ŎƻƳǇǳǘŜŘ ōȅ ƳŜŀƴǎ ƻŦ 

the time correction data retrieved from the navigation message, as follows: 
 

ҟǘ{± ό·ύҐŀŦлό·ύҌŀŦмό·ύώǘ-t0C(X)]+af2(X)[ t-ǘл/ό·ύϐнҌɲǘǊ 
 

where 
 

¶ af0(X), af1(X), af2(X) and t0c(X) are parameters transmitted in F/NAV signals page Type 1 
and I/NAV signals word Type 4 as indicated in 3.1.3.1.3; 

¶ t0c(X) is the reference time for the clock correction; 
¶ t is the GST time in seconds; and 
¶ ɲǘǊΣ ŜȄǇǊŜǎǎŜŘ ƛƴ ǎŜŎƻƴŘǎΣ ƛǎ ŀ ǊŜƭŀǘƛǾƛǎǘƛŎ ŎƻǊǊŜŎǘƛƻƴ ǘŜǊƳΣ ƎƛǾŜƴ ōȅ ɲǘǊҐC Ŝ !мκн ǎƛƴό9ύ 

where the orbital parameters (e, A1/2) are transmitted in F/NAV signals page Type 2 and 
I/NAV signals word Type 1 as indicated in 3.1.3.1.3, E is the calculated eccentric anomaly 
and F = -н˃мκнκŎн Ґ - 4.442807309 × 10-10 s/m1/2. 

 
 
3.1.3.2.2.1 A single-frequency user receiver processing pseudo-ranges from the frequency f1 must apply the 
ŦƻƭƭƻǿƛƴƎ ŎƻǊǊŜŎǘƛƻƴ ǘƻ ǘƘŜ ǎŀǘŜƭƭƛǘŜ ŎƭƻŎƪ ŎƻǊǊŜŎǘƛƻƴ ɲǘ{± ŘŜŦƛƴŜŘ ƛƴ ǇŀǊŀƎǊŀǇƘ оΦмΦоΦнΦнΥ 
 
 

ЎὸὛὠ (Ὢ1) =  ЎὸὛὠ (Ὢ1, Ὢ2)  ὄὋὈ(Ὢ1, Ὢ2) 
 

 

where  

 

 
BGD(f1,f2) is the broadcast group delay transmitted in F/NAV signals page Type 1 and I/NAV  signals 
word Type 5 as indicated in 3.1.3.1.3 and defined as follows: 
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where 

 

 

¶ f1 and f2 denote the carrier frequencies of E1 and E5a, respectively; and 
¶ TR1 and TR2 are the group delays of the signals whose carrier frequencies are respectively f1 and f2. 

 
3.1.3.2.1.1 A single-frequency user receiver processing pseudo-ranges from the frequency f2 

must apply ǘƘŜ ŦƻƭƭƻǿƛƴƎ ŎƻǊǊŜŎǘƛƻƴ ǘƻ ǘƘŜ ǎŀǘŜƭƭƛǘŜ ŎƭƻŎƪ ŎƻǊǊŜŎǘƛƻƴ ɲǘ{± ŘŜŦƛƴŜŘ ƛƴ ǇŀǊŀƎǊŀǇƘ 
3.1.3.2.2: 

 
 

 
 

 

 

3.1.3.2.2 GST-UTC conversion algorithm and parameters. The UTC time tUTC must be computed through three 
different cases depending on the epoch of a possible leap second adjustment (scheduled future or recent 
past) given by the day number (DN), the day at the end of which the leap second becomes effective, and the 
week number (WNLSF) tƻ ǿƘƛŎƘ 5b ƛǎ ǊŜŦŜǊŜƴŎŜŘΦ ά5ŀȅ ƻƴŜέ ƻŦ 5b must be the first day relative to the 
end/start of week and the WNLSF value must consist of eight bits, which are a Modulo 256 binary 
representation of the Galileo week number to which the DN is referenced. The following three cases must 
apply:  
 
 

3.1.3.2.3 Case A: Whenever the leap second adjustment time indicated by WNLSF and DN is not in the past (relative 
ǘƻ ǘƘŜ ǳǎŜǊΩǎ ǇǊŜǎŜƴǘ ǘƛƳŜύΣ ŀƴŘ ǘƘŜ ǳǎŜǊΩǎ ǇǊŜǎŜƴǘ ǘƛƳŜ ŘƻŜǎ ƴƻǘ Ŧŀƭƭ ƛƴ ǘƘŜ ǘƛƳŜ ǎǇŀƴ ǿƘƛŎƘ ǎǘŀǊǘǎ ǎƛȄ ƘƻǳǊǎ 
prior to the effective time, and ends six hours after the effective time, tUTC must be computed as follows: 

 
 
 
 

ὸὟὝὅ =  (ὸὉ  ЎὸὟὝὅ )[Modulo 86400] 
where ЎὸὟὝὅ =  ЎὸὒὛ +  ὃ0 +  ὃ1(ὸὉ  ὸ0ὸ +  604800(ὡὔ  ὡὔ0ὸ))  
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/ŀǎŜ .Υ ²ƘŜƴŜǾŜǊ ǘƘŜ ǳǎŜǊΩǎ ŎǳǊǊŜƴǘ ǘƛƳŜ Ŧŀƭƭǎ ǿƛǘƘƛƴ ǘƘŜ ǘƛƳŜ ǎǇŀƴ ƻŦ ǎƛȄ ƘƻǳǊǎ ǇǊƛƻǊ ǘƻ ǘƘŜ ƭŜŀǇ ǎŜŎƻƴŘ 
adjustment time to six hours after the adjustment time, tUTC must be computed as follows (ɲtUTC as defined in 
Case A): 
 

ὸὟὝὅ =  ὡ[Modulo (86400 +  ЎὸὒὛὊ  ЎὸὒὛ)] 

where ὡ =  (ὸὉ  ЎὸὟὝὅ  43200)[Modulo 86400] + 43200 
 

 

/ŀǎŜ /Υ ²ƘŜƴŜǾŜǊ ǘƘŜ ƭŜŀǇ ǎŜŎƻƴŘ ŀŘƧǳǎǘƳŜƴǘ ǘƛƳŜ ƛǎ ƛƴ ǘƘŜ άǇŀǎǘέ όǊŜƭŀǘƛǾŜ ǘƻ ǘƘŜ ǳǎŜǊΩǎ ŎǳǊǊŜƴǘ ǘƛƳŜύΣ ŀƴŘ ǘƘŜ 
ǳǎŜǊΩǎ ǇǊŜǎŜƴǘ ǘƛƳŜ ŘƻŜǎ ƴƻǘ Ŧŀƭƭ ƛƴ ǘƘŜ ǘƛƳŜ ǎǇŀƴ ǿƘƛŎƘ ǎǘŀǊǘǎ ǎƛȄ ƘƻǳǊǎ ǇǊƛƻǊ ǘƻ ǘƘŜ ƭŜŀǇ ǎŜŎƻƴŘ ŀŘƧǳǎǘƳŜƴǘ ǘƛƳŜΣ 
and ends six hours after the adjustment time, tUTC must be computed as follows: 
 

ὸὟὝὅ =  (ὸὉ  ЎὸὟὝὅ )[Modulo 86400] 

where ЎὸὟὝὅ =  ЎὸὒὛὊ +  ὃ0 +  ὃ1(ὸὉ  ὸ0ὸ +  604800(ὡὔ  ὡὔ0ὸ))  

¶ A0, A1, ætLS, t0t, WN0t, WNLSF, DN and ætLSF are GST to UTC time conversion parameters 
transmitted in in F/NAV signals page Type 4 and I/NAV signals word Type 6 as indicated 
in 3.1.3.1.3; 

¶ tE is the GST as estimated by the user through its GST determination algorithm; and 

¶ WN is the week number to which tE is referenced. 
 
3.1.3.2.4 Satellite position. The Earth-Centred, Earth-Fixed (ECEF) coordinates of the satellite antenna phase 
centre position at GST time t must be computed using the following equations: 
 

x = x'cos(ɋ) - y'cos(i)sin(ɋ) 

 

y = x'sin(ɋ) + 

y'cos(i)cos(ɋ) z = 

y'sin(i) 

where  

 



  
 

Namibia Civil Aviation Authority - 
Safety Division 

 

TECHNICAL STANDARDS 
(NAMCATS) 

 
Part 171: ATEL-Volume 1 

 

 

233 
 

 
 

 

 

3.1.3.2.4 Ionospheric correction.  
 
3.1.3.2.5 Compliance note.τ Receivers operating in single-frequency mode can use the single-frequency   

ionospheric correction algorithm described in document EUROCAE ED-259 Minimum Operational 
Performance Standard for Galileo/Global Positioning System/Satellite-based Augmentation 
System Airborne Equipment, Appendix J (any version).  
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3.1.3.3 AIRCRAFT ELEMENTS  
 
3.1.3.3.1 GALILEO RECEIVER  
 
3.1.3.3.1.1 Satellite tracking. The receiver must provide the capability to continuously track a minimum of 
four Galileo satellites and generate a position solution based upon those measurements.  
 
 3.1.3.3.1.2 Doppler shift. The receiver must be able to compensate for dynamic Doppler shift effects on 
nominal Galileo signal carrier phase and OS code measurements. The receiver must compensate for the 
Doppler shift that is unique to the anticipated application.  
 
3.1.3.3.1.3 Resistance to interference. The receiver must meet the requirements for resistance to 
interference as specified in 3.7.  
 
3.1.3.3.1.4 Application of clock and ephemeris data. The receiver must monitor the IODnav value and update 
ephemeris and clock data based upon a detected change in this parameter. To compute position and clock 
corrections, receivers must use for each satellite, IODnav-tagged parameters corresponding to the same 
IODnav value. These parameters must be retrieved from the most recent navigation data set received.  
 
Compliance note.τ IODnav values are not necessarily incremented in steps of one. An IODnav with higher 
value does not necessarily mean that it tags more recent data. The only valid comparison between IODnav 
values is whether they are equal or not. For positioning, users can combine SIS from different satellites with 
different IODnav values, provided that the navigation parameters derived from each satellite are tagged by 
a unique IODnav value.  
 
3.1.3.3.1.5 Navigation data validity duration. The receiver must only use the ephemeris and clock corrections 
from a set of navigation data during a period of time no longer than four hours from the reference time of 
ephemeris (t0e). The receiver must not rely on performance commitments in Chapter 3, 3.7.3.1.3, if the age 
of t0e exceeds four hours.  
 
Compliance note.τ See Attachment D, 4.1.3.11 for guidance material on the age of t0e.  
 
3.1.3.4 TIME  
 
3.1.3.4.1 Galileo system time (GST). The GST must be a continuous timescale based on the definition of the 
second (according to the International System of Units, SI) whose origin/reference epoch (GST (T0)) must be 
defined as 13 seconds before 1999-08-22 00:00:00 UTC. The Galileo navigation message must contain all 
necessary parameters to convert between GST and UTC.  
 
Compliance note.τ See Attachment D, 4.1.3.9 for GST guidance material.  
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3.1.3.5 COORDINATE SYSTEM  
 
3.1.3.5.1 The Galileo OS broadcast ephemeris must determine the position of the transmitting antenna phase 
centre of a given satellite in the Galileo Terrestrial Reference Frame (GTRF) ECEF reference frame.  
 
3.1.3.5.2 The GTRF difference from the latest physical realization of the International Terrestrial Reference 
Frame (ITRF) must not exceed 3 cm 95 per cent globally.  
 
Compliance note 1.τ WGS-84 and GTRF are both realizations of ITRF. The difference between GTRF and 
WGS-84 used in GPS, is considered insignificant for aviation.  
 
Compliance note 2.τ See Attachment D, 4.1.3.10 for additional information on GTRF. 
 

 
 
3.1.4. BeiDou Navigation Satellite System (BDS) Open Service (OS) (B1I, B1C and B2a) 
 
 
3.1.4.1 NON-AIRCRAFT ELEMENTS 
 
 
 3.1.4.1.1 BDS RF CHARACTERISTICS  
 
Compliance note.τ This section describes RF characteristics of the BDS B1I, B1C and B2a signals 
transmitted by BDS-3 MEO and IGSO satellites.  
 
3.1.4.1.1.1 B1I, B1C and B2a common requirements  
 
3.1.4.1.1.1.1 Carrier phase noise. The carrier phase noise spectral density of the unmodulated carrier on 
B1I, B1C and B2a must be such that a third-order phase locked loop of 10 Hz one-sided noise bandwidth is 
able to track the carrier to an accuracy of 0.1 radian root mean square (RMS). 
 
 3.1.4.1.1.1.2 Spurious emissions. In-band spurious emissions must be at least 50 dB below the 
unmodulated B1I, B1C and B2a carrier over the allocated channel bandwidth. 
 
 Compliance note.τ The allocated channel bandwidth for the B1I signal is 4.096 MHz. The allocated 
channel bandwidth for the B1C signal is 32.736 MHz. The allocated channel bandwidth for the B2a signal is 
20.46 MHz.  
 
3.1.4.1.1.1.3 Data/code coherence. The edge of each data symbol must be aligned with the edge of the 
corresponding ranging code chip, and the start time of the first chip of the periodic ranging code must be 
aligned with the start time of the data symbol bit. The edges of each secondary code chip must be aligned 
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with the edges of the primary code chip and the primary code first chip start time must be aligned with the 
starting time of the secondary code chip.  
 
3.1.4.1.1.2 B1I RF characteristics  
 
3.1.4.1.1.2.1 B1I correlation loss. The correlation loss due to payload distortions must not exceed 0.6 dB on 
B1I. 
 
 3.1.4.1.1.2.2 B1I ranging code. The chipping rate of the B1I ranging code must be 2.046 megachips per 
second, and the length must be 2 046 chips. The B1I ranging code (hereinafter referred to as CB1I) must be 
a balanced Gold code truncated with the last one chip. The Gold code must be generated by means of 
Modulo-2 addition of G1 and G2 sequences, which are respectively derived from two 11-bit linear shift 
registers. The generator of CB1I must be as shown in Figure B BDS-1 
 
 
 

 
 

 

Figure B BDS-1. Generator of CB1I 

 

Compliance note.τ Additional information concerning the B1I ranging code is given in the BeiDou 
Navigation Satellite System Signal In Space Interface Control Document Open Service Signal B1I (Version 
оΦлύΣ ŘŀǘŜŘ CŜōǊǳŀǊȅ нлмф όƘŜǊŜƛƴŀŦǘŜǊ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ ά.5{ h{ .мL L/5έύ, section 4.3.  
 
3.1.4.1.1.3 B1C RF characteristics  
 
3.1.4.1.1.3.1 B1C correlation loss. The correlation loss due to payload distortions must not exceed 0.3 dB on 
B1C. 
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 3.1.4.1.1.3.2 B1C signal generation. The B1C signal must comprise two components, known as B1C data 
component and B1C pilot component.  
 
3.1.4.1.1.3.3 B1C signal power split. The B1C signal power must be 1:3 split between the B1C data 
component and the B1C pilot component.  
 

3.1.4.1.1.3.4 B1C data ranging code ( ). The B1C data ranging code sequence must be a 10 230-chip length 
primary code repeated every 10 milliseconds.  
 
Compliance note.τ Additional information concerning the B1C data primary code is given in BDS OS B1C 
ICD, section 5.2.1. 
 
B1C data ranging code ( CB1C_data ). The B1C data ranging code sequence must be a 10 230-chip length 
primary code repeated every 10 milliseconds. 
 
Compliance note. τ Additional information concerning the B1C pilot primary code and secondary code is 
given in BDS OS B1C ICD, sections 5.2.1 and 5.2.2.  
 
B1C data component ( SB1C_data ) generation. The B1C data component must be generated from the 
navigation message data ( DB1C_data ) and the ranging code ( CB1C_data ) modulated with the sine-phased 
BOC(1,1) subcarrier scB1C_data. 
 
 
3.1.4.1.1.3.7 B1C pilot component (SB1C_pilot ) generation. The B1C pilot component must be generated 
from the ranging code (CB1C_pilot ) modulated with the QMBOC(6, 1, 4/33) subcarrier . The subcarrier 
must be composed of a BOC(1, 1) subcarrier and a BOC(6, 1) subcarrier, which must be in phase quadrature 
with each other and have a power ratio of 29:4. 
 
 Compliance note. τ Additional information concerning B1C modulation is given in BDS OS B1C ICD, section 
4.2.  
 
3.1.4.1.1.4 B2a RF characteristics  
 
3.1.4.1.1.4.1 B2a correlation loss. The correlation loss due to payload distortions must not exceed 0.6 dB on 
B2a.  
 
3.1.4.1.1.4.2 B2a signal generation. The B2a signal must comprise two components known as B2a data 
component and B2a pilot component.  
 
3.1.4.1.1.4.3 B2a signal power split. The B2a signal power must be equally split between the B2a data 
component and the B2a pilot component.  
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3.1.4.1.1.4.4 B2a data ranging code ( CB2a_pilot). The B2a data ranging code sequence must be the 
Modulo-2 addition of a 10 230-chip length primary code repeated every 1 millisecond and a 5-chip length 
secondary code repeated every 5 milliseconds.  
 
Compliance note.τ Additional information concerning B2a_data primary code and secondary code is given 
in BDS OS B2a ICD, sections 5.2.1 and 5.2.2. 3.1.4.1.1.4.5 B2a pilot ranging code (CB2a_pilot ). The B2a pilot 
ranging code sequence must be the Modulo-2 addition of a 10 230-chip length primary code repeated 
every 10 millisecond and a 100-chip length secondary code repeated every 100 milliseconds. 

 
 Compliance note.τ Additional information concerning B2a_pilot primary code and secondary code is given 
in BDS OS B2a ICD, sections 5.2.1 and 5.2.2.  
 
3.1.4.1.1.4.6 B2a data component (SB2a_pilot ) generation. The B2a data component must be BPSK(10) 
modulated from the navigation message data ( DB2a_pilot) and the ranging code ( CB2a_pilot).  
 
3.1.4.1.1.4.7 B2a pilot component (SB2a_pilot ) generation. The B2a pilot component must be BPSK(10) 
modulated from the ranging code CB2a_pilot  (t) only. 
 
 Compliance note.τ Additional information concerning B2a modulation is given in BDS OS B2a ICD, section 
4.2.  
 
3.1.4.1.2 DATA STRUCTURE  
 
3.1.4.1.2.1 B1I D1 message characteristics  
 
3.1.4.1.2.1.1 General. The B1I navigation message broadcast by BDS-о a9hǎ ŀƴŘ LD{hǎ .мL ǎƛƎƴŀƭǎ όά5м 
ƴŀǾƛƎŀǘƛƻƴ ƳŜǎǎŀƎŜέύ must be modulated with 1 kbps secondary Neuman-Hofman (NH) code. The D1 
navigation message must be structured into superframes, frames and subframes. The frame structure of 
the D1 navigation message must be as shown in Figure B BDS-2.  
 
Compliance note.τ Additional information concerning the NH code is given in BDS OS B1I ICD, section 
5.2.1.  
 
3.1.4.1.2.1.2 Superframe. Every superframe must contain 36 000 bits. Every superframe must be composed 
of 24 frames (24 pages).  
  
3.1.4.1.2.1.3 Frame. Every frame must contain 1 500 bits. Every frame must be composed of 5 subframes.  
 
3.1.4.1.2.1.4 Subframe. Every subframe must contain 300 bits. Every subframe must be composed of 10 
words. Every word must contain 30 bits. Every word must consist of navigation message data and parity 
bits. 
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Figure B BDS-2. Frame structure of the D1 navigation message 

 

3.1.4.1.2.1.5 Data parity. Word 1 of each subframe must contain 26 information bits and 4 parity bits in the 
least significant bits (LSBs), and words 2 through 10 must contain 22 information bits and 8 parity bits in the 
LSBs. Bose-Chaudhuri-Hocquenghem (BCH)(15,11,1) encoding must be used for error control and 
interleaving. 
 
 Compliance note.τ Additional information concerning BCH(15,11,1) encoding is given in BDS OS B1I ICD, 
section 5.1.3.  
 
3.1.4.1.2.1.6 Preamble. Bits 1 through 11 of every subframe must contain a preamble consisting of the 
ǎŜǉǳŜƴŎŜ ƻŦ ōƛǘǎ άмммлллмллмлέΦ  
 
3.1.4.1.2.1.7 Subframe identification. Bits 16 through 18 of every subframe must contain the subframe 
identification, encoded as follows : 
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3.1.4.1.2.1.8 Seconds-of-week (SOW). Bits 19 through 26 and bits 31 through 42 of each subframe of the D1 
navigation message must contain the 20-bit seconds-of-week (SOW), which is defined as the number of 
seconds that have occurred since the last Sunday, 00:00:00 BDT. The SOW count must occur at the leading 
edge of the first preamble bit (MSB) of the subframe.  
 
3.1.4.1.2.1.9 Reserved bits. Bits 12 through 15 of every subframe or page of a subframe must be reserved.  
 
3.1.4.1.2.2 B1C message characteristics  
 
3.1.4.1.2.2.1 General. The B1C navigation message (B-CNAV1 navigation message) must be broadcast as a 
sequence of frames. Each frame must contain 1 800 symbols with a symbol rate of 100 symbols per second. 
Each frame must consist of three subframes with the basic frame structure shown in Figure B BDS-3. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Figure B BDS-3. Basic frame structure of B-CNAV1 
 

 

3.1.4.1.2.2.2 Subframe 1. Subframe 1 must contain 14 bits before BCH error correction encoding. After BCH 

(21,6) + BCH (51,8) encoding, its length must be 72 symbols.  

 

Compliance note.τ Additional information concerning BCH(21,6)+BCH(51,8) encoding is given in BDS OS B1C 

ICD, section 6.2.2.1.  
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3.1.4.1.2.2.3 Subframe 2. Subframe 2 must contain 600 bits before low-density parity check (LDPC) encoding. The 

576 MSBs of subframe 2 must be included in the CRC calculation, and the 24 LSBs must be the corresponding 

CRC bits. After 64-ary LDPC (200, 100) encoding, its length must be 1 200 symbols. 

 

 Compliance note.τ Additional information concerning 64-ary LDPC (200, 100) encoding is given in BDS OS B1C 

ICD, section 6.2.2.2.  

 

3.1.4.1.2.2.4 Subframe 3. Subframe 3 must contain 264 bits before LDPC encoding. The 6 MSBs must be the page 

type (PageID), the 24 LSBs must be CRC bits, and the remaining 234 bits must be message data. PageID and 

message data must be included in the CRC calculation. After 64-ary LDPC (88,44) encoding, its length must be 

528 symbols. The frame structure of subframe 3 must be as shown in Figure B BDS-4.  

 

Compliance note.τ Additional information concerning 64-ary LDPC (88,44) encoding is given in BDS OS B1C ICD, 

section 6.2.2.3. 

 

 
Figure B BDS-4. Frame structure for B-CNAV1 subframe 3 

 

 

 

3.1.4.1.2.2.5 Interleaving. After encoding, subframe 2 and subframe 3 must be combined and interleaved using a 

block interleaver.  

 

Compliance note.τ Additional information concerning interleaving is given in BDS OS B1C ICD, section 6.2.2.4. 

 

 3.1.4.1.2.3 B2a message characteristics  

 

оΦмΦпΦмΦнΦоΦм DŜƴŜǊŀƭΦ ¢ƘŜ .нŀ ƴŀǾƛƎŀǘƛƻƴ ƳŜǎǎŀƎŜ όά.-/b!±н ƴŀǾƛƎŀǘƛƻƴ ƳŜǎǎŀƎŜέύ must be broadcast as a 

sequence of frames. Each frame must contain 600 symbols with a symbol rate of 200 symbols per second. The B-

CNAV2 basic frame structure must be as shown in Figure B BDS-5. 
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Figure B BDS-5. B-CNAV2 basic frame structure 

 

3.1.4.1.2.3.2 Frame structure. Each frame must consist of a 24-symbol preamble and a 288-bit navigation 

message before error correction encoding. After encoding by 64-ary LDPC (96,48), its length must be 1 200 

symbols.  

 

Compliance note.τ Additional information concerning 64-ary LDPC (96,48) encoding is given in BDS OS B2a ICD, 

section 6.2.2. 

 

 3.1.4.1.2.3.2.1 Preamble. Each frame must contain a preamble consisting of the sequence of bits 

άмммлллмллмллммлммммлмлллέΦ  

 

3.1.4.1.2.3.2.2 Navigation message. Each frame must contain 288 bits before LDPC encoding, including the 6-bit 

PRN code, 6-bit message type, 18-bit SOW, 234-bit message data and 24-bit CRC. PRN, message type, SOW, and 

message data must be included in the CRC calculation. After 64-ary LDPC(96, 48) encoding, the frame length 

must be 576 symbols.  

 

3.1.4.1.3 DATA CONTENT 

 

 Compliance note.τ A full description of the data content of the words being transmitted is given in BDS OS B1I 

ICD, BDS OS B1I ICD and BDS OS B2a ICD.  

 

3.1.4.1.3.1 B1I data content 3.1.4.1.3.1.1 The B1I D1 navigation data must contain the information listed in Table 

B BDS-1. Compliance note.τ Additional information concerning B1I D1 content and application of the data is 

given in BDS OS B1I ICD, section 5.2.4 
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Table B BDS-1. B1I D1 navigation message content 

 
 

3.1.4.1.3.1.2 User range accuracy index (URAI). Bits 49 through 52 of subframe 1 of the D1 message must contain 

the URAI. The range of URAI must be from 0 to 15. The user range accuracy (URA) must be used to describe the 

signal-in-space accuracy (SISA) in metres. The relationship between URAI and URA must be as shown in Table B 

BDS-2.  

 

Compliance note.τ Additional information concerning URAI is given in BDS OS B1I ICD, section 5.2.4.5 and 

section 5.2.3, Figure 5-8. 
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Table B BDS-2. Relationship between URAI and URA 

 
 

 

3.1.4.1.3.1.3 Autonomous satellite health flag (SatH1). Bit 43 of subframe 1 of the D1 message must provide 

{ŀǘIмΦ ! ǾŀƭǳŜ ƻŦ άлέ must indicate ǘƘŀǘ ǘƘŜ ōǊƻŀŘŎŀǎǘƛƴƎ ǎŀǘŜƭƭƛǘŜ ƛǎ ƘŜŀƭǘƘȅ ŀƴŘ ŀ ǾŀƭǳŜ ƻŦ άмέ must indicate that 

the broadcasting satellite is unhealthy.  

 

Compliance note.τ Additional information concerning SatH1is given in BDS OS B1I ICD, section 5.2.4.6 and 

section 5.2.3, Figure 5-8.  

 

3.1.4.1.3.1.4 Satellite clock correction parameter toc must be broadcast in the D1 navigation message. The value 

of toc must monotonically increase over the week and must change if any of the clock parameters change.  

 

Compliance note.τ The update of the clock parameters always starts at the beginning of a superframe.  

 

3.1.4.1.3.1.5 Satellite ephemeris parameter toe must be broadcast in the D1 navigation message. The value of 

toe must monotonically increase over the week and must change if any of the ephemeris parameters change. If 

toe changes, then toc must also change.  
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Compliance note.τ The update of the ephemeris parameters always starts at the beginning of a superframe.  

 

3.1.4.1.3.1.6 Page number (Pnum). Both subframe 4 and subframe 5 must have 24 pages which must be 

identified through the page number (Pnum) contained in bits 44 through 50 of the subframes. 

 

3.1.4.1.3.1.7 Identification of expanded almanacs (AmEpID). Bits 291 through 292 of pages 1 through 24 of 

subframe 4 and pages 1 to 6 of subframe 5 must contain !Ƴ9ǇL5Φ ! ōƛƴŀǊȅ ǾŀƭǳŜ ƻŦ άммέ ƻŦ !Ƴ9ǇL5 must 

indicate that pages 11 through 23 of subframe 5 are used to broadcast the almanac parameters for SV ID 31 

through 63, and page 24 of subframe 5 is used to broadcast the satellite health information for SV ID 31 through 

63. Otherwise, pages 11 through 24 of subframe 5 must be reserved. 

 

 3.1.4.1.3.1.8 Identification of time-sharing broadcasting (AmID). Bits 291 through 292 of pages 11 through 23 of 

subframe 5 and bits 216 through 217 of page 24 of subframe 5 must provide AmID. AmID must be used 

combining with AmEpID and Pnum to indicate the PRN of the satellite transmitting the almanac parameters in 

the Pnum page. AmID mustƻƴƭȅ ōŜ ǳǎŜŘ ǿƘŜƴ !Ƴ9ǇL5 Ƙŀǎ ŀ ōƛƴŀǊȅ ǾŀƭǳŜ ƻŦ άммέΦ ¢ƘŜ ōǊƻŀŘŎŀǎǘƛƴƎ ǎŎƘŜƳŜ ŦƻǊ 

the almanac parameters of SV ID 31 through 63 must be as shown in Table B BDS-3. 

 

 
 

3.1.4.1.3.2 B1C and B2a data content  

 

3.1.4.1.3.2.1 The B-CNAV1 data broadcasted on B1C must contain the information listed in Table B BDS-4. The B-

CNAV2 data broadcasted on B2a must contain the message types and data content listed in Table B BDS-5.  

 

Compliance note 1.τ Additional information concerning B-CNAV1 data content and application of the data is 

given in BDS OS B1C ICD, section 7.  
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Compliance note 2.τ Additional information concerning B-CNAV2 data content and application of the data is 

given in BDS OS B2a ICD, section 7. 

 

Table B BDS-4. B1C navigation message information contents 
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Table B BDS-5. B2a message types and the data content 

 
 

3.1.4.1.3.2.2 Page type. Page ID must be used to identify the page types of subframe 3 in B-CNAV1. It must be a 

6-bit unsigned integer. Its definition must be as shown in Table B BDS-6. 
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3.1.4.1.3.2.3 Message type (MesType). Message type must be used to identify the message types of the B-CNAV2 

frames. It must be a 6-bit unsigned integer. Its definition must be as shown in Table B BDS7 

 

 
 

3.1.4.1.3.2.4 Issue of data  

 

Compliance note 1.τ Additional information concerning B1C issue of data is given in BDS OS B1C ICD, section 

7.4.1, Table 7-3 and section 7.4.2, Table 7-4.  

 

Compliance note 2.τ Additional information concerning B2a issue of data is given in BDS OS B2a ICD, section 

7.4.1, Table 7-3 and section 7.4.2, Table 7-4.  

 

3.1.4.1.3.2.4.1 Issue of data, ephemeris (IODE). IODE must indicate the issue number of a set of ephemeris 

parameters. The IODE value must be updated when any ephemeris parameter is updated. The IODE values must 

indicate the range of the ephemeris data age. The ephemeris data age must be defined as the offset between the 

ephemeris parameters reference time (toe) and the last measured time for generating the ephemeris 

parameters. The values of IODE must not be repeated within any 24 hours. The relationship between the IODE 

values and the ephemeris data age must be as in Table B BDS-8. 
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3.1.4.1.3.2.4.2 Issue of data, clock (IODC). IODC must indicate the issue number of a set of clock correction 

parameters. The IODC value must be updated when any clock correction parameter is updated. The IODC values 

must indicate the range of the clock correction data age. The clock correction data age must be defined as the 

offset between the clock correction parameters reference time (toc) and the last measured time for generating 

the clock correction parameters. The range of the clock correction data age must be defined by the 2 MSBs of 

IODC together with the 8 LSBs of IODC. The values of IODC must not be repeated within any 24 hours. The 

relationship between the IODC values and the clock correction data age must be as in Table B BDS-9 

 

Table B BDS-9. Relationship between the IODC values and the clock correction data age 
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3.1.4.1.3.2.5 Satellite health status. Satellite health status (SHS) must indicate the health status of the 

transmitting satellite. The definitions of the SHS parameter must be as shown in Table B BDS-10.  

 

Compliance note 1.τ Additional information concerning B1C SHS is given in BDS OS B1C ICD, section 7.14, Table 

7-22.  

 

Compliance note 2.τ Additional information concerning B2a SHS is given in BDS OS B2a ICD, section 7.14, Table 

7-22. 

 

 

Table B BDS-10. Definitions of the SHS parameter 

 

 
 

3.1.4.1.3.2.6 Satellite integrity status. The satellite integrity status must be conveyed by two parameters: data 

integrity flag (DIF) and signal integrity flag (SIF). Each of them must occupy 1 bit and their definitions must be as 

shown in Table B BDS-11.  

 

Compliance note 1.τ Additional information concerning the B1C satellite integrity status flag is given in BDS OS 

B1C ICD, section 7.15, Table 7-23.  

 

Compliance note 2.τ Additional information concerning the B2a satellite integrity status flag is given in BDS OS 

B2a ICD, section 7.15, Table 7-23. 

 

Table B BDS-11. Definitions of the satellite integrity status flag parameters 
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3.1.4.1.3.2.7 Satellite signal-in-space health status (SISHS)  

 

3.1.4.1.3.2.7.1 BDS OS signal-in-space health status (SISHS) must take one of the three states:  

a) healthy: the signal meets the minimum service performance specified in this document;  

b) unhealthy: the signal is not providing services or is being tested; and  

c) marginal: the signal is neither of the two previous states.  

 

3.1.4.1.3.2.7.2 The B1C and B2a SISHS must be indicated by the combination of four SIS flags: HS, SIF and DIF. The 

mapping between the values of the three flags and B1C/B2a SISHS must be as shown in Table B BDS-12. 

 

Table B BDS-12. The mapping between the values of the three flags and B1C/B2a SISHS 

 

 
 

3.1.4.1.3.2.8 Signal-in-space accuracy (SISA) indices. The SISA must describe the predictive accuracy of the orbital 

parameters and clock correction parameters broadcast in the navigation message. It must comprise the along-

track and cross-track accuracy of the satellite orbit (SISAoe) as well as the satellite orbital radius and satellite clock 

correction accuracy (SISAoc).The SISA index parameters listed below must be used to calculate SISAoe and SISAoc 

and must be broadcast in B-CNAV1 Subframe 3 for B1C and B-CNAV2 Message Type 40 for B2a, respectively:  

 

a) SISAIoe ǿƘƛŎƘ ƛǎ ŀ ǎƛƎƴŜŘΣ ǘǿƻΩǎ ŎƻƳǇƭŜƳŜƴǘ ƛƴǘŜƎŜǊ ƛƴ ǘƘŜ ǊŀƴƎŜ ƻŦ Ҍмр ǘƻ -16 must indicate the combined 

satellite along-track and cross-track orbit accuracy as shown in Table B BDS-12-1;  

b) SISAIocb ǿƘƛŎƘ ƛǎ ŀ ǎƛƎƴŜŘΣ ǘǿƻΩǎ ŎƻƳǇƭŜƳŜƴǘ ƛƴǘŜƎŜǊ ƛƴ ǘƘŜ ǊŀƴƎŜ ƻŦ Ҍмр ǘƻ -16 must indicate the combined 

satellite orbit radial and satellite clock bias accuracy as shown in Table B BDS-12-2;  

c) SISAIoc1 with an integer value in the range of 0 to 7 must indicate the satellite clock drift accuracy;  

d) SISAIoc2 with an integer value in the range of 0 to 7 must indicate the satellite clock drift rate accuracy; and e) 

top must indicate the time of week for data prediction.  

 

Compliance note 1.τ Additional information concerning the SISA index parameters is given in BDS OS B1C ICD, 

section 7.16.  
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Compliance note 2.τ Additional information concerning the SISA index parameters is given in BDS OS B2a ICD, 

section 7.16 

 

 

 

Table B BDS-12-1. Mapping between SISAoe index and SISAoe 
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Table B BDS-12-2. Mapping between SISAocb index and SISAocb 

 
 

3.1.4.2 DEFINITIONS OF PROTOCOLS FOR DATA APPLICATION  

 

Compliance note.τ This section defines the inter-relationships of the data broadcast message parameters. It 

provides definitions of parameters that are not transmitted but are used by either or both non-aircraft and 

aircraft elements, and that define terms applied to determine the navigation solution and its integrity.  

 

3.1.4.2.1 Parity algorithms.  

 

3.1.4.2.1.1 The D1 message uses BCH(15,11,1) encoding as parity algorithms as indicated in section  
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3.1.4.1.2.1.5. 3.1.4.2.1.2 The B-CNAV1 message and the B-CNAV2 message use a 24-bit CRC. The CRC must be 

calculated in accordance with 3.7, with the following generator polynomial: 

 

 
where: Gi = 1 for 0, 1, 3, 4, 5, 6, 7, 10, 11, 14, 17, 18, 23, 24 and 0 otherwise.  

 

3.1.4.2.2 Satellite clock correction parameters. 3.1.4.2.2.1 BDS system time t must be computed as follows: 

 

t = tsv ï ȹtsv 

where: 
 

t = BDT in seconds at time of signal transmission; 
 

tsv = the effective satellite ranging code phase time in seconds at time of signal transmission; 

and ȹtsv = the offset of satellite ranging code phase time in seconds defined as: 

ȹtsv = a0 + a1(t ï toc) + a2(t ï toc)
2 

+ ȹtr where: 

a0, a1 and a2 and toc are parameters transmitted in D1 navigation message subframe 1, in B-

CNAV1 subframe 2 and B-CNAV2 message Types 30, 31, 32, 33 and 34; and 

ȹtr is the relativistic effect correction term defined as: 
 

 

 
 

 

where: 
 

are parameters that can get from D1 navigation message subframe 2 and subframe 3, 
 

from B-CNAV1 subframe 2 and B-CNAV2 message Types 10 

and 11; F = -2ɛ1/2/c2; 

ɛ = 3.986004418Ĭ1014 m3/s2 is the value of the earthôs universal gravitational constant; and c = 2.99792458×108 

m/s is the speed of lig 
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3.1.4.2.2.2 BDS system time related to UTC (NTSC) time. BeiDou system time offset with respect to UTC must be 

determined by using B1I data, B1C data or B2a data. 

 

 Compliance note.τ Additional information concerning time parameters and algorithms relating BeiDou system 

time to UTC is given in section 5.2.4.18, BDS OS B1I ICD; section 7.12, BDS OS B1C ICD; and section 7.12, BDS OS 

B2a ICD.  

 

3.1.4.2.3 Satellite position.  

 

3.1.4.2.3.1 B1I satellite position solution. The current satellite position must be computed as shown in Table B 

BDS-13.  

 

Compliance note 1.τ The current satellite position is defined using ephemeris parameters. The ephemeris 

parameters (toe, , e, ̟, ɲn, M0, ʍ0, , i0, IDOT, Cuc, Cus, Crc, Crs, Cic, Cis) used in the B1I satellite position solution are 

parameters transmitted by D1 navigation message subframe 2 and subframe 3.  

 

Compliance note 2.τ Additional information concerning ephemeris parameters and algorithms is given in BDS 

OS B1I ICD, section 5.2.4.12. 
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Table B BDS-13. B1I ephemeris algorithm 

 

 
 

3.1.4.2.3.2 B1C and B2a satellite position solution. The current satellite position must be computed as shown in 

Table B BDS-14. 
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 Compliance note 1.τ The current satellite position is defined using ephemeris parameters. The ephemeris 

parameters (ὸέὩΣ {ŀǘ¢ȅǇŜΣ ҟὃ, ὃɦ Σ ҟὲ0Σ ҟὲɦ0, ὓ0, Ὡ, ʍ0, Ὥ0, ʍɧ, Ὥɦ0 ɦ , ὅὭί, ὅὭὧ, ὅὶί, ὅὶὧ , ὅόί, ὅόὧ ) used in the B1C and ,‫ 

B2a satellite position solution are parameters transmitted by B-CNAV1 navigation message subframe 2 and 3, or 

by B-CNAV2 navigation message Type 10 and message Type 11. Compliance note 2.τ Additional information 

concerning ephemeris parameters and algorithms is given in BDS OS B1C ICD, section 7.7, and in BDS OS B2a ICD, 

section 7.7 

 

Table B BDS-14. B1C/B2a ephemeris algorithm 

 

 










































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































