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General

Section 227 of the Civil Aviation Act, 2016 (Actno. 6 of 2016 er ei naf t empowers thee Act
Executive Director of Civil Aviation to issue
may be prSeaianr227@ead the Act furtheampowers the Executive Director of Civil
Aviation to incorporate into a technical standard any international aviation standard or any amendment
without publishing the text of such standard o
and \ear of issue of such standard or amendment or to any other particulars by which such standard or

amendment is sufficiently identified.

By way of Government Notice 89/2020 published in Government Gazette 7157 datddr2ii2020,
NAMCARS (amendment 2020) provides for Part 1751 Aer onaut i c al I nf or ma
AeronauticalCharts ( Al S) . Thi s Part 175 providesCATSor t hi
AIS. The Executive Director of Civil Aviation has, pursuant to the empowerment mentioned above,
issued technical standards relating to NAMCAR Part 175 (Aeronautical InformSgovices &
Aeronautical Charts) to be known as NABATS-AIS as further set out in the SCHEDULE herein.

NAM-CATS-AIS comprises the standards, rules, requirements, methods, specifications, characteristics
and procedures which are applicable in respect opittreision of AeronauticallnformationServices

to be used in all aspects of civil aviation air and ground operations.

To the extent possible, each reference to a technical standard in this document, is a reference to the

corresponding regulation in the Namibian Civil Aviation Regulations.

Example: (1) Technical standard 175.02.1 refers to regulation Part 175 of Subpart 02 of the Part 175
(2) Technical standard 175.02.2 refers to either the whole, or more than one specific

regulation, of Subpart 02 of Part 2.

Where there is any perceived disparity of meaning or inconsistency between these technical standards

and the regulations, the provisions of the regulations will take precedence.
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1.6

2.1

3.1

3.2

3.3

3.4

Where there is a difference between a standard and procedure prescribed in ICAO documents and the
Civil Aviation Technical Standards (CATS), the CATS standard will prevail.

GUIDANCE MATERIAL

Guidelines and recommendations in support of any particular technical standard are contained in
schedules or appendices to, and/or compliance notes inserted throughout, the technical Sthesards.
guidelines, upon release, are intended to provide recommendations and guidance to illustrate a means,
but not necessarily the only means of complying with the regulations and technical standards. They
may explain certain regulatory requirements byvjaing interpretive and explanatory materials. It is
expected that service providers will document internal actions in their own operational manuals, to put

into effect those, or similarly adequate, practices.

AMENDMENTS TO THE TECHNICAL STANDARDS

The NCAA Safety (ANSO) Division has responsibility for the technical content of this technical

standard.

This technical standard is issued, and may only be amended, under the authority of the Executive

Director of Civil Aviation.

Requests for changes to the content of this technical standard must be forwarded to the Executive
Director and may come from:

(a) technical areas within NCAA; or

(b) aviation industry service providers or operators; or

(c) pilots and ATC staff.

The need to change the content of this technical standard may arise for any of the following reasons:
(a) to ensure safety;
(b) to ensure standardisation;

(c) to respond to changed NCAA regulations or standards;



»X TECHNICAL STANDARDS
Z Namibia Civil Aviation Authority (NAMCATS)
Safety& SecurityDepartment
NCAA Y b Part 175: AIS

NAMIBLA CIVIL AVIATION AUTHORITY

(d) to respond to changes initiated by ICAOQ;

(e) to accommodate proposed initiatives or new technologies.

3.5 NCAA may approve trials of new procedures or technologies to develop appropriate standards.

INTERNATIONAL STANDARDS

4.1 Section 227 of the Civil Aviation Act, 20Fmpowers the Executive Director of Civil Aviation to issue
technical standard for civil aviatioBection 227 of the Civil Aviation Act, 2016 furthempowers the
Executive Director of Civil Aviation to incorporate into a technical standard any international aviation
standard or any amendment without stating the
to the title, number and year of issof such standard or amendment, or to any other particylars

which such standard or amendment is sufficiently identified.

4.2 The following International standards, recommended practices and procedures, as amended from time

to time, (art 37 of the Chicago Convention) will be incorporated into the technical standards and

appendices contained in this document upon release:

(@) ICAO Annex 4i Aeronautical Charts;

(b) ICAO Annex 5i Units of Measurement;

(c) ICAO Annex 11i Air Traffic Services;

(d) ICAO Annex 14i Aerodromes (Volume | and Il);

(e) ICAO Annex 15i Aeronautical Information Services;

() ICAO Procedures for Aeronautical Information Servicés Aeronautical Information
Management (PAN&IM) (Doc 10066)

(@) ICAO Procedures for Air Navigation ServiceédAir Traffic Management (PAN&TM) (Doc
4444);

(h) ICAO Procedures for Air Navigation ServicegConstruction of Visual and Instrument Flight
Procedure$PANS-OPS Volume II) (Doc 8168);

(i) ICAO Procedures for Air Navigation ServicésAbbreviations and Codes (PANSBC)(Doc
8400);

() ICAO Aeronautical Information Services Manual (Doc 8126);
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(k) ICAO Aeronautical Chart Manual (Doc 8697);
(D  Manual on the Quality Management System for Aeronautical Information Services (Doc 9839);
and

(m) ICAO Regional Supplementary Procedures.

4.3 Differences from ICAO Standards, Recommended Practices and Procedures are published in the AIP.

Miscellaneous:

APPENDIX 1: Marginal Layout

APPENDIX 2: ICAO Chart Symbols

APPENDIX 3: Colour Guide

APPENDIX 4: Hypsometric Tint Guide

APPENDIX 5: Sheet Layout of the World Aeronautical ChiatCAO 1:1 000 000
APPENDIX 6: Aeronautical Data Quality Requirements

APPENDIX 7: Specimen of ICAO Charts

4.4 In cases where the ICAO standards are incompatible with the standards prescribed in this Part or the
associated CATS, the provisions of Part 175 (including this CATS) must prevalil.

Compliance Note 1. The object of the aeronautical information service (AlS) is to ensure the flow of
aeronautical data and aeronautical information necessary for global air traffic management (ATM)
system safety, regularity, economy and efficiency in aimeemmentally sustainable manner. The role

and importance of aeronautical data and aeronautical information changed significantly with the
implementation of area navigation (RNAV), performabased navigation (PBN), airborne computer
based navigation symins and data link systems, performahased communication (PBC),
performancebased surveillance (PBS), data link systems and satellite voice communications
(SATVOICE). Corrupt, erroneous, late, or missing aeronautical data and aeronautical information can
potentially affect the safety of air navigation.

Compliance Note 2. These Standards are to be used in conjunction with the Procedures for Air
Navigation Serviced Aeronautical Information Management (PANXSV, Doc 10066).

Compliance Note 3. Guidance material on the organization and operation of aeronautical information
services is contained in the Aeronautical Information Services Manual (Doc 8126).

Compliance Note 4. Guidance material on the production and publication of Aeronautical charts is
contained in the Aeronautical Charts Manual (Doc 8697).
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175.0101 Definitions

1.1 When the following terms are used, they have the following meanings

Aerodrome. A defined area on land or water (including any buildings, installations and
equipment) intended to be used either wholly or in part for the arrival, departure and surface

movement of aircraft.

Aerodrome elevation The elevation of the highest point of the landing area.

Aerodrome mapping data (AMD). Data collected for the purpose of compiling aerodrome

mapping information.

Note. Aerodrome mapping data are collected for purposes that include the improvement of the

userod6s situational awareness, surface navigal

Aerodrome mapping database (AMDB) A collection of aerodrome mapping data organized

and arranged as a structured data set.

Aerodrome operating minima The limits of usability of an aerodrome for:

(a) takeoff, expressed in terms of runway visual range and/or visibility and, if necessary,
cloud conditions;

(b) landing in precision approach and landing operations, expressed in terms of visibility
and/or runway visual range and decision altitude/height (DA/H) as appropriate to the
category of the operation;

(c) landing in approach and landing operations with vertical guidance, expressed in terms
of visibility and/or runway visual range and decision altitude/height (DA/H); and

(d) landing in norprecision approach and landing operations, expressed in terms of
visibility and/or runway visual range, minimum descent altitude/height (MDA/H) and,
if necessary, cloud conditions.

Aerodrome reference point The designated geographical location of an aerodrome.

10
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Aeronautical chart. A representation of a portion of the Earth, its culture and relief,

specifically designated to meet the requirements of air navigation.

Aeronautical data. A representation of aeronautical facts, concepts or instructions in a

formalized manner suitable for communication, interpretation or processing.

Aeronautical fixed service (AFS) A telecommunication service between specified fixed
points provided primarily for the safety of air navigation and for the regular, efficient and

economical operation of air services.

Aeronautical information. Information resulting from the assembly, analysis and formatting

of aeronautical data.

Aeronautical Information Circular (AIC) . A notice containing information that does not
qualify for the origination of a NOTAM or for inclusion in the AIP, but which relates to flight

safety, air navigation, technical, administrative or legislative matters.

Aeronautical information management (AIM). The dynamic, integrated management of
aeronautical information through the provision and exchange of caaliyred digital

aeronautical data in collaboration with all parties.

Aeronautical information product. Aeronautical data and aeronautical information
provided either as digital data sets or as a standardized presentation in paper or electronic media.
Aeronautical information products include:

0 Aeronautical Information Publication (AIP), including Amendments and Supplements;
Aeronautical Information Circulars (AIC);
Aeronautical charts;
NOTAM; and

Digital data sets.

o ox ox x

Compliance Note Aeronautical information products are intendgdimarily to satisfy

internationalrequirements for the exchange of aeronautical information.

11
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Aeronautical Information Publication (AIP) . A publication issued by or with the authority
of a State and containing aeronautical information of a lasting character essential to air

navigation.

Aeronautical information service (AlS). A service established within the defined area of
coverage responsible for the provision of aeronautical data and aeronautical information

necessary for the safety, regularity and efficiency of air navigation.

AIP Amendment. Permanent changes to the information contained in the AlP.

AIP Supplement Temporary changes to the information contained in the AIP which are

providedby means of special pages.

AIRAC An acronym (aeronautical information regulation and control) signifying a system
aimed at advance notification, based on common effective dates, of circumstances that

necessitate significant changes in operating practices.

Aircraft stand . A designated area on an apron intended to be used for parking an aircraft.

Air defence identification zone (ADIZ). Special designated airspace of defined dimensions
within which aircraft are required to comply with special identification and/or reporting

procedures additional to those related to the provision of air traffic services (ATS).

Air traffic management (ATM) . The dynamic, integrated management of air traffic and
airspace (including air traffic services, airspace management and air traffic flow management)
o0 safely, economically and efficiently through the provision of facilities and seamless

services in collabration with all parties and involving airborne and grotsaded functions.

Air traffic service. A generic term meaning variously, flight information service, alerting
service, air traffic advisory service, air traffic control service (area control service, approach

control service or aerodrome control service).

12
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Air transit route . A defined route for the air transiting of helicopters.

Airway . A control area or portion thereof established in the form of a corridor.

Altitude . The vertical distance of a level, a point or an object considered as a point, measured
from mean sea level (MSL).

Application. Manipulationand processing of data in support of user requirements.

Apron. A defined area, on a land aerodrome, intended to accommodate aircraft for purposes of

loading or unloading passengers, mail or cargo, fuelling, parking or maintenance.

Area minimum altitude. (AMA) The minimum altitude to be used under instrument
meteorological conditions (IMQhatprovides a minimum obstacle clearance within a specified

area, normally formed by parallels and meridians.

Area navigation (RNAV)- A method of navigation which permits aircraft operation on any

desired flight path within the coverage of groundspacebased navigation aids or within the

limits of the capability of sel€ontained aids, or a combination of these.

Arrival routes . Routes identified in an instrument approach procedure by which aircraft may

proceed from the eroute phase of flight to an initial approach fix.
ASHTAM A special series NOTAM notifying by means of a specific format change in activity

of a volcano, a volcanic eruption and/or volcanic ash cloud that is of significance to aircraft

operations.

13
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Assemble A process of merging data from multiple sources into a database and establishing a

baseline for subsequent processing.

Compliance NoteThe assemble phase includes checking the data and ensuring that detected

errors and omissions are rectified

ATS route. A specified route designed fohannelingthe flow of traffic as necessary for the

provision of air traffic services.

Compliance Notd.. The term ATS route is used to mean variously, airway, advisory route,

controlled or uncontrolled route, arrival or departure route, etc.

Compliance Not@. An ATS route is defined by route specifications that include an ATS route
designator, the track to or from significant points (waypoints), distance between significant
points, reporting requirements and, as determined by the appropriate ATS autherioxyest

safe altitude.

ATS surveillance service.Term used to indicate a service provided directly by means

of an ATS surveillance system.

ATS surveillance system A generic term meaning variously, AEEy PSR, SSRor any
comparable grountlased system that enables the identification of aircraft.

Compliance NoteA comparable grountiased system is one that has been demonstrated, by
comparative assessment or other methodology, to have a level of safety and performance equal

to or better than monopulse SSR.

Automatic dependent surveillanced broadcast (ADSB). A means by which aircraft,
aerodrome vehicles and other objects can automatically transmit and/or receive data such as

identification, position and additional data, as appropriate, in a broadcast mode via a data link.

Automatic dependent surveillanced contract (ADS-C). A means by which the terms of an

14
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ADS-C agreement will be exchanged between the ground system and the aircraft, via a data
link, specifying under what conditions ABSreports would be initiated, and what data would

be contained in the reports.

Compliance NoteThe abbreviated term AADS contracto
event contract, ADS demand contract, ADS periodic contract or an emergency mode.

Automatic terminal information service (ATIS). The automatic provision of current, routine

information to arriving and departing aircraft throughout 24 hours or a specified portion thereof.

Data link-automatic terminal information service (BATIS). The provision of ATIS

via data link.

Voice-automatic terminal information service (VoicATIS). The provision of ATIS

by means of continuous and repetitive voice broadcasts.

Bare Earth. Surface of the Earth including bodies of water and permanent ice and snow, and

excluding vegetation and manade objects.

Calendar. Discrete temporal reference system that provides the basis for defining temporal

position to a resolution of one déd$O 19108)

Canopy. Bare Earth supplemented by vegetation height.

Changeover point. The point at which an aircraft navigating on an ATS route segment defined
by reference to very high frequency omnidirectional radio ranges is expected to transfer its
primary navigational reference from the facility behind the aircraft to the next fadiksd of

the aircraft.

Compliance NoteChangeover points are established to provide the optimum balance in

respect of signal strength and quality between facilities at all levels to be used and to ensure a

15



’X TECHNICAL STANDARDS
:/ Namibia Civil Aviation Authority e
Safety& SecurityDepartment
N AA y tybep Part 175: AIS

NAMIBLA CIVIL AVIATION AUTHORITY

common source of azimuth guidance for all aircraft operating along the same portion of a route

segment.
Clearway. A defined rectangular area on the ground or water under the control of the
appropriate authority, selected or prepared as a suitable area over which an aeroplane may make

a portion of its initial climb to a specified height.

Confidence level The probability that the true value of a parameter is within a certain interval
around the estimate of its value.

Compliance NoteThe interval is usually referred to as the accuracy of the estimate.

Controller -pilot data link communications (CPDLC). A means of communication between

controller and pilot, using data link for ATC communications.

Contour line. A line on a map or chart connecting points of equal elevation.

Culture. All man-made features constructed on the surface of the Earth, such as cities, railways

and canals.

Cyclic redundancy check (CRC) A mathematical algorithm applied to the digital expression

of data that provides a level of assurance against loss or alteration of data.

Danger area An airspace of defined dimensions within which activities dangerous to the flight

of aircraft may exist at specified times.

Data accuracy A degree of conformance between the estimated or measured value and the

true value.

Data completenessThe degree of confidence that all of the data needed to support the intended

use is provided.

16
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Data format. A structure of data elements, records and files arranged to meet standards,

specifications or data quality requirements.

Data integrity (assurance level) A degree of assurance that an aeronautical data and its value
has not been lost or altered since the data origination or authorized amendment

Data product. A data set or data set series that conforms to a data product specifikz@on
19131)

Data product specification A detailed description of a data set or data set series together with
additional information that will enable it to be created, supplied to and used by another party
(1SO 19131).

Compliance NoteA data product specification provides a description of the universe of
discourse and a specification for mapping the universe of discourse to a data set. It may be
used for production, sales, ende or other purpose.

Data quality. A degree or level of confidence that the data provided meet the requirements of
the data user in terms of accuracy, resolution and inte@mtgquivalent assurance level),

traceability, timeliness, completeness and format

Data resolution. A number of units or digits to which a measured or calculated value is

expressed and used.

Data set Identifiable collection of datdSO 19101)

Data set seriesA collection of data sets sharing the same product specifiq@#@n19115).

Data timeliness The degree of confidence that the data is applicable to the period of its

intended use.
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Data traceability. The degree that a system or a data product can provide a record of
the changes made to that product and thereby enable an audit trail to be followed from the end

user to the originator.

Datum. Any quantity or set of quantities that may serve as a reference or basis for the
calculation of other quantitig€sSO 19104)

Digital Elevation Model (DEM). The representation of terrain surface by continuous elevation
values at all intersections of a defined greferenced to common datum.

Compliance NoteDigital Terrain Model (DTM) is sometimes referred to as DEM.

Direct transit arrangements. Special arrangements approved by the public authorities
concerned by which traffic which is pausing briefly in its passage through the Contracting State
may remain under their direct control.

Displaced threshold A threshold not located at the extremity of a runway.

Electronic aeronautical chart display. An electronic device by which flight crews are enabled

to execute, in a convenient and timely manner, route planning, route monitoring and navigation

by displaying required information.

Elevation. The vertical distance of a point or a level, on or affixed to the surface of the earth,

measured from mean sea level.

Ellipsoid height (Geodetic height) The height related to the reference ellipsoid, measured
along the ellipsoidal outer normal through the point in question.

Executive Director. The Chief Executive Officer of the Namibia Civil Aviation Authority

under the Act.

Feature. Abstraction of real worlphenomenal§O 19101)
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Feature attribute. Acharacteristic of éeature (1ISO 19101)

Compliance NoteA feature attribute has a name, a data type and a value domain associated
with it.

Feature operation An operation that every instance of a feature type may perfiS®
19101)

Compliance Note An operation upon the feature type dam is to raise the dam. The
result of this operation is to raise the level of water in the reservaoir.

Feature relationship. Relationship that links instances of one feature type with instances of
the same or a different feature ty@p8O 19101)

Feature type A class of real world phenomena with common prope(t&® 19110)

Compliance Noteln a feature catalogue, the basic level of classification is the feature type.

Final approach. That part of an instrument approach procedure which commences at the
specified final approach fix or point, or where such a fix or point is not specified,
(a) atthe end of the last procedure turn, base turn or inbound turn of a racetrack procedure,
if specified; or
(b) at the point of interception of the last track specified in the approach procedure; and
ends at a point in the viciniyf an aerodrome from which:
() alanding can be made; or

(i) a missed approach procedure is initiated.

Final approach and takeoff area (FATO). A defined area over which the final phase of the
approach manoeuvre to hover or landing is completed and from which thefftakenoeuvre
is commenced. Where the FATO is to be used by performance Class 1 helicopters, the defined

area includes the rejecttakeoff area available.
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Final approach fix or point. That fix or point of an instrument approach procedure where the

final approach segment commences.

Final approach segment That segment of an instrument approach procedure in which
alignment and descent for landing are accomplished.

Flight information region . An airspace of defined dimensions within which flight information
service and alerting service are provided.

Flight level. A surface of constant atmospheric pressure which is related to a specific pressure
datum, 1 013.2 hectopascals (hPa), and is separated from other such surfaces by specific

pressure intervals.

Compliance Notel. A pressure type altimeter calibrated in accordance with the Standard
Atmosphere:

a) when set to a QNH altimeter setting, will indicate altitude;

b) when set to a QFE altimeter setting, will indicate height above the QFE reference datum;

c) when set to a pressure of 1 013.2 hPa, may be used to indicate flight levels.

Compliance Not2. The terms fAheightd and Aaltitudeo,

altimetric rather than geometric heights and altitudes.

Geodesic distanceThe shortest distance between any two points on a mathematically defined

ellipsoidal surface.

Geodetic datum A minimum set of parameters required to define location and orientation of
the local reference system with respect to the global reference system/frame.
Geoid. The equipotential surface in the gravity field of the Earth which coincides with the

undisturbed mean sea level (MSL) extended continuously through the continents.
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Compliance NoteThe geoid is irregular in shape because of local gravitational disturbances
(wind tides, salinity, current, etc.) and the direction of gravity is perpendicular to the geoid at

every point.

Geoid undulation. The distance of the geoid above (positive) or below (negative) the

mathematical reference ellipsoid.

Compliance Note In respect to the World Geodetic Sys@m1984 (WGS4) defined
ellipsoid, the difference between the W&Sellipsoidal height and orthometric height
represents WG84 geoid undulation.

Glide path. A descent profile determined for vertical guidance during a final approach.

Gregorian calendar. A calendar in general use; introduced in 1382lefine a year that more

closely approximates the tropical year than the Julian calendar.

Compliance Note In the Gregorian calendar, common years have 365 days and leap years

366 days divided into twelve sequential months.

Height. The vertical distance of a level, point or an object considered as a point, measured from

a specific datum.
Helicopter stand An aircraft stand which provides for parking a helicopter and where ground
taxi operations are completed or where the helicopter touches down and lifts off for air taxi

operations.

Heliport. An aerodrome or a defined area on a structure intended to be used wholly or in part

for the arrival, departure and surface movement of helicopters.

Heliport reference point (HRP). The designated location of a heliport or a landing location.
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Human Factors principles. Principles which apply to aeronautical design, certification,
training, operations and maintenance and which seek safe interface between the human and

other system components by proper consideration to human performance.

Hypsometric tints. A succession of shades or colour gradations used to depict ranges of

elevation.

Initial approach segment. That segment of an instrument approach procedure between the
initial approach fix and the intermediate approach fix or, where applicable, the final approach
fix or point.

Instrument approach procedure.A series of predetermined manoeuvres by reference to flight
instruments with specified protection from obstacles from the initial approach fix, or where
applicable, from the beginning of a defined arrival route to a point from which a landing can be
complaged and thereafter, if a landing is not completed, to a position at which holding or en

route obstacle clearance criteria apply

Integrity (aeronautical data). A degree of assurance that an aeronautical data and its value

has not been lost or altered since the data origination or authorized amendment.

Integrity classification (aeronautical data) A classification based upon the potential risk

resulting from the use of corrupted data. Aeronautical data are classified as:

Routine data:there is a very low probability when using corrupted routine data that
the continued safe flight and landing of an aircraft would be severely at risk with the
potential for catastrophe;

Essential datathere is a low probability when using corrupted essential data that the

continued safe flight and landing of an aircraft would be severely at risk with the

potential for catastrophe; and

22




NAMIBLA CIVIL AVIATION AUTHORITY

TECHNICAL STANDARDS

( Namibia Civil Aviation Authority (NAMCATS)
NCA

Safety& SecurityDepartment
A / Sa Part 175: AIS

Critical data: there is a high probability when using corrupted critical data that the
continued safe flight and landing of an aircraft would be severely at risk with the

potential for catastrophe.

Intermediate approach segmentThat segment of an instrument approach procedure between
either the intermediate approach fix and the final approach fix or point, or between the end of
a reversal, racetrack or dead reckoning track procedure and the final approach fix or point, as
appropiate.

Intermediate holding position. A designated position intended for traffic control at which
taxiing aircraft and vehiclemust stop and hold until further cleared to proceed, when so

instructed by the aerodrome control tower.

International airport . Any airport designated by the Contracting State in whose territory it is
situated as an airport of entry and departure for international air traffic, where the formalities
incident to customs, immigration, public health, animal and plant quarantine andr simila

procedures are carried out.

International NOTAM office (NOF) . An office designated by a State for the exchange of
NOTAM internationally.

Isogonal.A line on a map or chart on which all points have the same magnetic variation for a

specified epoch.

Isogriv. A line on a map or chart which joins points of equal angular difference between the
North of the navigation grid and Magnetic North.

Landing area. That part of a movement area intended for the landing ordffila# aircraft.

Landing direction indicator. A device to indicate visually the direction currently designated

for landing and for takeff.
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Level. A generic term relating to the vertical position of an aircraft in flight and meaning

variously, height, altitude or flight level.

Logon address A specified code used for data link logon to an ATS unit.

Magnetic variation. The angular difference between True North and Magnetic North.

Compliance NoteThe value given indicates whether the angular difference is East or West of
True North.

Manoeuvring area. That part of an aerodrome to be used for the-tdkdanding and taxiing

of aircraft, excluding aprons.

Marking. A symbol or group of symbols displayed on the surface of the movement area in

order to convey aeronautical information.

Metadata. Data about datdSO 19115)

Compliance Note A structured description of the content, quality, condition or other

characteristics of data.

Minimum en-route altitude (MEA). The altitude for an ermoute segment that provides
adequate reception of relevant navigation facilities and ATS communications, complies with

the airspace structure and provides the required obstacle clearance.

Minimum obstacle clearance altitude (MOCA) The minimum altitude for a defined segment

of flight that provides the required obstacle clearance.

Minimum sector altitude (MSA). The lowest altitude which may be used which will provide
a minimum clearance of 300 m (1 000 ft) above all objects located in an area contained within
a sector of a circle of 46 km (25 NM) radius centred on a significant point, the aerodrome

reference pait (ARP) or the heliport reference point (HRP).
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Missed approach point (MAPt). That point in an instrument approach procedure at or before
which the prescribed missed approach procedure must be initiated in order to ensure that the

minimum obstacle clearance is not infringed.

Missed approach procedure.The procedure to be followed if the approach cannot be

continued.

Movement area That part of an aerodrome to be used for the-tdkdanding and taxiing of
aircraft, consisting of the manoeuvring area and the apron.

Navigation specification A set of aircraft and flight crew requirements needed to support
performancébased navigation operations within a defined airspace. There are two kinds of

navigation specifications:

Required navigation performance (RNP) specificatioA navigation specification
based on area navigation that includes the requirement for performance monitoring and
alerting, designated by the prefix RNP, e.g. RNP 4, RNP APCH.

Area—havigation (RNAV) specification. A navigation specification based on area
navigation that does not include the requirement for performance monitoring and
alerting, designated by the prefix RNAV, e.g. RNAV 5, RNAV 1.

Compliance Notd.. The Performanecbased Navigation (PBN) Manual (Doc 9613),

Volume I, contains detailed guidance on navigation specifications.

Compliance Note2 . The term RNP, previously defi
navigation performance necessary for oper
removed from thi€ATSas the concept of RNP has been overtaken by the concept of

PBN. The term RNP in thiSGATSis now solely used in the context of navigation
specifications that require performance monitoring and alerting, e.g. RNP 4 refers to

the aircraft and operating requirements, including a 4 NM lateral performance with

on-board performance nmatoring and alerting that are detailed I€AO Doc 9613.
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Next intended user. The entity that receives the aeronautical data or information from
the

Aeronautical Information Service.

NOTAM. A notice distributed by means of telecommunication containing information
concerning the establishment, condition or change in any aeronautical facility, service,
procedure or hazard, the timely knowledge of which is essential to personnel concerned with
flight operations.

Obstacle All fixed (whether temporary or permanent) and mobile objects, or parts thereof,
that:

(a) are located on an area intended for the surface movement of aircraft; or

(b) extend above a defined surface intended to protect aircraft in flight; or

(c) stand outside those defined surfaces and that have been assessed as being a hazard to

air navigation.

Compliance Note. The term obstacle is used inG#$ Ssolely for the purpose of specifying
the charting of objects that are considered a potential hazard to the safe passage of aircraft in

the type of operation for which the individual chart series is designed.

Obstacle clearance altitude (OCA) or obstacle clearance height (OCHhe lowest altitude
or the lowest height above the elevation of the relevant runway threshold or the aerodrome
elevation as applicable, used in establishing compliance with appropriate obstacle clearance

criteria.

Compliance Notd. Obstacle clearance altitude is referenced to mean sea level and obstacle
clearance height is referenced to the threshold elevation or in the case -@rewsion
approaches to the aerodrome elevation or the threshold elevation if that is more tha@ft2 m
below the aerodrome elevation. An obstacle clearance height for a circling approach is

referenced to the aerodrome elevation.
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Compliance Not@. For convenience when both expressions are used they may be written in

the form Aobstacle clearance altitude/ hei ght ¢

Compliance Not&. See Procedures for Air Navigation Serviéedircraft Operations(Doc
8168), Volume I, Part |, Section 4, Chapter 1, 1.5, and Volume IlI, Part |, Section 4, Chapter 5,
5.4, for specific applications of this definition.

Obstacle free zone (OFZ)The airspace above the inner approach surface, inner transitional
surfaces, and balked landing surface and that portion of the strip bounded by these surfaces,
which is not penetrated by any fixed obstacle other than-ariags and frangibly mounted one
required for air navigation purposes.

Obstacle/terrain data collection surfaceA defined surface intended for the purpose

collecting obstacle/terrain data.

Origination (aeronautical data or aeronautical information). The creation of the value
associated with new data or information or the modification of the value of an existing data or

information.
Originator (aeronautical data or aeronautical information). An entity that is accountable
for data or information origination and/or from which the AIS organization receives

aeronautical data and information.

Orthometric height. A height of a point related to the geoid, generally presented as an MSL

elevation.

Performance-based communication (PBC). Communication based on performance

specifications applied to the provision of air traffic services.

Compliance NoteAn RCP specification includes communicatmerformancerequirements

that are allocated to system components in termfi@icommunication to be provided and
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associated transaction time, continuity, availability, integrity, safety and functionality needed

for the proposed operation in the context of a particular airspace concept.

Performance-based navigation (PBN)Area navigation based on performance requirements
for aircraft operating along an ATS route, on an instrument approach procedure or in a
designated airspace.

Compliance Note. Performance requirements are expressed in navigation specifications
(RNAYV specification, RNP specification) in terms of accuracy, integrity, contiaustijability

and functionality needed for the proposed operation in the context of a particular airspace
concept. Availability of a global navigation satellite signal in space and/or some other
navigation aid infrastructure is considered within the airspace concept in order to enable the

navigation application

Performance-based surveillance (PBS)Surveillance based on performance specifications

applied to the provision of air traffic services.

Compliance Note. An®R specification includesurveillanceperformance requirements that

are allocated to system components in terms ofuiheeillanceto be provided and associated
data deliverytime, continuity, availability, integrityaccuracy of the surveillance datsafety

and functionality needed for the proposed operation in the context of a particular airspace
concept.

Point light. A luminous signal appearing without perceptible length.

Portrayal. Presentation of information to huma@iSO 19117)

Position (geographical) A set of coordinates (latitude and longitude) referenced to the

mathematical reference ellipsoid which define the position of a point on the surface of the Earth.

Post spacingAn angular or linear distance between two adjacent elevation points.
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Precision The smallest difference that can be reliably distinguished by a measurement process.

Compliance Note. In reference to geodetic surveys, precision is a degree of refinement in
performance of an operation or a degree of perfection in the instruments and methods

used when taking measurements.

Precision approach procedureAn instrument approach procedure utilizing azimuth and glide
path information provided by ILS or PAR.

Pre-flight information bulletin (PIB) . A presentation of current NOTAM information of
operational significance, prepared prior to flight.

Procedure altitude/height.A published altitude/height used in defining the vertical profile of
a flight procedure, at or above the minimum obstacle clearance altitude/height where

established.

Procedure turn. A manoeuvren which a turn is made away from a designated track followed
by a turn in the opposite direction to permit the aircraft to intercept and proceed along the

reciprocal of the designated track.

Compliance Notel . Procedure turns are designated #dl

direction of the initial turn.

Compliance Not2. Procedure turns may be designated as being made either in level flight or

while descending, according to the circumstances of each individual procedure.

Prohibited area. An airspace of defined dimensions, above the land areas or territorial waters

of a State, within which the flight of aircraft is prohibited.

Quality . A degree to which a set of inherent characteristics fulfils requirements.

ComplianceNot e 1. The term Aqualityodo can be wused
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ComplianceNot e 2. Al nherent o0, as opposed to fdass

especially as a permanent characteristic.

Quality assurance Part of quality management focused on providing confidence that quality
requirements will be fulfilleqISO 9000%)

Quality control. Part of quality management focused on fulfilling quality requiremé@s®
9000*).

Quality management A coordinated activities to direct and control an organization with
regard to qualityf{ISO 9000%)

Radio navigation service A service providing guidance information or position data for the

efficient and safe operation of aircraft supported by one or more radio navigation aids.

Relief. The inequalities in elevation of the surface of the Earth represented on aeronautical

charts by contours, hypsometric tints, shading or spot elevations.

Reporting point. A specified (named) geographical location in relation to which the position

of an aircraft can be reported.

Compliance NoteThere are three categories of reporting points: greabaded navigation aid,
intersection and waypoint. In the context of this definition, intersection is a significant point
expressed as radials, bearings and/or distances from grbasdd navigation ds. A

reporting point can be indicated as fion requc¢
Required communication performance (RCP) specificationA set of requirements for air

traffic service provision and associated ground equipment, aircraft capability, and operations

needed to support performadoased communication.
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Required surveillance performance (RSP) specificatiorA set of requirements for air traffic
service provision and associated ground equipment, aircraft capability, and operations needed

to support performandeased surveillance.

Requirement. A need or expectation that is stated, generally implied or obligatory.
Compliance Note 1. ifnGenerally i mpliedo me
for the organization, its customers and other interested parties, that the need or

expectation under consideration is implied.

Compliance Note 2. A qualifier can be used to denote a specific type of requirement,

e.g. product requirement, quality management requirement, customer requirement.

Compliance Not8. A specified requirement is one which is stated, for example, in a document.

Compliance Notd. Requirements can be generated by different interested parties.

Resolution. A number of units or digits to which a measured or calculated value is expressed

and used.

Restricted area.An airspace of defined dimensions, above the land areas or territorial waters
of a State, within which the flight of aircraft is restricted in accordance with certain specified

conditions.

Resolution. A number of units or digits to which a measured or calculated value is expressed

and used.

Restricted area.An airspace of defined dimensions, above the land areas or territorial waters
of a State, within which the flight of aircraft is restricted in accordance with certain specified

conditions.

Reversal procedure.A procedure designed to enable aircraft to reverse direction during the
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initial approach segment of an instrument approach procedure. The sequence may include

procedure turns or base turns.

Route stageA route or portion of a route flown without an intermediate landing.

Runway. A defined rectangular area on a land aerodrome prepared for the landing aoifl take
of aircraft.

Runway-holding position. A designated position intended to protect a runway, an obstacle
limitation surface, or an ILS/MLS critical/sensitive area at which taxiing aircraft and vehicles
muststop and hold, unless otherwise authorized by the aerodrome control tower.

Compliance Note I n radiotel ephony phraseol ogies, th

designate the runwalgolding position.

Runway strip. A defined area including the runway and stopway, if provided, intended:
(a) to reduce the risk of damage to aircraft running off a runway; and

(b) to protect aircraft flying over it during taladf or landing operations.

Runway visual range (RVR).The range over which the pilot of an aircrafttba centre line
of a runway can see the runway surface markings or the lights delineating the runway or

identifying its centre line.

Shoulder. An area adjacent to the edge of a pavement so preparedprovide a transition

between the pavement and the adjacent surface.

Significant point. A specified geographical location used in defining an ATS route or the flight

path of an aircraft and for other navigation and ATS purposes.

Compliance NoteThere are three categories of significant points: grebaded navigation
aid, intersection and waypoint. In the context of this definition, intersection is a significant point

expressed as radials, bearings and/or distances from grbasdd navigatiomids.
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SNOWTAM. A special series NOTAM given in a standard format providing a surface
condition report notifying the presence or cessation of hazardous conditions due to snow, ice,
slush, frost, standing water or water associated with snow, slush, icestarrirthe movement

area.

Station declination. An alignment variation between the zero degree radial of a VOR and true
north, determined at the time the VOR station is calibrated.

Stopway. A defined rectangular area on the ground at the end cbiffken available prepared
as a suitable area in which an aircraft can be stopped in the case of an abandeoféd take

Taxiing. Movement of an aircraft on the surface of an aerodrome under its own power,

excluding takeoff and landing.

Taxi-route. A defined path established for the movement of helicopters from one part of a
heliport to another. A taxioute includes a helicopter air or ground taxiway which is centred

on the taxiroute.

Taxiway. A defined path on a land aerodrome established for the taxiing of aircraft and
intended to provide a link between one part of the aerodrome and another, including:
(a) Aircraft stand taxilane.A portion of an apron designated as a taxiway and intended to
provide access to aircraft stands only.
(b) Apron taxiway A portion of a taxiway system located on an apron and intended to
provide a through taxi route across the apron.
(c) Rapid exit taxiway A taxiway connected to a runway at an acute angle and designed
to allow landing aeroplanes to turn off at higher speeds than are achieved on other exit

taxiways thereby minimizing runway occupancy times.

Terminal arrival altitude (TAA). The lowest altitude that will provide a minimum clearance
of 300 m (1 000 ft) above all objects located in an arc of a circle defined by a 46 km (25 NM)

radius centred on the initial approach fix (IAF), or where there is no IAF on the intermediate
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approach fix (IF), delimited by straight lines joining the extremity of the arc to the IF. The
combined TAAs associated with an approach procedustaccount for an area of 360 degrees

around the IF.

Terrain. The surface of the Earth containing naturally occurring features such as mountains,
hills, ridges, valleys, bodies of water, permanent ice and snow, and excluding obstacles.

Compliance Noteln practical terms, depending on the method of data collection, terrain
represents the continuous surface that exists at the bare Earth, the top of the canopy or

somethingiro et ween, also known as dfirst reflectiyv

Threshold. The beginning of that portion of the runway usable for landing.

Touchdown and lift-off area (TLOF). A load bearing area on which a helicopter may touch

down or lift off.

Touchdown zone.The portion of a runway, beyond the threshold, where it is intended landing

aeroplanes first contact the runway.

Traceability. Ability to trace the history, application or location of that which is under

consideration.

Compliance Note. When considering product, traceability can relate to:
0 the origin of materials and parts;
0 the processing history; and

0 the distribution and location of the product after delivery.

Track. The projection on the earthds surface of

path at any point is usually expressed in degrees from North (true, magnetic or grid).

Transition altitude. The altitude at or below which the vertical position of an aircraft is

controlled by reference to altitudes.
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Validation. Confirmation, through the provision of objective evidence, that the requirements

for a specific intended use or application have been fulfilled.

Vectoring. Provision of navigational guidance to aircraft in the form of specific headings,
based on the use of an ATS surveillance system.

Verification. Confirmation, through the provision of objective evidence, that specified
requirements have been fulfilled.

Compliance Note 1. The term fAverifiedodo i s us:¢

Visual approach procedure.A series of predetermined manoeuvres by visual reference, from
the initial approach fix, or where applicable, from the beginning of a defined arrival route to a
point from which a landing can be completed and thereafter, if a landing is not completed, a

go-around procedure can be carried out.

VOLMET . Meteorological information for aircraft in flight.

Data link-VOLMET (D-VOLMET). Provision of current aerodrome routine
meteorological reports (METAR) and aerodrome special meteorological reports
(SPECI), aerodrome forecasts (TAF), SIGMET, speciategorts not covered by a
SIGMET and, where available, AIRMET via data link.

VOLMET broadcast Provision, as appropriate, of current METAR, SPECI, TAF and
SIGMET by means of continuous and repetitive voice broadcasts

Waypoint. A specified geographical location used to define an area navigation route or the
flight path of an aircraft employing area navigation. Waypoints are identified as either:
Fly-by waypoint A waypoint which requires turn anticipation to allow tangential

interception of the next segment of a route or procedure; or
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Flyover waypoint A waypoint at which a turn is initiated in orderjtin the next

segment of a route or procedure.

12 ISO Standardwhenreferred to in these technical standards have the following meanings:

8601 0 Data elements and interchange forméts Information interchanged

Representation of dates and times

90000 Quality Management Systerds Fundamentals and Vocabulary

1910168
191046
1910868
191098
191108
1911508
1911768
1913168

Geographic informatiod
Geographic informatiod
Geographic informatiod
Geographic informatiod
Geographic informatiod
Geographic informatiod
Geographic informatiod

Geographic informatiod

Reference model
Terminology

Temporal schema

Rules for application schema
Feature cataloguing schema
Metadata

Portrayal

Data product specification

1.3 The i N C APxocedures for Aeronautical Information Managermaneans the document

developed by the NCAA deriving from and adoptihgprocedure contained in th€é AO Doc

10066 Procedures for Air Navigation Servicegeronautical Information Management

175.014 Commonreference systemsor air navigation

1. Horizontal reference system

1.1 World Geodetic Systed 1984 (WGS84) must be used as the horizontal (geodetic) reference

system for international air navigation. Consequently, published aeronautical geographical

coordinates (indicating latitude and longitude) must be expressed in terms of th&84AVGS

geodeic reference datum

Compliance Note. Comprehensive guidance material concerning8%@&Scontained in the
World Geodetic Systeéh 1984 (WGSB34) Manual (Doc 9674).
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1.2

21

2.2

In precise geodetic applications and some air navigation applications, temporal changes in the
tectonic plate moti on a muybé modaldd ane estineated. 0 o n
reflect the temporal effect, an epoadhmay be included with any set of absolute station
coordinates.

ComplianceNote 1.Thelatest versionof the WG4 (G2139 reference frame isealized
through coordinates of 17 GPS tracking stations which are part of the GPS Control Segment.
They are aligned to IGb14 (considered to be equivalent to ITRF2014 (International Terrestrial
Reference System 2014)) at epoch 2005.0

Compliance Note 3. Another precise worldwide terrestrial coordinate system is the
International Earth Rotation Service (IERS) Terrestrial Reference System (ITRS), and the
realization of ITRS is the IERS Terrestrial Reference Frame (ITRF). Guidance material
regardingthe ITRS is provided in Appendix C of Doc 9674. V8&&2139 is consistent with

the ITRF 2000 and in practical realization the difference between these two syistems,
statistically insignificant for most applicationsieaning WG®4 (G2139 and ITRF2014 are

essentially identical.

Vertical Reference System

Mean sea level (MSL) datumrmustbe used as the vertical reference system for air navigation.
Compliance Notd.. The geoid globally most closely approximates MSL. It is defined as the
equipotential surface in the gravity field of the Earth which coincides with the undisturbed MSL

extended continuously through the continents.

ComplianceNote 2. Gravityrelated heights (elevations) are also referred tooekometric

heights while distances of points above the ellipsoid are referred to as ellipsoidal heights.

The Earth Gravitational Modél 1996 (EGM96), mustbe used by international air navigation

as the global gravity model.

37

t



:/ Namibia Civil Aviation Authority
NCA

NAMIBLA CIVIL AVIATION AUTHORITY

TECHNICAL STANDARDS
(NAMCATS)

Safety& SecurityDepartment
A / Sa Part 175: AIS

2.3

3.1

At those geographical positions where the accuracy of B6Moes not meet the accuracy
requirements for elevation and geoid undulation on the basis of #:zd\ta, regional, national

or local geoid models containing high resolution (short wavelengthitgfald datamustbe
developed and used. When a geoid model other than the #33ibdel is used, a description

of the model used, including the parameters required for height transformation between the
model and EGMB6, mustbe provided in the Aeromidécal Information Publication (AIP).

Compliance NoteSpecifications governing determination and reporting (accuracy of field
work and data integrity) of elevation and geoid undulation at specific positions at
aerodromes/heliports are given ithe NCAA Procedures for Aeronautical Information
ManagementAppendix 1.

Temporal reference System

The Gregorian calendar and Coordinated Universal Time (Wii@tbe used as the temporal

reference systeffior air navigation.

ComplianceNote 1. A value in the time domain is a temporal position measured relative to a

temporal reference system.

Compliance Note 2Coordinated Universal Time (UTC) is a time scale maintained by the
Bureau I nternational de | 6Heure and the

dissemination of standard frequencies and time signals.

Compliance Note 3SeePart 2, NAMCATS UOM, Attachment Dfor guidance material
relating to UTC.

Compliance Note 4SO Standard 8601 specifies the use of the Gregorian calendar and 24
hour local or UTC for information interchange while 1ISO Standard 19108 prescribes the
Gregorian calendar and UTC as the primary temporal reference system for use with

geographic informatn.

38

El



:/ Namibia Civil Aviation Authority
NCA

NAMIBLA CIVIL AVIATION AUTHORITY

TECHNICAL STANDARDS
(NAMCATS)

Safety& SecurityDepartment
A / Sa Part 175: AIS

3.2

When a different temporal reference system is used for some applications, the feature catalogue,
or the metadata associated with an application schema or a data set, as appnogtiatéde
either adescription of that system or a citation for a document that describes that temporal

reference system.

Compliance NotdSO Standard 19108, Annex D, describes some aspects of calendars that may
have to be considered in such a description.

175.01.5 Miscellaneous specification

11

1.2

1.3

1.4

Aeronautical information products intended for international distribution must include English

text for those parts expressed in plain language.

Place names must be spelt in conformity with local usage, transliterated, when necessary,
into the ISGBasic Latin alphabet.

Units of measurement used in the origination, processing and distribution of aeronautical data

and aeronautical information must be consistent with the tables contaifad

ICAO abbreviations must be used in the aeronautical information products whenever they
are appropriate and their use will facilitate distribution of aeronautical data and

aeronautical information.

175.02.2 Application for AIS provider certificate or amendment thereof

An application for an AlS provider certificate, or an amendment thereof, musadbe to the Executive

Director in the appropriate form published on the NCAA website.

175.02.3 Issue of AIS provider certificate

The Executive Director may issue an AIS provider certificate, if the Executive Director is satisfied
that issued in the appropriate form published on the NCAA website.
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175.02.4 Renewal of AIS provider certificate

An application for the renewal of an AIS provider certificate, must be made to the Executive Director
on the appropriate form published on the NCAA website.

175.02.5 Duplicate certificate

An application for and a duplicate certificate must be made and issued in the appropriate form
published on the NCAA website.

175.02.6 Privileges of AIS provider certificate holder

An AIS service provider certificate issued under this Part authorises the holder of the certificate to;
(a) Provide an aeronautical information service, including aeronautical charts covering the
territory of Namibia and those areas over the high seas for which Namibia is responsible for
the provision of air traffic services.
(b) Manage, distribute and publish aeronautical data and aeronautical information necessary for

the safety, regularity and efficiency of air navigation.
(c) An AIS service Certificate is limited to the type of AlS services listed on the certificate.

175.04 RESPONSIBILITIES AND FUNCTIONS

175.041 Responsibilities ofthe Executive Director

1.1 The Executive Directomust
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1.2

1.3

14

15

(a) provide an aemautical information servig®r

(b) agree with one or more other State(s) for the provision of a joint service; or

(c) delegate the authority for the provision of the aeronautical information service
to a nongovernmental agency provided the service is provided in accordance
with thisandthe standards prescribedtiis Document.

The Executive Director must ensure that the provision of aeronautical data and aeronautical
information covers the territory of Namibia and those areas over the high seas for which
Namibia is responsible for the provision of air traffic services.

The Executive Director remains responsible for the aeronautical data and aeronautical
information provided in accordance with subregulation (2), and any aeronautical data and
aeronautical information provided for and on behalf of Namibia must clearlaiiedihat the

aeronautical data and aeronautical information are provided under the authority of the

Executive Director irrespective of the format in which they are provided.

The Executive Director must ensure that the aeronautical data and aeronautical information

provided are of required quality in accordance With.05.3

The Executive Director must ensure that formal arrangements are established between
originators of aeronautical data and aeronautical informatioriheallS providerin relation
to the timely and complete provision of aeronautical data and aeronautical information, to

ensure timely and complete provision of #eFonauticatlata andheronautical informatian

Compliance Note. The scope of aeronautical data and aeronautical information that would

be the subject of formal arrangements is specifi€suinpart 175.06

175.04.2 AIS provider responsibilities and functions

11

An AIS provider must ensure that aeronautical data and aeronautical information necessary for
the safety, regularitandefficiency of air navigation is made available in a form suitable for

the operational requirements of the ATM community, including:
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12

13

14

(a) those involved in flight operations, including flight

simulators; and

crews, flight planning and flight

(b) the air traffic services unit responsible for flight information service and the services

responsible for prdlight information.

Compliance NoteThe ATM community referred to in stdgulation (1) includs, the

regulatory authority, aerodrome operators, aircraft operators, air navigation service

providers, the international civil aviation organisation and

any other entity or organisation

that is involved in the provision and operation of the aviation itfuasure oroffers systems

and services used in civil aviation operations

An AIS provider musteceive, collate or assemble, edit, format, publish/store and distribute

aeronautical data and aeronautical information concerning the entire territory of Namibia as

well as those areas over the high seas in which the Republic of Namibia is responéitge for

provision of air traffic servicesAeronautical data and aeronautical informatraost be

providedas areeronauticalnformation products

Compliance Note. An AlS may include origination functions

Where 24hour service is not provided, service must be availdbieng the whole period an

aircraft is in flight in the area of responsibility of At provide
hours before and after such a periSédrvicemust also be avai

be requested by an appropriate ground organization

[ plus a period of at least two

labkg such other time as may

An AIS provider must, in addition, obtain aeronautical data and aeronautical information to

enable it to provide prélight information service and to meet the need feflight information:

(@) from the aeronautical information services of othe

(b) from other sources that may be available.

r States;

Compliance NoteOne such source is the subject of a provisiorl#.076 (Postflight

information service).
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15

1.6

17

Aeronautical data and aeronautical information obtained yrattaigraphL.4 (a) above must,

when distributed, be clearly identified as having the authority oAlSeprovider.

Aeronautical data and aeronautical informatmtained undeparagraphl.4 (b) must, if
possible, be verified before distribution and if not verified must, when distributed, be clearly
identified as such.

An AIS providermust promptly make available to the aeronautical information services of other
States any aeronautical data and aeronautical information necessary for the safety, regularity or
efficiency of air navigation required by them to enable therootmply with paragraphl.1

above

175.04.3 Exchange of aeronautical data and aeronautical information

11

1.2

1.3

1.4

15

The AIS provider must designate the office to which all elements ofaghenautical
informationproductgrovidedby ot her St a tmeasthéaddrdssed. Buctoan dffidee r s
must be qualified to deal with requests for aeronautical data and aeronautical information

providedby other States.

Formal arrangementaustbe established betweéS or those parties providing aeronautical
data and aeronautical information on behalfNafmibiaand the users in relation to the

provision of the service.

Compliance Note. Guidance material on such formal arrangements is contained in Doc 8126

Where more than one international NOTAM office is designakedAlS provider must define
the extent of responsibility and the territory covered by each office
An AIS provider must arrange, as necessary, to satisfy operational requirements for the issuance

and receipt of NOTAM distributed by telecommunication.

Wherever practicable, direct contact between iil&tbe established in order to facilitate the

international exchange of aeronautical data and aeronautical information.
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1.6

1.7

1.8

1.9

1.10

Except as provided ih.8, one copy of the following aeronautical information products (where
available) that have been requested by the AIS of a Contractingn@istbe made available
by AIS and provided in the mutualpgreed form(s), without charge, even where authority
for publication/storage and distribution has been delegatechdther non-governmental
agency

a) Aeronautical Information Publication (AIP), including Amendments and Supplements;

b) Aeronautical Information Circulars (A)C

c) NOTAM; and

d) Aeronautical Charts.

The exchange of more than one copy of the elememisrohautical information products and
other air navigation documents, including those containing air navigdggislation and

regulations, must be subject to bilateral agreement betwe&iShaoviderand entities.

When aeronauticaldata and aeronauticainformation are provided in the form of digital
data sets to be used by the Aty mustbe provided on the basis of agreement between the
AIS andother States concerned.

Compliance Note. The intentiontserable accesso foreign data for the purposes specified
in 175.042, paragraph 1.4.

The procurement of aeronautical data artbnauticainformation, including the elements of
aeronautical information product@nd other air navigation documents, including those
containing air navigation legislation and regulationsptiyer nonCAO Contracting States and
by other entities must be subject to separate agredsaméen thAlS and thosestates and

entities.

Globally interoperable aeronautical data and aeronautical information exchange moskels

be used for the provision of data sets
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Compliance Note 1. Specifications concerning globally interoperable aeronautical data and
aeronautical information exchange models are contained in NGRAA Procedures for

Aeronautical Information Management

Compliance Note 2. Guidance material on globally interoperable aeronautical data and
aeronautical information exchange models is contained in Doc 8126.

175.04.4 Copyright

Note. In order to protect the investment in the products of AIS as well as to ensure better control

of their usethe AIS providemayapply copyright in accordance with thational laws

1.1 Any aeronautical informatioproduct, which has been granted copyright protediiothe AIS
provider and provided to another State in accordance With.04.03 may only be made
available to a third party on the condition that the third party is made aware that the product is
copyright protected and provided that it is appropriately annotated that the product is subject to
copyright by the AIS provider.

1.2  When aeronauticainformation and aeronautical data is provided to a State in accordance
with 175.04.03, paragraph8l the receiving Statmustnot provide digital data sefsovided
by the AIS provideto any third party without the consent of #ks provider

175.04.5 Cost Recovery

1.1 The overhead cost of collecting and compiling aeronaufiat and aeronauticalformation
may be included in the cost basis for air navigation services chargesuch charges must be
in accordance with the principles contained i

Navigation Services (Doc 9082)

Compliance NoteWhen costs of collection and compilation of aeronautical data and
aeronautical information are recovered through air navigation services charges, the

charge to an individual customer for the supply of a particular aeronautical inf@mat
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product may be based on the costs of printing paper copies, production of electronic media and

distribution.

175.05 AERONAUTICAL INFORMATION MANAGEMENT

175.05.1 Information management requirements

11

The information management resources and processes established by an AIS provider
must be adequate to ensure the timely collection, processing, storing, integration, exchange
and delivery of qualithassured aeronautical data and aerocaluinformation within the air

traffic management (ATM) system.

175.05.2 Data quality requirements

Data Accuracy

The order of accuracy for aeronautical data must be in accordandhavitke

Compliance Note. Specifications concerning the order of accuracy (including confidence level)
for aeronautical data are contained in ttCAA Procedures for Aeronautical Information

ManagementAppendix 1

Data Resolution

The order of resolution of aeronautical data mustcbmmensurate with the actual data

accuracy.

Compliance Notel. Specifications concerning theesolution of aeronautical data are

contained in th&NCAAProcedures for Aeronautical Information Manageméppendix 1

Compliance Note 2. The resolution of the data contained in the database may be the same or

finer than the publication resolution
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3. Data Integrity

3.1 The integrity of aeronautical data must beaintained throughout the data process from

origination to distribution to the next intended use

Compliance Note. Specifications concerningitibegrity classification related taeronautical

data are contained in th&lCAA Procedures for Aeronautical Information Management

Appendix 1

3.2 Based on the applicable integrity classificatipmmcedures must be put in place in order to

(a) for routine data avoid corruption throughout the processing of the data;

(b) for essential dataensurecorruption does not occur at any stage of tlata

processing life cycle (e.g. collection, processing, storing, integration, exchange and

delivery) and must include additionaheasures or stepgs needed to address

potential risks in the overafirocessing of aeronautical datafurther assure data

integrity at this level; and

(c) for critical data ensurecorruption does not occur at any stage ot processing

life cycle (e.g. collection, processing, storing, integration, exchange and delivery)

and include additionalataintegrity assurance processes to fully mitigaterigieof

errors

Compliance noté. Guidance concerning measures to ensure data integrity is

contained in the Aeronautical Information Service Manual (Doc 8126), Part I, 4.1

and 6.2
4, Data Traceability

4.1 Traceability of aeronautical data must be ensured and retained as long as the data is in use.

5. Data Timeliness

5.1 Timelinessmust be ensured by including limits on the effective period of the data

elements.
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6.1

7.1

Compliance Note 1. These limits may be associated with individual data elements or data sets.

Compliance Note 2. If the effective period is defined for a data set, it will account for the
effective dates of all of the individual data elements.

Data Completeness

Completeness oéeronautical datanust be ensured in order to support the intended use.

Data Format

The format of delivered dataustbe adequate to ensure that the data is interpreted in a manner

that is consistent with its intended use.

175.053 Aeronautical data and aeronautical information verification

1.1

1.2

and validation

Aeronautical data and aeronautical information to be publigisegart ofan aeronautical
information producimustbe checked beforigeingsubmitted to the AIS, in order to ensure that

all necessary information has been included and that it is correct

An AIS provider must establish verification and validation procedures which ensure that upon

receipt of aeronautical data and informatiguality requirements are met.

175.054 Data error detection

11

1.2

Digital data error detection techniquasistbe used during the transmission and/or storage of

aeronautical data and digital data sets.

Digital data errordetection techniquesust be used in order to maintain the integrity

levels aspecified in 175.05.2, paragraph 3.
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ComplianceNote. Detailed specifications concerning digital data error detection techniques

are contained in th&lCAAProcedures for Aeronautical Information Management

175.055 Use of automation

1.1 Automation must be applied in order to ensure the timeliness, quality, efficiency and cost

effectiveness of aeronautical information services.

Compliance Note. Guidance material on the development of databases and the
establishment of data exchange services is contained in the Aeronautical Information Services
Manual (Doc 8126).

1.2 Due consideration to the integrity of data and informatioist be given when automated

processes are implemented and mitigating steps taken where risks are identified.

Compliance Note. Risks of altering the integrity of data and information may be

introduced by automated processes in case of unexpected systems behaviours.

13 In order to meet the data quality requirements, automatigst
(a) enable digital aeronautical data exchange between the parties involved in the data
processing chain; and
(b) use aeronautical information exchange models and data exchange models designed to be

globally interoperable.

175.056  Quality management system

1.1.Quality management systems must be implemented and maintained encompassing all functions of
an AlS, as outlined it75.04.2 The execution of such quality management systaastbe made

demonstrable for each function stage.
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Compliance Note. Guidance material is contained in the Manual on the Quality Management
System for Aeronautical Information Services (Doc 9839 )( planned for development by
November 2019).

1.2.Quality managememustbe applicable to the whole aeronautical information data chain from data
origination to distribution to the next intended user, taking into consideration the intended use of
data.

1.3.The quality management system established in accordancepavitigraph 1.Inust as far as
possible follow the International Organization for Standardization (ISO) 9000 sefigaatity
assurance standardsd be certified by an accredited certification body

1.4.Within the context of the established quality management sydiermompetencies andthe
associated knowledge, skilend attitudesrequired for each functiomust be identified, and
personnel assigned to perform those functionstbe appropriately trained. Processasst be in
place to ensure that personnel possess the competencies required to perform specific assigned
functions. Appropriate recordaustbe maintained so that the qualifications of personnel can be
confirmed. Initial and periodic assessmentsnust be established that require personnel to
demonstrate the required competencies. Periodic assessments of pensstinelised asmeans

to detect and correct shortfalls in knowledge, skills atitlides

1.5.The training methodology established in accordance with 3.6.4 should follow the competency
based training and assessment methodology.

Compliance note @. Provisions related to the competerligsed training and assessment
methodology are contained in the Procedures for Air Navigation Se@ideaining (PANSTRG,

Doc 9868) and in the Procedures for Air Navigation ServidesAeronautical Information
Management (PAN&IM, Doc 10066).

Compliance note @. Additional guidance concerning a competebaged training and
assessment methodology to ensure the competency of personnel in accordance with the Procedures
for Air Navigation Service® Training (PANSTRG, Doc 9868) is contained inetiManual on

Aeronautical Information Services Training (Doc 9991).
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15 Thequality management systamustinclude the necessary policies, processes and procedures,
including those for the use of metadata, to ensure and verify that aeronauticatrdatable
throughout the aeronautical information data chain so as to allow any data anomalies or errors
detected to be identified by root cause, corrected and communicated to affected users.

16 The established quality management system must provide users with the necessary assurance
and confidence thadistributed aeronautical data and aeronautical information satisfy the

aeronautical data quality requirements

17 All necessary measuresustbe taken to monitor compliance with the quality management
system in place.

18 Demonstrabn of compliance of the quality management systmplied must be by audit. If
nonconformity is identified, initiating action to correct its cansestbe determined antken
without undue delay All audit observations and remedial actions must be evidenced and

properly documented.

175.05.7 Human factors consideration

1.1 The organizationof the AIS as well as the design, contents, processing and distribution
of aeronautical data and aeronautical information must take into consideration human

factors principles which facilitate their optimum utilization.

1.2 Due consideratiomustbe given to the integrity of information where human interaction is

required,and mitigating steps taken where risks are identified.

Compliance Note. This may be accomplished through the design of systems, operating

procedures or improvements in the operating environment

175.06 SCOPE OF AERONAUTICAL DATA AND
AERONAUTICAL INFORMATION
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Compliance Note. The scope of aeronautical data and aeronautical information provides the
minimum requirement to support aeronautical information products and services, aeronautical

navigation data bases, air navigation applications aidraffic managementXTM) systems.

175.061  Scope of aeronautical data and aeronautical information

11

1.2

The aeronautical data and aeronautical information to be received and managed by the AIS
must include at least the following sdbmains:

a) national regulations, rules and procedures;

b) aerodromes and heliports;

c) airspace;

d) ATS routes;

e) instrument flight procedures;

f) radio navigation aids/systems;

g) obstacles;

h) terrain; and

i) geographic information.

ComplianceNote 1. Detailed specifications concerning the content of eacd@uhin are

contained in theNCAAProcedures for Aeronautical Information Managemégpendix 1.

ComplianceNote 2. Aeronautical datandaeronautical information in each sidomain may

be originated by more than one organization or authority

Determination andreporting of aeronautical datenust be in accordance with the
accuracy and integrity classification required to meet the needs of thisenof aeronautical

data.
Compliance Note. Specifications concerning the accuracy and integrity classification related

to aeronautical data are contained in thiCAAProcedures for Aeronautical Information

ManagementAppendix 1.

52




K»)T
NCAA

NAMIBLA CIVIL AVIATION AUTHORITY

Namibia Civil Aviation Authority
Safety& SecurityDepartment

TECHNICAL STANDARDS
(NAMCATS)

Part 175: AIS

175.06.2 Metadata

1.1 Metadata must be collected for aeronautical data processes and exchange points.

1.2 Metadata colleodn must be applied throughout the aeronautical information data chain, from

originationto distribution to the next intended user.

Compliance Note. Detailed specifications concerning metadata are contained in the NCAA

Procedures for Aeronautical Information Management
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175.07 AERONAUTICAL INFORMATION PRODUCTS AND
SERVICES

175.07.1 General

11 Aeronautical informationmust be provided in the form of aeronautical information

products and associated services.

Compliance Note. Specifications concerning the order of resolaficaeronauticaldata
providedfor each aeronautical information product are contained inNlAAProcedures for

Aeronautical Information Managememtppendix 1.

1.2 Where aeronautical data and aeronautical information are provided in multiple formats,

processes must be implemented to ensure data and information consistency between formats.

175.07.2 Aeronautical information in a standardised presentation

1.1 Aeronautical information provided in a standardized presentation must incluae dmautical
information publication (AIR)AIP Amendments, AIP Supplements, AICs, NOTAMs and
Aeronautical Charts.

Compliance Note 1. Detailed specifications about AIP, AIP Amendments, AIP Supplements,
AICs and NOTAM are contained in tidCAA Procedures for Aeronautical Information

Management
Compliance Note 2. Cases where digital data sets may replace the corresponding elements
of the standardized presentation are detailed in M@AA Procedures for Aeronautical

Information Management

1.1.1 The AIP, AIP Amendment, AIP Supplement and AIC must be provided on paper and/or

as an electronic document.
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1.1.2

1.2

121

1.3

131

14

141

The AIP, AIP Amendment, AIP Supplement and AIC provided as an electronic document

(eAIP) must allow for both displaying on electronic devices and printing on paper.

Aeronautical Information Publication (AIP)

ComplianceNote 1. AIP is intended primarily to satisfy international requirements for the

exchangef aeronauticainformation of a lasting character essential to air navigation.

ComplianceNote 2 AIP constitute the basimformation source for permanent information
and long duration temporary changes.

AIP must include:

(a) astatement of air navigation services or procedures covered by the AIP;

(b) the general conditions under which the services or facilities are available for international
use;

(c) alist of significant differences, as provided by the Executive Director to the AIS provider,
between NAMCARYNAM-CATS and the related ICAO Standards, Recommended
Practices and Procedures, given in a form that would enable a user to differentiate readily
between the requirements of Namibia and the related ICAO provisions;

(d) the alternative course of actemvhere differencebetween thiNAM-CARS/NAM-CATS
andthe related ICAO Standards, Recommended Practices and Procedures have been listed

AIP Supplement

A checklist of valid AIP Supplements must be regularly provided.

ComplianceNote. Detailed specifications concerning the frequency for providing checklists of
valid AIP Supplements are contained in M€AAProcedures for Aeronautical Information
Management

Aeronautical Information Circulars (AIC)

An AIC must be used to provide:
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1.4.2

1.4.3

1.4.4

15

151

(a) a longterm forecast of any major change in legislation, regulations, procedures or
facilities; or

(b) information of a purely explanatory or advisory nature liable to affect flight safety;

(c) information or notification of an explanatory or advisory nature concerning technical,

legislative or purely administrative matters.

An AIC must not be used for information that qualifies for inclusion in AIP or NOTAM.

The validity of AIC currently in force must be reviewed at least once a year.

A checklist of currently valid AIC must be regularly provided.

Compliance Note. Detailed specifications concerning the frequency for providing checklists of
valid AIC are contained in thCAAProcedures for Aeronautical Information Management

Aeronautical Charts

Compliance Note. Subpart 175.09 provides standardsrequirements fothe provision of

each chart type

The aeronautical charts listed alphabetically below must, when available for designated
international aerodromes/ heliports, form part of the AlP, @rbeidedseparately to recipients
of the AIP:

(a) Aerodrome/Heliport Chaé ICAO,;

(b) Aerodrome Ground Movement Chért ICAO;

(c) Aerodrome Obstacle Chait ICAO Type A;

(d) Aerodrome Obstacle Chait ICAO Type B(when available)

(e) Aerodrome Terrain and Obstacle Ch&ariCAO (Electronic);

(f) Aircraft Parking/Docking Chad ICAO;

(g) Area Chard ICAO;

(h) ATC Surveillance Minimum Altitude Chart ICAO;

(i) Instrument Approach Chadt ICAO;

()) Precision Approach Terrain Chart ICAO;
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(k) Standard Arrival Cha® Instrument (STAR)d ICAO;
() Standard Departure Chdrt Instrument (SID)d ICAO; and
(m) Visual Approach Chad ICAO.

152 The A-Ehant & ult @A OO0 must , when availabl e,

provided separately to recipients of the AlP.

1.5.3 The aeronautical charts listed alphabetically below must, when available, be provided as
aeronautical information products:
(a) World Aeronautical Cha@ ICAO 1:1 000 000;
(b) Aeronautical Cha®d ICAO 1:500 000;
(c) Aeronautical Navigation Cha#t ICAO Small Scale;
(d) Plotting Chard ICAO chart; and
(e) ATC Surveillance Minimum Altitude Chaét ICAO.

1.5.4 Electronic aeronautical charts may be provided based on digital databases and the use of

geographic information systems.

1.5.5 The chart resolution of aeronautical data must be that as specified for a particular chart.

Compliance NoteSpecifications concerning the chart resolution for aeronautical data are
contained in the&NCAAProcedures for Aeronautical Information Managemégpendix 1.
1.6 NOTAM

Compliance Note. Detailed specifications for NOTAM, including formats for SNOWTAM and
ASHTAM, are contained in tid¢CAAProcedures for Aeronautical Information Management

1.6.1 A checklist of valid NOTAM must be regularly provided

Compliance Note. Detailed specifications concerning the frequency for providing checklists of
valid NOTAM are contained in th& CAA Procedures for Aeronautical Information

Management
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175.07.3 Digital Data sets

1.

11

1.2

2.1

2.2

2.3

General

Digital datamustbe in the form of the following data sets:
(a) AIP data set;
(b) terrain data sets;
(c) obstacle data sets;
(d) aerodrome mapping data sets; and

(e) instrument flight procedure data sets.

ComplianceNote. Detailed specifications concerning the content of the digital data sets are

contained in th&NCAAProcedures for Aeronautical Information Management

Each data set must be provided to the next intended user together with at least the minimum set

of metadata that ensures traceability.

Compliance Note Detailed specifications concerning metadata are contained ilNtBAA

Procedures for Aeronautical Information Management

A checklist of valid data setaustbe regularly provided.
AIP data set

An AIP data setmust be provided covering the extent of information as provided in the
AlP.

When it is not possible to provide a complete AIP data set, the data subset(s) that are available
must be provided.

The AIP data set must contain the digital representation of aeronautical information of lasting
character (permanent information and long duration temporary changes) essential to air

navigation.
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3. Terrain and obstacle data sets

Compliance Notd. Numerical requirements for terrain and obstacle data sets are

contained in th&lCAAProcedures for Aeronautical Information Managemeygpendices 1
and 8.

Compliance Note2. Requirements for terrain and obstacle data collection surfaces are

contained in the&NCAAProcedures for Aeronautical Information Manageméxgpendix 8.

3.1 The coverage areas for sets of terrain and obstaclemdistebe specified as:

0
0
0

Area 1: the entire territory ddlamibig

Area 2: within the vicinity of an aerodrome, subdivided as follows;

Area 2a: a rectangular area around a runway that comprises the runway strip plus
any clearway that exists.

Note. Se®art 139 for dimensions for runway strip

Area 2b: an area extending from the ends of Area 2a in the direction of departure, with a
length of 10 km and a splay of 15 per cent to each side;

Area 2c: an area extending outside Area 2a and Area 2b at a distance of not more than
10 km from the boundary of Area 2a;

Area 2d: an area outside the Areas 2a, 2b and 2c up to a distance of 45 km
from the aerodrome reference point, or to an existing terminal control area (TMA)
boundary, whichever is nearest;

Area 3: the area bordering an aerodrome movement area that extends horizontally from
the edge of a runway to 90 m from the runway centre line and 50 m from the edge of all
other parts of the aerodrome movement ;zaed

Area 4: The area extending 900 m prior to the runway threshold and 60 m each side of
the extended runway centre line in the direction of the approach on a precision approach

runway, Cate gory Il or Ill.

3.2 Where the terrain at a distance greater than 900 m (3 000 ft) from the runway threshold is

mountainous or otherwise significant, the length of Ar@auétbe extended to a distance not

exceeding 2 000 m (6 500 ft) from the runway threshold.
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33

3.3.1

3.3.2

3.3.3

3.34

3.35

3.3.6

3.3.7

3.3.8

Terrain data sets

Terrain data sets must contain the digital representation of the terrain surface in the form
of continuous elevation values at all intersections (points) of a defined grid, referenced to

common datum.

Terrain data must be provided for Area 1

For aerodromesegularly used by international civil aviaticderraindatamustbe provided for:
(a) Area 2a;
(b) the takeoff flight path area; and

(c) an area bounded by the lateral extent of the aerodrome obstacle limitation surfaces.

For aerodromes regularly used by international civil aviation, additional terraimdata
be provided within Area 2 as follows:
(a) extending to 10 km from theerodrome reference poiRP); and
(b) within the area between 10 km and the TMA boundary ekmFadius (whichever is
smaller) where terraipenetrates a horizontal terrain data collection surface specified

as 120 m above the lowest runway elevation

Arrangementsmust be made for coordinaty the provision ofterrain datafor adjacent

aerodromesvhere theirrespective coverage areas overlap to assure that the data for the same.

For those aerodromes located near territorial boundaries, arrangenustib® madewith the

neighbouring State® share terrain data.

For aerodromes regularly used by international civil aviation, terrain data must be provided
for Area 3.
For aerodromes regularly used by international civil aviation, terrain data must be provided

for Area 4 for all runways where precision approach Category Il or lll operations have been
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3.3.9

34

34.1

3.4.2

3.4.3

3.4.4

3.45

established and where detailed terrain information is required by operators to enable them to

assess the effect of terrain on decision height determination by use of radio altimeters.

Where additional terrain data is collected to meet other aeronautical requirements, the terrain
data sets must be expanded to include this additional data

Obstacle data sets

Obstacle data sets must contain comprise the digital representation of the vertical and horizontal
extent of obstacles.

Obstacle data must not be included in terrain data sets.

The obstacle data must be provided for obstacles in Area 1 whose height is 100 m or higher

above ground.

For aerodromes regularly used by international civil aviation, obstacle data must be provided

for all obstacles within Area 2 that are assessed as being a hazard to air navigation.

For aerodromes regularly used by international civil aviation, obstacle data must be provided
for:
(a) Area 2a for those obstacles that penetrate an obstacle data collection cutifaed
by a rectangular area around a runway that comprises the runway strip plus any
clearway that exists. The Area 2a obstacle collection sunfiasthave height of 3 m
above the nearest runway elevation measured along the runway centre line, and for
those portions related to a clearway, if one exists, at the elevation of the nearest
runway end;
(b) objects in the takeff flight path area which project above a plane surface havinga 1.2
per cent slope and having a common origin with the-¢dik8ight path area; and
(c) penetrations of the aerodrome obstacle limitation surfaces.
Compliance NoteTakeoff flight path areas are specified BubPart 175.® of this CATS

Aerodrome obstacle limitation surfaces are specifieldart 139
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3.4.6 For aerodromes regularly used by internatiaél aviation, obstacle datmustbe provided

3.4.7

3.4.8

3.4.9

for Areas 2b, 2c and 2d for obstadlat penetrate the relevant obstacle data collection surface

specified as follows:

(a) Area 2b: an area extending from the ends of Area 2a in the direction of departure, with

a length of 10 km and a splay of 15% to each side. The Area 2b obstacle collection

surface has a 1.2% slope extending from the ends of Area 2a at the elevation of the

runway end in the direction of departure, with a length of 10 km and a splay of 15% to

each side;

(b) Area 2c: an area extending outside Area 2a and Area 2b at a distance of not more than

10 km from the boundary of Area 2a. The Area 2c obstacle collection surface has a

1.2% slope extending outside Area 2a and Area 2b at a distance of not more than 10

km from theboundaryof Area 2a The initial elevation of Area 2¢enust be the

elevation of the point of Area 2a at which it commences; and

(c) Area 2d: an area outside the Areas 2a, 2b and 2c up to a distance of 45 km

from the aerodrome reference point, or to an existing TMA boundary, whichever is

nearest. The Area 2d obstacle collection surface has a height of 100 m above ground;

except that data need not be collected for obstacles less than a height of 3 m above ground in

Area 2b and less than a height of 15 m above ground in Area 2c.

Arrangements must be made for coordimgtthe provision of obstacledata for adjacent

aerodromes where thaiespective coverage areas overlap to assure that the data for the same

obstacle

For those aerodromes located near territorial boundaries, arrangemestise madewith

those neighbourin§tates to share obstacle data.

For aerodromes regularly used by international civil aviation, obstacle ndasa be

provided for Area 3 for obstacles that penetrate the relevant obstacle data collection surface
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extending a halinetre (0.5 m) above the horizontal plane passing through the nearest point

on the aerodrome movement area.
3.4.10 For aerodromes regularly used by international civil aviation, obstaclendagebe provided
for Area 4 for all runways where precision approach Category Il or lll operations have been

established

3.4.11 Where additional obstacle data are collected to meet a#r@nautical requirements, the
obstacle data setsustbe expanded to include these additional data.

4, Aerodrome mapping data sets

4.1 Aerodrome mapping data sets must contain the digital representatierodfomdeatures.
ComplianceNote. Aerodrome features consist of attributes and geometries, which are
characterized as points, lines or polygons. Examples include runway thresholds, taxiway

guidance lines and parking stand areas

4.2 Aerodrome mapping data sets must be made available for aerodromes regularly used by

international civil aviation

5. Instrument flight procedure data sets

5.1 Instrument flight procedure data sets must contain the digital representation of instrument

flight procedures.

5.2 Instrument flight procedures data satastbe made available for aerodromes regularly used

by international civil aviation.

175.07.4 Distribution services

1. General
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11

1.2

1.3

2.1

2.2

2.3

24

2.5

2.6

2.7

Aeronautical information products must be distributed to authorized users.

AIP, AIP AmendmentsAIP Supplements and Al@nust be made available by the most

expeditious means.

Global communication networks such asliiternet mustwhenever practicable, be employed

for the provision of aeronautical information products.

NOTAM distribution

NOTAM must be distributed on the basis of a request

NOTAM must be prepared in conformity with the relevant provisions of the ICAO

communication procedures.

The Aeronautical Fixed Service (AFS) must, whenever practicable, be employed for
NOTAM distribution.

When a NOTAM is sent by means other than the AFS, @igi datetime group indicating
the date and time of NOTAM origination, and the identification of the origimaistbe
used, preceding the texthe AIS provider must select the NOTAM that are to be given

international distribution.

International exchange of NOTANMhusttake place only as mutually agreed between the
international NOTAM offices concerned and between the NOTAM offices and

multinational NOTAM Processing Units.

The AIS provider must upon request grant distribution of NOTAM series other than those

distributed internationally.

Selective distribution lists must be used when practicable.
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ComplianceNote. Guidance material relating to selective distribution lists is contained in
the Aeronautical Information Services Manual (ICAO Doc 8126).
3. Data set information services
3.1 When provided, the digital data sets specifiedl#5.07.3may be made available through
information services
Compliance note @. In the context of systemide information management, the notion of
information service addresses machinemachine interaction in a servig@iented
architecture.
Compliance note 2. Procedures on information services are contained in the
Procedures for Air Navigation Services Information Management (PANSI, Doc
10199).
Compliancenotes3.d Guidance material on information services can be found in the Manual
on Systenwide Information Management Implementation (Doc 10203).
3.2 A data set information servigaustprovide, as a minimum, the ability to query amtrieve as a
whole each of the digital data sets specified in 175.07.3.
3.3 A data set information servieceay provide the ability to query and retrieve selected elements of the
digital data sets specified in 175.07.3.
Compliance note &. Guidance material on how to query digital data sets is contained in the
Aeronautical Information Services Manual (Doc 8126), Part IV.
34 A data set information serviamay provide the option tsubscribe to notifications on data set
updates

175.07.5 Pre-flight information service

1.1 For any aerodrome/heliport used for international air operations, aeronautical information
relative to the route stages originating at the aerodrome/heliport must be made available to flight

operations personnel, including flight crews and services respeffailgreflight information.

1.2 Aeronautical information provided for pfeght planning purposemustinclude information

of operational significance from the elements of the aeronautical information products
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ComplianceNote 1 The elements of the aeronautical information products may be limited to
national publications and when practicable, those of immediately adjad8ttes, provided a
complete library of aeronautical information is available at a central location and means of

direct communications are available with that library.

Compliance Note 2. A recapitulation of valid NOTAM of operational significance and
other information of urgent character may be made available to flight crews in the form
of plain language prdélight information bulletins (PIB)Guidance material on the preparation

of PIB is contained in the Aeronautical Information Services Manual (Doc 8126).

175.07.6 postflight information service

11

1.2

1.3

14

For any aerodrome/heliport used for international air operations, arrangements must be made
to receive information concerning the state and operation of air navigation facilities or services

notedby aircrews

The arrangements specified in 1.1 must ensure that such information is made available

to theaeronautical information servicerfdistribution as the circumstances necessitate.

For any aerodrome/heliport used for international air operat@msngementmust be made

to receivanformation concerning the presence of wildlife hazard observed by aircrews.

The information about presence of wildlife hazardstbe made available to the aeronautical

information service for such distribution as the circumstances necessitate.

Compliance Note. Sdtart 139 for requirements on wildlife hazard management.

175.08 AERONAUTICAL INFORMATION UPDATES

175.08.1 General Specifications

1.1

Aeronautical datandaeronautical information must be kept up to date.
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175.08.2 Aeronautical Information Regulation and Control (AIRAC)

1.1 Information concerning the following circumstanaesstbe distributed under the regulated
system AIRAC), i.e. basing establishment, withdrawalggnificant changes upon a series of
common effective dates at intervals of 28 days, including November 2018

a) Limits (horizontal and vertical), regulations and procedures applicable to:
(i) flight information regions;
(i) control areas;
(iii) control zones;
(iv) advisory areas;
(v) ATS routes;
(vi) permanent danger, prohibited and restricted areas (including type and
periods of activity when known) and ADIZ;
(vii) permanent areas or routes or portions thereof where the possibility of
interception exists.
b) Positions frequencies, call signs, identifiers, known irregularities and maintenance
periods of radio navigation aids, and commurdzaand surveillance facilities
¢) Holding and approach procedures, arrival and departure procedures, noise abatement
procedures and any other pertinent ATS procedures
d) Transition levels, transition altited and minimum sector altitudes
e) Meteorological facilities (inclding broadcasts) and procedures
f) Runways and stopways
g) Taxiways and aprons
h) Aerodrome ground operating procedures (including low visibility procedures)
i) Approach and runway lighting
J) Aerodrome operating minim&published.

1.2 The information notified under the AIRAC system must not be changed further for at least

another 28 days after the effective date, unless the circumstance notified is of a temporary

nature and would not persist for the full period.
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1.3

14

15

16

1.7

Information provided under the AIRAC system mhst made available by the AIS so as to

reach recipients at least 28 days in advance of the effective date.

ComplianceNote.AIRACinformationis distributed by the AIS unit at least 42 days in advance
of theAIRAC effectivelates wittthe objective of reaching recipients at least 28 days in advance
of the effective date.

When information has not been submitted by the AIRAC date, a NIL notificatisin
be distributed not later than one cycle before the AIRAC effective date concerned.

Implementation dates other than AIRAC effective datestnot be used for prelanned
operationally significant changes requiring cartographic work and/or for updating of

navigation databases.

The regulated system (AIRAC) must also be used for the provision of information relating
to the establishment and withdrawal of, and premeditated significant changes in, the
circumstances listeloelow:

(a) Position, height and lighting of navigational obstacles.

(b) Hours of service of aerodromes, facilities and services.

(c) Customs, immigration and health services.

(d) Temporary danger, prohibited and restricted areas and navigational hazards,

military exercises and mass movements of aircratft.
(e) Temporary areas or routes or portions thereof where the possibility of interception

exists.

Whenever major changes are planned and where advance notice is desirable and practicable,
information must be made available by the AIS so as to reach recipients at least 56 days in
advance of the effective date. Thiswust be applied to the establishment of, and
premeditated major changes in, the circumstances bsted, and other major changes if
deemed necessary:

(a) New aerodromes for international IFR operations

(b) New runways for IFR operations at international aerodromes

68




:/ Namibia Civil Aviation Authority
NCA

NAMIBLA CIVIL AVIATION AUTHORITY

TECHNICAL STANDARDS
(NAMCATS)

Safety& SecurityDepartment
A / Sa Part 175: AIS

(c) Design and structure of the air traffic services route network

(d) Design and structure of a set of terminal procedures (including change of procedure
bearings due to magnetic variation change)

(e) Circumstances listed ih.1 above,if the entire State or any significant portion thereof
is affected or if crosborder coordination is required.

175.08.3 Aeronautical Information Product Updates

1. AIP updates

1.1 AIP must be amended or reissued at such regular intervals as may be necessary to keep them

up to date.

1.2 Permanent changes to the AIP must be published as AIP Amendments.

1.3 Temporary changes of long duration (three months or longer) and information of short duration
which contains extensive text and/or graphics must be published as AIP Supplements.

2. NOTAM

2.1 When an AIP Amendment or an AIP Supplement is published in accordance with AIRAC
proceduresafi Tr i g g e r nustideOofignisted
ComplianceNote. Detailed specifications concerning the Trigger NOTAM are contained in the
NCAAProcedures for Aeronautical Information Management

2.2 A NOTAM must be originated and issued promptly whenever the information to be
distributed is of a temporary nature and of short duration or when operationally
significant permanent changes, or temporary changes of long duratioma@eeat short
notice, except for extensive text and/or graphics.

2.3 A NOTAM must be originated and issued concerning the following information:

(a) establishment, closure or significant changes in operation of aerodrome(s)/ heliport(s)

or runways;
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(b)

(c)

(d)
(e)
(f)

(¢)]
(h)
(i)
()
(k)

()
(m)

(n)

(0)

establishment, withdrawal and significant changes in operation of aeronautical services
(AGA, AIS, ATS, COM, MET, SAR, etc.);

establishment, withdrawal and significant changes in operational capability of radio
navigation and airground communication services. This includes: interruption or
return to operation, change of frequencies, change in notified hours of service, change
of identification, change of orientation (directional aids), change of location, power
increase or decrease amounting to 50 percent or more, change in broadcast schedules
or contents, or irregularity or unreliability of operation of any radio navigatimhag

ground communication services or limitations of relay stations including operational
impact, affected service, frequency and area;

unavailability of backup and secondary systems, having a direct operational impact;
establishment, withdrawal or significant changes made to visual aids;

interruption of or return to operation of major components of aerodrome lighting
systems;

establishment, withdrawal or significant changes made to procedures for air navigation
services;

occurrence or correction of major defects or impediments in the maneuvering area;
changes to and limitations on availability of fuel, oil and oxygen;

major changes to search and rescue facilities and services available;

establishment, withdrawal or return to operation of hazard beacons marking obstacles
to air navigation;

changes in regulation requiring immediate action, e.g. prohibited areas for SAR action;
presence of hazard®t otherwise promulgated, whielffect air navigation (including
obstacles, military exerciseand operations, intentional and unintentional radio
frequency interferences, rocket launchesplays, fireworkssky lanterns, rocket
debris, races and major parachuting events

conflict zones which affect air navigation (to include information that is as specific as
possible regarding the nature and extent of threats of that conflict and its consequences
for civil aviation);

Compliance Not®. Guidance related to conflict zones is contained in the Risk

Assessment Manual for Civil Aircraft Operations Over or Near Conflict Zones (Doc
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10084)pl anned | aser emissions, | aser display

(P)

(@)

(s)
(t)

(u)

(v)

(w)

(x)

v)

)

is likely to be impaired

erecting or removal of, or changes to, obstacles to air navigation in theftéakenb,

missed approach, approach areas and runway strip;

establishment or discontinuance (including activation or deactivation) as applicable, or
changes in the status of prohibited, restricted or danger areas;

establishment or discontinuance of areas or routes or portions thereof where the
possibility of interception exists and where the maintenance of guard on the VHF
emergency frequency 121.5 MHz is required,

allocation, cancellation or change of location indicators;

changes in aerodrome/heliport rescue and fire fighting category provided (see Part
139, Subpart 16, and NAMCATAH, Volume I, Attachment A, Section 17)

presence or removal of, or significant changes in, hazardous conditions due to water on
the movement area;

outbreaks of epidemics necessitating changes in notified requirements for inoculations
and quarantine measures;

an operationally significant change in volcanic activity, the location, date and time
of volcanic eruptions and/or horizontal and vertical extent of volcanic ash cloud,
including direction of movement, flight levels and routes or portions of routeshwhi
could be affected:;

release into the atmosphere of radioactive materials or toxic chemicals following a
nuclear or chemical incident, the location, date and time of the incident, the flight
levels and routes or portions thereof which could be affected and theodirefc
movement;

establishment of operations of humanitarian relief missions, such as those undertaken
under the auspices of United Nations, together with procedures and/or limitations which
affect air navigation; and

implementation of shotterm contingency measures in cases of disruption, or partial
disruption, of air traffic services and related supporting services as described in Part
172.

Compliance NoteSee Part 172 and Attachment C to NAMGATS
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Compliance Note' Specifications concerning the timely promulgation of information by

NOTAM are contained in Chapter 6 of ttCAA Procedures for Aeronautical

Information Management

2.4 The following information must not be notified by NOTAM:

(@)

(b)

(€)

(d)

(e)

(f)
(¢)]

(h)

(i)
()

(k)
()
(m)

(n)
(0)

routine maintenance work on aprons and taxiways which does not affect the safe
movement of aircraft;

runway marking work, when aircraft operations can safely be conducted on other
available runways, or the equipment used can be removed when necessary;
temporary obstructions in the vicinity of aerodromes/heliports that do not affect the safe
operation of aircraft;

partial failure of aerodrome/heliport lighting facilities where such failure does not
directly affect aircraft operations;

partial temporary failure of aiground communications when suitable alternative
frequencies are known to be available and are operative;

the lack of apron marshaling services and road traffic control,

the unserviceability of location, destination or other instruction signs on the aerodrome
movement area;

parachuting when in uncontrolled airspace under VFR when controlled, at promulgated
sites or within danger or prohibited areas;

training activities by ground units;

unavailability of backup and secondary systems if these do not have an
operational impact;

limitations to airport facilities or general services with no operational impact;

national regulations not affecting general aviation;

announcement or warnings about possible/potential limitations, without any
operational impact;

general reminders on already published information;

availability of equipment for ground units without containing information on the

operational impact for airspace and facility users;
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3.1

3.2

3.3

3.4

3.5

(p) information about laser emissions without any operational impact and fireworks
below minimum flying heights;

(q) closure of movement area parts in connection with planned work locally coordinated
of duration of less than one hour;

(r) closure, changes, unavailability in operation of aerodrome(s)/heliport(s) outside
the aerodrome(s)/heliport(s) operational hours;

(s) other noroperational information of a similar temporary nature.

Compliance Note: Information which relates to an aerodrome and its vicinity and does
not affect its operational status may be distributed locally duringflighe or inflight
briefing or other local contact with flight crew mesang.

Data set updates

Data sets must be amended or reissued at such regular intervals as may be necessary to keep
them up to date.

Permanent changes and temporary changes of long duration (three months or longer) made
available as digital data must be issued in the form of a complete data set er a sub

set that includes only the differences from the previously issueghlete data set.

When made available as a completelssied data set, the differences from the previously
issued complete data set must be indicated.

Whentemporary changes of short duration are n@aaddable as digital data (Digital NOTAM),
they must use the same aeronautical information model as the complete data set.

Updates to AIP and the digital data seisstbe synchronized.

175.09 AERONAUTICAL CHARTS

Compliance Note. Definitions applicable to aeronautical Charts are containttbi9l1.3.

175.09.1 Applicability
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1. The specificationin this Subpart 175.09 apply to aharts.
Compliance Note175.09.3, (2,) and 175.09.4 (8pply to all charts
2. All charts coming within the scope dfis Subparand bearing the aeronautical information

date of 19 November 2009 or later must conform to the standards relevant to the particular

chat.

175.09.2 Availability

1. Information An AIS provider must on request by another Contracting State provide all
information relating taheterritory of Namibiathat is necessary to enable tequirement®f

this Subparto be met.

2. Charts The AIS provider must ensure the availability of charts in whichever of the following

ways is appropriate for a particular chart or single sheet of a chart series.

Note. The availability of charts includes specified electronic chart.

2.1 For any chart or single sheet of a chart series entirely contained within the terriamitfia
the AIS providermayeither:
(a) produce the chart or sheet itself; or
(b) in coordination with the Executive Directaarrange for its production by another
Contracting State or by an agency; or
(c) in coordination with the Executive Directprovide another Contracting State prepared
to accept arobligation to produce the chart or sheet with the data necessary for its

production.
3. For any chart or single sheet of a chart series which includes the territddayniifia and other

Statesand where Namibia hqrisdiction over the territory so includgithe AlS provider must

determine the manner in which the chart or sheet will be made available. This determination

74



‘X TECHNICAL STANDARDS
:/ Namibia Civil Aviation Authority e
Safety& SecurityDepartment
N AA y tybep Part 175: AIS

NAMIBLA CIVIL AVIATION AUTHORITY

mustbe made with due regaliking given to regional air navigation agreements and to any

programme of allocation established by the Council of ICAO

Compliance Note. The phrase firegional air na
approved by the Council of ICAO normally on the advice of regional air navigation meetings.

4. The AIS provider must take all reasonable measures to ensure that the information it provides
and the aeronautical charts made available are adequate and accurate and that they are
maintained up to date by an adequate revision setrvice.

5. To improve worldwide dissemination of information on new charting techniques and
production methods, appropriate charts produceNdypibiamaybe made available without

charge to other Contracting States on request on a reciprocal basis

Compliance Note. Guidance material on the preparation of aeronautical charts, including

sample formats, is contained in the Aeronautical Chart Manual (Doc 8697).

175.09.3 General Specificationsor Aeronautical Charts

Compliance NoteThe Standards contained in this chapte applicable to all ICAO

aeronautical charts unless otherwise stated in the specifications of the chart concerned.

1. Operational requirements for charts

For the purposes of thiubpart the total flight is divided into the following phases:

Phase 1 - Taxifrom aircraft stand to take off

Phase 2 - Take off and climb to enoute ATS route structure
Phase 3 - Enroute ATS route structure

Phase 4 - Descentto approach

Phase5 - Approach to land and missed approach

Phase 6 - Landing and taxi to aircraft stand.
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11

Each type of chamustprovide information relevant to the function of the chart and its design

mustobserve Human Factors principles which facilitate its optimum use.

1.2

1.3

14

15

1.6

1.7

1.8

2.1

Note-Guidance material on the application of Human Factors principles can be found in the
Human Factors Training Manual (Doc 9683).

Each type of charhustprovide information appropriate to the phase of flight to ensure the safe
and expeditious operation of the aircraft.

The presentation of informatiomust be accurate, free from distortion and clutter,

unambiguous, and be readable under all normal operating conditions.

Colours or tints and type size ugadstbe such that the chart can be easily read and interpreted
by the pilot in varying conditions of natural and artificial light.

The informationmustbe in a form which enables the pilot to acquire it in a reasonable time

consistent with workload and operating conditions.

The presentation of information provided on each type of chastpermit smooth transition

from chart to chart as appropriate to the phase of flight.

The chartsnustas much as possiblee True North orientated.

The basic sheet size of the chanisst as much as possibies 210 x148mm (8.27 1 5.82 in)
(A5).

Titles

The title of a chart or chart series prepared in accordance with the specifications contained in
this Technical Standardand intended to satisfy the function of the chatstbe that as
specified in the relevant heading as modified by application of any Standard contained therein,
except that such tittemayn ot i ncl ude Al CAOO0 unl ess the

specified in this section and any specified for the particular chart.
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2.2 Miscellaneous information

2.2.1 The marginal note layoutustbe as given in Appendixtb this SubPart except as otherwise
specified for a particular chart.

2.2.2 The following informationrmustbe shown on the face of each chart unless otherwise stated in
the specification of the chart concerned:
a) designation or title of the chart series;
ComplianceNote The title may be abbreviated.
b) name and reference of the sheet;

c) on each margin an indication of the adjoining sheet (when applicable)

2.2.3 Alegend to the symbols and abbreviations usedtbe provided. The legendustbe on the
face or reverse of each chart except that, where it is impracticable for reasons of space, a legend

may be published separately.
2.2.4 The name and adequate address of the producing agersthe shown in the margin of the

chart except that, where the chart is published as part of an aeronautical document, this

information may be placed in the front of that document.
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2.3 Symbols

23.1

23.2

2.3.3

Symbols usedhustconform to those shown in Appendix BZAO Chart Symbols, except that
where it is desired to show on an aeronautical chart special features or items of importance to
civil aviation for which no ICAO symbol is at present provided, any appropriate syn#yol m

be chosen for this purpose, provided that it does not cause confusion with any existing ICAO

chart symbol or impair the legibility of the chart.

Compliance NoteThe size and prominence of symbols and the thickness and spacing of lines
may be varied according to the scale and functions of the chart, with due regard to the

importance of the information they convey.

To represent grounbased navigation aids, intersections and waypoints, the same basic

symbolmustbe used on all charts on which they appear, regardless of chart purpose.

The symbol used for significant poimtsustbe based on a hierarchy of symbols and selected
in the following order: grountbased navigation aid, intersection, waypoint symbol. A waypoint
symbolmaybe used only when a particular significant point does not already exist as either a

groundbased navigation aid or intersection.

2.3.4The AIS providermustensure that symbols areastn in the manner specified in32, 23.3 and
Appendix 20 ICAO Chart Symbols, symbol number 121.

2.4 Units of measurement

241

24.2

24.3

Distancesnustbe derived as geodesic distances.

Distancegnustbe expressed in either kilometres or nautical miles or both, provided the units

are clearly differentiated.

Altitudes, elevations and heightsustbe expressed in either metres or feet or both, provided

the units are clearly differentiated.
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24.4

245

2.4.6

247

Linear dimensions on aerodromes and short distanastbe expressed in metres.

The order of resolution of distances, dimensions, elevations and heigitde that as

specified for a particular chart.

The units of measurement used to express distances, altitudes, elevations andnsidpets
conspicuously stated on the face of each chart.

Conversion Scales (kilometers/nautical miles, metres/feestbe provided on each chart on
which distances, elevations or altitudes are shown. The conversionmsoatbge placed on the
face of each chart.

2.5 Scale and projection

251

252

For charts of large areas, the name and basic parameters and scale of the projstben

indicated.

For charts of small areas, a linear scale omlty be indicated

2.6 Date of validity of aeronautical information

26.1

The date of validity of aeronautical informatiorustbe clearly indicated on the face of each
chart.

2.7 Spelling of geographical names

271

2.7.2

2.7.3

The symbols of the Roman alphabmistbe used for all writing.

The names of places and of geographical features in countries which officially use varieties of
the Roman alphabetust be accepted in their official spelling, including the accents and

diacritical marks used in the respective alphabets.

Where a geographical term such as fAcapeo,
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particular chart, that worchustbe spelt out in full in the language used by the publishing
agency, in respect of the most important example of each type Punctuatiommagriat be

used in abbreviations within the body of a chart.

2.7.4 In areas whereomanized names have not been officially produced or adopted, and outside the
territory of Namibiag namesmay be transliterated from the ndtoman alphabet form by the

system generally used by the producing agency.

2.8 Abbreviations

2.8.1 Abbreviationsmustbe used on aeronautical charts whenever they are appropriate.

2.8.2 Where applicable, abbreviatiomsust be selected from the Procedures for Air Navigation
Services ICAO Abbreviations and Codes (Doc 8400).

2.9 Political boundaries

2.9.1 International boundarienustbe shown, but may be interrupted if data more important to the

use of the chart would be obscured.

2.9.2 Where the territory aftherStates, other than Namibi@ppears on a chart, the names identifying

the countriesnustbe indicated.

ComplianceNote In the case of a dependent territory, the name of the sovereign State may be
added in brackets.

2.10 Colours

Colours used on chamsustconform to- Colour Guide in Appendi8 of this SubPart

2.11 Relief

2.11.1 Relief, where showmustb e portrayed in a manner that wi
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(a) Orientation and identification;
(b) Safe terrain clearance;
(c) Clarity of aeronautical information when shown;

(d) Planning.

ComplianceNote. Relief is usually portrayed by combinations of contours, hypsometric tints,
spot elevations and hill shading, the choice of method being affected by the nature and scale of
the chart and its intended use.

2.11.2 Where relief is shown by hypsometric tints, the tints usadtbe based on those shown in the
Hypsometric Tint Guide in Appendix 4 of thsubPart

2.11.3 Where spot elevations are used thaystbe shevn for selected critical points.

2.11.3.1The value of spot elevations of doubtful accuramystbe followed by the sign +.

2.12 Prohibited, restricted and danger areas

When prohibited, restricted or danger areas are shown, the reference or other identification

mustbe included, except that the nationality letters may be omitted.

Compliance Note. Nationality letters are those contained in ICAO Doc @91@cation

Indicators.

2.13 Air traffic service airspaces

2.13.1 When ATS airspace is shown on a chart, the class of airspace, the type, name or call sign, the
vertical limits and the radio frequency(ies) to be usedtbe indicated and the horizontal limits
depicted in accordance Appendix 2 of tBIATS - ICAO Chart Symbols.

2.13.2 On charts used for visual flight, those parts of the ATS Airspace Classeshahla in Part
172 (NAMCATS-ATS, Appendix 4) applicable to the airspace depicted on the chaay be

on the face or reverse of each chart.
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2.14 Magnetic variation

2141

2.14.2

2.14.3

2.14.4

2.15

2.16

2.16.1

True North and magnetic variationustbe indicated The order of resolution of magnetic
variationmustbe as specified for a particular chart.

When magnetic variation is shown on a chart, the values shuoyshbe those for the year
nearest to the date of publication that is divisible by 5, i.e. 1980, 1985, etc In exceptional cases
where the current value would be more than one degree different, after applying the calculation
for annual change, an interim datedlavaluemustbe quoted.

Compliance Note. The date and the annual change may be shown.

For instrument procedure charts, the publication of a magnetic variation chargjde
completed within a maximum of six AIRAC cycles.

In large terminal areas with multiple aerodromes, a single rounded value of magnetic variation
may be applied so that the procedures that service multiple aerodromes use a single, common

variation value.

Typography

Compliance NoteSamples of type suitable for use on aeronautical charts are included in the
Aeronautical Chart Manual (Doc 8697).

Aeronautical data

All necessary measurenust be takerto introduce a properly organized quality system
containing procedures, processes and resources necessary to implement quality management at
each function stageutlined in175.05.6.The execution of such quality managemenistbe

made demonstrable for each function stage, when required. In additionn8iatessure that
established procedures exist in order that aeronautical data at any moment is traceable to its
origin so to allow any data anomalies or errors, detected during the production/maintenance

phases or in the operational use, to be corrected.
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2.16.2

2.16.3

2.16.4

2.17

2171

Note:- Specifications governing the quality systemstbe as specified ih75.05

The chart resolution of aeronautical datastbe as specified for a particular chart

Compliance Note. Specifications concerning the chart resolution for aeronautical data are
containedn the NCAAProcedures for Aeronautical Information Manageméxgpendix 1.

The integrity of aeronautical dat@ust bemaintained throughout the data process from

origination to distributiorto the next intended user.

Compliance Note. Specifications concerning the integrity classification related to aeronautical
data are providedin the NCAAProcedures for Aeronautical Information Management

Appendix 1.

Digital data error detection techniques must be used during the transmission and/or storage of

aeronautical data and digital data sets.

ComplianceNote Detailed specifications concerning digital data error detection techniques

are containedn the NCAAProcedures for Aeronautical Information Management

Common reference systems

Horizontal reference system

2.17.1.1 World Geodetic Systend 1984 (WGS84) mustbe used as the horizontal (geodetic)

reference system. Published aeronautical geographical coordinates (indicating latitude and

longitude)mustbe expressed in terms of the W& geodetic reference datum.

ComplianceNote-Comprehensive guidance material concerning WB@$ contained in
theWorld Geodetic Systet 1984 (WGS4) Manual(Doc 9674).
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2.17.1.2 Geographical coordinates which have been transformed into-84&8ordinates but whose
accuracy of original field work does not meet the requirenafeart 139mustbe identified

by an asterisk.

2.17.1.3 The chart resolution of geographical coordinatesstbe that specified for a particular chart

series

ComplianceNotel. Specificationgoncerningthe determination and reporting (accuracy of
field work and data integrity) of WGS!-related aeronautical coordinates for geographical
positions established by air traffic services are given iPart 172 and for

aerodrome/heliportelated positions, ifPart 139

Compliance Note 2Specifications concerning the accuracy and integrity classification of
WGS84-related aeronautical data are containedthe NCAAProcedures for Aeronautical

Information ManagemenAppendix 1.

2.17.2 Vertical reference system

2.17.2.1 Mean sea level (MSL) datum, which gives the relationship of grasigted height

(elevation) to a surface known as the geoidstbe used as the vertical reference system.

ComplianceNotel: The geoid globally most closely approximates MSL. It is defined as the
equipotential surface in the gravity field of the Earth that coincides with the undisturbed MSL

extended continuously through the continents.

ComplianceNote 2: Gravityrelated heights (elevations) are also referred to as orthometric

heights while distances of points above the ellipsoid are referred to as ellipsoidal heights.
2.17.2.2 In addition to the elevations referenced to MSL, for the specific surveyed ground positions,

geoid undulation (referenced to the W84 ellipsoid) for those positionsust also be

published as specified for a particular chart.
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ComplianceNote 1. Specificationsoncerningthe determination and reporting (accuracy
of field work and data integrity) of elevation and geoid undulation at specific positions at

aerodromes/heliports are given Hart 139

Compliance Note 2. Specifications concerning the accuracy and integrity classification of
elevation and geoid undulation at specific positions at aerodromes/heliports are contained
in the NCAAProcedures for Aeronautical Information Manageméesgpendix 1.

2.17.2.3 The chart resolution of elevation and geoid undulatimstbe that specified for a particular
chart series

Compliance Note. Specifications concerning the chart resolution of elevation and geoid
undulation are containedin the NCAA Procedures for Aeronautical Information

ManagementAppendix 1.

2.17.3  Temporal reference system

2.17.3.1 The Gregorian calendar and Coordinated Universal Time (Uni@tbe used as the

temporal reference system.

2.17.3.2  When a different temporal reference system is used for chartingyabkibe indicated in
GEN 2.1.2 of the Aeronautical Information Publication (AIP).

2.18 Requirements for aeronautical charts

2.18.1 Mandatory Charts

The six mandatory charts are the Aerodrome Obstacle 8hHEZAO Type A; Precision Approach
Terrain Char® ICAO; Enroute Char® ICAOQ; Instrument Approach Chait ICAO;
Aerodrome/Heliport Chaéi ICAO; and the World Aeronautical Chart ICAO, 1:1 000 000

a) For all aerodromes used by international civil aviation, the Precision Approach Terrain Chart

must beproduced for all precision approach runways Categories Il and 1ll, and the Instrument
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Approach Chart where instrumeapiproach procedures have been established by the State. The
information required by the Precision Approach Ter@irartd ICAO may be provided in the
Aerodrome Terrain and Obstacle Ch&antCAO (Electronic).Where this occurhe Precision
Approach Terrain Chaft ICAO is not required.

b) For all aerodromes regularly used by international civil aviation, the Aerodrome/Heliport Chart

is requiredas well as the Aerodrome Obstacle Chart, Type A where significant obstacles exist in the
takeoff flight-path areasWhere the Aerodrome Terrain and Obstacle ChatCAO (Electronic) is

made available, thaerodrome Obstacl€hartd ICAO Type A (Operating Limitations) is not

required.

c) Furthermore, the Enroute Chart must be made available for all areas where Flight Information
Regiong(FIR) have been established and the World Aeronautical Gh&AO 1:1 000 000 must be

produced for all areas delineated in Appendix 5 of Annex 4.

2.18.2 Non-Mandatory Charts

2.182.1 Six other charts, which are -maodhedruvpoohéb
which means that these should be produced only if, in the opinion of the State authority,
the availability of these charts would contribute to the safety, reguladtgffiniency of
aircraft operations.

2.182.2 The Aerodrome Obstacle Chdrt ICAO Type B should be produced only where a need
exists for a chart to assist in the determination of critical heights, e.g., for circling
procedures, or of procedures for use in the event of an emergency duridf take
landing, and of obstacle clearing and marking criteria. Where the Aerodrome Terrain and
Obstacle Char® ICAO (Electronic) is made available, Aerodrome Obstacle Ghart
ICAO Type B is not required.

2.182.3 The Aerodrome Ground Movement ChartiICAOQ is a supplementary chart which should
be produced only where the detailed information needed for the ground movement of
aircraft along taxiways to and from the aircraft stands and the parking and docking of
aircraft, cannot be shown with sufficient clarity on the Aerodrome/Heliport Ghart
ICAO.

2.182.4  The Aircraft Parking/Docking Cha& ICAOQ is also a supplementary chart which should

be made available only where, due to the complexity of terminal facilities, the
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information on the ground movement of aircraft between the taxiways and the aircraft
stands and the parking/docking of aircraft cannot be shown with sufficient clarity on the
Aerodrome/Heliport Cha® ICAO or on the Aerodrome Ground Movement Cléart
ICAO.

2.182,5  The Aeronautical Chad ICAO 1:500 000 and the Aeronautical Navigation Ckart
Small Scale should be provided only when operational requirements for visual navigation
or chart production considerations indicate a need for these charts either astateubsti
for or to supplement the World Aeronautical Cté&rtCAO 1:1 000 000.

2.182.6 Plotting Chard ICAO. These charts are a useful adjunct where a need exists for a chart
which will provide a means of maintaining a continuous flight record of the aircraft
position by various fixing methods and deadkoning, and maintain an intendéight
path. These charts would be appropriate to major air routes over oceanic areas and

sparsely settled areas flown by international commercial air transport.

2.183 Conditionally required charts.

The requirement for production of the four <char
availability of these charts is required only if certain conditions/circumstances prevail.

2.183.1 The Area Chard ICAO is to be made available only where the air traffic services routes
or position reporting requirements are complex and cannot be adequately shown on the
Enroute Char ICAO.

2.183.2 The Standard Departure Chartinstrument (SIDY ICAO must be produced wherever
a standard departure roudteinstrument has been established and cannot be shown with
sufficient clarity on the Area Chadt ICAO.

2.183.3 The Standard Arrival Chaé Instrument (STAR)d ICAO is to be made available
wherever a standard arrival rodteinstrument has been established and cannot be shown
with sufficient clarity on the Area Chadt ICAO.

2.183.4  The Visual Approach Cha& ICAO has to be made available for all aerodromes used by
international civil aviation where only limited navigation facilities are available or radio

communication facilities are not available ot.no
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175.09.4 Charts

1. Aerodrome Obstacle Charti ICAO Type A (Operating limitations)

1.1 Function

This chart, in combination with the relevant information published in therAlB{provide the
data necessary to enable an operator to comply witrapipéicableoperating limitations
specified in théperation of aircraft regulations

1.2 Availability

1.2.1 Aerodrome Obstacle Charés ICAO Type A (Operating Limitationsinustbe made
available,in the manner prescribed 75.09.2 (2) for all aerodromes regularly used by
international civil aviation, except for those aerodromes where there are no obstacles in the
takeoff flight path areas or where the Aerodrome Terrain and Obstacle €hd@AO
(Electronic) is provideth accordance with75.09.2 (3)

1.2.2Where a chart is not required because no obstacles exist in thaftéight path area, a
notification to this effecimustbe published in the AIP.

1.3 Units of measurement

1.1.1Elevationsmustbe shown to the nearest haiktre or to the nearest foot.
1.1.2Linear dimensionsnustbe shown to the nearest haiktre.

1.2. Coverage and scale

1.2.1The extent of each planustbe sufficient to cover all obstacles.
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Compliance Notelsolated distant obstacles that would unnecessarily increase the sheet size
may be indicated by the appropriate symbol and an arrow, provided that the distance and

bearing from the end of the runway farthest removed and the elevation are given.

1.2.2The horizontal scalmustbe within the range of 1:10 000 to 1:15 000.

ComplianceNote. When the production of the charts would be expedited thereby, a scale of
1:20 000 may be used.

1.2.3The vertical scalenustbe ten times the horizontal scale.

1.2.4Linear scales Horizontal and vertical linear scales showing both metres andhfiestbe

included in the charts.

1.3. Format

1.3.1The chartsnustdepict a plan and profile of each runway, any associated stopway or clearway,
the takeoff flight path area and obstacles.

1.3.2The profile for each runway, stopwagtearway and the obstacles in the taKdlight path area
mustbe shown above its corresponding plan. The profile of an alternativeffalkight path
areamustcomprise a linear projection of the full takéf flight path andmustbe disposed
above its corresponding plan in the manner most suited to the ready interpretation of the
information.

1.3.3.A profile grid mustbe ruled over the entire profile area exclusive of the runway. The zero for
vertical coordinatesnustbe mean sea level. The zero for horizontal coordimatestbe the
end of the runway furthest from the tad# flight path area concerned. Graduation marks
indicating the sulalivisions of intervalsnustbe shown along the base of the grid and along the
vertical margins.

1.3.4The vertical gridnayhave intervals of 30 m (100 ft) and the horizontal grad/have intervals
of 300 m (1 000 ft).
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1.3.5.The charimustinclude:

1.4.

1.5.

1.6.

a) a box for recording the operational data specifie8 8n3;

b) a box for recording amendments and dates thereof.

Identification
The charimustbe identified by the name of the country in which the aerodrome is located, the

name of the city or town or area which the aerodrome serves, the name of the aerodrome and

the designator(s) of the runway(s).

Magnetic variation

The magnetic variation to the nearest degree and date of informaigibe indicated.

Aeronautical data

1.6.10bstacles

1.6.1.1. Objects in the takeff flight path area which project above a plane surface having a

1.2 per cent slope and having a common origin with the-aéfkBlight path areamustbe
regarded as obstacles, except that obstacles lying wholly below the shadow of other obstacles
as defined ir8.8.1.2 need not be shown. Mobile objects such as boats, trains and trucks, which
may project above the 1.2 per cent plamaist be considered obstacles buiay not be

considered as being capable of creating a shadow.

1.6.1.2. The shadow of an obstacle is considered to be a plane surface originating at a horizontal

line passing through the top of the obstacle at right angles to the centre line of-ibi fiaidet

path area. The plane covers the complete width of theoffKiight path area and extends to
the plane defined iB.8.1.1 or to the next higher obstacle if it occurs first. For the first 300 m
(1 000 ft) of the takeff flight path area, the shadow planes are horizontal and beyond this point

such planes have an upwaslope of 1.2 per cent.
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1.6.1.3. If the obstacle creating a shadow is likely to be removed, objects that would become
obstacles by its removailustbe shown.
1.6.2.Takeoff flight path area
1.6.2.1. The takeoff flight path area consists of a quadrilateral area on the surface of the earth

lying directly below, and symmetrically disposed about, the-tdk#élight path. This area has
the following characteristics:

a) itcommences at the end of the area declared suitable feoffafke. at the end of the
runway or clearway as appropriate);

b) its width at the point of origin is 180 m (600 ft) and this width increases at the rate of
0.25D to a maximum of 1 800 m (6 000 ft), where D is the distance from the point of
origin;

c) it extends to the point beyond which no obstacles exist or to a distance of 10.0 km (5.4

NM), whichever is the lesser.

1.6.2.2. For runways serving aircraft having operating limitations which do not preclude the
use of a takeff flight path gradient of less than 1.2 per cent, the extent of theotalflight
path area sped#fd in 38.2.1 c)mustbe increased to not less than 12.0 km (6.5 NM) and the
slope ofthe plane surface specified in 3.8.1.1 argl132mustbe reduced to 1.0 per cent or

less.

ComplianceNote When a 1.0 per cent survey plane touches no obstacles, this plane may be

lowered until it touches the first obstacle.

1.6.3Declared distances

1.6.3.1. The following information for each direction of each runwaystbe entered in the
space provided:
a) takeoff run available;
b) acceleratestop distance available;

c) takeoff distance available;
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d) landing distance available.

Compliance Note.Guidanceon declared distancess givenin Part 139 NAMCATSAH,
Attachment A, Section 3.

1.6.3.2. Where a declared distance is not provided because a runway is usable in one direction
only, that runwaynustb e i dent i fi ed aosf ffi,n olta nudsianbgl eo rf obro ttha

1.6.4.Plan and profile views

1.6.4.1. The plan viewmustshow:

a) the outline of the runways by a solid line, including the length and width, the magnetic
bearing to the nearest degree, and the runway number;

b) the outline of the clearways by a broken line, including the length and identification
as such;

c) takeoff flight path areas by a dashed line and the centre line by a fine line consisting
of short and long dashes;

d) alternative takeff flight path areas. When alternative taid# flight path areas not
centred on the extension of the runway centre line are shown,ymastise provided
explaining the significance of such areas;

e) obstacles, including:

(i) the exact location of each obstacle together with a symbol indicative of its
type;

(ii) the elevation and identification of each obstacle;

(i) the limits of penetration of obstacles of large extent in a distinctive manner

identified in the legend.

ComplianceNote: This does not exclude the necessity for indicating critical spot

elevations within the takeff flight path area.

1.6.4.1.1. The nature of the runway and stop way surfawestbe indicated.
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1.6.4.1.2. Stopwaydnustbe identified as such amdustbe shown by a broken line.

1.6.4.1.3. When stopways are shown, the length of each stopwesgbe indicated.

1.6.4.2. The profile viewmustshow:
a) the profile of the centre line of the runway by a solid line and the profile of the
centre line of any associated stopways and clearways by a broken line;
b) the elevation of the runway centre line at each end of the runway, at the stop
way and at the origin of each taka#f
c) Obstacles, including:

(i) each obstacle by a solid vertical line extending from a convenient grid
line over at least one other grid line to the elevation of the top of the
obstacle;

(i) identification of each obstacle;

(iii) the limits of penetration of obstacles of large extent in a distinctive
manner identified in the legend.

ComplianceNote: An obstacle profile consisting of a line joining the tops of each

obstacle and representing the shadow created by successive obstacles may be shown.

1.7.  Accuracy

1.7.1The order of accuracy attaineuistbe shown on the chart.

1.7.2The horizontal dimensions and the elevations of the runway, stopway and clearway to be printed

on the chariustbe determined to the nearest 0.5 m (1 ft).

1.7.3The order of accuracy of the field work and the precision of chart produntistbe such that
measurements the takeoff flight path areas can be taken from the chart within the following
maximum deviations:
a) horizontal distances: 5 m (15 ft) at a point of origin increasing at a rate of 1 per 500;
b) vertical distances: 0.5 m (1.5 ft) in the first 300 m (1 000ft) and increasing at a rate of
1 per 1000.
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1.7.4Datum Where no accurate datum for vertical reference is available, the elevation of the datum

usedmustbe stated anchustbe identified as assumed.

2. Aerodrome Obstacle Charti ICAO Type B

2.1. Function

This chartmustprovideinformation to satisfy the following functions:
a) the determination of minimum safe altitudes/heights including those for circling
procedures;
b) the determination of procedures for use in the event of an emergency durhodf take
landing;
c) the application of obstacle clearing and marking criteria; and

d) the provision of source material for aeronautical charts.

2.2.  Availability

2.2.1Aerodrome Obstacle Chais ICAO TypeB mustbe madevailable jn the manner prescribed
in 175.09.2 (2Jor all aerodromes regularly used by international civil aviation, except for those
aerodromes where thAerodrome Terrain and Obstacle Chért ICAO (Electronic) is

provided.

2.2.2When a chartcombiningthe specifications ir175.09.2 (2) and (3)f this Subpartis made
available, itmustbe called the AerodromebStacleCharti ICAO (Comprehensive).

2.3.  Units of measurement

2.3.1Elevationsmustbe shown to the nearest haletre or to the nearest foot.
2.3.2Linear dimensionsustbe shown to the nearest haiktre.

2.4. Coverage and scale
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2.4.1The extent of each planustbe sufficient to cover all obstacles.

ComplianceNote. Isolated distant obstacles that would unnecessarily increase the sheet size
may be indicated by the appropriate symbol and an arrow, provided that the distance and

bearing from the end of the runway farthest removed and the elevation are given.

2.4.2The horizontal scalmustbe within the range of 1:10 000 to 1:200.

2.4.3A horizontal linear scale showing both metres and ri@est be included in the chart. When

necessary, a linear scale for kilometres and a linear scale for nauticahuétedso be shown.

2.5. Format

2.5.1The chartgnustinclude:
a) any necessary explanation of the project used,;
b) any necessarngentification of the grid used;
c) a notation indicating that obstacles are those which penetrate the obstacle limitation
surfaces specified in Part 139.
d) a box for recordinggmendments and dates therewfd
e) outside the neat line, every minute of latitude and longitude marked in degrees and

minutes

2.6. Identification

The charimustbe identified by the name of the country in which the aerodrome is located, the

name of the city or town or area which the aerodrome samd#je name of the aerodrome

2.7.  Culture and topography

2.7.1Drainage and hydrographic detaitsistbe kept to a minimum.
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2.7.2Buildings and other salient features associated with the aerodnoistde shown. Wherever

possible, theynustbe shown to scale.

2.7.3All objects, either cultural or natural, that project above the-tdlkand approach surfaces
specified in2.9 or the clearing and marking surfaces specifietdAMCAR Part 139 mustbe

shown.

2.7.4Roads and railroads within the taé&# and approach area, and less than 600 m (2 000 ft) from

the end of the runway or runway extensiangstbe shown.

ComplianceNote Geographical names of features may be shown if of significance.

2.8. Magnetic variation

The chartmustshow a compass rose orientated to the True North, or a North point, showing
the magnetic variation to the nearest degree with the date of magnetic information and annual
change.

2.9. Aeronautical data

2.9.1The chartsnustshow:

a) the aerodrome reference point and its geographical coordinates in degrees, minutes and
seconds;

b) the outline of the runways by a solid line;

c) the length and width of the runway;

d) the magnetic bearing to the nearest degree of the runway and the runway number;

e) the elevation of the runway centre line at each end of the runway, at the stopway, at the
origin of each takeff and approach area, and at each significant change of slope of
runway and stopway;

f) taxiways, aprons and parking areas identified as such, and the outlines by a solid line;

g) stopways identified as such and depicted by a broken line;

h) the length of each stopway;
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29.1.1.

29.1.2.

clearways identified as such and depicted by a broken line;

the length of each clearway;

takeoff and approach surfaces identified as such and depicted by a broken line;

takeoff and approach areas;

ComplianceNote. The takeff area is described iB.8.2.1. The approach area consists

of an area on the surface of the earth lying directly below the approach surface as

specified inPart 139

obstacles at their exact location, including:

i) asymbol indicative of their type;

i) elevation;

ii) identification;

iv) limits of penetration of large extent in a distinctive manner identified in the legend;
Note: - This does not exclude the necessity for indicating critical spot elevations
within the takeoff and approach areas.

any additioml obstacles, as determined®$.1.1 including the obstacles in the shadow

of an obstacle, which would otherwise be exempted.
Compliance NotePart 139 provideshte minimunspecificationgequirements. Where
lower surfaceshave been establishethey may be used in the determination of
obstacles.

The nature of the runway and stopway surfacagbe given.

Wherever practicable, the highest object or obstacle between adjacent approach areas

within a radius of 5 000 m (15 000 ft) from the aerodrome referencemainbe indicated in

a prominent manner.

29.1.3.

The extent of tree areas and relief features, part of which constitute obstelés

shown.

2.10. Accuracy
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2.10.1. The order of accuracy attainaulistbe shown on the chart.
2.10.2. The horizontal dimensions and the elevations ofniezvement areastopwayg and

clearway to be printed on the chartustbe determined to the nearest 0.5 m (1 ft).

2.10.3. The order of accuracy of the field work and the precision of chart produntgibe
such thathe resulting dataill be within the maximum deviationisdicated herein
a) Takeoff and approach areas:
i) horizontal distances: 5 m (15 ft) at point of origin increasing at a rate of 1 per
500;
ii) vertical distances: 0.5 m (1.5 ft) in the first 300 m (1 000 ft) and increasing at a
rate of 1 per 1 000.
b) Other areas:
i) horizontal distances: 5 m (15 ft) within 5 000 m (15 000 ft) of the aerodrome
reference point and 12 m (40 ft) beyond that area;
i) vertical distances: 1 m (3 ft) within 1 500 m (5 000 ft) of the aerodrome reference
point increasing at a rate of 1 per 1 000.

2.10.4. Datum Where no accurate datum for vertical reference is available, the elevation of

the datum usenhustbe stated anthustbe identified as assumed.

3. Aerodrome terrain and Obstacle Charti ICAO (Electronic)

3.1. Function

This electronic chamustportray the terrain and obstacle data in combination with aeronautical
data, as appropriate, necessary to:
a) enable an operator to comply with the operating limitations of Annex 6, Part I, Chapter
5, and Part lll, Section Il, Chapter 3, by developing contingency procedures for use in
the event of an emergency during a missed approach aepffalend by performig
aircraft operating limitations analysis; and

b) support the following air navigation applications:
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(i) instrument procedure design (including circling procedure);
(i) aerodrome obstacle restriction and removal; and

(ii) provision of source data for the production of other aeronautical charts.

3.2.  Availability

3.2.1From 12 November 2015, Aerodrome Terrain and Obstacle Gha@AO (Electronic)
mustbe madeavailablejn the manner prescribed175.09.2 (2jor aerodromes regularly

used by international civil aviation.

ComplianceNote 1. Where the Aerodrome Terrain and Obstacle Gha€AO (Electronic)
is made available, the Aerodrome Obstacle CBatCAO Type A (Operating Limitations) and
the Aerodrome Obstacle Chart ICAO Type B are not required

Compliance Note Zhe information required by the Precision Approach Terrain Cldart
ICAO may be provided in the Aerodrome Terrain and Obstacle @Ghd@AO (Electronic).

Where this occurs, the Precision Approach Terraint€BalCAOQ is not required

3.2.2Aerodrome Terrain and Obstacle Cha@&tdCAO (Electronic)maybe madevailablejn
the manner prescribed 1v5.09.2 (2¥or all aerodromes regularly used by international

civil aviation.

3.2.3The Aerodrome Terrain and Obstacle ChaartiCAO (Electronic)mustalso be made
available in hard copformat upon request.

Compliance Notefror specifications regarding hard copy printed output, 36€7.

3.2.4The ISO 19100 series of standards for geographic informatitstbe used as a general

data modelling framework.
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3.3.

3.4.

3.5.

Compliance NoteThe use of the ISO 19100 series of standards for geographic information
supports the interchange and use of the Aerodrome Terrain and Obstacle &Ch@AO

(Electronic) among different users.

Identification

Electronic chartgnustbe identified by the name of the country in which the aerodrome is
located, the name of the city or town which the aerodrome serves, and the name of the

aerodrome.

Chart coverage

The extent of each chartustbe sufficient to cover Area 2 as specifiedifb.07

Chart content

3.5.1General

3.5.1.1. When developing computer graphic applications that are used to portray
features on the chart, the relationships between features, feature attributes, and the
underlying spatial geometry and associated topological relationshifss be
specified by an application schema. Portrayed informatiostbe provided on the
basis of portrayal specifications applied according to defined portrayal rules.
Portrayal specifications and portrayal rutegynot be part of the data set. Portrayal
rulesmustbe stored in agotrayal catalogue which make reference to separately

stored portrayal specifications.

Compliance NotelSO Standard 19117 contains a definition of the schema describing the
portrayal mechanism of featutmsed geographic information, while 1ISO Standard 19109
contains rules for application schema. Spatial geometry and associated topological
relationships araefined in ISO Standard 19107.
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3.5.1.2. Symbols used to portray featsmustbe in accordance with4.and Appendix
208 ICAO Chart Symbols.

3.5.2Terrain Feature

3.5.2.1. The terrain feature, and associated attributes, to be portrayed and database
linked to the chantnustbe based on the electronic terrain data sets which satisfy the
requirementsn 175.07

Compliance Note. Specifications concerning terrain data sets are containi@ NCAA
Procedures for Aeronautical Information Managemétiapter 5 and Appendices 1, 6 and 8.

3.5.2.2.  The terrain featurenustbe portrayed in a manner that provides an effective
general impression of a terrain. Thigistbe a representation of terrain surface by
continuous elevation values at all intersections of the defined grid, also known as
the Digital Elevation Model (DEM).

ComplianceNote.In accordance witiPart 175, Subpart 175.0andthe NCAAProcedures for
Aeronautical Information Manageme@hapter 5 and Appendices 1 and 8, the DEM for Area

2 post spacing (grid) is specified at 1 arc second (approximately 30 m).

3.5.2.3.  Representation of terrain surfaoeay be provided as a selectable layer of

contour lines in addition to the DEM.

3.5.2.4. Anorthorectified image which matches the features on the DEMfedttures
on the overlying imagamay be used to enhance the DEM. The imageast be

provided as a separate selectable layer.

3.5.2.5. The portrayed terrain featunmust be linked to the following associated
attributes in the database(s):
a) horizontal positions of grid points in geographic coordinates and elevations of the
points;

b) surface type;
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c) contour line values, if provided; and

d) names of cities, towns and other prominent topographic features.

3.5.2.6.  Additional terrain attributes provided in the database{gstbe linked to the
portrayed terrain feature.

Compliance Note. Specifications concerning terrain attributes are contaméie NCAA
Procedures for Aeronautical Information Managemégpendix 6, Table AB.

3.5.30bstacle features

3.5.3.1. Obstacle features, and associated attributes, portrayed or dafabiask to
the chartmustbe based on obstacle data sets which satisfy the requirements of
175.07.

Note. Specifications concerning obstacle data sets are contmirlbd NCAAProcedures for
Aeronautical Information Managemei@hapter 5 and Appendices 1, 6 and 8.
3.5.3.2. Each obstaclenust be portrayed by an appropriate symbol and obstacle
identifier.

3.5.3.3. The portrayed obstacle featuneust be linked to the following associated
attributes in the database(s):
a) horizontal position in geographic coordinates and associated elevation;
b) obstacle type; and
C) obstacle extent, if appropriate.

3.5.3.4. Additional obstacle attributes provided in the databasa(stbe linked to the
portrayed obstacle feature.

3.5.4Aerodrome features
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3.5.4.1. Aerodrome features, and associated attributes, portrayed and daliakase
to the chartmustbe based on aerodrome data which satisfy the requirements of
175.07

Compliance Note. Specifications concerning aerodrome features and associated attributes are
containedn the NCAAProcedures for Aeronautical Information Managemetiapter 5 and
Appendix 1.

3.5.4.2. The following aerodrome featurgsistbe portrayed by an appropriate symbol:
a) aerodrome reference point;
b) runway(s), with designation numbers, and if available, stopway(s) and clearway(s); and

c) taxiways, aprons, large buildings and other prominent aerodrome features.

3.5.4.3. The portrayed aerodrome featumgistbe linked to the following associated
attributes in the database(s):

a) geographical coordinates of the aerodrome reference point;

b) aerodrome magnetic variation, year of information and annual change;
Note-Magnetic variation may be databdswed to the aerodrome reference point.

c) length and width of runway(s), stopway(s) and clearway(s);

d) type of surface of runway(s) and stopway(s);

e) magnetic bearings of the runway(s) to the nearest degree;

f) elevations at each end of runway(s), stopway(s) and clearway(s), and at each significant
change in slope of runway(s) and stopway(s);

g decl ared distances for each runway directi

direction cannot be used for tak# or landing or both.

ComplianceNote: Part 139 NAMCATSAH, Attachment Aprovides guidancen declared

distances.

3.5.5Radio navigation aid features
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Each radio navigation aid feature located within the chart covenagebe portrayed by an

appropriate symbol.

Compliance Nat: Navigation aid feature attributes may be linked to the portrayed navigation

aid features in the database(s).

3.6. Accuracy and resolution

3.6.1The order of accuracy of aeronautic@rrain and obstacle dataustbein accordance

with its intended use

Compliance Note. Specifications concerning the accuracy of aeronautical, terrain and obstacle
data are contained in th&lCAA Procedures for Aeronautical Information Management

Appendix 1.

3.6.2The aeronautical, terrain and obstagéga resolutiormust be commensurate with the

actual data accuracy

Note. Specifications concerning the order of resolution for aeronautical, terrain and obstacle
data are provided in theNCAA Procedures for Aeronautical Information Management
Appendix 1.

3.7. Electronic functionality

3.7.11t mustbe possible to vary the scale at which the chart is viewed. Symbols and text size

mustvary with chart scale to enhance readability.

3.7.2Information on the chamnustbe geereferenced, and inustbe possible to determine

cursor position to at least the nearest second.

3.7.3The chartnustbe compatible with widely available desktop computer hardware, software

and media.

3.74Thecharimusti ncl ude i ts own fAreadero software.
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3.7.51t mustnot be possible to remove information from the chart without an authorized

update.

3.7.6When, due to congestion of information, the details necessary to support the function of
the chart cannot be shown with sufficient clarity on a single comprehensive chart view,
selectable information layersustbe provided to allow for the customized combination

of information.

ComplianceNote An electronic chart format with useselectable information layers is the

preferred method of presentation for most aerodrome features.

3.7.71t must be possible to print the chart in hard copy format according to the content

specifications and scale determined by the user.

Compliance Note IPr i nt ed out put may consi st of Atil e

according to user requirements.

Compliance Note Z-eature attribute information available through database link may be
supplied separately on appropriately referenced sheets.
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3.8.

Chart data product specifications

3.8.1A comprehensive statement of the data sets comprising thenulstiie provided in the
form of data product specifications on which basis air navigation users will be able to
evaluate the chart data product and determine whether it fulfils the requirements for its
intended use (application).

3.8.2The chart data product specificatiansistinclude an overview, a specification scope, a
data product identification, data content information, the reference systems used, the data
guality requirements, and information on data capture, data maintenance, data portrayal,
data product delivery, as Was any additional information available, and metadata.

ComplianceNote:1ISO Standard 19131 specifies the requirements and outline of data product
specifications for geographic information.

3.8.3The overview of the chart data product specificatiomgst provide an informal
description of the product amdustcontain general information about the data product.
The specification scope of the chart data product specificatioisscontain the spatial
(horizontal) extent of the chart coverage. The chart data product identificatish
include the title of the product, a brief narrative summary of the content and purpose, and

a description of the geographic area covered by the chart.

3.8.4The data content of the chart data product specificatirsdclearly identify the type of

coverage and/or imagery antstprovide a narrative description of each.

ComplianceNote. ISO Standard 19123 contains schema for coverage geometry and functions.

3.8.5The chart data product specificationsstinclude information that defines the reference
systems used. Thisustinclude the spatial reference system (horizontal and vertical) and,
if appropriate, temporal reference system. The chart data product specificatishs
identify the data quality requirements. Thirustinclude a statement on acceptable

conformance quality levels and corresponding data quality measures. This statestent
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cover all the data quality elements and data qualityesetiments, even if only to state that

a specific data quality element or sellement is not applicable.

Note:-ISO Standard 19113 contains quality principles for geographic information while 1ISO
Standard 19114 covers quality evaluation procedures.

3.8.6The chart data product specificatiansistinclude a data capture statement whiabist
be a general description of the sources and of processes applied for the capture of chart
data. The principles and criteria applied in the maintenance of thershartlso be
provided in the chart data product specifications, including the frequency with which the
chart product is updated. Of particular importaie¢éhe maintenance information of
obstacle data sets included on the chart and an indication of the lpsnaiethods and

criteria applied for obstacle data maintenance.

3.8.7The chart data product specificationastcontain information on how data are portrayed
on the chart, as detaileddtb.1.1. The chart data product specificationstalso contain
data product delivery information whiahustinclude delivery formats and delivery

medium information.

3.8.8The core chart metadata elememist be included in the chart data product
specifications. Any additional metadata items required to be supplistbe stated in

the product specifications together with the format and encoding of the metadata.

ComplianceNotel: ISO Standard 19115 specifies requirements for geographic information

metadata.

Compliance Note2The chart data product specifications document the chart data product

which is implemented as data set. Those data sets are described by metadata.
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4, Precision Approach Terrain Chart 1 ICAO

4.1. Function
The charmustprovide detailed terrain profile information within a defined portion of the final
approach so as to enable aircraft operating agencies to assess the effect of the terrain on decision
height determination by the use of radio altimeters.

4.2. Availability

4.2.1 The Precision Approach Terrain Ché&t ICAO mustbe made available for all precision
approach runways Categories Il and Il at aerodromes used by international civil aviation,
except where the requisite information is provided in the Aerodrome Terrain and Obstacle

Chartd ICAO (Electronic) in accordanagith Chapter 5.

4.2.2The Precision Approach Terrain ChartlCAO mustbe revised whenever any significant change

occurs.
43. Scale
4.3.1The horizontal scalmustbe 1:2 500, and the vertical scale 1:500.

4.3.2When the chart includes a profile of the terrain to a distance greater than 900 m (3 000 ft)
from the runway threshold, the horizontal scalestbe 15 000.

4.4. ldentification
The charmustbe identified by the name of the country in which the aerodrome is located, the

name of the city or town or area which the aerodrome serves, the name of the aerodrome and

the designator of the runway.
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4.5. Plan and profile information

4.5.1The charimustinclude:

a) a plan showing contours at 1 m (3 ft) intervals in the area 60 m (200 ft) on either side

of the extended centre line of the runway, to the same distance as the profile, the

contours to be related to the runway threshold;

b) an indication where the terrain or any object thereon, within the plan defined in a),

differs by +3 m (10 ft) in height from the centre line profile and is likely to affect a

radio altimeter;

c) a profile of the terrain to a distance of 900 m (3 000 ft) from the threshold along the

extended centre line of the runway.

4.5.2Where the terrain at a distance greater than 900 m (3 000 ft) from the runway threshold

is mountainous or otherwise significant to users of the chart, the profile of the tenstin

be shown to a distance not exceeding 2 000 m (6 500 ft) from the runway threshold.

4.5.3The ILS reference datum heighustbe shown to the nearest half metre or foot.

5. En-route Chart i ICAO

5.1 Function

This chartmustprovide flight crews with information to facilitate navigation along ATS routes

in compliance with air traffic services procedures.

Compliance Note: Simplified versions of these charts are appropriate for inclusion in

Aeronautical Information Publications to complement the tabulation of communication and

navigation facilities.

109




:/ Namibia Civil Aviation Authority
NCA

NAMIBLA CIVIL AVIATION AUTHORITY

TECHNICAL STANDARDS
(NAMCATS)

Safety& SecurityDepartment
A / Sa Part 175: AIS

5.2 Availability

5.2.1

5.2.2

5.3

531

5.3.2

5.3.3

54

541

5.4.2

54.3

The Enroute Chard ICAO mustbe madevailablen the manner prescribed in 1.3d the
flight information region

Note:Under certain conditions,reArea Chartd ICAO mayhave to bgrovided(See section
8 below)

Where different air traffic services routes, position reporting requirements or lateral limits of
theflight information region or control areas exist in different layers of airspace and cannot be
shown with sufficient clarity on one chart, separate ctmaustbe provided.

Coverage and scale

ComplianceNote 1: A uniform scale for charts of this type cannot be specified due to the

varying degree of congestion of information in certain areas.

Compliance Note 2A linear scale based on the mean scale of the chart may be shown.

Layout of sheet linesustbe determined by the density and pattern of the ATS route structure.

Large variations of scale between adjacent charts showing a continuous route strustbee

avoided.

An adequate overlap of charsistbe provided to ensure continuity of navigation.

Projection

A conformal projection on which a straight line approximates a great piud¢be used.

Parallels and meridiamaustbe shown at suitable intervals.

Graduation markmustbe placed at consistent intervals along selected parallels and meridians.

110




:/ Namibia Civil Aviation Authority
NCA

NAMIBLA CIVIL AVIATION AUTHORITY

TECHNICAL STANDARDS
(NAMCATS)

Safety& SecurityDepartment
A / Sa Part 175: AIS

5.5

5.6

5.6.1

5.6.2

5.6.3

5.6.4

5.7

Identification

Each sheemustbe identified by chart series and number.

Culture and topography

Generalized shore lines of all open water areas, large lakes andmiveise shown except
where they conflict with data more applicable to the function of the chart.

Within each quadrilateral formed by the parallels and meridians, the area minimum altitude
mustbe shownexcept as provided for in 6.6.3

Compliance Note Quadrilaterakformed by the parallels and meridians normally correspond
to the whole degree of latitude and longitude. Regardless of the chart scale being vaead, the

minimumaltitude relates to the consequent quadrilateral.

Compliance Not@. Refer to the Procedures for Air Navigatioircraft Operations (PANS
OPS, Doc 8168), Volume II, Section 2, Chapter 1, paragraphfdr.8&he methodfor

determination of area minimum altitude.

In areas of high latitude where it is determined that True North orientation of the chart is
impractical, the area minimum altitugeust be shown within each quadrilateral formed by
reference lines of the graticule (grid) used.

Where charts are not True North orientated, this fact and the selected orientatiprusides

clearly indicated.

Magnetic variation

Isogonalanustbe indicated and the date of the isogonic information given.
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5.8

5.8.1

5.8.2

5.8.3

59

59.1

5.9.2

5.9.3

Bearings, tracks and radials

Bearings, tracks and radiateustbe magnetic, except as provided fo6ifi.2. Where bearings
and tracks are additionally provided as true valueRiAV PBN segments, theynustbe
shown in parentheses to the nearest tenth of a degree, e. g. 290° (294.9°T).

In areas of high latitude where it is determined by the appropriate authority that reference to
Magnetic North is impractical, another suitable reference, i.e. True North or Grid Maosh,
be used.

Where bearings, tracks or radials are given with reference to True North or Grid North, this
must be clearly indicated. When Grid North is used, its reference grid mendie be
identified.

Aeronautical data

Aerodromes

All aerodromes used by international civil aviation to which an instrument approach can be

mademustbe shown.

Compliance NoteOther aerodromes may be shown.

Prohibited, restricted and danger areas

Prohibited, restricted and danger areas relevant to the layer of airspstige depicted with

their identification and vertical limits.

Air traffic services system

5.9.3.1 Where appropriate, the components of the established air traffic servicessystta shown.

5.9.3.1.1 The componentustinclude the following:
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d)

f)

g)

h)

the radio navigation aids associated with the air traffic services system together with
their names, identifications, frequencies and geographical coordinates in degrees,
minutes and seconds;
in respect of DME, additionally the elevation of the transmitting antenna of the DME
to the nearest 30 m (100 ft);
an indication of all designated airspace, including lateral and vertical limits and the
appropriate class of airspace;
All ATS routes for erroute flight including route designators, the track to the nearest
degree in both directions along each segment of the routes and, where established, the
designation of the navigation specification(s) including any limitations and the
direction of traffic flow;

Compliance Note. Guidance material on the organisation of ATS routes for

route flight publication which may be used to facilitate charting is contained

in the Aeronautical information Services Man(i@AO Doc8126).
all significant points which define the ATS routes and are not marked by the position
of a radio navigation aid, together with their nacoeles and geographical coordinates
in degrees, minutes and seconds;
in respect of waypoints defining VOR/DME area navigation routes, additionally,
() the station identification and radio frequency of the reference VOR/DME;
(i) the bearing to the nearest tenth of a degree and the distance to the nearest two

tenths of a kilometre (tenth ofreautical mile) from the reference VOR/ DME, if
the waypoint is not collocated with it;

an indication of -méfuesotmpul sporyt iamg pmMoinn:
reporting points;
the distances to the nearest kilometre or nautical mi le between significant points

constituting turning points or reporting points;

Note-Overall distances between radio navigation aids may also be shown.
changeover points on route segments defined by reference to very high frequency
omnidirectional radio ranges, indicating the distances to the nearest kilometre or
nautical mile to the navigation aids;

Compliance NoteChangeover points established at the npdint between two aids,

or at the intersection of two radials in the case of a route which changes direction
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between the aids, need not be shown for each route segment if a general statement
regarding their existence is made.

J) minimum enroute altitudes and minimum obstacle clearance altitudes, on ATS routes
to the nearest higher 50 metres or 100 feet;

k) communication facilities listed with their channels and, if applicable, logon addreéss
satellite voice communications (SATVOICBRumber

[) Air Defenceidentification zone (ADIZ) properly identified.

Compliance NoteADIZ procedures may be described in the chart legend.
5.9.4 Supplementary information
5.9.4.1 Details of departure and arrival routes and associated holding patterns in termineluseas
be shown unless they are shown on an Area Chart, a Standard Departurd Ghsirtiment

(SID) & ICAO or a Standard Arrival Chaét Instrument (STARP ICAO.

ComplianceNote 1 The specifications of these chartsiustbe in accordance with this

CATS

ComplianceNote 2:Departure routes normally originate at the end of a runway; arrival

routes normally terminate at the point where an instrument approach is initiated.

5.9.4.2 Where established, altimeter setting regionstbe shown and identified.

6. Area Chart i ICAO

6.1 Function

This chartmustprovide the flight crew with information to facilitate the following phases of

instrument flight:
a) the transition between the-eoute phase and approach to an aerodrome;

b) the transition between tak#f/missed approach and-eoute phase of flight; and
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c) flights through areas of complex ATS routes or airspace structure.

Compliance Note: The function described ifh € may be satisfied by a separate chart or
an inset on an Enoute Chartd ICAO.

6.2 Availability

6.2.1 The Area Chard ICAO mustbe madeavailable,n the manner prescribed in 1.3vRere the
air traffic services routes or position reporting requirements are complex and cannot be
adequately shown on an foute Charty ICAO.

6.2.2 Where air traffic services routes or position reporting requirements are different for arrivals and
for departures, and these cannot be shown with sufficient clarity on one chart, separate charts
mustbe provided.

ComplianceNote. Under certain conditions, a Standard Departure Chaihstrument (SID)
0 ICAO and a Standard Arrival Chadt Instrument (STAR) ICAO may have to be provided.

6.3 Coverage and scale

6.3.1 The coverage of each chanustextend to points that effectively show departure and arrival
routes.

6.3.2 The charimustbe drawn to scale and a schkr shown.

6.4 Projection

6.4.1 Parallels and meridiamaustbe shown at suitable intervals.

6.4.2 Graduation markmustbe placed at consistent intervals along the neat lines, as appropriate.

6.5 Identification

The charimustbe identified by a name associated with the airspace portrayed.
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6.6

6.6.1

6.6.2

6.7

6.8

Compliance NotelThe name may be that of the air traffic services centre, the name of the largest
city or town situated in the area covered by the chart or the name of the city that the aerodrome
serves. Where more than one aerodrome serves the city or town, the naegneeobtiome on

which the procedures are baseulistbe added.

Culture and topography

Generalized shorelines of all open water areas, large lakes andwivgitse shown except
where they conflict with data more applicable to the function of the charts.

To improve situational awareness in areas where significant relief exists, all relief exceeding
300 m (1 000 ft) above the elevation of the primary aerodmomistbe shown by smoothed
contour lines, contour values and layer tints printed in brown. Appropriate spot elevations,
including the highest elevation within each top contour linestbe shown printed in black.
Obstaclesnustalso be shown.

Compliance Note Ifhe next higher suitable contour line appearing on base topographic maps
exceeding 300 m (1 000 ft) above the elevation of the primary aerodrome may be selected to

start layer tinting.
Compliance Note 2An appropriate brown colouron which hakltone layer tinting is to be
based, is specified in Apper@ito thisSubPartd Colour Guide for contours and topographic

features

Compliance Note 3Appropriate spot elevations and obstacles are those provided by the

procedures specialist.

Magnetic variation

The average magnetic variation of the area covered by thenshsatbe shown to the nearest

degree.

Bearings, tracks and radials
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6.8.1

6.8.2

6.9

6.9.1

6.9.2

6.9.3

Bearings, tracks and radiatsustbe magnetic, except as pided for in 72. Where bearings
and tracks are additionally provided as true valueRigAY: PBN segments, theynustbe
shown in parentheses to the nearest tenth of a degree, e.g. 290° (294.9°T).

Where bearings, tracks or radials are given with reference to True North or Grid North, this
must be clearly indicated. When Grid North is used, its reference grid menwliest be
identified.

Aeronautical data

Aerodromes

All aerodromes which affect the terminal routimygstbe shown. Where appropriate, a runway

pattern symboinustbe used.

Prohibited, restricted and danger areas

Prohibited, restricted and danger areasstbe depicted with their identification and vertical

limits.

Area minimum altitudes

Area minimum altitudesnustbe shown within quadrilaterals formed by the parallels and

meridians.

Compliance Note 1. Quadrilaterals formed by the parallels and meridians normally
correspond to the whole degree of latitude and longitude. Regardless of the chart scale being

used, the area minimum altitude relates to the consequent quadrilateral.

Compliance Note 2. Refer to the Procedures for Air NavigatiAircraft Operations (PANS
OPS, Doc 8168), Volume Il, Section 2, Chapter 1, paragraph 1.8 for the method for

determination of area minimum altitude.
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6.9.4 Air traffic services system

6.9.4.1 The components of the established relevant air traffic services sysistbe shown.

6.9.4.1.1 The componentsustinclude the following:

a) the radio navigation aids associated with the air traffic services system, together with
their names, identifications, frequencies and geographical coordinates in degrees,
minutes and seconds;

b) in respect of DME, additionally the elevation of the transmitting antenna of the DME to
the nearest 30 m (100 ft);

c) terminal radio aids which are required for outbound and inbound traffic and for holding
patterns;

d) the lateral and vertical limits of all designated airspace and the appropriate class of
airspace;

e) the designation of the navigation specification(s) including any limitations, where
established;

f)  holding patterns and terminal routings, together with the route designators, and the track
to the nearest degree along each segment of the prescribed airways and terminal routings;

g) all significant points which define the terminal routings and are not marked by the
position of a radio navigation aid, together with their naooges and geographical
coordinates in degrees, minutes and seconds;

h) in respect of waypoints defining VOR/DME area navigation routes, additionally,

i. the station identification and radio frequency of the reference VOR/DME;

ii. the bearing to the nearest tenth of a degree and the distance to the nedesghivo
of a kilometre (tenth of a nautical mile) from the reference VOR/DME, if the
waypoint is not collocated with it;

) an indication of-ralluecstompulepory i amgd pomt s;

j) the distances to the nearest kilometre or nautical mile between significant points
constituting turning points or reporting points;

Compliance NoteOverall distances between radio navigation aids may also be shown
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k) changeover points on route segments defined by reference to very high frequency

p)

omnidirectional radio ranges, indicating the distances to the nearest kilometre or nautical

mile to the radio navigation aids;

Compliance NoteChangeover points established at midpoint between two aids, or at
the intersection of two radials in the case of a route which changes direction between the
aids, need not be shown for each route segment if a general statement regarding their

existence isnade.

minimum enroute altitudes and minimum obstacle clearance altitudes, on ATS routes to
the nearest higher 50 metres or 100 feet;

established minimum vectoring altitudes to the nearest higher 50 m or 100 ft, clearly
identified;

ComplianceNote 1.Where ATS surveillance systems are used to vector aircraft to or
from significant points on a published standard departure or arrival route or to issue
clearance for descent below the minimum sector altitude during arrival, the relevant
procedures may bénewn on the Area Cha@& ICAO unless excessive chart clutter will

result.

ComplianceNote 2.Where excessive chart clutter will result, an ATC Surveillance
Minimum Altitude Char® ICAO may be provided in which case the elements indicated
by 7.9.4.1.1, 1), need not be duplicated on the Area ChalCAO.

area speed and level/altitude restrictions where established;
communication facilities listed with their channels and, if applicable, logon adthdss
SATVOICE number; and

an indication of Aflyovero significant
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7. Standard Departure Chart 1 Instrument (SID) 1 ICAO

7.1 Function

This chartmust provide the flight crew with information to enable it to comply with the
designated standard departure route instrument frorrofélpdase to the eroute phase.

Note 1: Provisions governing the identification of standard departure routes &arinl39
guidance material relating to the establishment of such routes is containedAir fhaffic
Services Planning ManuéDoc 9426).
Note 2:Provisions governing obstacle clearance criteria and details of the minimum
information to be published are containedtlire Procedures for Air Navigation Servicés
Aircraft Operation§PANSOPS, Doc 8168).

7.2 Availability
The Standard Departure Chait Instrument (SID)d ICAO must be made available
wherever a standard departure rauténstrument has been established and cannot be shown
with sufficient clarity on the Area Chadt ICAO.

7.3 Coverage and scale

7.3.1  The coverage of the chartustbe sufficient to indicate the point where the departure route
begins and the specified significant point at which theoete phase of flight along a
designated air traffic services route can be commenced.
Note:- The departure route normally originates at the end of a runway.

7.3.2 The charimustbe drawn to scale.

7.3.3 A scale scaldarmustbe shown.
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734 When the chart i s not dr awn t anustbe shows andt h e
the symbol for scale breakustbe used on tracks and other aspects of the chart which are too
large to be drawn to scale.
7.4 Projection
7.4.1 A conformal projection on which a straight line approximates a great nitcdtbe used.
7.4.2  When the chart is drawn to scale, parallels and meridissbe shown at suitable intervals.
7.4.3  Graduatiormarksmustbe placed at consistent intervals along the neat lines.
7.5 Identification
The chartmustbe identified by the name of the city or town or area which the aerodrome
serves, the name of the aerodrome and the identification e$taklishedtandard departure
route(s)d instrument
Note:The identification of the standard departure rout&(s)nstrument is provided by the
procedures specialist.
7.6 Culture and topography
7.6.1  Where the chart is drawn to scale, generalized shore lines of all open water areas, large lakes
and riveranustbe shown except where they conflict with data more applicable to the function
of the chart.
7.6.2  To improve situational awareness in areas where significant relief exists, thenciséioe

drawn to scale and all relief exceeding 300 m (1 000 ft) above the aerodrome elenaion
be shown by smoothed contour lines, contour values and layer tints printed in brown.
Appropriate spot elevations, including the highest elevation within each top contoarlste,

be shown printed in black. Obstactesstalso be shown.
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Compliance Note 1The next higher suitable contour line appearing on base topographic
maps exceeding 300 m (1 000 ft) above the aerodrome elevation may be selected to start layer

tinting.

Compliance Not&. An appropriate brown colour, on which hatine layer tinting is to be
based, is specified in Appendix3Colour Guide for contours and topographic features

Compliance Note3. Appropriate spot elevations and obstacles are those provided by the
procedures specialist.

7.7 Magnetic variation
Magnetic variation used in determining the magnetic bearings, tracks and radsilse
shown to the nearest degree.
7.8 Bearings, tracks and radials
7.8.1 Bearings, tracks and radiaisistbe magnetic, except as provided foBi@.2. Where bearings
and tracks are additionally provided as true valuefRfAV PBN segments, thegnustbe
shown in parentheses to the nearest tenth of a degree, e.g. 290° (294.9°T).
Compliance NoteA note to this effect may be included on the chart.
7.8.2 In areas of high latitude, where it is determined by the appropriate authority that reference to
Magnetic North is impractical, another suitable reference, i.e. True North or Grid Most,

be used.

7.8.3  Where bearings, tracks or radials are given with reference to True North or Grid North, this

mustbe clearly indicated. When Grid North is used, its reference grid mendiatbe
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7.8.4

7.9

7.9.1

7.9.1.1

7.9.1.2

7.9.2

7.9.3

7.9.3.1

7.9.3.2

identified.

Aeronautical data

Aerodromes

The aerodrome of departuraustbe shown by the runway pattern.

All aerodromes which affect the designated standard departuredroimstrumentmustbe

shown and identified. Where appropriate, the aerodrome runway pattestize shown.

Prohibited, restricted and danger areas

Prohibited, restricted and danger areas which may affect the execution of the provedtires
be shown with their identification and vertical limits.

Minimum sector altitude

The established minimum sector altitudeyjstbe shown with a clear indication of the sector

to which it applies.

Where the minimum sector altitude has not been established, thenciséise drawn to scale
and area minimum altitudesustbe shown within quadrilaterals formed by the parallels and
meridians. Area minimum altitudesustalso be shown in those parts of the chart not covered

by the minimum sector altitude.
Compliance Note 1. Quadrilaterals formed by the parallels and meridians normally

correspond to the whole degree of latitude and longitude. Regardless of the chart scale being

used, the area minimum altitude relates to the consequent quadrilateral.
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Compliance Note 2. Refer to the Procedures for Air Navigdtiincraft Operations (PANS
OPS, Doc 8168), Volume Rart I, Section 2, Chapter 1, paragraph 1.8 for the method for

determination of area minimum altitude.

7.9.4  Air traffic services system

7.9.4.1 The components of the established relevant air traffic services sysistbhe shown.

9.94.1.1 The componentmustcomprise the following:
a) a graphic portrayal of each standard departure duirestrument, including:

) for departure procedures designedmustpeci fi
be depicted in the departure chart plan view.

(i) route designator;

(i) significant points defining the route;

(iv) track or radial to the nearest degree along each segment of the route;

(v) distances to the nearest kilometre or nautical mile between significant points;

(vi) minimum obstacle clearance altitudes, along the route or route segments and altitudes
required by the procedure to the nearest higher 50 m or 100 ft and flight level
restrictions where established;

(vii) where the chart is drawn to scale and vectoring on departure is provided, established

minimum vectoring altitudes to the nearest higher 50 m or 100 ft, clearly identified,;

ComplianceNote 1. Where ATS surveillance systems are used to vector aircraft to or from
significant points on a published standard departure route, the relevant procedures may be
shown on the Standard Departure Chartinstrument (SIDP ICAO unless excessive chart

clutter will result.

ComplianceNote 2. Where excessive chart clutter will result, an ATC Surveillance Minimum
Altitude Chartd ICAO may be provided (se®ection20), in which case the elements
indicated by8.9.4.1.1, a)vi), need not be duplicated on the Standard Departure Ghart
Instrument (SIDP ICAO.
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b) the radio navigation aid(s) associated with the route(s) including:

c)

d)

f)

1) when the radio navigation aid is used for conventional navigation:
(i) plain language name;
(i) identification;
(i) Morse code;
(iv) frequency;
(v) geographical coordinates in degrees, minutes and se@odls;
(vi) for DME, the channel and the elevation of the transmitting antenna of the DME& to
nearest 30 m (100 ft);
2) when the radio navigation aid is used as a significant point for area navigation:
() plain language name; and
(i) identification;
significant points not marked by the position of a radio navigation aid including:
1) when the significant point is used for conventional navigation:
() namecode;
(i) geographical coordinates in degrees, minutes and seconds;
(i) bearing to the nearest tenth of a degree from the reference radio navigation aid;
(iv) distance to the nearest ttenths of a kilometre (tenth of a nautical mile) from the
reference radio navigation aid; and
(v) identification of the reference radio navigation aid;
2) when the significant point is used for area navigation:
() namecode;
applicable holding patterns;
transition altitude/height to the nearest higher 300 m or 1 000 ft;
the position and height of clo$e obstacles which penetrate the obstacle identification surface
(OIS). A notemustbe included whenever clo$e obstacles penetrating the OIS exist but

which were not considered for the published procedure design gradient;

ComplianceNote In accordance with PANSPS, Volume II, information on cloge

obstacles is provided by the procedures specialist.
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g) area speed restrictions, where established,;

h) for PBN procedures, a PBN requirements box;

Compliance Not®. Refer to the Procedures for Air Navigation ServiéesAircraft
Operations (PANSPS, Doc 8168), Volume Il, Part Ill, Section 5 for information on a PBN

requirements bax

) all compulrseoqwe atnad rieomor ti ng poi nt s;
j)  radio communication procedures, including:
i. call sign(s) of ATS unit(s);
ii. frequency and if applicable, SATVOICE number
iii. transponder setting, where appropriate;

kk an indication of Aflyovero significant point
7.9.4.2 A textual description of standard departure routé(s)instrument (SID) and relevant
communication failure proceduresustbe provided andnust whenever feasible, be shown
on the chart or on the same page which contains the chart.

7.9.4.3 Aeronautical database requirements

Appropriate data to support navigation database cadimibe published on the verso of the
chart or as a separate, properly referenced sheet.

Note-Appropriate data are those provided by the procedures specialist.

8. Standard Arrival Chart 7 Instrument (STAR) i ICAO

8.1 Function

This chartmust provide the flight crew with information to enable it to comply with the

designated standard arrival route instrument from th®ete phase to the approach phase.
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ComplianceNote 1. Standard arrival routeés instrument are to be interpreted as including
fistandard descent profileso, fi ¢ o Astandard o u s d e
descriptions. In the case of a standard descent profile, the depiction of asextEs isnot

required.

ComplianceNote 2: Provisions governing the identification of standard arrival routes are in

Part 172 NAMCATSATS, Appendix;3guidance material relating to the establishment of
such routes is contained in tiA@r Traffic Services Planning ManuéDoc 9426).

Availability

The Standard Arrival Chaft Instrument (STARP ICAO mustbe made available wherever
a standard arrival routd instrument has been established and cannot be shown with
sufficient clarity on the Area Chart.

8.2 Coverage and scale

10.3.1 The coverage of the chartustbe sufficient to indicate the points where thereute phase
ends and the approach phase begins.

10.3.2 The chart may be drawn to scale.

10.3.3 If the chart is drawn to scale scalebarmustbe shown.

1033 When the chart i s not dr awn t onustbe showa andt he an
the symbol for scale breakustbe used on tracks and other aspects of the chart which are too
large to be drawn to scale.

8.3 Projection

10.4.1 A conformal projection on which a straight line approximates a great niapyde used.
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10.4.2 When the chart is drawn to scale, parallels and meridiassbe shown at suitable intervals.

104.3 Graduation marksustbe placed at consistent intervals along the neat lines.

8.4

8.5

8.5.1

8.5.2

Identification

The chartmustbe identified by the name of the city or town or area which the aerodrome
serves, the name of the aerodrome, and the identification of the standard arrival doute(s)
instrument as established in accordance tighProcedures for Air Navigation Serviaes
Aircraft Operations (PAN®PS, Doc 8168), Volume I, Part |, Section 4, Chapter 2

ComplianceNote. The identification of the standard arrival routé{sihstrument is provided

by the procedures specialist.

Culture and topography

Where the chart is drawn to scale, generalized shore lines of all open water areas, large lakes
and riveranustbe shown except where they conflict with data more applicable to the function
of the chart.

To improve situational awareness in areas where significant relief exists, thenelydre
drawn to scale and all relief exceeding 300 m (1 000 ft) above the aerodrome eleneion

be shown by smoothed contour lines, contour values and layer tints printed in brown.
Appropriate spot elevations, including the highest elevation within each top contonruste,

be shown printed in black. Obstactasstalso be shown.

ComplianceNote 1 The next higher suitable contour line appearing on base topographic

maps exceeding 300 m (1 000 ft) above the aerodrome elevation may be selected to start layer
tinting.
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ComplianceNote 2 An appropriate brown colour, on which hatfne layer tinting is to be
based, is specified ithe Appendtes to this CAT® Colour Guide for contours and
topographic features

ComplianceNote 3 Appropriate spot elevations and obstacles are those provided by the
procedures specialist.

8.6 Magnetic variation

Magnetic variation used in determining the magnetic bearings, tracks and radglse
shown to the nearest degree.

8.7 Bearings, tracks and radials

10.8.1 Bearings, tracks and radiafsistbe magnetic, except as provided fol0:8.2. Where bearings
and tracks are additionally provided as true valueRiAM PBN segments, theynustbe
shown in parentheses to the nearest tenth of a degree, e.g. 290° (294.9°T).

Note: A note to this effect may be included on the chart.

10.8.2 In areas of high latitude, where it is determined that reference to Magnetic North is

impractical, another suitable reference, i.e. True North or Grid Nodfipe used.

10.8.3 Where bearings, tracks or radials are given with reference to True North or Grid North, this
must be clearly indicated. When Grid North is used, its reference grid menmoliestbe
identified.

8.8 Aeronautical data

8.8.1 Aerodromes

8.8.1.1 The aerodrome of landingustbe shown by the runway pattern.
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8.8.1.2 All aerodromes which affect the designated standard arrival futestrumentmust be

shown and identified. Where appropriate, the aerodrome runway pattestize shown.

8.8.2 Prohibited, restricted and danger areas

Prohibited, restricted and danger areas which may affect the execution of the protedtires

be shown with their identification and vertical limits.

8.8.3 Minimum sector altitude

8.9.3.1 The established minimum sector altitudastbe shown with a clear indication of the sector
to which it applies.

8.9.3.2 Where the minimum sector altitude has not been established, thencisfise drawn to scale
and area minimum altitudesustbe shown within quadrilaterals formed by the parallels and
meridians. Area minimum altitudesustalso be shown in those parts of the chart not covered

by the minimum sector altitude.
Compliance Note 1. Quadrilaterals formed by the parallels and meridians normally
correspond to the whole degree of latitude and longitude. Regardless of the chart scale being
used, the area minimum altitude relates to the consequent quadrilateral.
Compliance Note 2. Refer to the Procedures for Air Navigditiincraft Operations (PANS
OPS, Doc 8168), Volume Il, Section 2, Chapter 1, paragraph 1.8 for the method for
determination of area minimum altitude.

8.8.4 Air traffic services system

89.4.1 The components of the established relevant air traffic services syststhe shown.

8.9.4.1.1 The componentsustcomprise the following:

a) agraphic portrayal of each standard arrival réutanstrument, including:

130



(»X
NCAA

NAMIBLA CIVIL AVIATION AUTHORITY

Namibia Civil Aviation Authority
Safety& SecurityDepartment

TECHNICAL STANDARDS
(NAMCATS)

Part 175: AIS

(ii)
(iif)
(iv)
v)

(vi)

route designator;

significant points defining the route;

track or radial to the nearest degree along each segment of the route;
distances to the nearest kilometre or nautical mile between significant points;
minimum obstacle clearance altitudes, along the route or route segments and
altitudes required by the procedure to the nearest higher 50 m or 100 ft and
flight level restrictions where established;

where the chart is drawn to scale and vectoring on arrival is provided,
established minimum vectoring altitudes to the nearest higher 50 m or 100 ft,
clearly identified;

Compliance Note M/here ATS surveillance systems are used to vector aircraft to

or from significant points on a published standard arrival route or to issue

clearance for descent below the minimum sector altitude during arrival, the

relevant procedures may be shown on ttem&ard Arrival Chartd Instrument

(STAR)X ICAO unless excessive chart clutter will result.

Compliance Note 2Vhere excessive chart clutter will result, an ATC Surveillance
Minimum Altitude Chard ICAO may be provided, in which case the elements
indicated by10.9.4.1.1, a)vi), need not be duplicated on the Standard Arrival
Chartd Instrument (STAR) ICAO.

b) the radio navigation aid(s) associated with the route(s) including:

1) when the radio navigation aid is used for conventional navigation:

(i) plain language name;

(ii)

identification;

(iii) Morse code

(iv) frequency;

(v) geographical coordinates in degrees, minutes and se@mdis;

(vi) for DME, the channel and the elevation of the transmitting antenna of the D& to

nearest 30 m (100 ft);

2) when the radio navigation aid is used as a significant point for area navigation:
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() plain language name; and
(ii) identification;
c) significant points not marked by the position of a radio navigation aid including:

1) when the significant point is used for conventional navigation:
() namecode;
(i) geographical coordinates in degrees, minutes and seconds;
(i) bearing to the nearest tenth of a degree from the reference radio navigation aid,;
(iv) distance to the nearest ttenths of a kilometre (tenth of a nautical mile) from the

reference radio navigation aid,;

(v) identification of the reference radio navigation aid;

2) when the significant point is used for area navigation:

() namecode;

d) applicable holding patterns;
e) transition altitude/height to the nearest higher 300 m or 1 000 ft;
f) area speed restrictions, where established;

Q) for PBN procedures, a PBN requirements box;

Compliance Noté. Refer to the Procedures for Air Navigation ServigeAircraft Operations
(PANSOPS, Doc 8168), Volume Il, Part lll, Section 5 for information on a PBN requirements
box.
hy al |l compul-rseoqwe atnad rieomor t i ng points;
i) radio communication procedures, including:
i. call sign(s) of ATS unit(s);
ii. frequencyand, if applicable, SATVOICE number
iii. transponder setting, where appropriate;
)] an indication of dAflandvero significant waypc
k)  for arrival procedures to an instrument approach designed specifically for helicopters the

t er m A GAasibe dégicted in the arrival chart plan view.
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8.9.4.2 A textual description of standard arrival route) instrument (STAR) and relevant

8.9.4.3

communication failure proceduresustbe provided andnust whenever feasible, be shown

on the chart or on the same page which contains the chart.

Aeronautical database requirements

Appropriate data to support navigation database cadimgibe published on the verso of the

chart or as a separate, properly referenced sheet.

ComplianceNote Appropriate data are those provided by the procedures specialist.

0. Instrument Approach Chart 7 ICAO

9.1 Function
This chartmustprovide flight crews with information which will enable them to perform an
approved instrument approach procedure to the runway of intended landing including the
missed approach procedure and, where applicable, associated holding patterns.
ComplianceNote Detailed criteria for the establishment of instrument approach procedures
and the resolutions of associated altitudes/heights are contained in the Procedures for Air
Navigation Serviced Aircraft Operations (PAN®PS, Doc 8168).

9.2 Availability

9.2.1 Instrument Approach Charts ICAO mustbe made available for all aerodromes used by
international civil aviation where instrument approach procedures have been established by
the State concerned.

9.2.2

A separate Instrument Approach Cl&artCAO mustnormally be provided for each precision

approach procedure.
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9.2.3 A separate Instrument Approach ChartiICAO mustnormally be provided for each non

precision approach procedure

Compliance NoteA single precision or neprecision approach procedure chart may be
provided to portray more than one approach procedure when the procedures for the
intermediate approach, final approach and missed approach segments are identical.

9.2.4  When the values for track, time or altitude differ between categories of aircraft on other than
the final approach segment of the instrument approach procedures and the listing of these
differences on a single chart could cause clutter or confusion, tiremmeone chantnustbe

provided.

Compliance Note-or categories of aircraft, seerocedures for Air Navigation Servicés
Aircraft OperationgPANSOPS,Doc 8168), Volume I, Part |, Section 4, Chapter 9.

9.2.5 Instrument Approach Chars ICAO mustbe revised whenever information essential to safe

operation becomes out of date.

9.3 Coverage and scale

9.3.1 The coverage of the charustbe sufficient to include all segments of the instrument approach
procedure and such additional areas as may be necessary for the type of approach intended.

9.3.2 The scale selectadustensure optimum legibility consistent with:
a) the procedure shown on the chart;
b) sheet size.

9.3.3 A scale indicatioomustbe given.

11.3.3.1 Except where this is not practicable, a distance circle with a radius of 20 km (10 NM) centred

on a DME located on or close to the aerodrome, or on the aerodrome reference point where
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no suitable DME is availablemust be shown; its radiusnust be indicated on the

circumference.

11.3.3.2 A distance scaleustbe shown directly below the profile.

9.4 Format

The sheet sizeustbe 210x 148 mm (8.2% 5.82 in).
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9.5

1151

11.5.2

9.6

9.7

9.7.1

9.7.2

Projection

A conformal projection on which a straight line approximates a great omed¢be used.

Graduation markmustbe placed at consistent intervals along the neat lines.

Identification

The chartmustbe identified by the name of the city or town or area which the aerodrome
serves, the name of the aerodrome and the identification of the instrument approach procedure
as established in accordance witle Procedures for Air Navigation Servio@s Aircraft
Operations (PANSOPS, Doc 8168), Volume I, Part |, Section 4, Chapter 9

Compliance NoteThe identification of the instrument approach procedure is provided by the

procedure specialist

Culture and topography

Culture and topographic information pertinent to the safe execution of the instrument
approach procedure, including the missed approach procedure, associated holding procedures
and visual manoeuvring (circling) procedure when establishad{be shown. Topographic
information must be named, only when necessary, to facilitate the understanding of such
information, and the minimummustbe a delineation of land masses and significant lakes and

rivers.

Relief mustbe shown in a manner best suited to the particular elevation characteristics of the

area. In areas where relief exceeds 1 200 m (4 000 ft) above the aerodrome elevation within
the coverage of the chart or 600 m (2 000 ft) within 11 km (6 NM) of the amnedreference

point or when final approach or missed approach procedure gradient is steeper than optimal
due to terrain, all relief exceeding 150 m (500 ft) above the aerodrome elevaistbe

shown by smoothed contour lines, contouuealand layer tints printed in brown. Appropriate
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9.7.3

spot elevations, including the highest elevation within each top contounimsalso be

shown printed in black.

Note The next higher suitable contour line appearing on base topographic maps exceeding
150 m (500 ft) above the aerodrome elevation may be selected to start layer tinting.

Note 2 An appropriate brown colour, on which hatine layer tinting is to be based, is
specified inthe Appendi 3 to this CATS- Colour Guide for contours and topographic

features

Note 3. Appropriate spot elevations are those provided by the procedures specialist.

In areas where relief is lower than specifiedirv12, all relief exceeding 150 m (500 ft) above
the aerodrome elevatianustbe shown by smoothed contour lines, contour values and layer
tints printed in brown. Appropriate spot elevations, including the highest elevation within each

top contour linemustalso be shown printed in black.

ComplianceNote 1 The next higher suitable contour line appearing on base topographic
maps exceeding 150 m (500 ft) above the aerodrome elevation may be selected to start layer

tinting.

Compliance Note 1An appropriate brown colour, on which hatfne layer tinting is to be
based, is specified ime Appendk 38 Colour Guide for contours and topographic features

Compliance Note 1Appropriate spot elevations are those provided by the procedures

specialist.

9.8 Magnetic variation

9.8.1

The magnetic variatiomustbe shown.
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9.8.2  When shown, the value of the variation, indicated to the nearest demrgtagree with that

used in determining magnetic bearings, tracks and radials.

9.9 Bearings, tracks and radials

9.9.1 Bearings, tracks and radiasust be magnetic, except as provided for ih92. Where
bearings and tracks are additionally provided as true valuéshsds PBN segments, they
mustbe shown in parentheses to the nearest tenth of a degree, e.g. 290° (294.9°T).

Compliance NoteA note to this effect may be included on the chart.

9.9.2 In areas of high latitude, where it is determined by the appropriate authority that reference to
Magnetic North is impractical, another suitable reference, i.e. True North or Grid Moxh,

be used.

9.9.3 Where bearings, tracks or radials are given with reference to True North or Grid North, this
must be clearly indicated. When Grid North is used, its reference grid meniesh be
identified.

9.10 Aeronautical data

9.10.1 Aerodromes

9.10.1.1 All aerodromes which show a distinctive pattern from thawsitbe shown by the appropriate
symbol. Abandoned aerodrommsistbe identified as abandoned.

9.10.1.2 The runway pattern, at a scale sufficiently large to show it clearstbe shown for:
a) the aerodrome on which the procedure is based,;
b) aerodromes affecting the traffic pattern or so situated as to be likely, under adverse

weather conditions, to be mistaken for the aerodrome of intended landing.

9.10.1.3 The aerodrome elevationustbe shown to the nearest metre or foot in a prominent position

on the chart.
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9.10.1.4 The threshold elevation or, where applicable, the highest elevation of the touchdown zone

mustbe shown to the nearest metre or foot.

9.10.2 Obstacles

9.102.1 Obstaclesnustbe shown on the plan view of the chart.

Compliance Note Appropriate obstacles are those provided by the procedures specialist.

9.102.2 If one or more obstacles are the determining factor of an obstacle clearance altitude/height,
those obstaclemustbe identified.

9.10.2.3 The elevation of the top of obstachasistbe shown to the nearest (next higher) metre or foot.

9.10.2.4 The heights of obstacles above a datum other than mean seaiestéle shown. When
shown, theymustbe given in parentheses on the chart.

9.102.5 When the heights of obstacles above a datum other than mean sea level are shown, the datum
is the aerodrome elevation except that, at aerodromes having an instrument runway (or
runways) with a threshold elevation more than 2 m (7 ft) below the aerodrome elevation, the
chart datumis the threshold elevation of the runway to which the instrument approach is

related.

9.102.6 Where a datum other than mean sea level is usedistbe stated in a prominent position
on the chart.

9.102.7 Where an obstacle free zone has not been established for a precision approach runway

Category I, thisnustbe indicated.

9.10.3 Prohibited, restricted and danger areas
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9.104

9.104.1

Prohibited areas, restricted areas, and danger areas which may affect the execution of the

proceduresnustbe shown with their identification and vertical limits.

Radio communication facilities and navigation aids

Radio navigation aids required for the procedures together with their frequencies,

identifications and trackefining characteristics, if anypustbe shown. In the case of a
procedure in which more than one station is located on the final approach track, the facility
to be used for track guidance for final approaalstbe clearly identified. In addition,
consideratiormustbe given to the elimination from the approach chart of those facilities
that are not used by the procedure.

9.10.4.1.1 When a radio navigation aid is used as a significant point for area navigation, only its plain

9.104.2

9.104.3

9.104.4

9.104.5

9.104.6

language name and identificatiorustbe shown.

The initial approach fix (IAF), the intermediate approach fix (IF), the final approach fix
(FAF) (or final approach point (FAP) for an ILS approach procedure), the missed approach
point (MAPt), where established, and other essential fixes or points cimgpthe

procedurenustbe shown and identified.
When thefinal approach fixis used for conventional navigati¢or final approach point
for an ILS approach procedursjay be identified with its geographical coordinates in

degrees, minutes and seconds.

Radio navigation aids that might be used in diversionary procedures together with their

track-defining characteristics, if angnustbe shown or indicated on the chart.

Radio communication frequencies, including call signs that are required for the execution

of the proceduresustbe shown.

When required by the procedures, the distance to the aerodrome from each radio navigation

aid concerned with the final approattustbe shown to the nearest kilometre or nautical
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9.10.5

9.10.6

9.10.6.1

9.10.6.2

9.10.6.3

mile. When no tracklefining aid indicates the bearing of the aerodrome, the baarist

also be shown to the nearest degree.

Minimum sector altitude or terminal arrival altitude

The minimum sector altitude or terminal arrival altitude established by the competent
authoritymustbe shown, with a clear indication of the sector to which it applies.

Portrayal of procedure tracks

The plan viewmustshow the following information in the manner indicated:

a) the approach procedure track by an arrowed continuous line indicating the direction of
flight;

b) the missed approach procedure track by an arrowed broken line;

c) any additional procedure track, other than those specified in a) and b), by an arrowed
dotted line;

d) bearings, tracks, radials to the nearest degree and distances to the nedesthsaf a
kilometreor tenth of a nautical mile or times required for the procedure;

e) where no tracldefining aid is available, the magnetic bearing to the nearest degree to the
aerodrome from the radio navigation aids concerned with the final approach;

f)  the boundaries of any sector in which visual manoeuvring (circling) is prohibited,;

g) where specified, the holding pattern and minimum holding altitude/height associated
with the approach and missed approach;

h) caution notes where required, prominently displayed on the face of the chart;

) an indication of Aflyovero significant poi

The plan viewmay show the distance to the aerodrome from each radio navigation aid

concerned with the final approach.

A profile mustbe provided normally below the plan view showing the following data:

a) the aerodrome by a solid block at aerodrome elevation;
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9.1064

9.10.65

b)

d)

e)

f)

9)

a)

b)

the profile of the approach procedure segments by an arrowed continuous line indicating
the direction of flight;

the profile of the missed approach procedure segment by an arrowed broken line and a
description of the procedure;

the profile of any additional procedure segment, other than those specified in b) and c),
by an arrowed dotted line;

bearings, tracks, radials to the nearest degree and distances to the nedesgthsiaf a
kilometre or tenth of a nautical mile or times required for the procedure;
altitudes/heights required by the procedures, including transition altitude and procedure
altitudes/heights, where established;

Altitudes/heights required by the procedures, including transition altitude, procedure
altitudes/heights and heliport crossing height (HCH), where established;

limiting distance to the nearest kilometre or nautical mile on procedure turn, when
specified;

the intermediate approach fix or point, on procedures where no course reversal is
authorized;

a line representing the aerodrome elevation or threshold elevation, as appropriate,
extended across the width of the chart including a distance scale with its origin at the

runway threshold.

Heights required by proceduresustbe shown in parentheses, using the height datum
selected in accordance with.102.5.

The profile viewmayinclude a ground profile or a minimum altitude/height portrayal as
follows:
a ground profile shown by a solid line depicting the highest elevations of the relief
occurring within the primary area of the final approach segment. The highest elevations
of the relief occurring in the secondary areas of the final approach segmenttshawn
dashed line; or
minimum altitudes/heights in the intermediate and final approach segments indicated

within bounded shaded blocks.
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9.10.7

9.10.7.1

9.10.7.2

9.108

9.108.1

9.108.2

Compliance Note 1For the ground profile portrayal, actual templates of the primary and
secondary areas of the final approach segment are provided to the cartographer by the

procedures specialist.

Compliance Note ZThe minimum altitude/height portrayal is intended for use on charts
depicting norprecision approaches with a final approach fix.

Aerodrome operating minima

Aerodrome operating minimahen established for the aerodrommeistbe shown.

The obstacle clearance altitudes/heights for the aircraft categories for which the procedure
is designedanustbe shown; for precision approach procedures, additional OCA/H for Cat
DL aircraft (wing span between 65 m and 80 m and/or vertical distance between the flight
path of the wheels and the glide path antenna between 7 m anch8stije published,

when necessary.

Supplementary information

When the missed approach point is defined by:
& adistance from the final approach fix, or

0 afacility or a fix and the corresponding distance from the final approach fix,

the distance to the nearest ttemths of a kilometre or tenth of a nautical mile and a table
showing ground speeds and times from the final approach fix to the missed approach point

mustbe shown.
When DME is required for use in the final approach segment, a table showing

altitudes/heights for each 2 km or 1 NM, as appropriatestbe shown. The tablmay

not include distances which would correspond to altitudes/heights below the OCA/H.
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9.108.3

9.10.8.4

9.10.8.5

9.10.8.6

9.108.7

9.108.8

9.10.8.9

9.10.8.10

For procedures in which DME is not required for use in the final approach segment but
where a suitably located DME is available to provide advisory descent profile information,

a table showing the altitudes/heightaybe included.

A rate of descent tablaustbe shown.

For nonprecision approach procedures with a final approach fix, the final approach
descent gradient to the nearest-tamgh of a per cent and, in parentheses, descent angle to
the nearest onenth of a degremustbe shown.

For precision approach procedures and approach procedures with vertical guidance, the
reference datum height to the nearest half metre or foot and the glide path/elevation/vertical

path angle to the nearest eieeith of a degremustbe shown.

When a final approach fix is specified at the final approach point for ILS, a clear indication
mustbe given whether it applies to the ILS, the associated ILS localizer only procedure,
or both. In the case of MLS, a clear indicatimust be given when an FAF has been
specified at the final approach point.

If the final approach descent gradient/angle for any type of instrument approach procedure
exceeds the maximum value specifiedhr Procedures for Air Navigation Servicés
Aircraft Operations (PAN®PS,ICAO Doc 8168), Volume Jla cautionary notenustbe

included.

A notemustbe included on the chart indicating the approach procedures that are authorized
for simultaneous independent or dependent operations. The mageinclude the
runway(s) involved and if they are closely spaced.

For approach procedures having PBN segments, a PBN requirements box shall be
included.

Compliance Noté. Refer to the Procedures for Air Navigation ServiéesAircraft
Operations (PAN®PS, Doc 8168), Volume Il, Part Ill, Section 5 for information on a

PBN requirements box.
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9.10.9 Aeronautical database requirements

Appropriate data to support navigation database cadumgtbe published in accordance
with the provisions ofProcedures for Air Navigation ServicésAircraft Operations
(PANSOPS,ICAO Doc 8168) Volume I, Part I, Section 5, Chapter 2, 2{8r RNAV
PBNprocedures and Volume I, Part |, Section 4, Chapter 9, 9.fot 83r-RNAV: NON-

PBN procedures, on the verso of the chart or as a separate, properly referenced sheet.

Compliance NoteAppropriate data are those provided by the procedures specialist.

10. Visual Approach Chart 1 ICAO

10.1 Function

This chartmustprovide flight crews with information which will enable them to transit from
the enroute/descent to approach phases of flight to the runway of intended landing by means

of visual reference.
10.2 Availability

The Visual Approach Chad ICAO mustbe madeavailable,in the manner prescribed in

175.09.2 (2¥or all aerodromes used by international civil aviation where:

a) only limited navigation facilities are available; or

b) radio communication facilities are not available; or

c) no adequate aeronautical charts of the aerodrome and its surroundings at 1:500 000 or
greater scale are available; or

d) visual approach procedures have been established.
10.3  Scale

12.3.1 The scalenustbe sufficiently large to permit depiction of significant features and indication

of the aerodrome layout.
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123.2 The scalenustnot be smaller than 1:500 000.
Compliance NoteA scale of 1:250 000 or 1:200 000 is preferred.

12.3.3 When an Instrument Approach Chart is available for a given aerodrome, the Visual Approach
Chartmustbe drawn to the same scale.

10.4 Format
The sheet sizeustbe 210x 148 mm (8.27 15.82 in).

Compliance Notdt would be advantageous to print the charts in several colours, selected to

provide maximum legibility in varying degrees and kinds of light.
10.5 Projection
12.5.1 A conformal projection on which a straight line approximates a great nicdtbe used.
12.5.2 Graduation markmustbe placed at consistent intervals along the neat lines.

10.6 Identification

The charimustbe identified by the name of the city or town which the aerodrome serves and
the name of the aerodrome.

10.7  Culture and topography

10.7.1 Natural and cultural landmarksustbe shown (e.g. bluffs, cliffs, sand dunes, cities, towns,

roads, railroads, isolated lighthouses).
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10.7.1.1 Geographical place namesy be included only when they are required to avoid confusion

10.7.2

10.7.3

10.7.4

10.7.5

10.8

10.9

10.9.1

10.9.2

10.9.3

or ambiguity.

Shore lines, lakes, rivers and streamsstbe shown.

Relief must be shown in a manner best suited to the particular elevation and obstacle
characteristics of the area covered by the chart.

When shown, spot elevationsustbe carefully selected.

Compliance NoteThe value of certain spot elevations/heights in relation to both mean sea

level and aerodrome elevation may be given.

The figures relating to different reference levatsist be clearly differentiated in their

presentation.

Magnetic variation

The magnetic variatiomustbe shown.

Bearings, tracks and radials

Bearings, tracks and radiatsustbe magnetic except as provided for 2.

In areas of high latitude, where it is determined by that reference to Magnetic North is
impractical, another suitable reference, i.e. True North or Grid Norbktbe used.

Where bearings, tracks or radials are given with reference to True North or Grid North, this
must be clearly indicated. When Grid North is used, its reference grid menmolieshbe
identified.

10.10 Aeronautical data
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10.10.1 Aerodromes

10.10.1.1 All aerodromesmustbe shown by the runway pattern. Restrictions on the use of any
landing directionrmustbe indicated. Where there is any risk of confusion between two
neighbouring aerodromes, thiaust be indicated. Abandoned aerodromesist be
identified as abandoned.

10.10.1.2 The aerodrome elevationustbe shown in a prominent position on the chart.

10.10.2 Obstacles

10.10.2.1 Obstaclesnustbe shown and identified.

10.102.2 The elevation of the top of obstaclmesistbe shown to the nearest (next higher) metre or

foot.

10.10.2.3 The heights of obstacles above the aerodrome elevatigtbe shown.

10.10.2.3.1 When the heights of obstacles are shown, the height datistbe stated in a prominent
position on the chart and the heightastbe given in parentheses on the chart.

10.103 Prohibited, restricted and danger areas

Prohibited areas, restricted areas, and danger amems$ be depicted with their

identification and vertical limits.

10.104 Designated airspace

Where applicable, control zones and aerodrome traffic zoossbe depicted with their

vertical limits and the appropriate class of airspace.
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10.105 Visual approach information
10.105.1 Visual approach procedurasustbe shown where applicable.

10.105.2 Visual aids for navigatiomustbe shown as appropriate.

10.105.3 Location and type of the visual approach slope indicator systems with their nominal
approach slope angle(s), minimum eye height(s) over the threshold of 4lepen
signal(s), and where the axis of the system is not parallel to the runway centreeline, th
angle and direction of displacement, i.e. left or righistbe shown.

10.10.6 Supplementary information

10.106.1 Radio navigation aids together with their frequencies and identificatiastbe shown as

appropriate.

10.10.6.2 Radio communication facilities with their frequenameastbe shown as appropriate.

11. Aerodrome/Heliport Chart 7 ICAO
11.1  Function

This chartmust provide flight crews with information which will facilitate the ground
movement of aircraft:
a) from the aircraft stand to the runway; and
b) from the runway to the aircraft stand;
and helicopter movement:
a) from the helicopter stand to the touchdown anebliftarea and to the final approach
and takeoff area;
b) from the final approach and takéf area to the touchdown and {dff area and to
the helicopter stand;
c) along helicopter ground and air taxiways; and

d) along air transit routes;
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it mustalso provide essential operational information at the aerodrome/heliport.

150




’X TECHNICAL STANDARDS
:/ Namibia Civil Aviation Authority e
Safety& SecurityDepartment
N AA y tybep Part 175: AIS

NAMIBLA CIVIL AVIATION AUTHORITY

11.2 Availability

11.2.1 The Aerodrome/Heliport Cha#t ICAO mustbe madevailablejn the manner prescribed in
1.3.2for all aerodromes/heliports regularly used by international civil aviation.

11.2.2 The Aerodrome/Heliport Char§ ICAO must be made available also for all other
aerodromes/heliportavailable, in the manner prescribed i175.09.2 (2)for use by
international civil aviation.

ComplianceNote. Under certain conditions, an Aerodrome Ground Movement @hart

ICAO and an Aircraft Parking/Docking Chaftee Chapters 14 and 18) ICAO may have

to be provided; in which case, the elements portrayed on these supplementary charts need not
be duplicated on the Aerodrome/Heliport ChariCAO.

11.3 Coverage and scale

11.3.1 The coverage and scateustbe sufficiently large to show clearly all the elements listed in
13.6.1.

11.3.2 A linear scalanustbe shown.

11.4 Identification

The chartmust be identified by the name of the city or town or area which the
aerodrome/heliport serves and the name of the aerodrome/heliport.

11.5 Magnetic variation

True and Magnetic North arrows and magnetic variation to the nearest degree and annual

change of the magnetic variatioustbe shown.
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11.6

11.6.1

Aerodrome/heliport data

This chartmustshow:

a)

b)

c)

d)

f)

9)

geographical coordinates in degrees, minutes and seconds for the aerodrome/heliport
reference point;

elevations, to the nearest metre or foot, of the aerodrome/heliport and apron (altimeter
checkpoint locations) where applicable; and for-pogcision approaches, elevations

and geoid undulations of runway thresholds and the geometric centre of the tauichdo
and lift-off area;

elevations and geoid undulations, to the nearestnhalfe or foot, of the precision
approach runway threshold, the geometric centre of the touchdown aoff ¢ifea,

and at the highest elevation of the touchdown zone of a precision approach runway;

all runways including those under construction with designation number, length and
width to the nearest metre, bearing strength, displaced thresholds, stopways, clearways,
runway directions to the nearest degree magnetic, type of surface and runway snarking
ComplianceNote Bearing strengths may be shown in tabular form on the face or verso

of the chatrt.

all aprons, with aircraft/helicopter stands, lighting, markings and other visual guidance
and control aids, where applicable, including location and type of visual docking
guidance systems, type of surface for heliports, and bearing strengths or aiperaft t

restrictions where the bearing strength is less than that of the associated runways;

ComplianceNote. Bearing strengths or aircraft type restrictions may be shown in

tabular form on the face or verso of the chart.

geographical coordinates in degrees, minutes and seconds for thresholds, geometric
centre of touchdown and liiff area and/or thresholds of the final approach and take

off area (where appropriate);

all taxiways, helicopter air and ground taxiways with type of surface, helicopter air
transit routes, with designations, width, lighting, markings (including rurivedging

positions and, where established, intermediate holding positions), stop bars, other
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11.6.2

11.63

h)

visual guidance and control aids, and bearing strength or aircraft type restrictions where
the bearing strength is less than that of the associated runways;

ComplianceNote. Bearing strengths or aircraft type restrictions may be shown in
tabular form on the face or verso of the chart.

where established, hot spot locations with additional information properly annotated;
Compliance NoteAdditional information regarding hot spots may be shown in tabular
form on the face or verso of the chart.

geographical coordinates in degrees, minutes, seconds and hundredths of seconds for
appropriate taxiway centre line points and aircraft stands;

where established, standard routes for taxiing aircraft with their designators;

the boundaries of the air traffic control service;

position of runway visual range (RVR) observation sites;

approach and runway lighting;

location and type of the visual approach slope indicator systems with their nominal
approach slope angle(s), minimum eye height(s) over the threshold of-#iepen
signal(s), and where the axis of the system is not parallel to the runway centre line, the
angle and direction of the displacement, i.e. left or right;

relevant communication facilities listed with their channels and, if applicable, logon
addressand SATVOICE number

obstacles to taxiing;

aircraft servicing areas and buildings of operational significance;

VOR checkpoint and radio frequency of the aid concerned,;

any part of the depicted movement area permanently unsuitable for aircraft, clearly

identified as such.

For aerodromes accommodating aeroplanes with folding tipsgareaswhere it is safe for

aeroplanesvith folding wing tips to operate with wing tips extendedy be shown on the

chart.

In addition to the items in316.1 relating to heliports, the chanustshow:
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12.

d)
e)

f)

9)

h)

heliport type;
Compliance Notdeliport types are identified in Aerodrome Technical Standards Part
Il as surfacelevel, elevated or helideck.
touchdown and litoff area including dimensions to the nearest metre, slope, type of
surface and bearing strength in tonnes;
final approach and takeff area including type, true bearing to the nearest degree,
designation number (where appropriate), length and width to the nearest metre, slope
and type of surface;
safety area including length, width and type of surface;
helicopter clearway including length and ground profile;
obstacles including type and elevation of the top of the obstacles to the nearest (next
higher) metre or foot;
visual aids for approach procedures, marking and lighting of final approach and take
off area, and of touchdown and {dff area;
declared distances to the nearest metre for heliports, where relevant, including:

() takeoff distance available;

(i) rejected takeoff distance available

(i) landing distance available

Aerodrome Ground Movement Charti ICAO

12.1 Function

12.2

This supplementary chamiustprovide flight crews with detailed information to facilitate

the ground movement of aircraft to and from the aircraft stands and the parking/docking of

aircraft.

Availability

The Aerodrome Ground Movement ChartlICAO mustbe madevailable,in the manner

prescribed il 75.09.2 (2where, due to congestion of information, details necessary for the

ground movement of aircraft along the taxiways to and from the aircraft stands cannot be

shown with sufficient clarity on the Aerodrome/Heliport CléariCAO.
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12.3 Coverage and scale

14.3.1  The coverage and scateustbe sufficiently large to show cldgrall the elements listed in
14.6.

12.4 Identification

The chartmustbe identified by the name of the city or town or area which the aerodrome
serves and the name of the aerodrome.

12.5 Magnetic variation

1451 A True North arronmustbe shown.

145.2 Magnetic variation to the nearest degree and its annual chargibe shown.

ComplianceNote. This chart need not be True North orientated.

12.6  Aerodrome data

12.6.1 This chartmustshow in a similar manner all the information on the Aerodrome/Heliport

Chartd ICAO relevant to the area depicted, including:

a) apron elevation to the nearest metre or foot;

b) aprons with aircraft stands, bearing strengths or aircraft type restrictions, lighting,
marking and other visual guidance and control aids, where applicable, including
location and type of visual docking guidance systems;

c) geographical coordinates in degrees, minutes, seconds and hundredths of seconds for
aircraft stands;

d) taxiways with designations, width to the nearest metre, bearing strength or aircraft type
restrictions where applicable, lighting, markings (including runtwalgling positions
and, where established, intermediate holding positions), stop bars, and etlar vi

guidance and control aids;
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e) where established, hot spot locations with additional information properly annotated;
ComplianceNote Additional information regarding hot spots may be shown in tabular
form on the face or verso of the chart.

f)  where established, standard routes for taxiing aircraft, with their designators;

g) geographical coordinates in degrees, minutes, seconds and hundredths of seconds for
appropriate taxiway centre line points;

h) the boundaries of the ai r traffic control service;

i) relevant communication facilities listed with their channels and, if applicable, logon
address;

j) obstacles to taxiing;

k) aircraft servicing areas and buildings of operational significance;

)  VOR checkpoint and radio frequency of the aid concerned;

m) any part of the depicted movement area permanently unsuitable for aircraft, clearly

identified as such.

12.6.2 For aerodromes accommodating aeroplanes with folding wingaipas where it is safe for
aeroplanes with folding wing tips to operate with wing tips extenaey,be shown on the
chart.

13. Aircraft Parking/Docking Chart i ICAO
131 Function
This supplementary chamustprovide flight crews with detailed information to facilitate
the ground movement of aircraft between the taxiways and the aircraft stands and the
parking/docking of aircraft.
13.2 Availability
The Aircraft Parking/Docking Cha® ICAO must be madeavailable,in the manner

prescribed irl75.09.2 (2)n the manner prescribed175.09.2where, due to the complexity

of the terminal facilities, the information cannot be shown with sufficient clarity on the
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Aerodrome/Heliport Chard ICAO or on the Aerodrome Ground Movement Chart
ICAO.

13.3 Coverage and scale

13.3.1  The coverage and scateustbe sufficiently large to show clearly all the elements listed in
15.6.

13.4 Identification

The chartmustbe identified by the name of the city or town or area which the aerodrome

serves and the name of the aerodrome.

135 Magnetic variation

135.1 A True North arronmustbe shown.

13.5.2 Magnetic variation to the nearest degree and its annual chargibe shown.

ComplianceNote. This chart need not be True North orientated.

13.6 Aerodrome data

This chartmustshow in a similar manner all the information on the Aerodrome/Heliport
Chartd ICAO and the Aerodrome Ground Movement CléartCAO relevant to the area
depicted, including:

a) apron elevation to the nearest metre or foot;

b) aprons with aircraft stands, bearing strengths or aircraft type restrictions, lighting, marking
and other visual guidance and control aids, where applicable, including location and type of
visual docking guidance systems;

C) geographical coordinates in degrees, minutes, seconds and hundredths of seconds for aircraft

stands;
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d)

f)

9)
h)

)
k)

14.

14.1

14.2

1421

taxiway entries with designations, including runwmiding positions and, where
established, intermediate holding positions, and stop bars;

where established, hot spot locations with additional information properly annotated;
Compliance NoteAdditional information regarding hot spots may be shown in tabular form
on the face or verso of the chart.

geographical coordinates in degrees, minutes, seconds and hundredths of seconds for
appropriate taxiway centre line points;

the boundaries of the air traffic control service;

relevant communication facilities listed with their channels and, if applicable, logon address;
obstacles to taxiing;

aircraft servicing areas and buildings of operational significance;

VOR checkpoint and radio frequency of the aid concerned,;

any part of the depicted movement area permanently unsuitable for aircraft, clearly
identified as such.

World Aeronautical Chart 7 ICAO 1:1 000000

Function

This chartmustprovide information to satisfy the requirements of visual air navigation.

ComplianceNote. This chart may also serve:
a) as a basic aeronautical chart:
(i) when highly specialized charts lacking visual information do not provide
essential data;
(i) to provide complete world coverage at a constant scale with a uniform
presentation of planimetric data;
(i) in the production of other charts required by international civil aviation;

b) as a preflight planning chart.

Availability

The World Aeronautical Cha& ICAO 1:1 000 000nustbe madevailablejn the manner
prescribed in 75.09.2(2) for all areas delineated in Appendix 5.

158




(W
NCA

NAMIBLA CIVIL AVIATION AUTHORITY

TECHNICAL STANDARDS

Namibia Civil Aviation Authority (NAMCATS)

Safety& SecurityDepartment
A / Sa Part 175: AIS

14.2.2

14.3

1431

143.1.1
14.3.2

14.4

144.1

14.4.2

14.4.3

Compliance NoteWhen operational or chart production considerations indicate that
operational requirements can be effectively satisfied by Aeronautical ChaiSAO
1:500 000 or Aeronautical Navigation ChadsICAO Small Scale, either of these charts
may be made availédinstead of the basic 1:1 000 000 chatrt.

To ensure complete coverage of all land areas and adequate continuity in any one
coordinated series, the selection of a scale of other than 1:1 060u0be determined

by regional agreement.

Scales

Linear scales for kilometres and nautical miles arranged in the following order:

a. kilometres,

b. nautical miles,

with their zero points in the same vertical Imestbe shown in the margin.

The length of the linear scalasustrepresent at least 200 km (110 NM).

A conversion scale (metre s/featustbe shown in the margin.

Format

The title and marginal notesustbe in one of the working languages of ICAQO.

Compliance NoteThe language of the publishing country may be used in addition to the
ICAO working language.

The information regarding the number of the adjoining sheets and the unit of measurement

to express elevatiomaustbe so located as to be clearly visible when the sheet is folded.

The method of foldingnay beas follows:
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144.4

14.4.5

145

145.1

145.2

b)

Fold the chart on the long axis near the 4pédallel of latitude, face out, with the bottom

part of the chart face upward. Fold inward near the meridian, and fold both halves backward

in accordion folds.

Whenever practicable, the sheet limaast conform with those shown in the index in

Appendix 5to this SubPart.

Compliance Notd. The area covered by a sheet may vary from the lines shown to satisfy

particular requirements.

Compliance Note&. The value of adopting identical sheet lines for ICAO 1:1 000 000

Charts and the corresponding sheet of the International Map of the World (IMW), provided

aeronautical requirements are not compromised, is recognized.

Overlapamustbe provided by extending the chart area on the top and right side beyond the

area given on the index. This overlap aneastcontain all aeronautical, topographical,

hydrographical and cultural information. The oventapstextend up to 28 km (15 NM), if

possible, but in any case from the limiting parallels and meridians of each chart to the neat

line.

Projection

The projectionsnustbe as follows:

between the Equator and 80° latitude: the Lambert conformal conic projection, in separate

bands for each tier of charts. The standard parallels for each 4frbestil e 40 Nj sout h

the northern parallel and 40 Nj north of

between 80° and 90° latitude: the Polar stereographic projection with scale matching that

of the Lambert conformal conic projection at latitude 80°, except that in the northern

hemisphere the Lambert conformal conic projection may be used between 80%4°and 8

latitude and the Polar stereographic projection between 84° and 90° with the scales

matching at 84° North.

Graticules and graduationsustbe shown as follows:
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a) Parallels:

Laritude

Distance between paraflels

Craduations on parallels

0% 1o 72°
72° to B4°
247 1o B9°
B9® 1o 90°

3
3
3
3

1
5
] L
-_'\:l
(Only on degree parallels
from T2° to B9°)

145.3

145.3.1

145.4

145.5

b) Meridians

Latitude Interval between meridians (rraduations on meridians
0% to 52° 3 1
52t 72° 3 1
(Only on even
numbered meridians)
T2% to B4® 1# 1
24° to BO® 5° 1
HO® to D0* 15% 1
(Only on every
fourth meridian)
The graduati on ma mistextendawdy from tree Grekendidty Meridiane r v a |
and from t he EQqu arustbe.shoithay d mailk@MNpoth sideeaf thea |
graticule line.

The length of the graduation markaustbe approximately 1.3 mm (0.05 in) for thalj1

intervals, and 2 mm (0.08 in) for thiftervals and 2 mm (0.08 in) extending on both sides

of the graticule line for the Nhtervals.

All meridians and parallels showmustbe numbered in the borders of the chart. In addition,

each parallemustbe numbered within the body of the chart in such a manner that the

parallel can be readily identified when the chart is folded.

Compliance NoteMeridians may be numbered within the body of the chart.

The name and basic parameters of the projeatiostbe indicated in the margin.
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14.6 Identification
Sheet numberingiustbe in conformity with the index ithe gopendces to this CATS
Compliance NoteThe corresponding International Map of the World (IMW) sheet number
may also be shown.

14.7 Culture and topography

14.7.1 Built-up areas

14.7.1.1 Cities, towns and villagesnust be selected and shown according to their relative

importance to visual air navigation.

14.7.1.2 Cities and towns of sufficient sizaay be indicated by the outline of their builp areas

and not of their established city limits.

14.7.2 Railroads

14.7.2.1  All railroads having landmark valuaustbe shown.

Compliance Note 1n congested areas, some railroads may be omitted in the interest of

legibility.

Compliance Note Railroads may be named where space permits.

14.7.2.2  Important tunnelsnustbe shown.

Compliance NoteA descriptive note may be added.

14.7.3 Highways and roads
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14.7.3.1

14.7.3.2

14.7.4

14.7.5

14.7.6

14.7.6.1

14.7.6.2

Road systemmustbe shown in sufficient detail to indicate significant patterns from the

air.

Roadsmay rot be shown in buitip areas unless they can be distinguished from the air as
definite landmarks.

Compliance NoteThe numbers or names of important highways may be shown.

Landmarks

Natural and cultural landmarks, such as bridges, prominent transmission lines, permanent
cable car installations, wind turbines, mine structures, forts, ruins, levees, pipelines, rocks,
bluffs, cliffs, sand dunes, isolated lighthouses and lightships, wbesidered to be of
importance for visual air navigatiomustbe shown.

Compliance NoteDescriptive notes may be added.

Political boundaries

International boundariegaustbe shown. Undemarcatedd undefined boundariesustbe

distinguished by descriptive notes.

Hydrography

All water features compatible with the scale of the chart comprising shore lines, lakes,
rivers and streams (including those fmarennial in nature), salt lakes, glaciers and ice
capsmustbe shown.

The tint covering large open water areasstbe kept very light.

ComplianceNote A narrow band of darker tone may be used along the shore line to

emphasize this feature.
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14.7.6.3

14.7.7

14.7.7.1

14.7.7.2

14.7.8

14.7.8.1
14.7.8.2

14.7.9

14.7.9.1

14.7.9.2

14.7.9.3

14.7.10

Reefs and shoals, including rocky ledges, tidal flats, isolated rocks, sand, gravel, stone and

all similar areasmustbe shown by symbols when of significant landmark value.

Compliance NoteGroups of rocks may be shown by a few representative rock symbols
within the area.

Contours

Contoursmustbe shown. The selection of intervataistbe governed by the requirement
to depict clearly the relief features required in air navigation.

The values of the contours usmdistbe shown.

Hypsometric tints

When hypsometric tints are used, the range of elevations for thetistbe shown.

The scale of the hypsometric tints used on the chastbe shown in the margin.

Spot elevations

Spot elevationsnustbe shown at selected critical points. The elevations selectesd
always be the highest in the immediate vicinity amastgenerally indicate the top of a
peak, ridge, etc. Elevations in valleys and at lake surface levels which are of special value
to the aviatomustbe shown. The position of each selected elevatiostbe indicated by

a dot.

The elevation (in metres or feet) of the highest point on the chart and its geographical

position to the nearest five minutesistbe indicated in the margin.

The spot elevation of the highest point in any shaettbe cleared of hypsometric tinting.

Incomplete or unreliable relief
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14.7.10.1 Areas that have not been surveyed for contour informatiostb e | abel | ed @A Rel
i ncompl eteo.
14.7.10.2 Charts on which spot elevations are generally unreliaflst bear a warning note

14.7.11

14.7.12

14.7.12.1

14.7.12.2

14.13

14.8

14.8.1

14.8.2

prominently displayed on the face of the chart in the coleaed for aeronautical
informati on, a ® Theadlidbititynos relief infdfanationi on this char t is
doubtful and elevationsiustb e used with caution. 0

Escarpments

Escarpmentsiustbe shown when they are prominent landmarks or when cultural detail is

very sparse.

Wooded areas

Wooded areamustbe shown

Compliance NoteOn high latitude charts, the approximate extreme northern or southern

limits of tree growth may be shown.

Where shown, the approximate extreme northern or southern limits of tree grasithe
indicated by a dashed black line andstbe appropriately labelled.

Date of topographic information

The date of latest information shown on the topographic bastbe indicated in the
margin.

Magnetic variation

Isogonic linesnustbe shown.

The date of the isogonic informatiomustbe indicated in the margin.
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14.9

149.1

14.9.2

149.2.1

149.2.2

149.2.3

14.9.3

149.3.1

149.3.2

149.4

Aeronautical data

General

Aeronautical data showmustbe kept to a minimum consistent with the use of the chart
for visual navigation and the revision cycle (46©.6).

Aerodromes

Land and water aerodromes and helipantsstbe shown with their names, to the extent
that they do not produce undesirable congestion on the chart, priority being given to those
of greatest aeronautical significance.

The aerodrome elevation, the lighting available, the type of runway surface and the length
of the longest runway or channel, shown in abbreviated form for each aerodrome in
conformity with the example given in Appendix@this SubPart provided they do not

cause undesirable clutter on the chamistbe indicated.

Abandoned aerodromes which are still recognizable as aerodromes fromrthesthe

shown and identified as abandoned.

Obstacles

Obstaclesnustbe shown.

Compliance NoteObjects of a height of 2100 m (300 ft) or more above ground are normally

regarded as obstacles.

When considered of importance to visual flight, prominent transmission lines, permanent

cable car installations and wind turbines, which are obstanlestpbe shown.

Prohibited, restricted and danger areas
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14.9.5

149.5.1

14.9.5.2

14.9.6

14.9.7

149.7.1

14.9.7.2

Prohibited, restricted and danger areastbe shown.

Air traffic services system

Significant elements of the air traffic services system including, where practicable, control
zones, aerodrome traffic zones, control areas, flight information regions and other airspaces

in which VFR flights operatmustbe shown together with the appropriate class of airspace.

Where appropriate, the iltA Defenceidentification zone (ADIZ)must be shown and
properly identified.
Compliance NoteADIZ procedures may be described in the chart legend

Radio navigation aids

Radio navigation aidsnust be shown by the appropriate symbol and named, but
excluding their frequencies, coded designators, times of operation and other characteristics
unless any or all of this information which is shown is kept up to date by means of new

editions of the chart.

Supplementary information

Aeronautical ground lights together with their characteristics or their identifications or both

mustbe shown.

Marine lights on outer prominent coastal or isolated features of not less than 28 km (15

NM) visibility rangemustbe shown:

a) where they are not less distinguishable than more powerful marine lights in the
vicinity;

b) where they are readily distinguishable from other marine or other types of lights in
the vicinity of builtup coastal areas;

c) where they are the only lights of significance available.
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15. Aeronautical Chart 7 ICAO 1:500 000

15.1 Function

This chartmustprovide information to satisfy the requirements of visual air navigation for

low speed, shoror mediumrange operations at low and intermediate altitudes.

Compliance Note IThis chart may be used:

a) to serve as a basic aeronautical chart;

b)  to provide a suitable medium for basic pilot and navigation training;

c) to supplement highly specialized charts which do not provide essential visual
information;

d) in preflight planning.
Compliance Noteat is intended that these charts be provided for land areas where charts of
this scale are required for civil air operations employing visual air navigation independently

or in support of other forms of air navigation.

Compliance Note 3Where States produce charts of this series covering their national

territories, the entire area being portrayed is usually treated on a regional basis.

15.2 Availability

The Aeronautical Chaét ICAO 1:500 000nustbe madevailable jn the manner prescribed
in 1.3.2for all areas delineated in Appendixdthis SubPart

Compliance NoteThe selection of this scale as an alternative to the World Aeronautical
Chartd ICAO 1:1 000 000 is covered h$.2.1 and 5.2.2.

15.3 Scales

15.3.1Linear scales for kilometres and nautical miles arranged in the following order:
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- kilometres,
- pautical miles,

with their zero points in the same vertical Imestbe shown in the margin.

15.3.1.1 The length of the linear scateustbe not less than 200 mm (8 in).

15.3.2

154

154.1

154.2

154.3

154.4

1545

A conversion scale (metre s/featpstbe shown in the margin.

Format

The title and marginal notesustbe inthe English language
Compliance NoteThe language of the publishing country or any other language may be used

in addition to the ICAO working language.

The information regarding the number of the adjoining sheets and the unit of measurement

used to express elevationustbe so located as to be clearly visible when the sheet is folded.

The method of foldings as follows:
Fold the chart on the long axis near themedallel of latitude, face out, with the bottom part
of the chart face upward. Fold inward near the meridian, and fold both halves backward in

accordion folds.

Whenever practicable, sheetsistbe quarter sheets of the World Aeronautical ChEZAO

1:1 000 000. An appropriate index to adjacent sheets, showing the relationship between the
two chart seriesnustbe included on the face of the chart or on the reverse side.

Compliance NoteSheet lines may be varied to satisfy particular requirements.
Overlapsmustbe provided by extending the chart area on the top and right side beyond the

area given on the index. This overlap amast contain all aeronautical, topographical,

hydrographical and cultural information. The overfapstextend up to 15 km (8 NM), if
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possible, but in any case from the limiting parallels and meridians of each chart to the neat
line.

155 Projection

155.1 A conformal (orthomorphic) projectiomustbe used.

15.5.2 The projection of the World Aeronautical ChartICAO 1:1 000 00Gnustbe used.

155.3 Parallelsnustboe s hown at intervals of 30 N,

155.3.1Meridiangnustn or mal |y be shown at intervals of 30 N

Note:At high latitudes, this interval may be increased.

155.4 Graduation marksnustb e s hown at INj intervals along e:
parall el extending away from the Greenwich
intervalmustbe shown by a mark on both sides of the graticule line.

15.5.4.1 The length of the graduation marksust be approximately 1.3 mm (0.05 in) for thé&ljl
intervals, and 2 mm (0.08 in) for th&lptervals and 2 mm (0.08 in) extending on both sides
of the graticule line for the Nhtervals.

15.5.5 All meridians and parallels shownustbe numbered in the borders of the chart.

15.5.5.1 Each meridian and parallelustbe numbered within the body of the chart whenever this data
is required operationally.

15.5.6 The name anbasic parameters of the projectimustbe indicated in the margin.

170



:/ Namibia Civil Aviation Authority
NCA

NAMIBLA CIVIL AVIATION AUTHORITY

TECHNICAL STANDARDS
(NAMCATS)

Safety& SecurityDepartment
A / Sa Part 175: AIS

15.6

15.6.1

Identification

Each sheahustbe identified by a name whichustbe that of the principal town or of a main
geographical feature appearing on the sheet.

15.6.1.1 Where applicable, sheataistalso be identified by the reference number of the corresponding

15.7

15.7.1

15.7.1.1

15.1.2

15.7.2

15.7.2.1

World Aeronautical Chard 1ICAO 1:1 000 000, with the addition of one or more of the
following letter suffixes indicating the quadrant or quadrants:

Letter Chart quadrant

A NorthhWest

B North-East

C SouthEast

D SouthWest

Culture and topography
Built-up areas
Cities, towns and villagesnust be selected and shown according to their relative

importance to visual air navigation.

Cities and towns of sufficient sizaustbe indicated by the outline of their builp areas
and not of their established city limits.

Railroads

All railroads having landmark valuaustbe shown.

Compliance Note 1n congested areas, some railroads may be omitted in the interest of
legibility.

Compliance Note Railroads may be named.
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15.7.2.2

15.7.3

15.7.3.1

15.7.3.2

15.7.4

15.7.5

Compliance NoteJRail stations may be shown.

Tunnelsmustbe shown when they serve as prominent landmarks.

Compliance NotéA descriptive note may be added, if necessary, to accentuate this feature.

Highways and roads

Road systemmustbe shown in sufficient detail to indicate significant patterns from the

air.

Compliance NoteRoads under construction may be shown.

Roadsmaynot be shown in bultip areas unless they can be distinguished from the air as

definite landmarks.

Compliance NoteThe numbers or names of important highways may be shown.

Landmarks

Natural and cultural landmarks, such as bridges, prominent transmission lines, permanent
cable car installations, wind turbines, mine structures, lookout towers, forts, ruins, levees,
pipelines, rocks, bluffs, cliffs, sand dunes, isolated lighthouses ightsHips, when
considered to be of importance for visual air navigationstbe shown.

Compliance NoteDescriptive notes may be added.

Political boundaries

International boundariesiustbe shown. Undemarcated and undefined boundariest be

distinguished by descriptive notes.

Compliance NoteOther boundaries may be shown.

172




(W
NCA

NAMIBLA CIVIL AVIATION AUTHORITY

TECHNICAL STANDARDS

Namibia Civil Aviation Authority (NAMCATS)

Safety& SecurityDepartment
A / Sa Part 175: AIS

15.7.6

15.7.6.1

15.7.6.2

15.7.6.3

15.7.7

15.7.7.1

15.7.7.2

15.7.8

15.7.8.1

15.7.8.2

15.7.9

Hydrography

All water features compatible with the scale of the chart comprising shore lines, lakes, rivers
and streams (including those nparennial in nature), salt lakes, glaciers and ice cast

be shown.

The tint covering large open water areasstbe kept very light.

Compliance NoteA narrow band of darker tone may be used along the shore line to

emphasize this feature.

Reefs and shoals, including rocky ledges, tidal flats, isolated rocks, sand, gravel, stone and

all similar areasmustbe shown by symbols when of significant landmark value.

ComplianceNote Groups of rocks may be shown by a few representative rock symbols

within the area.

Contours

Contouranustbe shown. The selection of intervatsistbe governed by the requirement to

depict clearly the relief features required in air navigation.

The values of the contours usadistbe shown.

Hypsometric tints

When hypsometric tints are used, the range of elevations for thetistbe shown.

The scale of the hypsometric tints used on the chastbe shown in the margin.

Spot elevations
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15.7.9.1 Spot elevationsnustbe shown at selected critical points. The elevations seleates
always be the highest in the immediate vicinity angtgenerally indicate the top of a peak,
ridge, etc. Elevations in valleys and at lake surface levels which are of navigational value
mustbe shown. The position of each selected elevatiostbe indicated by a dot.

15.7.9.2 The elevation (in metres or feet) of the highest point on the chart and its geographical
position to the nearest five minutesistbe indicated in the margin.
15.7.9.3 The spot elevation of the highest point on any simesttbe cleared of hypsometric tinting.

15.7.10 Incomplete or unreliable relief

15.7.10.1 Areas that have not been surveyed for contour informatiostb e | abel | ed ARel

incompl eteo.
15.7.10.2 Charts on which spot elevations are generally unreliatlest bear a warning note
prominently displayed on the face of the chart in the colour used for aeronautical

information, as follows:

i Wa r rdi Ting reliability of relief information on this chart is doubtful and elevations

mustbe used with caution. 0

15.7.11 Escarpments

Escarpmentsmustbe shown when they are prominent landmarks or when cultural detail is

very sparse.

15.7.12 Wooded areas

15.7.12.1 Wooded areasustbe shown.

Compliance NoteOn high latitude charts, the approximate extreme northern or southern

limits of tree growth may be shown
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15.7.12.2 Where shown, the approximate northern or southern limits of tree gnowgtibe indicated

by a dashed black line antistbe appropriately labelled.

15.7.13 Date of topographic information

The date of latest information shown on the topographic bassbe indicated in the

margin.

15.8 Magnetic variation

15.8.1 Isogonic linesnustbe shown.

15.8.2 The date of the isogonic informatiomustbe indicated in the margin.

159 Aeronautical data

159.1 General

Aeronautical informatiomustbe shown consistent with the use of the chart and the revision

cycle.

15.9.2 Aerodromes

15.9.2.1 Land and water aerodromes and heliportstbe shown with their names, to the extent that
they do not produce undesirable congestion on the chart, priority being given to those of

greatest aeronautical significance.

15.9.2.2 The aerodrome elevation, the lighting available, the type of runway surface and the length

of the longest runway or channel, shown in abbreviated form for each aerodrome in
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159.2.3

15.9.3

159.3.1

159.3.2

159.4

15.9.5

159.5.1

159.5.2

15.9.6

conformity with the example given in Appendixt@ this Subpartprovided they do not

cause undesirable clutter on the chaistbe indicated.

Abandoned aerodromes which are still recognizable as aerodromes from rneste
shown and identified as abandoned.

Obstacles

Obstaclesnustbe shown.

Compliance NoteObjects of a height of 200 m (300 ft) or more above ground are normally

regarded as obstacles.

When considered of importance to visual flight, prominent transmission lines, permanent

cable car installations and wind turbines, which are obstanlesthbe shown.

Prohibited, restricted and danger areas

Prohibited, restricted and danger areastbe shown.

Air traffic services system

Significant elements of the air traffic services system including, where practicable, control
zones, aerodrome traffic zones, control areas, flight information regions and other airspaces

in which VFR flights operatenustbe shown together with the appropriate class of airspace.

Where appropriate, thiir Defence identification zone (ADIZhustbe shown and properly
identified.

Compliance NoteADIZ procedures may be described in the chart legend.

Radio navigation aids
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Radio navigation aidsiustbe shown by the appropriate symbol and hamed, but excluding
their frequencies, coded designators, times of operation and other characteristics unless any
or all of this information which is shown is kept up to date by means of new editions of the

chart.

15.9.7 Supplementary information

15.9.7.1 Aeronautical ground lights together with their characteristics or their identifications or both

mustbe shown.

15.9.7.2 Marine lights on outer prominent coastal or isolated features of not less than 28 km (15 NM)

visibility rangemustbe shown:

a) where they are not less distinguishable than more powerful marine lights in the
vicinity;
b) where they are readily distinguishable from other marine or other types of lights in

the vicinity of builtup coastal areas;

c) where they are the only lights of significance available.

16. Aeronautical Navigation Chart 1 ICAO Small Scale

16.1 Function

This chart:

a) servesas an air navigation aid for flight crews of lerange aircraft at high altitudes;

b) provides selective checkpoints over extensive ranges for identification at high altitudes
and speeds, which are required for visual confirmation of position;

c) provides for continuous visual reference to the ground during H@mge flights over
areas lacking radio or other electronic navigation aids, or over areas where visual
navigation is preferred or becomes necessary;

d) providesa general purpose chart series for loagge flight planning and plotting.
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16.2 Availability

The Aeronautical Navigation Chadt ICAO Small Scalemustbe madeavailable,in the
manner prescribed in 1.3(@ all areas delineated the gpendces to this CATS

Compliance NoteThe selection of this scale as an alternative to the World Aeronautical
Chartd ICAO 1:1 000 000 is covered b$.2.1 and 5.2.2.

16.3 Coverage and scale

16.3.1 The Aeronautical Navigation Cha#t ICAO Small Scalemust provide, as a minimum,

complete coverage of the major land masses of the world.

Compliance Note 1A sheet layout for this series is contained in ftexonautical Chart
Manual(Doc 8697).

Compliance Note ZThe sheet size may represent the maximum press size available to the

producing agency.

16.3.1 The scalenustbe in the range of 1:2 000 000 to 1:5 QUD.

16.3.3The scale of the chamtustb e substi tuted in the title for

16.3.4 Linear scales for kilometremnd nautical miles arranged in the following order:
- kilometers,
- npautical miles,
with their zero points in the same vertical Imestbe shown in the margin.

16.3.5 The length of the linear scateustbe not less than 200 mm (8 in).

16.3.6 A conversion scale (metre s/featystbe shown in the margin.

178

t



(W
NCA

NAMIBLA CIVIL AVIATION AUTHORITY

A

Namibia Civil Aviation Authority
Safety& SecurityDepartment

TECHNICAL STANDARDS
(NAMCATS)

Part 175: AIS

16.4

16.4.1

16.4.2

16.5

165.1

165.1.1

16.5.2

165.2.1

16.5.3

165.3.1

16.5.4

Format

The title and marginal notesustbe in one of the working languages of ICAO.

Compliance NoteThe language of the publishing country or any other language may be used

in addition to the ICAO working language.

The information regarding the number of the adjoining sheets and the unit of measurement to

express elevatiomaustbe so located as to be clearly visible when the sheet is folded.

Compliance NoteThere is no internationally agreed sheet numbering.

Projection

A conformal (orthomorphic) projectiomustbe used.

The name and basic parameters of the projeatiostbe shown in the margin.

Parallelsnustbe shown at intervals of 1°.

Graduations on the paralletsustbe shown at sufficiently close intervals compatible with

the latitude and the scale of the chart.

Meridiansmustbe shown at intervals compatible with the latitude and the scale of the

chart.

Graduations on the meridiansustbo e s h o wn

at intervals not

The graduation markmust extend away from the Greenwich Meridian and from the

Equator.
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16.5.5

16.6

16.6.1

16.6.1.1

16.6.1.2

16.6.2

16.6.2.1

16.6.2.2

16.6.3

16.6.3.1

16.6.3.2

16.6.4

All meridians and parallels showmust be numbered in the borders of the chart. In
addition, when required, meridians and paratelstbe numbered within the body of the
chart in such a manner that they can be readily identified when the chart is folded.
Culture and topography

Built-up areas

Cities, towns and villagesnust be selected and shown according to their relative

importance to visual air navigation.

Cities and towns of sufficient sizaustbe indicated by the outline of their builp areas

and not of their established city limits.

Railroads

All railroads having landmark valuaustbe shown.

Compliance Noteln congested areas, some railroads may be omitted in the interest of

legibility.

Important tunnelsnustbe shown.

Compliance NoteA descriptive note may be added.

Highways and roads

Road systemmiustbe shown in sufficient detail to indicate significant patterns from the air.

Roadsmay not be shown in builtp areas unless they can be distinguished from the air as

definite landmarks.

Landmarks
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16.6.5

16.6.6

16.6.6.1

16.6.6.2

16.6.6.3

16.6.7

16.6.7.1

16.6.7.2

Natural and cultural landmarks, such as bridges, prominent transmission lines, permanent
cable car installations, mine structures, forts, ruins, levees, pipelines, rocks, bluffs, cliffs,
sand dunes, isolated lighthouses and lightships, when consideredfdrbportance for

visual air navigationmustbe shown.

Compliance NoteDescriptive notes may be added.

Political boundaries

International boundarigmnustbe shown. Undemarcated and undefined boundamiessbe
distinguished by descriptive notes.

Hydrography

All water features compatible with the scale of the chart comprising shore lines, lakes, rivers
and streams (including those Aparennial in nature), salt lakes, glaciers and ice capst

be shown.

The tint covering large open water areasstbe kept very light.

Compliance NoteA narrow band of darker tone may be used along the shore line to

emphasize this feature.

Reefs and shoals, including rocky ledges, tidal flats, isolated rocks, sand, gravel, stone and

all similar areasmustbe shown by symbols when of significant landmark value.

Contours

Contoursmustbe shown. The selection of intervédgobe governed by the requirement to

depict clearly the relief features required in air navigation.

The values of the contours usadstbe shown.
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16.6.8 Hypsometric tints

16.6.8.1 When hypsometric tints are used, the range of elevations for thetistbe shown.

16.6.8.2 The scale of the hypsometric tints used on the chastbe shown in the margin.

16.6.9 Spot elevations

16.6.9.1 Spot elevationsnustbe shown at selected critical points. The elevations selectet
always be the highest in the immediate vicinity angtgenerally indicate the top of a peak,
ridge, etc. Elevations in valleys and at lake surface levels which are of value to visual air
navigationmustbe shown. The position of each selected elevatiaatbe indicated by a
dot.

16.6.9.2 The elevation (in metresr feet) of the highest point on the chart and its geographical
position to the nearest five minutesistbe indicated in the margin.

16.6.9.3 The spot elevation of the highest point in any sheettbe cleared of hypsometric tinting.

16.6.10 Incomplete or unreliable relief

16.6.10.1 Areas that have not been surveyed for contour informatiostb e | abel | ed A Rel

i ncompl et eo.
16.6.10.2 Charts on which spot elevations are generally unreliatlst bear a warning note
prominently displayed on the face of the chart in the colour used for aeronautical

information, as follows:

i Wa r @ ithe geliability of relief information on this chart is doubtful and elevatioost

be used with caution. 0

16.6.11 Escarpments
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Escarpmentmustbe shown when they are prominent landmarks or when cultural detail is

very sparse.

16.6.12 Wooded areas
Wooded areas of large extenustbe shown.

16.6.13 Date of topographic information
The date of latest information shown on the topographic bassbe indicated in the
margin.

16.6.14 Colours

16.6.14.1  Subdued colourswustbe used for the chart background to facilitate plotting.

16.6.14.2 Good colour contrasiustbe ensured to emphasize features important to visual air

navigation.

16.7 Magnetic variation

16.7.1 Isogonic linesnustbe shown.

16.7.2 The date of isogonic informatianustbe indicated in the margin.

16.8 Aeronautical data

16.8.1 Aerodromes

Land and water aerodromes and heliportsstbe shown with their names, to the extent that

they do not produce undesirable congestion on the chart, priority being given to those of

greatest aeronautical significance.

16.8.2 Obstacles
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Obstaclesnustbe shown.

16.8.3 Prohibited, restricted and danger areas

Prohibited, restricted and danger argasstbe shown when considered to be of importance

to air navigation.

16.8.4 Air traffic services system

16.8.4.1 Significant elements of the air traffic services systaostbe shown when considered to be

of importance to air navigation.

16.8.4.2 Where appropriate, theirADefence identification zone (ADIZhustbe shown and properly

identified.

ComplianceNote: ADIZ procedures may be described in the chart legend

16.8.5 Radio navigation aids

ComplianceNote: Radio aids to navigation may be shown by the appropriate symbol and

named.

17. Plotting Chart i ICAO

17.1 Function

This chartmust provide a means of maintaining a continuous flight record of the aircraft

position by various fixing methods and dead reckoning in order to maintain an intended flight

path.
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17.2

17.3

17.3.1

17.3.2

17.4

175

175.1

175.2

Availability

This chartmustbe made availabjén the manner prescribed 1v5.09.2 (2)to cover major

air routes over oceanic areas and sparsely settled areas used by international civil aviation.

Compliance Noteln areas where the Enroute Chdrt ICAO is provided, there may be no
requirement for a plotting chart.

Coverage and scale

Where practicable, the chart for a particular regimmst cover major air routes and their

terminals on a single sheet.

The scalanustbe governed by the area to be covered.
Compliance NoteNormally the scale will range from 1:3 000 000 to 1:7 500 000.

Format

The sheetmustb e of a si ze that can be adapted for

Projection

A conformal projection on which a straight line approximates a great pitdtbe used.

Parallels and meridiamaustbe shown.

17.5.2.1 The intervalgnustbe arranged to permit accurate plotting to be carried out with a minimum

of time and effort.

17.5.2.2 Graduation marksnust be shown at consistent intervals along an appropriate number of

parallels and meridians. The interval selectedst regardless of scale, minimize the amount

of interpolation required for accurate plotting.
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17.5.2.3 Parallels and meridiamsustbe numbered so that a number appears at least once every 15 cm

(6 in) on the face of the chart.

17.5.2.4 If a navigational grid is shown on charts covering the higher latitudasistcomprise lines

17.6

17.7

17.7.1
17.7.2

17.7.3

17.8

17.8.1

17.8.2

17.9

179.1

parallel to the Meridian or arieridian of Greenwich.

Identification

Each sheemustbe identified by chart series and number.

Culture and topography

Generalized shore lines of all open water areas, large lakes andwivgtse shown.

Spot elevations for selected features constituting a hazard to air navigastme shown.

Particularly hazardous or prominent relief featurestbe emphasized.

Compliance Notelarge cities and towns may be shown.

Magnetic variation

Isogonals or, in higher latitudes, isogrivs, or batiystbe shown at consistent intervals
throughout the chart. The interval seleatedsst regardless of scale, minimize the amount of
interpolation required.

The date of the isogonic informatiomustbe shown.

Aeronautical data

The following aeronautical dataustbe shown:

a) aerodromes regularly used by international commercial air transport together with their

names;
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17.9.2

18.

18.1

18.2

18.2.1

18.2.2

b) selected radio aids to navigation that will contribute to posfiimting together with
their names and identifications;

c) lattices of longrange electronic aids to navigation, as required,;

d) boundaries of flight information regions, control areas and control zones necessary to the
function of the chart;

e) designated reporting points necessary to the function of the chart;

f) ocean station vessels.

Compliance NoteOther aeronautical data may be shown provided that they do not detract
from the legibility of essential information.

Aeronautical ground lights and marine lights useful for air navigatiogtbe shown where

other means of navigation are rexistent.

Electronic Aeronautical Chart Display 1 ICAO

Function

The Electronic Aeronautical Chart Displéy ICAO, with adequate baelip arrangements
and in compliance with the requirements of Annex 6 for chartistenable flight crews to
execute, in a convenient and timely manner, route planning, route monitoring and navigation

by displaying required information.

Information available for display

The Electronic Aeronautical Chart Displ&dy ICAO must be capable of displaying all
aeronautical, cultural and topographic information requiredsbegtion5 and Sections6
through B of this SubPart

The Electronic Aeronautical Chart Displ&dy ICAO must be capable of displaying all

aeronauticalcultural and topographic information recommende&bgtion5 andSections 7
through B of this SubPart
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Compliance Note.The Electronic Aeronautical Chart Displag ICAO may display
supplementary information, in addition to that required for the equivalent paper chart, which

may be considered useful for safe navigation.
18.3 Display requirements
18.3.1 Display categories
18.3.1.1 Information available for displayustbe subdivided into the following categories:
a). basic display information, permanently retained on the display and consisting of the
minimum information essential for the safe conduct of flight; and
b). other display information, which may be removed from the display or displayed

individually on demand, and consisting of information not considered essential for

the safe conduct of flight.

18.3.1.2 It mustbe a simple function to add or remove other display informatioit buistnot be

possible to remove information contained in the basic display.

18.3.2 Display mode and generation of neighbouring area

18.3.2.1  The Electronic Aeronautical Chart Displéy ICAO mustbe capable of continuously
plotting the aircraftds position in a true
surrounding aremusttake place automatically.

Compliance NoteOther modes, such as static chart displays, may be available.

18.3.2.2 It mustbe possible manually to change the chart area and the position of the aircraft relative

to the edge of the display.

18.3.3 Scale

It mustbe possible to vary the scale at which a chart is displayed.
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18.3.4 Symbols

Symbols usednustconform to those specified for electronic charts in Appendix ZAO
Chart Symbols except where it is desired to show items for which no ICAO chart symbol is
provided. In these cases, electronic chart symbalstbe chosen which:

a) employ a minimum use of lines, arcs and area fills;

b) do not cause confusion with any existing aeronautical chart symbol;

c) do notimpair the legibility of the display.

Compliance NoteAdditional details for each symbol may be added according to the
resolution of the output media, but any enhancements may not change the basic
recognizability of the symbol.

18.3.5 Display hardware

18.3.5.1 The effective size of the chart presentationstbe sufficient to display the information

required by 20.2 without excessive scrolling.

18.3.5.2  The displaymusthave the capabilities required to accurately portray required elements of
Appendix 20 ICAO Chart Symbols.

18.3.5.3  The method of presentatiomustensure that the displayed information is clearly visible to
the observer in the conditions of natural and artificial light experienced in the cockpit.

18.3.5.4  The display luminancmustbe adjustable by the flight crew.

184 Provision and updating of data

18.4.1 The provision and updating of data for use by the dispiagtbe in conformance with the

aeronautical data quality system requirements.
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18.4.2 The displaymustbe capable of automatically accepting authorized updates to existing data.
A means of ensuring that authorized data and all relevant updates to that data have been

correctly loaded into the displagustbe provided.

18.4.3 The displaymustbe capable of accepting updates to authorized data entered manually with
simple means for verification prior to final acceptance of the data. Updates entered manually
mustbe distinguishable on the display from authorized data and its authorized updates and
may not affect display legibility.

18.4.4 A recordmustbe kept of all updates, including date and time of application.
18.4.5 The displaymustallow the flight crew to display updates so that the flight crew may review

the contents of the updates and determine that they have been included in the system.

185 Performance tests, malfunction alarms and indications

18.5.1 A meansmustbe provided for carrying out emoard tests of major functions. In case of a

failure, the tesmustdisplay information to indicate which part of the system is at fault.

18.5.2 A suitable alarm or indication of system malfunctioaostbe provided.

18.6 Back-up arrangements

To ensure safe navigation in case of a failure of the Electronic Aeronautical Chart Bisplay
ICAO, the provision of adequate bagk arrangementsiustinclude:
a) facilities enabling a safe takeover of display functions in order to ensure that a failure
does not result in a critical situation; and
b) a backup arrangement facilitating the means for safe navigation of the remaining part
of the flight.

Compliance NoteA suitable backup system may include the carriage of paper charts.
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19.

191

191.1

191.2

192

193

193.1

193.2

ATC Surveillance Minimum Altitude Chart 7 ICAO

Function

This supplementary chamustprovide information that will enable flight crews to monitor

and crosscheck altitudes assigned by a controller using an ATS surveillance system.

Compliance NoteThe objectives of the air traffic control service as prescribedart 172

do not include prevention of collision with terrain. The procedures prescribed in the
Procedures for Air Navigation ServicdsAir Traffic Management (PANSTM, Doc 4444)

do not relieve pilots of their responsibility to ensure that any clearances isgusdttaffic
control units are safe in this respect. When an IFR flight is vectored or is given a direct routing
which takes the aircraft off an ATS route, theNSATM, Chapter 8, 8.6.5.2, applies.

A note indicating that the chart may only be used for ecbggking of altitudes assigned
while the aircraft is identifiedhustbe prominently displayed on the face of the chart.

Availability

The ATC Surveillance Minimum Altitude Cha®t ICAO mustbe madeavailable,in the
manner prescribed in 1.3.8yhere vectoring procedures are established and minimum
vectoring altitudes cannot be shown adequately on the Area 6@hd@AO, Standard
Departure Chard Instrument (SID)d ICAO or Standard Arrival Cha® Instrument
(STAR)O ICAO.

Coverage and scale

The coverage of the chartustbe sufficient to effectively show the information associated

with vectoring procedures.

The charimustbe drawn to scale.
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19.3.3 The charimustbe drawn to the same scale as the associated AreadCh@aO.

194 Projection

194.1 A conformal projection on which a straight line approximates a geodesinlistbe used.

194.2 Graduation markmustbe placed at consistent intervals along the neat lines, as appropriate.

195 Identification
The charimustbe identified by the name of the aerodrome for which the vectoring procedures
are established or, when procedures apply to more than one aerodrome, the name associated
with the airspace portrayed.
Compliance NoteThe name may be that of the city which the aerodrome serves or, when the
procedures apply to more than one aerodrothat of the air traffic services centre or the
largest city or town situated in the area covered by the chart.

19.6 Culture and topography

196.1 Generalized shorelines of all open water areas, large lakes andwmivetfse shown except
where they conflict with data more applicable to the function of the chart.

19.6.2 Appropriate spot elevations and obstachesstbe shown.

Compliance Note. Appropriate spot elevations and obstacles are those provided by the

procedures specialist.

19.7 Magnetic variation

The average magnetic variation of the area covered by thenthstthbe shown to the nearest

degree.
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198

198.1

198.2

19.8.3

19.9

199.1

199.1.1

199.1.2

199.2

199.3

199.3.1

Bearings, tracks and radials

Bearings, tracks and radiataustbe magnetic, except as provided for in82.

In areas of high latitude, where it is determined by the appropriate authority that reference to
Magnetic North is impractical, another suitable reference, i.e. True North or Grid Mosh,

be used.

Where bearings, tracks or radials are given with reference to True North or Grid North, this
must be clearly indicated. When Grid North is used, its reference grid menmoliestbe
identified.

Aeronautical data

Aerodromes

All aerodromes that affect the terminal routingsistbe shown. Where appropriate, a

runway pattern symbahustbe used.

The elevation of the primary aerodrome to the nearest metre anémbbe shown.

Prohibited, restricted and danger areas

Prohibited, restricted and danger areasstbe depicted with their identification.

Air traffic services system

The charmustshow components of the established air traffic services system including:
a) relevant radio navigation aids together with their identifications;
b) lateral limits of relevant designated airspace;
c) relevant significant points associated with standard instrument departure and arrival

procedures;
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Compliance Nai. Routes used in the vectoring of aircraft to and from the significant
points may be shown.

d) transition altitude, where established;

e) information associated with vectoring including:

(i) minimum vectoring altitudes to the nearest higher 50 m or 100 ft, clearly
identified,

(i) lateral limits of minimum vectoring altitude sector s normally defined by
bearings and radials to/from radio navigation aids to the nearest degifee or,
not practicable, geographical coordinates in degrees, minutes and seconds and
shown by heavy lines so as to clearly differentiate between established sectors;

Compliance Noteln congested areas, geographical coordinates may be

omitted in the interest of legibility.

(iii) distance circles at 2bm or 186NM intervals or, when practicable, 4k or 5
NM intervals shown as fine dashed lines with the radius indicated on the
circumference and centred on the identified aerodrome main VOR radio

navigation aid or, if not availablen the aerodrome/heliport reference point;

(iv) notes concerning correction for low temperature effect, as applicable;

f) communications procedures including call sign(s) and channel(s) of the ATC unit(s)

concerned.

19.9.3.2 A textual description of relevant communication failure proceduragbe provided and

whenever feasible, be shown on the chart or on the same page that contains the chart.
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Appendix 2: ICAO Chart Symbols

1. CATEGORY INDEX

Svmbol
No.
TOPOGRAPHY (1-18)
APPIOXIITALE COTIIITS Lo e oo o e ce s ememms s ememmrm et om£s et ams ae e 2mme £ 2me et oes & 2memne s ers s s smmcrsesesemnrss 2
Areas not surveyed for contour information or relief data incomplete 18
Bluff, ¢hiff or esearpment. e 4
COMIETOMS BTEEE et ee s em e e mem s e ermee e nenen 15
Contours .... 1
Gravel ... 3
Highest elevation on chart 12
L OSSR 5
Levee or esker... ]
IOMIRBII PSS oo ce e mem e e e e e e n e e 11
LI O OSSR 16
PALINS et m e e e et 17
Rehef shown by hachures 3
B T S SO SSSS 7
Spot elevation (of doubtful accuracy).... 14
Spot elevation .. 13
Unusual land features appropriately labelled. ... oo 10
HYDROGRAPHY (19-46)
Abandoned CABN et e e e ettt e et e et 30
Canal...covee e e ameee 29
Charted solated rock ... 44
Coral reefs and Jedmes e s e men e e om et esesemnras n
43
39
28
Glaciers and ice caps 42
Lakes {mom-perenmminl ] ..o e e s men e e e mm s emnnaas 32
Lakes (Peremmiatl] oo e e e 31
Large niver (perennial) 23
Baapieds e e 27
B T T e e ce s rmm e e rm s s s e e am e £ £ £ £ £ A A A AR £ AR £ AR A £ A A et n 38
Ricefeld ... 36
Rivers and streams (non-perenmnial) 25
Rivers and streams (Unsurveyerd) o et e e 26
Rockawash ... 45
B LK oottt ee et em et m e e et e oAt £ttt am et e e ann s 33
Sall PANS (EVAPOTEEOE ..o oe oot c e aemmem e ee £ s en s £mmem s s am s s 2mm e ememn et omtermtesamrnsn 34
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Svmbol
Na.
o ) U 41
Shore hine (reliable) ... 19
ot Tl T g L U 20
Small VT (PEIEIILEL ... et e et s st b s £ e s s 2S4S eR b4 e e 24
Spring, well or water hole 37
BB ..o e e e men e e e emenn e 35
TAA] FIALS e et e 21
Unusual water features appropriately labelled. 46
TWEBH et ce s men e en s et e e e e e e e o e et e Amm e et e n e 40
CULTURE {47-83)
Built-up Areas (4750}
BUiBIES oot em et e ce ettt £e e e ettt et em et 50
City or large town. 47
LTS et e e m s ettt emn e e e e am e e amm e e 48
T et e m o e oo ot e et oAt et e et eSSt ettt em et 46
Railroads (§1-56)
Bailroad (single track ) o e ee e e en s 51
Ranlroad {0w0 or Mg BaCKS ). oo e em e e e e 52
Raalroad (under construction)..... 53
Ranlroad bradme e e e e 54
Railroad Stalion. ... et 56
Railroad tummel oot et e e n e e e e 55
Highways and Roads (57-62)
Dl gy e a o mem e et e e m e san e 57
T T 58
61
62
59
60
63
20
Coast guard station ... 73
Dam.......... 67
BTy e e e s 68
Forest ranger station 76
7o
74
75
gl
72
70
64
82
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Symbol
Na.
T OO 6o
Race track or stadium . 77
Telegraph or telephone line (when a landmark) ... ity
Temiple. s &3
AERODROMES (84-95)
Abandoned or closed aerodnOme .o ee e e a1
Aerodrome for use on charts on which aerodrome classification is not required .. 93
OOV = LAR et e ame e e e e e e e n e e e e nmres &4
VAL = WBET oot em e et m et emmss s ammeme e e e eme e es em s s s amem e e an e e emme e e nmres &5
Emergency acrodrome or aerodrome with no facilities 90
HEIEPOTE oo e emc e m s s o e m e mm e e s e e mee e e mss e e et e e mn st mnnree E]
Joint emvil and military — Land e BE
Joint civil and military — WREET e men e sn e B9
B T Tyl I O &6
My — Waler e e e en e e e e e en e &7
Runway pattern in lieu of the asrodrome symbol .o 95
Sheltered anchomame . et mem e et ms et om e n e e 92
Aerodrome data in abbreviated form which may be in associafion with aerodrome symbols..______ . 96
Aerodrome symbals for Approach Charts (97 and 93}
Aerodromes affecting the traffic pattern on the aerodrome on which the procedure is based o7
The aerodrome on which the procedure is based .. 98
RADIO NAVIGATION AIDS (99-110)
Basic radio navigation aid svmbol e G
Collecated VOR and DME radio navigation aids — VORDME 103
Collocated VOR and TACAN radio navigation mds — VORTAC 107
110
102
DME disStamce ... .oeeoeeeeeee e e s e 104
Instrument landimg system — ILS . 108
Non-directional radio beacon — NDB e e ennns 100
Radio marker Beaom ..o et ee e s e e ennea 104
UHF tactical air navigation aid — TACAN e e m st e nen s et aneemnen 106
WHF ommidirectional radio range — VOR._____ et meeme st anfemeestenn et as e e et smen e ee 101
WO TAAAL e e men e e emm e s ms e m et n e s e seemnens 105

AIR TRAFFIC SERVICES (111-144)
Advisory airspace — ADA 115

Advisory route — ADR 118
Acrodrome traffic pone — ATZ . 112
Air defence identification zone — A e 117
Altitudesd THEh Levels o et e et e e ae e e n e et em e e 125
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Svmbol
Na.
ATSMET reporting point — MBI P e 123
Change-over point — COP.......... 122
Comtrol area, Airway, Controlled route . 113
Control zone — CTR .. 116
Final approach fix — FAF .. 124
Flight information region — FIR e 111
Reporting and Fly-by/Flyover !I’um.lu.ma]tt:.-’ ............................................................... 121
b T L [ O B T 120
Uncontrolled route 114
Wisual flight path oo e e e 119

Airspace Classifications (126 and 127)
Aeronautical data in abbreviated form to be used in association with airspace classification symbols .. 127

Aarspace classifICalions e e n e e e 126
Airspace Restrictions ({28 and 129}
International boundary closed to passage of aircraft except through air corridor..._ 129
Restricted airspace (prohibited, restneted or danger area) 128
Ohstacles (130-136)
Elevation of top/Height above specified datum 136
Exceptionally high obstacle — highted (optional symbaol) o 135
Exceptionally high obstacle {up‘tmml ﬁ}mbu]]- 134
Group obstacles .. 132
Lighted group ub.ﬁl!a.(. [._-., JSUERO 133
Lighted obstache oo es e e e 131
OMBSIIEIE .o e eSS e £ e et et e 130
Miscellaneous ((137-141)
Isogomic line or B0monal .o e e se e et 138
Ocean station vessel (normal position)..... 139
Promument transmission lime ... 137
Wind trbine — unlighted and lighted ... et e e 140
Wind turbines — minor group and group in major area, hehted . 141
Visual Aids {142-144)
Aeronautical grownd Tght . e e 143
Lightship 144
Manime gl e e e e e e e 142
SYMBOLS FOR AERODROMEMHELIPORT CHARTS (145-161)
Aerodrome reference puint 151
Hard surface runway ... 145
Helicopter alighting area on an an:rudrm'm: 150
L S 16l
Intermesdiate holding position..._....... 160
Landing direction indicator (lghted) .o e 156
Landing direction indicator (Unlighited) ... e et e s s 157
L T T OSSOSO 155
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Svmbol
Na.
Pierced steel plank or steel mesh runway . - 146
Poant Tight .o et manan - 154
Foumway-holding POSTIHON (oo st s s i st s e 2 e s b2 Sh b £ st i emnrns 159
Funway visual range (RVR) observation sibe. e 153
I I ELY . oo ettt e e m oo st £t £ £ RS £e i LSS e S Smm e oA oLt 5 £t eE s s mcr £t aeammneesmemnrns 148
Taxiways and parking areas. e e e e 149
Unpaved runway - 147
R eIt e e s et oo es s memen e emnrnns 152
SYMBOLS FOR AERODROME OBSTACLE CHARTS — TYPE A, B AND C (162-170)
Building or large structure 164
Clearway ... 170
Escarpment ... 168
Pole, tower, Spime, BIIEIIA, BHC. . oot em s et emmee e o er s s ot et £r s nem e smemnrnas 163
Railroad .. . 165
BT U S 169
Terrain penetrating obstacle plane e e 167
Transmission line or overhead cable - 166
Tree or shrub. .. " 162
ADDITIONAL SYMBOLS FOR USE ON PAPER AND ELECTRONIC CHARTS (171-180)
Collocated DME fix and marker Beacom ..o 180
Collocated radio navigation aad and marker beacon. 178
L | S SO O ORUS SO 179
Holding pattern................ - 173
Minimum sector altitude 171
Missed approach ek e e s e oo em s memen e e 174
Radio marker beacon ... . . . . . . - 177
Fadio navigatiom B ... ettt s s e s e eh 4R e i st 176
BUIIWIY e oo e e e e e et e e e e men e e 175
Terminal armival Bltude et e e et e aneenee 172
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I, ALPHABETICAL INDEX
Svmbol

Nev.

Abandomed camal ..o n et en s e emnn 0
Advisory aimspace — A et em e en s e e 115
Advisory route — ADR______. 118
Aerodrome data in abbreviated form 96
AcrodromelHelipart CRAMS .ot e cme e e sm s s smmmemen e se s 145-161
Aerodrome Obstacle Chiarts e e e e 162-170
Aerodrome reference point ... 151
ARTOAIOIMES et e e et et om et s emsm s amnnn B4-98
Abandoned or closed aerodrome e a1
Emergency acrodrome or acrodrome with no facilities. , . ) 90
Aerodrome symbols for Approach CRAMS ... s e s e men s s 97, 98

Aerodrome tralfie some — AT et e s 112
Aeronautical ground light 143
Air defence identification zone — AL s 17
Adrspace, advisory — ADMA e e e e 115
Adrspace classiMealions e e e 126, 127
Airspace (prohibited, restricted or danger area), restricted, and common boundary of two areas...__._._. 128

Air Traffic Services 111-144
AW Y —— A Y e ettt ee et e et teme st et em et st et et samemt et et e e aene 113
Altitude

Termminal AITIVAL ...t e ee e e e e e e m e em e 172
Altitudes/ Mght levels Lo me e emam e st et semen s ettt e amne 125
Anchorage, sheltered ... 92
Anenma o 163

BT ALY e et o em e s e sma s e omSe e m s et e ee2mem et emcnene 47-50
Mot surveved for contour information or relief data incomplete ... 18
Prohibited ... 128
T T SO 128
ATSMET reporting point — MEP (compulsory, on regquest) e eeemeeeeeen 123

L OSSOSO 4
Boundaries

IIBETIRIIONIAL ettt e e e e e A2 e £ e e et ket e en e 63
Building {on Aerodrome Obstacle Chartsh .o 164
B IS ot f et e m et ee et s s e ems e s ams e s ommes e e e et mmer s srmnn 50
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Svmbel!
Na.
C
Cable, overhead 166
Canal.....oooveoeeeeae 29
Canal, absmdoned..........._.. a0
Change-over point — COP__. 122
Charted wolated rock ... 44
Chart, highest elevation on. 12
Chart symbols, electronic e e e 108, 143,
171-180
LI T OO B0
Oy O BANEE MWL e oo em e e ammmem e et s e e e e e e 47
Clearway — CWY ____. . - . . . .. . 170
I T O 4
CORSE SUATH SUEEIOI cors ettt enss s st s et et st e st 442 b8 kS £ a2 4SS o 2 S s bt ehm s nr 73
Collocated DME fix and marker beacon ... 180
Collocated radio navigation aid and marker beacon 178
Collocated VOR and DME radio navigation aids — VORMDME L 103, 110
Collocated VOR and TACAN radio navigation aids — VORTAC 107, 110
COMTUPASS TOSE oo oem oo rceemms e eme s e emmmm e me e aoe e et e e e e n e e 110
LT T 15
LT o U 1
Comtours, approximate..._.... e e e en 2
Control area — CTA ... 113
Controlled route........ 113
LT B e U 116
Coral reefs and ledges . 22
ClBLPe e 4783
LT T o VT T 63-83
D
67
128
43
102, 110,
176, 177
L 104
L | U 179
Collocated DME fix and marker beacon 180
Diry lake bed o
Dual highway 57
DMUDIES, Sttt em e eee s s ss e mn e s s et e e e €4 e e £ AR A eA AR et 2t am e e ]
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Svmbol
No.
E
Electronic chart symibols e e en s 108, 143,
171-180
Elevation (of doubtful acouracy), SPot. e e e e e 14
Elevation, spot._. 13
ESCArpIment ..o 4
Escarpment (on Acrodrome Obstacle Charts) o 168
T e et oo e e e e e 2t £ 2 e e e 2 9
F
Bl oo s oo st e e m£as s Smme s e a2 mit e ae e m et a2 mmt et en s rmne 28
Fence .. 65
Ferry ... 68
Final .erpru:th ﬁx — rﬂ'il_ 124
Flight information region — ]:_IR 111
FIERE BEWELS e e s e s e oo mms e e s e e mne e et 125
Forest ranger station . T6
OO 79
G
L OO T
Gilaciers... 42
H
Hard surface runway .. - 145
Helicopter .Lllg,htmg area on an arrudrm'm:.. 150
HELPOTL e e m e e cm e e en e et e n e e nen e o4
Highest elevation on chart 12
Highway, dual 57
Highwarys and TOms. ...t ettt s s s e e e e 57-62
HOMIE PAEITL ..o mem e e e mm e e e enen e amn e 173
Hot spot ... 161
Hydrography 19-46
1
IS e e em ot es e emme oo oa s et em et s e ms et £ a2 mis e s a2 mem et e emn et en e 42
Instrument landing system — [LS. 108
Intermediate holdimg posttion e e e 160
International boundary closed to passage of aircraft exLepI: I:hruul.,h AT OO 129
Intersection INT... — 121
Isogonic line or Jsu_g_una] 138
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Lake bed, dry ...

Lakes

MNon-perennial

Perennial

Joint eivil and malitary
Land features appropriately labelled, unusual ..

Landing direction indicator

I OSSO

Unlighted..
Large river (perennial)

LT SO
T T U

Miscellaneous symbaols

BNl T e T

Mosque

NDB

MNon-directional radio beacon — NDB .

NUETEar POWET STIIOM oot amm e e e em s 2ot et et e mamsae

Obstacle Bghit oo n e en e et e e e am e

Obstacles............

O SO WESSEL . oot e e em e e e mr e emmn e
L e U,
T
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Svmbol
No.

142
75
171

137-141
63-83
174

&l

11

155
130-136
139

0
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Svmbol
Na.
Pagoda ... £2
Palms ... 17
Parking areas 149
Pierced steel plank or steel mesh ranway e 146
Pipeline i
Poanl R o ettt oot £t e e £r St £ em e ettt aem£rme smmee e 154
U 163
Power station, nuclear.. — . e emnen 72
Primary road .o 58
PrORIBES BECE. .. ..o oottt te st e e e nse st emmemsmes memss et e an shms s semna eeee s £m s oo tenmn et e ame e et tamm e tmannens 128
Prominent transmussion Bne oo e e e 137
T T 77
Radio marker beacon .. ; . . tteeemeeastaamanneen e s s ama 1, 177
Radivo navigabion and e e e 176
U, O
Collocated radio navigation aid and marker bescon. ..o 178
Collocated WOR and DME e eeee e e e e ae e e s e nen 103
Collocated ViR and T AN e e e e e e e e eesamemnen 107
Badio navigation Bids ..o e e e e meae 99-110,
176, 178
Railroad {on Aerodrome Obstacle Charts) .o 165
LT L T g U 51-56
Balpidhs e enees 7
Relief data imeomplete et et sm s s s e 18
Rehel shown by hachures e e 3
Reporting and fy-byivover funetiomality ..o 121
LT T U 38
Restricted airspace (prohibited, restricted or danger area) and common boundary of two areas________ 128
T L T e I U 128
Bl TRl et e e n e emeen e me e en s e e m e m e e e m e n e memmene 36
River
(Perennial), small ..ot e e e ee 24
(Perenmial ), Lr e e e e e e e a2t emn e memeaee 3
Rivers and streams
B 1 £ 1 25
Unsurveyed...... 26
B I e et et ee ettt £ e et ettt £r e et ettt e £m e amamrrne 6l
Boat], PIIIIAEY <o et e et e am £ s e omm e s s e em et 2t et ee e emm e smamsace 58
Road, secondary e e ettt e s 50
Roads (Highways and Roads). .. et IS, 57-62
o T 62
S T SO SO USSRt 45
Rock, charted ssolated. . et e e mn e 44
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Svmbel!
Nov.
Route
AISOrY — AR e e e e mnn et 118
Controlled..... e neneen — 113
Uncontrolled . 114
Ruins. ... 78
Fumway. ... 175
Hard surface .. 145
L 147
Fumway-holding position ... e e 159
Fumway visual range (RVR) observation site. . 153
5
S BHKE e ee ettt s eme s e ot e £t £t £ 2 SR £ £ S e  £ S SE Rt £ ER e fn Rt enr s 33
Salt pans (evaporator) . . . . . . R
B T SO SSS 7
B T T OSSOSO f
Scale-break (on ATS route) 120
Secondary road . e e e e 59
Sheltered anchormgme o o e s mem e e s om s semnrnas 92
I L ettt ettt n e e £ e A4 e R e A £ A€ e et et 41
Shore line
1%
20
162
24
163
13
14
37
77
146
146
158
Stopway — SWY (on Aerodrome/Heliport Charts) ... 148
Stopway — SWY (on Aerodrome Obstacle CRErS) e s e s nrs 169
SPEIITES oottt e e e e s eeeam e emn e emmemn e e e e n e emm e et e m st S 2 et n 2 emm e e amt 2 e e 2526
164
.................. 35
T
T A N et e oe e mem ettt s em et tm 2e et 2ot 2t ot et £ttt ettt e am e 121
TACAN (UHF tactical air mavigation aid} ..o 106, 110
B FATITIS et d e coe e amem e e £ e e £ A2 e £ e A2 e At e ettt El
TasiwWays oo 149
Telegraph or telephone line (when a landmark) s &b
oI et em et ems et 2mm e et et et it £ et smm et esessmnrns £3
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Svmbol
Ne.
Terminal arrival Alitwde — TAA .o cr e e s ses e mem e e s s e am e b e et 172
Terran penetrating obstacle plane e e 167
TR FTALS e e e e e s e m e e e s m e e e e s 21
1-1%
74
163
48
47
TR et s e e s e e e At em 2 e e s e 1]
Transmission line
Omn Aerodrome OBSIAClE CREAMTS. ..o e e ceem e et ammmss s e e et £ et et ams et s amm £t amsamn e 166
PROITMIRMETIL <o em e e e e s e e et m et e s m s e s e 137
Tree
COMITRETIIS e e ee e 15
On Aerodrome Obstacle Charts e 162
OHBET e em e e en e 16
U
UHF tactical air navigation aid — T AN s 106, 110
L L e U 114
Unpaved nanway ... . 147
Unusual land features appropriately labelled. .. ]
Unusual water features appropriately labelled. .o 46
v
WFR reporting POIRL ..o eeem oo em e mnem e emem e e aenem e e e aem e e mnn e amnnne 121
VHF omnidirectional radio ramge — VOBt oo eae e e amenne 101, 110
Village 49
WASIAL AIS oottt e n o e et n e e ame e e e 142-144
Visual flight path 119
VOR oo 121
VOR check-point 152
WIORIDIME ...t e e ee e e an e s e e e em e e i 2w e e e s e memes 121
VOR/DME (collocated VOR and DME radio navigation aids).. . 103
WIOR FAATAL ..ot e e e e sm s e s e am 2 e e s s 105
WM R T AT e eemcreee e smmnm e snm s s emmnme e s ame e e e e o 4 e 4 £ e A 8 44 E e 48 S A A e 2 A 121
VORTAC {collocated VOR and TACAN radho navigation ands)...._. . 107
VOR (VHF omnidirectional radio FmEme) ..o e 101
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Svmbol
Na.
W

40

85

£7

89
Water features appropriately labelled, umsinal.... e 46
Water hole (perennial or intermiatlent) e 37
Waypodnt — WP T e . , 121
Well (perennial or IMBETMIEIE] oo e e 37
Wind turbine, unlighted and lighted 140
Wind turbines, minor group and group in major area, lighted 141
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TOPOGRAPHY
P ) - R
L . 12 | Highest elevation on é
-t @
2 | Approximate cortours reveine 4 17456
— - 8 | Levea cresker é
”\ P, 2 g Larhbaag, e 0397
3 | Refief shown by hachures %x\f}:}é 13 | Spol eevaion el
== P o T
4 | Bl ciff or escarpment R TP 14 | Spot slevation (of deubtul 6370"
Unusual land feates oy
appropriately Bbelied % b
5 | Lavaflow 10 16 | Canflerous trees r. ‘ 5‘ » >
/ _,.,.- -— —
§ | Send cunes Active volcano :‘ 5 16 | Otwer lees ;Qq—éz
. S — 2 - =
5305 Pains -
7 | Send area 11 | Mountain pass J< 17 E'Z’ T. T
ITBI Areas not surveyed for contour information or refief data incomplete Caution
HYDROGRAPHY - i
19 | Shore ine {refable) 18 | Resenoir W Reservir
Anandaned canal
% | Noe— Orycanalhawg [~ = ===
dandmark vale.
20 | Shore ine (unreliable) 2
. 39 | Dry fake bed g
21 | Tidal flats 31| Lakes {parennial) =
22 | Coral roefs and ladges ‘, P
32 | Lakes (non-perenrial) g 40 | Wash g
23 | Large river [perennial) ja <
24 | Smallriver (perennial) 33 | Saltlake b 41 | Shoals
. ] o : = 2
pans (evaporatar) 42 | Gladers ard io2 caps (/ '_?'\‘
2 Rivers and séreams —t— — — t L use
{non-perennial)
3 | Swamp 43 | Dangerline (2 mor
ane fathem fne)
% Rivars and streams &
(unsurveyad) 2
! . 5 | Pt g — 1 44 | Charad isalaled rock +
iy —1
27 | Repids Py TR .
— ———— |4 | Rockawash +
! " ° |
25 | Fals perernial i
o= = = N e——
water hole 45 | Unusual water fealures
20 | Canal Interrntiznt o | appropristely babellod
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CULTURE
BUILT-UP AREAS HIGHWAYS AND ROADS MISCELLANEQUS (Cont.)
Eﬁ[l 57 | Dusl highway 63 Pipeline Poeine N\
47 | City or large kown
{_r\jl:l 58 | Primary road 70 Oflorgas field A
71 Terk fams bl S 0
48 Town (o] 59 | Secondary road
72 Nuclear power station L'
49 | Vilags o ot 0200000 | m———-
73 Coast guard station 4..
50 | Bi 61 | Road bride —
g ..-.l 74 Lookout fower ®
62 | Road tunne! —3--f— " - -
RAILROADS
76 Forest ranger stalicn ‘
i | lbond it gy MISCELLANEOUS
77 Race track or stadium =
61  Boundaries (nlernaticna’) S— 0
52 Railroad (two or more tracks) " W 78 Ruins &
! 64 OQuler boundaries e e
53 Ralroad (under constnuction) | —— —b— | fod pu
85  Fence K= X ==X
8)  Church 3
54 Rairoad bidge —=— o Tkgephormeptoneie _y__ o
(when a landmark) [ 81 " 3
55 Raircad tuneel —--t— at | oaa ‘ S e 3
[
56 = Raircad slaion B B3 Femy /L'D‘f | 83 | Temple £
AERODROMES
g Cwil Land O 83 | Joint civil and milary  Land @ 92 | Sheltered anchorage &
85 Civl Water '@ 89 | Joint civl and milkary  Waler Aerodrome for use cn charts
93 on which asrodiome C}
classification is not required
8 Mitay  Land O % m;’e‘:‘?’mﬂ O 0.9, Encoute Charts
87 | Mitary Wl @ 91 | Abandcesd ce closed sard @ 94 ol @
o ce aarodrome Hota— Asrodrame for the
erchisive use of halicoplers

Note — Where required by the function of the chart, the runway
9% pattern of the aerodrome may be shown in leu of the
aorodrome symbo, for example:
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AERODROMES (Cont.)

AERODROME DATA IN ABBREVIATED FORM WHICH MAY BE

IN ASSOCIATION WITH AERODROME SYMBOLS
(Reference: 16.9.2.2 and 17.9.2.2)

Name of gerodrome
Elgvalion given in e unds of measuremont (mees or Langth of Icngast runway n hundreds of metres or fest
fesd) sedected for use on (he chart (whichaver unit is saiected for use on tha charf)
UVINCSTONE
% 37 L KB
Minimum lighting ~ abstacles, bourdary o
rurmway lights and lighted wind indicator or Runway hzrd surfacad, narmally &l weather

landing drection indicator
Nale~ A dagh (=} &5 [0 be insartad where L or H do nol apply

AERODROME SYMBOLS FOR APPROACH CHARTS

Aerodromes aflecting e traffic patiern on The aerociome on which the
97 | e serodrome on which the procedure 9 ‘:v;:eaure DY ;;s:d
is based

RADIO NAVIGATION AIDS*
Basic radio ranigaton aid symbo! Colocated VOR and TACAN
99 MNofe— This symbal mey be used with or Q 1071 i navigation arls VORTAC 104
without a box fo enciose the dafa.
PLAN VIEV/ e
100 Non-directional radio beacan NOB 3
Elamne
101 VHF omaidrectonal radio range VOR ©
FRONT COURSE
108 strument landing 4
system LS
102  Distsnce measwring equipment DME = EACK COURSE
Coliocated VOR end DME : .
1o radio navigation ads VORDME U Eleckoni
4
Distance in kilometres GLIDE PATH
(nautical mles) fo DME - 18k
104 DME distance mm
Icentificaton of KAV Elipical o
radic ravigation &l
- Ll N — Radio merker beacon 1
Radial bearing from, 103 Bone Shape < x )
1
9] o adiferifcationol, VOR R 090 KAV,
106 UMF tachical ar navigation ain TACAN v Note.— Markar beacen may be shown by cutine, or stpple, or bod,
0 /‘5\ ’ VOR o
Compass rose 3 ’3 Cornpess o5t 1 b8 Lsed as approprale
q1p | Tobe orentated on the chart in ~R * in combination with the following o Qa
accordarce with tha alignment of symbals:
the statian (noemally Magnetic North] 4 8l TACAN <
Node.— AddiWonal poinfs of compass may be added 35 requred ’ VORTAC 104

*Note, — Guwdance matenal on the presentabon of radio navigation axf data is gven in the Aeronautcal Chari Marual (Doc 8497)

L1l
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AIR TRAFFIC SERVICES
o) ron = - 17| Airdsience ierifcalion soe ADIZ Ahﬂ
12| Asmdmme kaffic 2one ATz U
G ======
| oz o § ol Ay sor | & | I Wk
y Y
Comrsted e = (Wm0 | |TTTT="
= m i“hmi’m iiii@il‘ii
14| Uncortroledsote 000 e e e E::ﬁiw mﬁumﬁmmﬂt sees(B)eese
repommendad AEREEE R
115| Adwisory airspace ADA, —_— = —
120 TS ) g
16| Cankal 20ne [y [ Bl e ——
Significant Point Functionality
Sgriicant pain degichen Sigpilicsnt ot hepickion for e rnigpalion
REPCRTING | On request | Comgulsary | On request | Compubsery | On request | Compubsery
FLE-BYIFLY-0VER NA) (LU by Ty-bry Tyowver Tpawer
e | A A a4 @ @
Imersection INT Fa¥ r Fay s @ @
e e v|v v @ ®
Basic Symixls
121 wih hnclorally TACAN A7 W AV W
- cle/oe ®®
we | o|w|o|w|0®
—_ e LSOO @
For details cn use and
meaning of these symbols,
refer to paragrach 24
Tbbe:.pﬁ-if::mdmu o = =
12|  apprepriste route al ATIMET  ypp 124| Final appreach fx FAF
ﬁmmuhﬂ J | rpotingpue On request ] +
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ZAI TECHNICAL STANDARDS
Namibia Civil Aviation Authority (NAMCATS)
N A A Safety& SecurityDepartment
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AIR TRAFFIC SERVICES {cont.}
: ARG vl “Window” ; m Eg
Y urabl:lm'aﬁ,;del‘\'ughtle‘:ﬂ _ 7000 FL70
"t or below” alfiuedfightfavel 5000 FL 50
125 Athutesiightievels . —
Wandetory” alitudedfight lavel 3000 AL 30
"Resommended” procadure alttuceight level _ 5000 PO
“Expected” altitude Expect 5000 Expect FL 50

Noda— For use only an S0 and STAR chars. Nod intenced for depiction of minimum abslicke cearance atfods,

—l e )

AIRSPACE CLASSIFICATIONS

Aeronzulical daka i abbeesiated frm bo be used in essociation

R | it impace dessiction symbol:
T maoonion 1191 [ a00m acL-FL 245
- - - —
i T Maria o Radio Nr&pme Wertical
12 “‘;‘;ﬁ“w | —_ . W Slhg Meenciisl disierten it
| | |1 g -
. 2 TMA DONLON
E' FL 245
| 200m AGL
| . L | 1191
AIRSPACE RESTRICTIONS
| Restricted aispace f/////f////////},’f T o W
(| [Peohiited, rstricted or danger ares) s it -
Mielz— The angle and densiy of rukgs may be vaned accoming fn stafe and Me sre, shape and ivdandilon of fe sma
123 | Intermstional boundary closed ko passage of alrcrad except fough s comidor %%
OBSTACLES
0 Obslace A 134 Excopionly high otstade (cptional symbol) L
W Lighted cbstacle ﬁ. 35, Escaptonaly high abstac —ghled foptanal symbel) A
1 Mols:— For chetacles Fiavig  heighl 6f fhe ceder of 30 m (1 000 1) above temaia, ’
132 Gioupchslecks M = a
- o
Ty 136 Elevationof top flalis)——— __ Hesght above specified datum
133 Lighted group abstacles M (EF [4pighttype n pareniheses)
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MISCELLANEOUS
T !
137|  Prominent transmission line B e P 2% A
| 7 | [0 Wind wibine— unlighted and ighied 1 1
|
18] Isogeni fine or isaganal PE— | ] ol
| \ P
| Wind turbines — minor growp and g Ll
141 3
138 Ocaan station vessel (normal positon) up . J l group in major area, lighted li 'E%;l
VISUAL AIDS
‘o ’ Mot 7. Mario atiematng Aghs are rod and whto ankiss pibermise
iatnd Msning s ae wive cnvass cokoars are 2lfud
2| Marino ight Alt Alomal Ml Fashi | O Qo we Second
Not 2.~ Chavactaristes are B Bhe B G B R Rod & (Ul Unwaiched
e R P Fired Gp Goop | SKC Sechr W White
| Eocronic
M3 Aeronautical ground light w * 144 Lightship J;
SYMBOLS FOR AERODROME/HELIPORT CHARTS
145 Hard surface rurmway - ?
== ——— % 154|  Point light [ ———
146 Pierced steel plank or stee! mesh runmay \ o}
147]  Unpaved runway e Obstacle ight | b4
== 0 Wiy
u8l Swgwey P | 55 Uoocng drectioninsean (e T
E' 157 Landing drection indicator (unlighted) T
149 Taxmways and parking aveas ' =
158 Stop bar e
: ! !
150 Helcopter alghting area on an aercdrome @ Ruma-holdirg Patemh | ==
P - 199 posifm; Pattemn B Imr
181 Aesodrome reference polnt ARP e \
| | | Mt For appbcaton. 358 Aanax 14 Yo ( 8.2 10 |
152 VOR check-point «© 160 Inermedists holding position e |
| et Foraggieakon. 500 Annw 14, ¥okme , 52 11 |
153| Rumway visual rangs (RVR) observaticn sita | D ‘151 Hot spot IO
Mot Hol szt hocadon 1o be circied.
SYMBOLS FOR AERODROME OBSTACLE CHARTS - TYPEA, BAND C
Plan Profie Plan { Profie
12| Treo or shrub *
MaEERY Iienficain 167|  Temsin penctrating obstacie plane !_/‘f/_\\
———T 1 number
163| Pole, tower, spire, anterna, elc. © ‘
== = y 168)  Escampment frmm
164 | Bullding or large structure W R ] e ———— et ~
= = - 169 Stopuay SWY ] '
165| Raivoad B soesesl
A VU B (1 (S Ooa D ool o e O Qe din) h ]
P | 170, Clearwa owy !
[166  Transmission kne or overhead cable T Y ] _________ J
| = | -
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—

Mirimum sector 2§tude

Node.— Tris gpmbed mey be madibed fo reflec! MsA
pamiculsr seckr shapes,

17t

172 Terminal amyal atiude

Nale.— This spmbof may be modiWed fo nflect
PaMculEr TAA shapes.

174|  Missed approach frack

PROFLE
| 175‘ Runway
Radio ravigation aid
176| (typaof aid and fts use In the proceduns % be anrotated
on fop of the symbal)

e

DME fix

17 Radio marker baacon
(type of beacnn lo be annctated on top of the symbol)

Colocated radio navigation ad and marker beacon
{type of &d 10 be annotated on fop of the symbol)

179| (distance from DME and the fx ue in the procedure
to be annotated on top of the symbel)

PLAN VIEW

TAA

Collocated DME fix and marker beacon
180| ({distance from DME and the type of beacon
to be annctated an top of the symbol)

215
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TECHNICAL STANDARDS
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Part 175: AIS

Appendix 3: Colour Guide

CHART SYMBOLS

Cutture, excapt hghwarys and roads; outlines of large cifies, grids and graticules
spot elevations; danger fines and o¥-shore rocks. names and letiering sxcept for BLACK
aeronauiical and hydrographic features
CK 2 e TR
Bult.up areas of clies E}A : A S
Stipple :
BLACK Sty
Half-tone
Dona
Hghways and roads Option
) colurs
RED
Bult-up arees for cities (altemative fo black stipple) YELLOW
Contours and lopographic features: ltems 1 theough 10 of Appendix 2 BROWN
Hycrographic faatures: Itens 38 through 41 of Appendix 2 y
Snore lines, dranage, nvers, lakes, bathymetric contours and other hydrographic fealures BLUE
including thesr names o descrpion "
Open waler areas x BLUE
Half-tone
Salt lakes and sait pans BLUE : ’
Stipple 3
Larga non-pereanial rivars and non-perennial lakes BLUE
9 Stipple
""AC{NTA -
Asrenautical data, except for Enroute and Area Charts — (CAD, where different gonal
colours may be recuired. Both contours may be used on the same shest Gptional
but. where only ane coiowr IS uSed, dark biug Is prefered colours
DARK
BLUE
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Vioods

Araas which have nol been surveyed for contour information

or relie! data are incomplete

WHITE

VIOLET

CRANGE
BUFF

YELLOW

GREEN

BLUE-
GREEN

Mote.— Basic tins are idanfical o thase specified

for the Intermadional Map of the World

CHART SYMBOLS (Cont.)
GREEN
GOLDEN
BUFF
Cpaonal
colows
WHITE
HYPSOMETRIC TINTS
Tint for extrame elavations
Tint for higher range elevations
Tint for micdle range elevations
Tint for lower ranga elevabions m
Tit for areas beow sea level .

SEPIA

SROWN

BUFF

GREEN

WHITE

BLUE-
GREEN

LIGHT
GREY
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Appendix 4 HypsometricTint Guide

(Alternative systems, reference 2.12.2)

WHITE

SEPIA
VIOLET
BROWN
ORANGE
o
BUFF
BUFF
YELLOW
|
GREEN
Hat-tone

GREEN .
GREEN - WHITE

4— Sealevd » —‘
GREEN GREEN GREY

?

Note 1— Thesa finis are dandical fo thase speaified for the infamational Map of the Warid

Nate 2— Elevations have nof been associafed with firds of efther syslem in arder o alow for fiaxiily in fhei sefechion
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Appendix6: Aeronautical Data Quality Requirements
Table 1 Latitude and Longitude
LATTUDE AND LONGITUDE CHART INTEGRITY
RESOLUTION CLASSIFICATION
Flight information region boundary points. as plotted routine
as plotted routine
P, R, D area boundary points (outside CTA/CTZ
boundaries).
P, R, D area boundary points (inside CTA/CTZ as plotted essential
boundaries).
CTA/CTZ boundary points. as plotted essential
Enroute NAV/AIDS and fixes, holding STAR/SID 1sec essential
points.
Obstacles in Area 1 (the entire State territory). as plotted routine
Aerodrome/ heliport reference point. 1lsec routine
NAVAIDS located at the aerodrome/heliport. as plotted essential
Obstacles in Area 3. 1/10sec essential
Obstacles in Area 2. 1/10sec essential
Final approach fixes/points and other essential 1sec essential
fixes/points comprising the instrument procedure.
Runway thresholds 1 sec critical
Taxiway centre line/parking guidance line points 1/100 sec essential
Runway end (flight path alignment point) 1 sec critical
Runway holding position. 1 sec critical
Taxiway intersection marking line. 1 sec essential
Exit guidance line. 1 sec essential
Apron boundaries (polygon) 1 sec routine
Aircraft stand points/INS checkpoints. 1/100 sec routine
Geometric centre of TLOF or FATO thresholds, 1sec critical
heliports.
Table 2 Elevation/ Altitude/ Height
Elevation/altitude/height CHART INTEGRITY
RESOLUTION CLASSIFICATION
1m orlft essential
Aerodrome/heliport elevation
WGSB84 geoid undulation at aerodrome/heliport 1m or 1ft essential
elevation position.
Runway or FATO threshold, ngprecision 1m or 1ft essential
approaches.
WGS-84 geoid undulation at runway or FATO
threshold, TLOF geometric centre, nprecision 1m or 1ft essential
approaches
Runway or FATO threshold, precision approaches.| 0.5m or 1ft critical
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WGS-84 geoid undulation at runway or FATO 0.5m or 1ft critical
threshold, TLOF geometric centre, precision
approaches
Threshold crossing height (Reference datum height 0.5m or 1ft critical
precision approaches
Obstacle clearance altitude/height (OCA/H) As specified in PANS | essential
O
P
S
(Doc 8168)
Obstacles in Area 1 (the entire state territory). 3m (10 ft) routine
Obstacles in Area 2. 1m or 1ft essential
Obstacles in Area 3. 1m or 1ft essential
Distance measuring Equipment ( DME) 30m (100ft) essential
Instrument approach procedures altitude As specified in PANS | essential
O
P
S
(Doc 8168)
Minimum altitudes 50m or 100ft Routine
Heliport crossing height, PinS approaches 1m or 1ft essential

Table 3 Gradients and Angles

Type of gradient/angle Chart resolution Integrity Classification
Non-precision final approach descent gradient 0.1 per cent critical

Final approach descent angle (Norecision| 0.1 degree critical

approach or approach with vertical guidance).

Precision approach glide path/elevation angle 0.1 degree critical

Table 4 Magnetic Variation

Magnetic variation Chart Chart resolution Integrity Classification
Aerodrome/heliport magnetic variation 1 Degree essential

Table 5 Bearing

PUBLICATION INTEGRITY

BEARING RESOLUTION CLASSIFICATION
Airway segments. 1 degree routine
Bearings used for the formation of an en route and of a 1/10 degree routine
terminal fix
Terminal arrival/departure route segment 1 degree routine
Bearings used for the formation of an instrument approach| 1/10 degree essential
procedure fix
ILS localizer alignment 1 degree essential
MLS zero azimuth alignment 1 degree essential
Runway and FATO bearing 1 degree routine

Table 6 Length / Distance / Dimension

Length/distance/dimension

| Chart resolution | Integrity Classification
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Airway segment length 1kmor 1 NM routine

Distance used for the formation of an en route fix 2/10 km (1/10| routine
NM)
Terminal arrival/departure route segment length 1kmor 1 NM essential

Distance used for the formation of a terminal and instrun

2/10 km

(1/10] essential

approach procedure fix NM)
Runway and FATO length, TLOF dimensions Im critical
Runway width Im essential
Stop way length and width im critical
Landing distance available im critical
Takeoff run available im critical
Takeoff distance available im critical
Acceleratestop distance available im critical
ILS localizer antennaunway end, distance As plotted routine
ILS glide slope antennthreshold, distance along centre line | As plotted routine
ILS markerthreshold distance 2/10 km (1/10| essential
NM)
ILS DME antennghreshold, distance along centre line 18- | as plotted essential
5 / essential
MLS azimuth antennaunway end, distance 1 x-BY routine | as plotted routine
MLS elevation antennthreshold, distance along centre line | as plotted routine
MLS DME/P antenndhreshold, distance along centre line | as plotted essential
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Appendix 7: Specimen of ICAO Charts

AERONAUTICAL CHART MANUAL cf Chapter 7.3 SPECIMEN CHART
AERODROME OBSTACLE CHART — ICAO DONLON/ International ............cco.c...
DIMENSIONS AND ELEVATIONS IN METRES TYPE A(OPERATING LIMITATIONS) RWY 27R /09 L
MAGNETIC VARIATION  3° W — JAN 1890
RWY2TR/09L
0 ¢ DECLARED DISTANCES . -
E ] RIWY 09 L RWY 27R c E
E 00 TAKE-OFF RUN AVAILABLE 2800 E ]
60 2800 TAKE-OFF DISTANCE AVAILABLE 2800 E E
METRES 3 00 ACCELERATE STOP DISTANCE AVAILABLE 2800 5 .
E 2800 LANDING DISTANCE AVAILABLE 2800 E E
FEET o E k| E E
. £ s k| 3 Ey 4 711
™ Wb i S - E |sworeiZt & R
il E ] R J b S :
200 4 4
0 Beevnnninly d ! WL FEET AETET] FRRRTITITTI [ARRTTRRRNE AT (RN dg
Hff = [ 2800 300 3400 3700 4000 4300 4800 4900
=0 3400 3100 2800 -0
100
25 IR
ol [
Al 40
®
VERTICAL U
SCALE
1:1500 48
@
e ®
LEGEND
IDENTIFICATION NUMBER [E] AMENDMENT RECORD
POLE, TOWER_ SPIRE, ANTENNA, ETC. ® HORIZONTAL SCALE 1 : 15 000 No. DATE _ ENTEREDBY
BUILDING OR LARGE STRUCTURE -
RAILROAD —+—t—t METRES
TERRAIN CONTOUR e 400 30 a0 0 S0 1000 1500 2000 2500 ORDER OF AGCURAGY
2 T S
TERRAIN PENETRATING OBSTACLE PLANE AT e 5 - 1 T - 1 HORIZONTAL 00 m
1000 S0 0 1000 000 3000 4000 5000 000 000 8000 VERTICAL B0 m
FEET
DATE OF AERONAUTICAL PRODUCING ORGANIZATION REFERENCE NUMBER
INFORMATION 200
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AERONAUTICAL CHART MAMNUAL cf Chapter 7.14

SPECIMEN CHART |‘II 2|

AERODROME GROUND APROM ELEV TWR 116.1
MOVEMEMNT CHART — ICAD 2Bm APRON 1316 CITY/AERODROME
i
LI
ELEV . ELEVATIONS AMD DIMENSION IM METRES
" BEARINGS ARE MAGNETIC
BOR. 1169
ELEV
,;f, 30
E VAR 3w — 1030
AMHLAL RATE
OF CHANGE T E
WY
o
o
)
7
.\
TERMINAL TWY
AND A ¢ TAXIWAYS 23m WIDE
ABM BEARING STRENGTH
Elw PEMN BORBMWIT
TAXIWAY EDGE LIGHTS
O ALL TAXINAYS
TAXIWAY CENTRELINE
LIGHTSONA, B, C, D E
WY
AL o
B
ELEY
20
:
BOR. 1189 e
A WY LEGEMND
A
ELEV YOR CHECKPOINT A3
:ﬂ: T AMD FREQUEMNCY BOR 1162
i ATC SERVICE BOUNDARY “bgaie
300 a 530 1032 TAX] - HOLDING POSITION
bbb L ] PRECISION APCH RWY mor
500 i 1000 2000 00 NOM-PRECISION APCH RWY ===
et STOP BAR -
DATE OF AEROMNALITICAL PRODUCING ORGANLZATION REFEREMCE HURBER
BFORMATION B2S0
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AERCNAUTICAL CHART MANUAL of Chapter 7.4

SPECIMEN CHART
AERODROME OBSTACLE CHART — ICAQ
AN AT THPER CATYIRERDOROME, COUNTRY
- . - - - . - e - e
y
AERODAIME ELEVATION 3 METRES ’

———————

P ————
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AERONAUTICAL CHART MANUAL ¢f Chapler 7.6

SPECIMEN CHART @

DISTANCES AND HEIGHT IN METRES

PRECISION APPROACH TERRAIN CHART — ICAD

CITYIRERODROME

RWY 27 RiDSL

3

T TN Y LY RS
o L1l

f"“‘ CET T Iﬁl H'ﬁ'

L SR -

\ e 1
- W=
s i
af .
sk
8- i
' il
i
0
F 1 200 *
N /
Veriical scale
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CONTOUR R —— Smpdin 7 / I § — r%
o
CENTRELINE PROFILE —— &
—
DEVIATICIN AT LEAST £3 m FROM T
CENTRELINE PROFILE ! |
AEPROACH LIGHTE o T HORIZONTAL SCALE 1:2 500
AMENDMENT RECORD VERTIGALSCAE VWO | A o e e e e e |
Mo. | DATE ENTERED BY P
CONTOURS AND HEIGHTS ARE RELATED
T ELEVATION OF FiVY THR WARING m ;
Tl virtaioni tr
00 0 m 10 1_2
Hgh wi
. -4
Liw il = m -
[OATE OF AERONALTICAL INFORMATION PRODUCING ORGANIZATION REFERENCE NUMBER
T
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SPECIMEN CHART E

AEROMALTICAL CHART MANUAL of Chapter 7.7
ENRDUTE CHART — ICAD [
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AEROMAUTICAL CHART MANUAL cf Chapter 7.7

EWROUTE CHART — ICAQ

LEGEND

M mang e

Advisory Routs [ADR)

Asea navigation route [REAV]
S casgratcs

Mg pacs.
“Diatrea  bamaze

Change-cver peint [COP)
Temmrcs i ciomer ar
B R ragaan

[

Ruporting point [REF)

COMMUNICATION

ATSMET 1

FACILITES

AKVIN AFP 1207

Rastricted airspace

TWR 118.3

JO—— AUSWELL ACC 1203
W oty DONLON /el AFP 1121
PPk ] - TWR 1181
R = Raricied

0= Dinger

WHF cannidirectional radie range
R

(VOR)
Camrzsnn e cramtaies on e
char 1o agrete: Merth

Mon-directional radio beacon
{NDB)

Distance measuring equipment
{OME]

Cadeated VOR and DME
mavigation sids (VORIDME)

Mentfcation for radic navigation aids (NAVAID) . BODRSPUK
VORDLE e
nR

e ren————

Elemstion of DUS . o e 20,70

T
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“Wna ke Sttads (AL
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CIVERLAPS CHART GRC4

A}

Rt — A S iy s i b e M
DATE OF AEROMAUTICAL INFORMATION
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AERONAUTICAL CHART MANUAL cf Chapter 7.8

SPECIMEN CHART IE

LEGEND
CONTROL AREA (TMA]} (AWY) | —
ADVISORY ROUTE {ADR) : : :
CONTROL ZONE CTR)] — e

AREA CHART — ICAO

ELEV, ALT IN METRES
DIETIN KM

BRG ARE MAG
VAR ITW 395

DONLON  TWR 118.1
DEP 123.7

REPORTING POINT {Compulsary) " AKVIN TWR 1183
DEPARTURE/ARRIVAL ROUTING DOM 24
DISTANCE IN KILOMETRES <ET»
MINIMUM FLIGHT ALTITUDE 1500m
3407

MAGNETIC BEARING

RADIO NAVIGATION AID MAME
NAVAID TYPE AND FREQUENGY

IDENTIFICATION

COORDINATES

ELEVATION OF DME ANTENMA

DATETICW
&0m

Area minimum altitude (AMA)

Each 1" quadrilaleral conlaing an anea minsmum allitude [AMA) which

represanls the lowest aliiude which may be ussd undes

natrument

meleorological condilions (IMC). The AMA provides. a minimum dearance
of 300 metres (GO0 m in mountsinous ansas) abave &l obstaces in the
guadsilateral. Il s represented in thousands and lens of melres above

mean sea level.

Example: 1140 metres 1 14

COM FAILURE
Sel transpander code TR0

Maintain lasi assigned speed and LVL, or MMM FLT ALT, if higher

Tar 7 MIN Tabawing lime of:

a) reaching last assgned LVL or MNM FLT ALT, of

b) setling ranspendes code TEO0; or

€] failure 1o REP over compulsory REP, whichever is [ses.
Thereafler adjust LVL and spesd according o FPL.

(DATE OF AERONAUTICAL INFORMATION)

"
3
: 0
CONTOUR
E INTERVALS 84
E o 20 ‘M\'
g bt
i & 15 m
3 !
o

230

TMA DONLON

3as8

—

,——DDNESI’ =
DR 1143 DNG

i

KOE 234 DOT

52"

TE N

OIER W

B1°5142° N
A31°4008" W

241 260

(REFERENCE NUMEER)

(PRODUCING ORGAMIZATION)
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AERONAUTICAL CHART MANUAL cf Chapter 7.8

SPECIMEN CHART

LEGEMD
CONTROL AREA (TMA) (AWY) | —
ADVISORY ROUTE AOR)| o o
CONTROL ZONE [CTR)| — —
REPORTING POINT (Campulsary) 'S
DEPARTUREIARRIVAL ROUTING ponz
DISTANCE IN KILOMETRES <57
MINIAUM FLIGHT ALTITUDE 1500m
MAGMETIC BEARING 3407
RADIC NAVIGATION AID MAME
NAVAID TYPE AND FREQUENCY
IDENTIFICATION
COORDINATES

ELEVATION OF DME ANTENNA

03T W
&0 m.

Area minimumm alibude (AMA)

Each 1" quadrilateral conlaing an afsa minsrum allitude [AMA) which

repressnls the lowes! alltude which may be usad under instrument

meleorological conditions (IMC). The AMA provides a minimum dearance
of 300 melres (00 m in mounisinous amess) shove all shatades in the
guadsilateral. ILis represented in thousands and lens of melres abowe

mean sea level.

114

Examgle: 1140 meines

COM FAILURE

Sel iransponder code TEH0

Maintain |2l assigned speed and LVL, or MMM FLT ALT, il higher
Tar 7 MIN falowing time of.

&) reaching |asl assgned LWL of MMM FLT ALT, af

b) setling lransponder code TE00, ar

¢} failure io REP aver compulsory REP, whichever is lajer.
Theraafler adjust LVL and speed acearding o FPL.

CHANGE: Tarran padmyal

AREA CHART — ICAOQ TMA DOI

ELEV, ALT IN METRES

395

DIST IN KM
BRG ARE MAG
VAR 3TW 395 DOMNMARD—
DB 272 41 a8 3
DONLON  TWR 118.1 2588
DEP 123.7 §

AKVIN TWR 1183

52°2T54” N
D334 W

T4 DONLON.
FL 245
200 m AGL

11801

KODAP
B175142° N

COMTOUR
NTERVALS O3T4806" W
KM
10 ko k. ) 0
L L L L 1
T T T T T
5 0 18 m 3
Hu

(REFEREMNCE NUI

(PRODUCING ORGANIZATION)

(DATE OF AERONAUTICAL INFORMATION)
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AEROMAUTICAL CHART MANUAL cf Chapler 7.9

SPECIMEN CHART

7

STANDARD DEPARTURE CHART —
INSTRUMENT (SID) — ICAQ

TRAMEITIOMAL ALTITUDE
2450 m

TWHR 1181

APP 1181
ACC 120.3

DONLOMN/Intl (EADD)
RWY 2TR
BOR 1A DNS 2B

DON 2A KODAP 24
T "|“|| T T T T TTT T T T TTT T

COM FAILURE
EET TRANSPOKDER CODE TE08.
CROSS BOR (DS 1 DON ( KODAP CLIMBING FOVAT
LAST ASSIGHED AND ACKNOWLEDGED FL BUT NOT
BELOW MK FLT AL T CORTINLE CLIME TO FPLFL
“LEAVE LAST ASSISMED FL OR ALT AT EARLIEST
T M AFTER IT 15 REACHED.

f— \\\ N
N  SAe 2865 :
N N & 5“/_\\ o 1
- ""-.\ =
- 172 \
~ 276 262
= S '.'D‘:::LREA:ED -_ﬁ“\" |
- wav = | -
- 5t By \ o
£ - |-
N E'II NI:ISE"-‘.M?('::HD ]
BCH = =
— 5F2TIE"N -
BOORSPLIK oaFUTaE W
YORDME 1969
BOR EEE | [ e T e T 192 -
L STTTVEH .
ﬂi?'?f;!ﬂ"l'l . -
- ! N DONEST
- {.,P?, My H._H.%_ o
0 8? " SN
1 25 % A IERW
- Os9 L\
i 2

S LE 1 TR R T AL RN Ty

ROBBINE
MOE 385
ROB L

=57
EASE4ET N
0AZTITET W

L&l /
- Og7 00 122 e 233 °
1300 /"
L . _
- KM D528 . CLIMETHROUGH SCN NDE, TURN  —
R#Y ZTR © LEFT HEADRNG 1567, INTERCEFT

: o 5 1 R 2.“ CONTAUR KODAR v RADIAL 111 BOA AT OR ABDVE

Al H o INTERWALS ug‘;’:}g"w - 1500 m. FROCEED V1A DOMEST

[ eTcETe,. VORMNDE TOASSGNED ROUTE

1 1 1 1 L 1

{DWTE OF AEROMNALITICAL

(PRODUCING ORGANIEZATION) (REFEREMNCE MUMBER)
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AERONAUTICAL CHART MANUAL cf Chapter 7.10 SPECIMEN CHART
STANDARD ARRIVAL CHART — | menmownomoe]|  [aee 1o DONLORWJBELI}%%)
INSTRUMENT (STAR) — ICAO S THRunal DNS 18 DON 18/2A
KODAP 1A/28

12° 30 A a2° 00'W 3= OST 1A ROB 1A/1B

TTTTITT JHIHHHHHIHHIﬂinl 18 0 0 0
ALT IN METRES [~ DONI 7 COM FAILURE =

DIST IN KM SET TRANSPONDESR CODE 1ec

S30Z18° N
032°0805" W

276

osTo
VOR 1103

T -
“ee

522054 N
0331458 W

PIOCEED TO CAA AT LAST RECENED OR ACKNOWLEDGED
EAT OR, F NO EAT HAS BEEN RECEWVED OR ACKNOMLEDGED
AT FPL EAT DESCEND IN THE CAAMLDG PATTERN TO 220 M
CARIY OUT STAND INSTRUMENT APCH TO RwY 271

IF NEEDED FOLLOWED 8Y A CHRCLING TO RWY 050

KAVRAN
VOR/DME 1150
KAV o =

S273Z18° N
03155512 W
0¥m

BOORSPIJK
VORDME 116.9
BOR Tis2
-— -
S2°2206° N
QA 22'30" W

¢ CHANGE: Terrain arvd MINALT por sy sl

« 1310

BN L VL% ] L LT TN TV 7 Y O 50 T T I S |

R B

i
L R Rl e o W T PR W T Y e |

DONEST
VOR 1143 DNS
-t = v
NDS 234 DOT

- - —— -
S2PMMZTN
03111524" W

 £52% (-5 L £ VAN 8% B4 b

¢
"

__IIIIIIIIII

KODAP
516142° N
| o3raz0e w
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(DATE OF AERONAUTICAL
INFORMATION)

(PRODUCING ORGANIZATION)
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AERONAUTICAL CHART MANUAL cf Chapter 7.11 SPECIMEN CHART 9
INSTRUMENT AERODROME ELEV 30m APP 119.1 DONLON/Intl (EADD)
APPROACH HEIGHTS RELATED TO TWR 1181 ILS RWY 27 L

CHANGE: Procedure , terain portranad

CHART —ICAO THR RWY 27 R - ELEV 16m (ACFT CAT A,B)

DIST IN KM
BRG ARE MAG
VAR 3*W

(IAF)

KAVE AN

7N\ VOR/DME 115.0

T ELEVATIONS "t 163

i ,#‘ / \HEIGHTS  |(147)
32‘10 ] ) -32°(])’w f .31‘50: R - “‘5;’30

|TRANSITION ALT 2400/

MISSED APPROACH
Climb straight ahead
to SCN, tumn right to
KAV climbing to 950

ILS RDH 15
THR ELEV 16 2
¥m toffrom THR RWY 27R | E
OCA (H) A B c )
Catl 64 (48) | 7 (51) | 70 (54) [73 (57) | GS kmn|[100 [150 [200 [2s0
:
W{;m" Catll (13) (18) (22) (26) FAF-MAPT 10.6km | min:s| 622 |4:14 | 3111 [2:33
GP INOP 140 (124) Rate of descent ms |17 |25 |33 |41
Circiing 385 465 | 630 | 680 For data tabulation, see verso
DATE OF AERONAUTICAL PRODUCING ORGANIZATION REFERENCE NUMBER
INFORMATION

234

TECHNICAL STANDARDS
(NAMCATS)




‘v

NCAA

NAMIBLA CIVIL AVIATION AUTHORITY

Namibia Civil Aviation Authority
Safety& SecurityDepartment

TECHNICAL STANDARDS
(NAMCATS)

Part 175: AIS

CHANGE: Procecie. terain portragl

AERONAUTICAL CHART MANUAL cf Chapter 7.11

9

SPECIMEN CHART

INSTRUMENT
APPROACH
CHART — ICAD

ELEY, ALT IN METRE

AERODROME ELEV 30m
HEIGHTS RELATED TO
THR RWY 27 R - ELEV 16m

Py DONLON/Intl (EADD)

TWR 1181

ILS RWY 2T R

DIST IM KM
BRIG ARE MAG S 1310
VAR 37 W VORIDME 115.0 foca mi] S
Ky T 0o T
1250 m T'Il-lum
o
e
=
¥ ﬂ,i;._.? |
i\ r W i
{133) TrOpcLn
KLTSS | Lm0
20 fo e
SCALE 1:360 000 KM {;"
101 2 3 4 68 6 7T 8 910 W
PR e AL ELEVATIONS | 183
1 o 1 2 3 :M HEIGHTS (147
=0 SH00W 31550 3150 e
[TRANSITION ALT 2400] aso  IAF ash 53
' 1473
MISSED APPROACH 650
Climb straight ahead
1o SCN, turn right to (634)
KAV climbing o 950
:
THR ELEV 16 A H
I I | | | I I I I I
wm woffrom THR RWY 27 R 5 "
OCA (H) A B C )
Catl 64 (48 [ g7 513 | T0(54) | 735 | GS kmm | 150 [ 200 | 250 [ 300
igpm;" Catll 113) (18] (22 (26) | FAF-MAPT106km | mns| 4:14 | 3:10 | 2:32 | 2:07
GP INOP 140 (124) Rate of descant mis | 22 | 29 | 36 | &4
Clrcling 385 465 630 680 For data tabulation, See versa
DATE OF AERONALUTICAL PRODUCING ORGANIZATION REFERENCE NUMBER

INFORMATION
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9 SPECIMEN CHART AERONAUTICAL CHART MANUAL cof Chapter 7.11

DONLON/Intl (EADD)

ILS RWY 2T R
AERONAUTICAL DATA TABULATION

ILS approach to BWY I7TH from KAY VOR/DME
Fix/point Coordinates
KAV VOR/DME (1AF) 52*3XF1R1"N 031°55'12.3"W
13.2 D KAV - BRG 147.05%13.20 km KAV 52°26° 123N 031°48'55.1"W
CAAVYOR (FAF) 520254 2N 031°44'36.1"W
KL L 5202349 4N 031°44'36.8"W
MM (MAPT) — BRG 270003%10.61 km CAA 52°2X41.7"N 031°53'36.4"W
THR EWY 2ITR 520238 91N 031°552729"W
LEZH LLE 520 2X3B0"N O3 1"58'00.9"W
SCHN NDEMER 202X AN 031°010'40.2"W
DATE OF AEROMALTICAL PRODUCING ORGANIZATION REFERENCE NUMEBER
INFORMATION
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AERONAUTICAL CHART MANUAL cf Chapter 7.12 SPECIMEN CHART
VISUAL ADELEV 30 m CITY/AERODROME
APPROACH APP  119.1

CHART — ICAO ToApEEy O TWR 1181

T 012 34 5/678%9

L LIS ! B PRSI P I 5o ot AL R, P . P et
~rw ° = w e

b 3

DATE OF AERONAUTICAL PRODUCING ORGANIZATION REFERENCE NUMBER
INFORMATION
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